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1 Reason for Change

According to the minutes taken in the Berlin meeting, the CR284R02 was an agreed CR and reflected in the ER document with the file name of OMA-ER-EVVM-V1_0-20111017-D.  However, in the CC on 11 October. CR284R03 was accepted again. So CR284R03 was reflected again in the latest ER document .
 This CR fixes the problem caused by duplicated incorporating of CR284R02 and CR284R03.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The EVVM group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal

Change 1:  Update Section 7.4.1.1, Local voicemail creation.
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Change 2:  Update Section :EVVM Server
5. EVVM Server

The EVVM Server resides in a Server Domain. It stores resources and provides access to these resources to other EVVM functional components.
A remote EVVM Server is an EVVM Server residing in another (remote) EVVM Server Domain and supports full set or a subset of EVVM functions described in this document. The local EVVM Server interacts with the remote EVVM Servers to allow EVVM Users of the local EVVM Server Domain to interact with EVVM Users of the other (remote) EVVM Server Domain.

The EVVM Server MUST provide storage either internally, externally or both, see [TBD, new section in appendix with figure]. The interface between the EVVM Server and its internal storage is an implementation issue, and as such, it is out of the scope of this specification. The interface between the EVVM Server and its external storage MUST be CPM-MSG, as defined in [OMA-CPM-TS-MS], see [editor to add cross-reference to 7.4.5].
The EVVM Server is responsible for:
…
Change 3:  Update section: EVVM Server to Message Storage Server Procedures.
4. EVVM Server to Message Storage Server Procedures




This specification uses the CPM-MSG interface defined in [OMA-CPM-TS-MS] to manage the external storage. 

When the user (using an EVVM Client, a VVM client or the TUI) is managing his/her external storage via the EVVM Server, the EVVM Server MUST authenticate and manage the external storage on behalf of the user. For any other purposes, the EVVM Server MUST authenticate and manage the external storage on behalf of an administrative entity.

Addition information is available about the use of external storage [editor to add cross-reference to D.2.1].
Change 4:  Update Appendix.










D.2 General Information

D.2.1 External message storage

This section contains general information about the procedures available via the CPM-MSG interface.
D.2.1.1     Authentication

The mutual authenticate operation allows the EVVM Server authenticate itself to the Message Storage Server, and the Message Storage Server to authenticate the EVVM Server following the operations specified in [OMA-CPM-TS-MS]. The authentication result remains valid for the duration of the transport-level connection, i.e. the EVVM Server is considered to be authenticated for all subsequent operations performed within the transport-level connection. D.2.1.2     Folder management
The EVVM standalone voicemail storage server is a multi-folder with hierarchical architecture allowing for the storage of EVVM voicemails, greetings and voice signatures as described in [OMA-CPM-TS-SD].  Each folder may be nested in order to provide additional layers of grouping of stored objects. 
D.2.1.3     Stored object management

Responding to the EVVM User/Client request, the EVVM Server performs operations to manage the stored objects in the user’s voicemail folders. The objects include voicemails, greetings (voice or text) and voice signatures with or without contact information attachment. These operations to manage the store objects are described in [OMA-CPM-TS-SD] and specified in [OMA-CPM-TS-MS]:
D.2.1.4     Access control
All related to a particular folder(s), the Access Control operations are described in [OMA-CPM-TS-SD] and specified in [OMA-CPM-TS-MS]:

Change 5:  Update Appendix.
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