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1 Reason for Change

CR#338R01 was agreed in R&A and has been incorporated in the latest ER. However, the R&A comments have not been addressed. This CR was created based on the R&A comments on CR#338R01. The contents in section 7.4.1.1, Voicemail encapsulation, are moved to section 7.3.3.1.2, Header fields.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The EVVM group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal

Change 1:  Update Section 7.3.3.1, Voicemails.
4. Voicemails

An EVVM voicemail is an internet message based on the format already defined in VVM 1.3 [OMTP VVM].

This specification introduces a number of improvements in the following areas:

· New message format specification, see section 7.3.3.1.1.

· Header fields, see section 7.3.3.1.2.

· Internationalization support, see section 7.3.3.1.3.

· Transfer encoding, see section 7.3.3.1.4.

4. New message format specification

EVVM Clients MUST send voicemail messages using the message format described in [RFC5322].

EVVM Servers MUST support sending and receiving voicemail messages using the message format described in [RFC5322].

While the preferred voicemail message format is that defined in [RFC5322], EVVM Clients and EVVM Servers may receive voicemails in the legacy format from several sources. For example, from: VVM 1.3 client, TUI, Message Storage Server, Standard Non-OMA VM service. Therefore, for backwards compatibility reasons, all EVVM Clients MUST support receiving voicemails in the message format defined in [RFC2822]. Similarly, all EVVM Servers MUST support both sending and receiving voicemails in the message format defined in [RFC2822].

4. Header fields


The usage of header fields MUST conform to [RFC5322] and [OMTP VVM]. In addition, when a voicemail is being composed at the EVVM Client,
1. If there are multiple identifiers associated with the user, the EVVM Client MUST allow the user to choose one of his/her identifiers as the originator’s identifier and include the chosen identifier in the From header field.

2. If the user requests a read report, the EVVM Client MUST include a Disposition-Notification-To header field as specified in [RFC3798].
3. If the EVVM user desires call-back using an identifier different from the identifier included in the From header field, the EVVM Client MUST include the identifier to be used for call-back in the Reply-To header field as specified in [RFC5322].
Change 2:  Update Section 7.4.1, Client-specific procedures.
4. Client-specific procedures

This section describes procedures that may take place solely at the EVVM Client, without involving any other functional component.

Minimum conformance requirements:

· The EVVM Client MUST support:

· 
· Local voicemail composition, as specified in section 7.4.1.2.

· Voicemail presentation as specified in Section 7.4.1.2
· Uninterrupted service in an intermittent-connectivity situation as specified in Section 7.4.1.5
· The EVVM Client SHOULD support:

· ...

· The EVVM Client MAY support:

· Storing draft voicemails, as specified is section 7.4.1.3.

· Voicemail future release as specified in Section 7.4.1.6
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