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1 Reason for Change

This contribution addresses the solution of supporting delivery status notification in Client-Server Procedures.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The proposed changes below are recommended for agreement by EVVM SWG.

6 Detailed Change Proposal

Change 1:  Update Section 7.4.3.12, Delivery reports 

7.4.3.12 Delivery Status Notification (DSN)
The EVVM Client SHOULD support setting the DSN header field values of a voicemail, according to the EVVM user’s request, to ask a DSN from the EVVM Server subject to the mechanism as defined in [RFC3461]. 
If a voicemail contains available DSN header values, the EVVM Server SHOULD response at least one DSN to the DNS recipient provided in the DSN header values subject to the mechanism as defined in [RFC3461], after processed the voicemail.
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