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1 Reason for Change

This CR describes the TS part for the Emotion Indication requirement as per the in-principle agreement on the OMA-COM-EVVM-2011-0359-INP_TS_Emotion_Indication.
NOTE: Though at the time of reserving this document on portal the latest ER version was dated “OMA-ER-EVVM-V1_0-20111122-D”, this CR is against the latest ER version which is “OMA-ER-EVVM-V1_0-20111130-D”.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The EVVM group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal

Change 1:  Update Section 7.3.
7.3 Data Model

This section describes the header/data/payload formats and encodings that EVVM uses:

· Identifiers in section 7.3.1.

· Preferences in section 7.3.2.

· Voice in section 7.3.3.

· Media types in section 7.3.4.

· Notifications in section 7.3.5.

· Mailboxes in section 7.3.6.

· IMAP Keywords in section 7.3.7.
· EVVM specific headers in section 7.3.8.
Change 2:  New Section 7.3.8, EVVM specific headers.
7.3.8. EVVM Specific Headers

This section describes the EVVM specific message headers format.

7.3.8.1 Emotion Indication Header

The following additional header field can be added to the message being deposited:

Header: "X-EVVM-EmotionIndication"

Description: Indicates the message’s emotion as specified by the VM composer or use the capability of the device/server to determine the emotion value from user inputs (such as smiling into the device or special voice tones in the VM).

This header is Optional.

Legal Values (case insensitive): happy, sad, angry, surprise
Default Value: N/A
Change 3:  Update Section 7.3.3.1.2
7.3.3.1.2 Header fields

The usage of header fields MUST conform to [RFC5322] and [OMTP VVM]. In addition, when a voicemail is being composed at the EVVM Client,
1. If there are multiple identifiers associated with the user, the EVVM Client MUST allow the user to choose one of his/her identifiers as the originator’s identifier and include the chosen identifier in the From header field.

2. If the user requests a read report, the EVVM Client MUST include a Disposition-Notification-To header field as specified in [RFC3798].
3. If the EVVM user desires call-back using an identifier different from the identifier included in the From header field, the EVVM Client MUST include the identifier to be used for call-back in the Reply-To header field as specified in [RFC5322].
4. If the EVVM user desires to include emotion indication to the voice mail, the EVVM Client MUST include the header field as specified in Section 7.3.8.1.
Change 4:  Update Section 7.4.1.1
7.4.1.1 Local voicemail composition

The EVVM Client MUST support voicemail composition locally and it MUST follow the voice mail format defined in section 7.3.3.1.

Voicemails are composed locally by creating a blank voicemail, or, opening a locally stored voicemail, and, adding various header fields and attachments.

The attachments MAY originate from the device (newly created media), or, from another voicemail (existing media). When existing voicemail or media that exists on the network-side is used in the composed voicemail, the EVVM Client SHOULD perform remote voicemail composition instead, as defined in section 7.4.3.4.

While EVVM Client MAY insert any header fields, the EVVM Client MUST honor to the header field requirements defined in section 7.3.3.1.2.
Upon request from the EVVM user to include emotion indication to the voice mail, the EVVM Client MUST include the header “X-EVVM-EmotionIndication” and the value as provided by the EVVM user or device as specified inSection 7.3.8.1.
Similarly, while the EVVM Client MAY insert any type of attachments, the EVVM Client MUST honor to the media type requirements defined in section 7.3.4.
The EVVM Client MAY allow the EVVM user to add a media item to the voicemail message as the background media with the Content Disposition header set to “inline”. In this case, the EVVM Client MAY include a MIME body part containing the user-selected background media, in addition to the main body part (containing the user’s voice), in the composed voicemail. The body part containing the background media MUST have a media type conforming to section 7.3.4 and include a Content-Description header field [RFC2045] with its value set to the text “background media” to indicate the relationship with the main media item.
The EVVM Client MUST ensure that the resulting voicemail does not exceed the maximum voicemail size imposed by the service provider, see 7.3.2.1.

While NOT REQUIRED, it is RECOMMENDED that the EVVM Client allows the EVVM User to specify the sender and recipient identifiers prior to composing the message.
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