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1 Reason for Change

This contribution provides several editorial changes on section 7.3.4 and section 7.3.5 of dropping the redundant descriptions in order to make the ER document simpler and clearer, and updates two functional descriptions as follow:

1) Dropping one sentence in section 7.3.4, “Future revisions are REQUIRED to provide content adaptation only for the minimum set.”  It’s better to keep this right to service providers to adopt to the diverse markets in different areas and the booming technologies.
2) Expanding the functions of the Greeting Box in section 7.3.5 to allow it to save text-greetings and voice signatures.

R01 incorporates several suggestions from RIM offline.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The EVVM group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal
Change 1:  Update Section 7.3.4, Media types.
EVVM Clients and EVVM Servers MAY support any other media types.
7.3.4 Media types

While the basic container format allows inserting any type of media into voicemails, greetings and voice signatures, it is necessary to identify a minimum set, a supplementary set and an optional set of media types to establish conformance requirements. All text-based media types MUST conform to the character sets defined in section 7.3.4.1.

EVVM Clients and EVVM Servers MUST support the following media types:

	Name
	MIME
	Special

	Adaptive Multi-Rate audio
	audio/amr
	12.2 kbit/s (GSM EFR)

	Plain text
	text/plain
	


Table 1: Minimum set of media types

EVVM Clients and EVVM Servers SHOULD support the following media types:

	Name
	MIME
	Special

	Adaptive Multi-Rate Wideband audio
	audio/amr-wb
	Config-WB-Code 0 as defined in [3GPP 26.103]

	HTML
	text/html
	


Table 2: Supplementary set of media types

EVVM Clients and EVVM Servers are RECOMMENDED to support the following media types:
	Name
	MIME
	Special

	3rd Generation Partnership Project video with Adaptive Multi-Rate audio
	video/3gpp;codec=h263_amr
	

	G711, A-law
	audio/wav;codec=g711a
	

	G711, μ-law
	audio/wav;codec=g711u
	

	High Rate Speech Service Option 17 for Wideband Spread Spectrum Communications Systems (QCELP 13K vocoder)
	audio/qcelp
	

	Synchronized Multimedia Integration Language
	application/smil+xml(see [RFC4536])
	See section 7.3.4.2.

	Tagged Image File Format
	image/tiff
	

	Portable Document Format
	application/pdf
	


Table 3: Optional media types

It is RECOMMENDED that a service based on the OMA EVVM Enabler provides transcoding for the content types listed in table 3.
EVVM Clients and EVVM Servers MAY support any other media types.
7.3.4.1 Character sets

While the basic container format allows inserting text-based content with any character sets into voicemails, greetings and voice signatures, it is necessary to identify a minimum set and a supplementary set to establish conformance requirements.

EVVM Clients and EVVM Servers MUST support the following character sets:

	Name
	Preferred MIME name
	Special

	UTF-8
	UTF-8
	


Table 4: Minimum set of character sets

EVVM Clients and EVVM Servers SHOULD support the following character sets:

	Name
	MIME
	Special

	Latin 1
	ISO-8859-1
	

	Latin 2
	ISO-8859-2
	

	Latin 9
	ISO-8859-15
	

	US ASCII
	US-ASCII
	


Table 5: Supplementary set of character sets

EVVM Clients and EVVM Servers MAY support any other character sets.

7.3.3.2 Using the SMIL XML content type

EVVM Clients MAY support Synchronized Multimedia Integration Language (SMIL) in voicemail messages and support the “application/smil+xml” media type [RFC4536].

If the EVVM Client of the voicemail originator includes SMIL in the voicemail, the recipient’s EVVM Client MAY present the voicemail contents properly to the recipient according to the SMIL contained in the voicemail.

Change 2:  Update Section 7.3.5, Mailboxes.

7.3.5 Mailboxes

The OMA EVVM Enabler reuses the special mailboxes defined in [OMTP VVM], and, in addition, allows using assigning names to mailboxes that are otherwise not supported (such as international characters).

The [OMTP VVM] specification defines the following special mailboxes:

· Inbox, used for depositing incoming voicemails, see [editor to add cross-reference to TBD].
· Greetings, used to store the greetings (including textual-greetings) and voice signatures, see [editor to add cross-reference to TBD]. 
OMA EVVM follows the same principle and defines additional special mailboxes::

· Draftbox, used for remote message composition, see section 7.4.3.4.

· Outbox, used for submitting voicemails for delivery, see 7.4.3.6.

· Sentbox, used to store sent voicemails, see [editor to add cross-reference to server-server operation, TBD].

· Spambox, used to isolate voicemails identified as spam, see [editor to add cross-reference to TBD].

· Trash, used to store deleted voicemails, see [editor to add cross-reference to TBD].

All special mailboxes are logical, meaning that there is no actual storage-level mailbox name implied, see section 7.3.5.1.

The EVVM Server MUST provide Inbox, Greetings and Sentbox at all times.

The EVVM Server MAY provide Draftbox, Outbox, Spambox and Trash. All EVVM Clients and EVVM Servers MUST support all special mailboxes and support management of those that exist in the service preferences (7.3.2.1).

OMTP VVM clients have no knowledge of the special purpose of these mailboxes. Consequently, they are going to treat all mailboxes defined in EVVM as user-created mailboxes. Therefore, the EVVM Server MUST refuse any requests other than deletion from OMTP VVM clients to make changes in Sentbox and Spambox.

7.3.5.1 Mailbox naming conventions

As defined in section 7.3.5, all special mailboxes have a logical name, which are used throughout this specification to refer to them. Each mailbox – including the special mailboxes – MUST have a storage-level name and MAY have a display name. The storage-level names are the actual mailbox names on the physical storage, and these are used on the protocol-level while accessing the storage and therefore, it is limited by the characteristics of the physical storage and the protocol. The display names are the mailbox names that may appear on the user interface of the device, replacing the storage-level mailbox names with a user-friendly name. While display names are purely cosmetical, they are extremely important in case of users using their native language script or character sets.

Mailbox storage-level names MUST follow the storage naming conventions in [RFC3501]. The storage-level names MUST be used on the protocol level.

Mailbox display names MUST be UTF-8. The EVVM Client MUST ensure that each display name is unique within the scope of the EVVM User, and deny any attempts to introduce a display name that is already in use.

The EVVM Server MUST map the logical name of each special mailbox to storage-level names in the service preferences, as described in section 7.3.2.1. The EVVM Client MUST follow this mapping.
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