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1 Reason for Change

The client-side notification procedures are missing as a whole.

This CR drafts client-side notification procedures sections.
OMTP VVM 1.3 is marked as out of scope.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

7.4.4 Notification handling
7.4.4.1 Inband notifications
When the EVVM Client supports IMAP IDLE, the EVVM Client MUST follow the notification procedures defined in [RFC2711].
When the EVVM Client supports IMAP NOTIFY, the EVVM Client MUST follow the notification procedures defined in [RFC5465].

7.4.4.2 Outband notifications
When the EVVM Client receives a notification directly via SMS, it MUST follow the appropriate procedures in [OMTP VVM].

When the EVVM Client receives an outband notification via the OMA PUSH Enabler, the EVVM Client MUST perform the following actions:
· Check the first character of the notification.
· If its decimal value is lower than 128, the notification is raw, there is no lead-in byte.
· If its decimal value is equal or higher than 128, the first character is a lead-in byte and the EVVM Client MUST extract the compression and encryption indexes. The EVVM Client MUST revert the transformations indicated by these indexes on the payload following the lead-in byte; decryption MUST occur before decompression.
· Check that the content is a valid XML document. If the content is a valid XML document, the EVVM Client MAY proceed with parsing it, otherwise the EVVM Client MUST discard the notification.
· Check the sequence number. If the sequence number is not sequentially increasing (the previous sequence number was 2 while this one is 4), the EVVM Client MUST assume that a notification has been lost, discard the notification and it SHOULD connect to the EVVM Server and perform reconciliation.
· Check the client prefix vs. the client prefix stored in the notification settings (clientprefs/prefs/notifications). If the client prefix does not match the client prefix stored in the notification settings, the EVVM Client MUST assume that the notification has been forged and discard the notification.
· Handle the notification based on the type of the notification as described in sections [editor to add cross-reference to 7.4.4.2.1], [editor to add cross-reference to 7.4.4.2.2], [editor to add cross-reference to 7.4.4.2.3], and [editor to add cross-reference to 7.4.4.2.4].
7.4.4.2.1 Deactivation notification
Following the general procedure described in section [editor to add cross-reference to 7.4.4.2], the EVVM Client MUST perform the following actions:

· Check that the identifier included in the notification refers to an administrative entity that is authorized to deactivate the client by comparing the identifier to the value(s) available in the service preferences (serviceprefs-final/prefs/notifications). If the identifier does not match any administrative entities in the service preference, the EVVM Client MUST discard the notification.
· Check that the key included in the notification matches the key of the administrative entity by comparing the key to the key of the appropriate administrative entity in the service preferences (serviceprefs-final/prefs/notifications). If the key does not match the key of the administrative entity in the service preference, the EVVM Client MUST discard the notification.
· Check the event type.

· If the event type indicates permanent deactivation, the EVVM Client MUST disconnect from the EVVM Server immediately and it MUST NOT attempt to connect for any reasons.
· If the even type indicates temporary deactivation, the EVVM Client MUST disconnect from the EVVM Server immediately and it MUST NOT attempt to connect until the amount of time indicated in the notification has passed.
· The EVVM Client MUST check the wipe flag and if the wipe flag is ‘true’, the EVVM Client MUST wipe all information associated with the service.
7.4.4.2.2 Preferences notification
Following the general procedure described in section [editor to add cross-reference to 7.4.4.2], the EVVM Client MUST perform the following actions:

· Check the identifier included in the notification. If the identifier does not match any application usage namespaces known to the EVVM Client, the notification MUST be discarded.
· The EVVM Client MUST retrieve a fresh copy of the referenced preferences document of the indicated application usage from the XDMS via its XDM Client.
7.4.4.2.3 Synchronization notification
Following the general procedure described in section [editor to add cross-reference to 7.4.4.2], the EVVM Client MUST perform the following actions:

· Check the amount of information in the notification.

· If the amount of information is deemed to be sufficient, the EVVM Client SHOULD update its local representation of the voicemail storage using the information in the notification and avoid connecting to the EVVM Server.
· If the amount of information is deemed to be insufficient, the EVVM Client SHOULD discard the notification, connect to the EVVM Server and perform reconciliation.
7.4.4.2.4 Transcription notification
Following the general procedure described in section [editor to add cross-reference to 7.4.4.2], the EVVM Client MUST perform the following actions:

· Check that the identifier included in the notification refers to an existing voicemail.
· If the identifier refers to a voicemail known to the EVVM Client, the EVVM Client MAY store the transcription aside the voicemail and notify/present the transcription to the EVVM user.

· If the identifier does not match any existing voicemails, the EVVM Client MAY hold the notification for a limited amount of time (in an attempt to cope with delays, expecting the voicemail to show up within a reasonable timeframe), connect to the EVVM Server and perform reconciliation, or discard the notification.
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