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1 Reason for Change

Address the following comments:
	A027
	2012.03.30
	T
	6.1

HLF-014
	Source: China Unicom

Form: doc #0050

Comment:  There is no address about the number of the emotions in ER.
Proposed Change:  Update related sections of ER to address this Note, then delete the NOTE for HLF-014.
	Status: OPEN / CLOSED

Need CR for ER

	A033
	2012.04.13
	T
	6.1

EVVM-HLF-014
	Source: ZTE

Form: doc #0064
Comment: The number of the emotions has not been resolved yet, as implied by the NOTE.
Proposed Change: Determine the number of the emotions.
	Status: OPEN
See A027

	A038
	2010.01.23
	T
	6.1
	Source: Samsung Electronics

Form: doc #0065

Comment: Emotion indication notifications as in requirements EVVM-HLF-014 and EVVM-HLF-015 need to be filled in ER

Proposed Change: 

Emotion indication has to be included in all types of notifications in ER.
	Status: OPEN

Closed without action.

Only the SYNC and TRANS notifications contain message-related information. Including the information in TRANS does not make sense (as the client is required to hold the text until the VM shows up or drop the notification after a while).

	A053
	2012.04.13
	T
	6.1.3
	Source: Research In Motion Ltd.

Form: Doc #0067

Comment: EVVM-UIM-001 is not entirely covered in the specifications. We specified how notifications behave, but we did not specify anything for delivery. We push only notifications; voicemails are always pulled (unless they’re removed without retrieving them).

Proposed Change: Change the text as follows: “The EVVM Enabler SHALL support EVVM user preferences that govern the notifications of voice mail messages.”
	Status: OPEN



	A063
	2012.04.13
	T
	6.1.6.1
	Source: Research In Motion Ltd.

Form: Doc #0067

Comment: EVVM-AUT-001 is only partially fulfilled. User authentication is more or less in place. Mutual authentication of other functional components is missing. It is unlikely that the group will have time to specify mutual server-user, client-server, server-client, server-server, etc. authentication mechanisms.

Proposed Change: Relax the requirement to address user authentication only.
	Status: OPEN



	A064
	2012.04.13
	T
	6.1.6.2
	Source: Research In Motion Ltd.

Form: Doc #0067

Comment: EVVM-CON-002 and EVVM-CON-003 are marked as ‘Deleted’. These requirements are very unlikely to be addressed in a future EVVM specification because we are not going to change the VVM 1.3 specs. Therefore, these requirements can be removed.

Proposed Change: Remove EVVM-CON-002 and EVVM-CON-003 from the RD instead of marking them ‘Deleted’.
	Status: OPEN

Closed without action.

The OMA process requires these to be marked ‘Deleted’.

	A065
	2012.04.13
	T
	6.1.7
	Source: Research In Motion Ltd.

Form: Doc #0067

Comment: Direct client-server connections are covered, but notifications are not. OMA PUSH does support push to IP-based devices, but the specification does not specify how the address is obtained and kept up-to-date. For example, how does a device ensure that it’s IP address is not reused by any other device on the network?

Proposed Change: If outband notifications were meant to be covered by this requirement, the addressing issue needs to be specified. Otherwise, relax the requirement by excluding outband notifications.
	Status: OPEN




2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree the proposed changes.
6 Detailed Change Proposal

Change 1:  Update text
6.1 High-Level Functional Requirements

	Label
	Description
	Release

	EVVM-HLF-001
	The EVVM Enabler SHALL allow an EVVM user to deposit a new or a stored voice mail to the recipient via the EVVM Enabler.
	EVVM V1.0

	EVVM-HLF-002
	The EVVM Enabler MAY allow an EVVM user to block specific users from leaving voice mails. 
	EVVM V1.0

	EVVM-HLF-003
	The EVVM Enabler MAY employ techniques to automatically maintain an uninterrupted EVVM based service in challenged environments.
	EVVM V1.0

	EVVM-HLF-004
	The EVVM Enabler MAY support multiple identifier types (e.g., phone number, email address, SIP URI) to deposit a voice mail.
	EVVM V1.0

	EVVM-HLF-005
	The EVVM Enabler MAY support association of multiple identifiers (zero or more) of each identifier type (e.g., phone number, email address, SIP URI) with one and only one voice mail box.
	EVVM V1.0

	EVVM-HLF-006
	The EVVM Enabler SHALL support Email Address Internationalization.
	EVVM V1.0

	EVVM-HLF-007
	When multiple identifers are associated with a single EVVM voice mailbox, the EVVM Enabler SHALL always allow the user owning the mailbox to access his/her voice mail box after only one valid login operation.
	EVVM V1.0

	EVVM-HLF-008
	When multiple identifers are associated with a single EVVM voice mailbox, the EVVM Enabler SHALL always allow the user owning the mailbox  to manage (e.g., receive, send, store, retrieve) voice mails with any of his/her identifiers after logging into his/her voice mail box.
	EVVM V1.0

	EVVM-HLF-009
	An EVVM user MAY be able to add a background audio item and send it together with his/her voice mail. 
	EVVM V1.0

	EVVM-HLF-010
	The EVVM Enabler MAY support playing simultaneously a voice mail and its associated background media, if present, at the recipient’s EVVM client.
	EVVM V1.0

	EVVM-HLF-011
	 The EVVM Enabler SHOULD support the handling of wide band speech (e.g. G.722, AMR-WB).
	EVVM V1.0

	EVVM-HLF-012
	The EVVM Enabler MAY allow an EVVM user to manage (e.g., list, retrieve, delete) the voice mails previously sent by him/her in a separate folder (i.e. in a sentbox).
	EVVM V1.0

	EVVM-HLF-013
	The EVVM Enabler MAY support storing copies of sent VMs in a storage separated from the inbox according to user preferences and service provider policy.
	EVVM V1.0

	EVVM-HLF-014
	The EVVM Enabler MAY support inclusion of an emotion indication by the sending user, along with the VM, while depositing the VM for delivery.

	EVVM V1.0

	EVVM-HLF-015
	The EVVM Enabler SHALL deliver the emotion indication information, if present, to the recipient.
	EVVM V1.0

	EVVM-HLF-016
	The EVVM Enabler SHOULD provide support for multi-device environment. 
	EVVM V1.0

	EVVM-HLF-017
	The EVVM Enabler MAY allow an EVVM user to recall his/her voice mail deposited to another EVVM user.
	EVVM V1.0

	EVVM-HLF-018
	The EVVM Enabler SHALL support sending notification to the recalling EVVM user, which includes the status (i.e., success, failure) of the voice mail recall attempt made by the recalling EVVM user.
	EVVM V1.0

	EVVM-HLF-019
	The EVVM Enabler SHALL support sending notification to the recipient EVVM user, which includes the information and status of the voice mail recall attempt made by the recalling EVVM user, according to the recalling EVVM user’s preferences.
	EVVM V1.0

	EVVM-HLF-020
	The EVVM Enabler SHOULD support interworking between various codecs (e.g. narrowband with G.711, GSM, AMR and wideband with G.722 and AMR-WB).
	EVVM V1.0

	EVVM-HLF-021
	The EVVM Enabler SHALL support network-initiated deactivation.
	EVVM V1.0

	EVVM-HLF-022
	The EVVM Enabler SHALL allow the EVVM client and EVVM server to exchange information that supports avoiding spam voice mails.
	EVVM V1.0

	EVVM-HLF-023
	The EVVM Enabler SHALL support interworking with other non-OMA VM services that are based on open standards.
	EVVM V1.0



	EVVM-HLF-024
	The EVVM Enabler SHALL as a minimum allow the user to identify spam voice mails using the message originator’s identifier.
	EVVM V1.0

	EVVM-HLF-025
	When the EVVM Enabler supports blocking specific users, the EVVM Enabler SHALL allow an EVVM user to unblock a specific user who was blocked from leaving voice mails. 
	EVVM V1.0

	EVVM-HLF-026
	The EVVM Enabler SHALL allow reporting that a voice mail previously reported as spam is no longer spam.
	EVVM V1.0

	EVVM-HLF-027
	The EVVM Enabler SHALL support remote configuration of device parameters to access EVVM based services.
	EVVM V1.0


Table 1: High-Level EVVM Functional Requirements

Change 2:  Update text

6.1.1 User Interface Management

	Label
	Description
	Release

	EVVM-UIM-001
	The EVVM Enabler SHALL support EVVM user preferences that govern the notifications of voice mail messages.
	EVVM V1.0


Table 4: User Interface Management Requirements

Change 3:  Update text

6.1.6.1 Authentication

	Label
	Description
	Release

	EVVM-AUT-001
	The EVVM Enabler SHALL provide user authentication prior to accessing the EVVM based service.
	EVVM V1.0

	EVVM-AUT-002
	The EVVM Enabler SHALL provide authentication information in the notifications.
	EVVM V1.0


Table 8: Authentication Requirements
Change 4:  Update text

Usability

	Label
	Description
	Release

	EVVM-USA-001
	The EVVM Enabler SHALL support notifying EVVM clients without SMS capability, such as personal computers relying solely on IP connectivity.
	EVVM V1.0

	EVVM-USA-002
	The EVVM Enabler SHALL allow reporting a spam voice mail without having to upload the whole voice mail.
	EVVM V1.0


Table 10: Usability Requirements
NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 5)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

