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1 Reason for Change

This contribution also suggests closing the CONRR comments as below according to the comments and their proposed changes individual.
	ID
	Open Date
	Type
	Section
	Description
	Status

	B093
	2012.03.30
	E
	6.1
	Source: China Unicom

Form: doc #0050

Comment: the last 6 paragraphs from template are no longer needed.
Proposed Change: Drop those paragraphs.
	Status: Closed by CR#2012-0136 


	B259
	2012.03.30
	T
	6.3.2.1
	Source: China Unicom

Form: doc #0050

Comment: ‘VVM 1.3 mobile originated notifications’ is inaccurate. Mobile is one type of the user’s device to host the EVVM Client(s).
Proposed Change: Change to ‘Device originated notifications defined in VVM 1.3’.
	Status: Closed by CR#2012-0136 


	B402
	2012.03.30
	T
	7.3.2.3


	Source: China Unicom

Form: doc #0050

Comment:  User preferences can be managed by the EVVM Clients, and also, the service operation system of the service provider can manage the parts of the user preferences.
Proposed Change: Update the first sentence of the section 7.3.2.3..
	Status: Closed by CR#2012-0136 



2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The EVVM group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal
Change 1:  Update section 6.1
6.1 Dependencies
The EVVM Enabler utilizes several OMA Enablers and other non-OMA specifications (IETF, 3GPP, GSMA).
IETF dependencies:
· Internet Message Access Protocol version 4 (IMAP4) family of protocols and extensions 
· Simple Mail Transfer Protocol (SMTP) family of protocols  and extensions 
OMA dependencies:

· Message Storage: optional use of CPM Enabler’s Message Storage Server (MSS) as described in [OMA CPM AD] and [OMA CPM TS SD]

· XML Document Management: XDM Enabler as described in  [OMA XDM]

· Device Management: Device Management Enabler as described in [OMA DM]

· Notification delivery: Push Enabler as described in [OMA Push]
· Transcoding: Standard Transcoding Interface Enabler as described in [OMA STI]
Editor’s Note: It is FFS if all aspects of OSE including references and the underlining network infrastructure should be incorporated in this enabler as dependency.








Change 2:  Update section 6.3.2.1
6.3.2.1 EVVM-1

The EVVM Server is exposing the EVVM-1 interface to the EVVM Client, allowing it to access the resources on the EVVM Server.

Supported functionalities include:

· Device originated notifications defined in VVM 1.3 [OMTP VVM]
· EVVM User and Client authentication.

· Supporting multiple devices environment

· Client identification 

· Disclosing capabilities of the EVVM Client:

· Supported media formats.

· Supported encryption methods.

· Application-level encryption:

· Facilitating agreement on a preferred encryption method.

· Facilitating exchanging nonce(s), encryption key(s), etc as required.

· Sending, requesting forwarding, listing, retrieving, and deleting voicemails while providing support for:

· Requesting voicemail release at a specific point of time in the future.

· International email addresses.

· Emotion indication in voicemails.

· EVVM Server also receiving:

· Indications on how voicemails should be received (see section 6.3.1.1 “EVVM Client”). Clients send this information via EVVM-1.

· Transcribed text which the EVVM Client sends for forwarding purposes.

· One or more recipient’s addresses to forward the transcribed text

· Type of message (i.e., SMS, MMS or Email) to forward a voicemail as.

· Request a previously blocked user to be unblocked.

· Request to retrieve the blocked information.

· Voicemails with emotion indication

· Uploading, listing, retrieving, and deleting greetings (voice or text) and voice signatures, with or without contact information attachment.

· Managing preferred greeting selection

· Requesting voicemail transcription:

· On demand.

· Automatically with every voicemail.

· Managing user preferences.

· Sending the encryption key generated by the EVVM Client.

· Sending the encryption algorithm preferred by the EVVM Client.

· Requesting to recall a voicemail.

· Spam Management:

· Reporting voicemail as spam.
· Supporting to communicate a set of parameters that will be used to identify a voicemail as spam.
· Informing that a previously reported spam is no longer a spam

Change 3:  Update section 7.3.2.3
7.3.2.3 User preferences

The user preferences are interpreted by the EVVM Server and EVVM Client. EVVM user manages its user preferences by the EVVM Clients.
EVVM Clients SHOULD maintain user preferences according to the wishes of their EVVM users. The EVVM Client SHALL ensure that all available user preferences are up-to-date in the appropriate XML document. Since user preferences are universal, one and only one XML document is available for each EVVM user to whom these preferences apply.

The XML document containing the user preferences SHALL conform to all requirements that are defined for the “user preferences” application usage in [OMA EVVM XDM].
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