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1 Reason for Change

This CR proposes to address the following requirement relevant to the ISC 1.0 RD.
	Label
	Description
	Release

	ISC-SOC-001
	The ISC Enabler SHALL support social activity (e.g. send invitation, request to join, content sharing) between ISC Users, subject to the user preferences and the service provider policy.
	ISC V1.0

	ISC-SOC-002
	The ISC Enabler SHALL support unidirectional/bidirectional social interaction between the ISC User and the Content Provider (e.g. transmitting vote of the ISC User to the presenter of a TV show) according to the users preferences and the service provider policy.
	ISC V1.0


2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The ISC group is recommended to review and agree to the proposed changes.

6 Detailed Change Proposal
Change 1:  Edits to section Appendix C.
C.X User Interaction
C.X User Interaction
This section describes social interaction between the ISC User and the Content Provider.
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Figure X:  Social Interaction between the ISC User and the Content Provider
While ISC User A and ISC User B is in progress on Contact Viewing and Communication via the Content Provider,
1. The Content Provider sends the user interaction request for social interaction between the ISC User an the Content Provider to the ISC CPGateway.

2. The ISC CPGateway generates the user expression request based n the user interaction request.

3. The ISC CPGatway sends the user expression request (SIP MESSAGE) to the ISC Server.

4. The ISC Server retrieves the ISC User Preferences Document from the ISC XDMS.

5. The ISC Server receives 200 OK from the ISC XDMS. 

6. The ISC Server checks the ISC Users’ preferences whether or not ISC Users receives the user expression request from the ISC Content Provider .
7. The ISC Server sends thee user expression request (SIP MESSAGE) to the ISC Client

8. The ISC Server receives 200 OK from the ISC ISC Client. 
9. The ISC Server sends 200 OK to ISC CPGateway.

10. The ISC User inputs his/her user expression. (e.g. voting for top singer in 45 min)
11. The ISC Client sends user expression response message (SIP MESSAGE) to the ISC Server which includes the information for responding the use expression 
12. The ISC Serer forwards the user expression response message to the ISC CPGateway.(SIP MESSAGE)
13. The ISC Server receives the acknowledgement from the ISC CPGateway.(202 Accepted)

14. The ISC Server forwards the acknowledgement to the ISC Client. (202 Accepted)
15. The ISC CPGateway aggregates the received user experiences and generates the status of user interactions.

16. The ISC CPGateway sends the status of user interaction request.
17. The ISC CPGateway sends the status of user expression response base upon the user preferences to the ISC Server. (SIP MESSAGE)

18. The ISC Server forwards the status of user expression response (SIP MESSAGE) to the ISC Client.
19. The ISC Client A sends the acknowledgement towards ISC CPGateway. (200 OK)

20. The ISC Server A forwards the acknowledgement to ISC CP Gateway. (200 OK) 
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