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1 Reason for Change

This CR makes some changes to improve the Appendix C.10.2 Flow section.
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to review and agree to the proposed changes.
6 Detailed Change Proposal

Change 1:  C.10.2 Flow 

A.1 Immersive Content Viewing
A.1.1 Distribute Content Views according to selected Spatial Configuration
This section describes the case where an ISC User requests to distribute contents according to his/her selected Spatial Configuration. 
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Figure X.Y.2

1. ISC User A has two ISC enabled devices (corresponding to ISC Client A1 and A2). ISC User A wants to watch contents with his/her multiple devices, and he/she selects one specific Spatial Configuration (e.g. left view distributed to the left-positioned device) for the Immersive Content Viewing. 
2. ISC Client A1 sends a request (SIP INVITE) for Immersive Content Viewing (ICV) towards the ISC Server (Media Function) including: 

· the reference to content

· information about the selected Spatial Configuration
3-5. If an ISC session has not been established yet for the requested contents, ISC Server (Media Function) sends a request (SIP INVITE) towards ISC CPGateway. After contents session between ISC CPGateway and Content Provider is established, ISC CPGateway sends back a response (200 OK).
6. UDP/RTP channel is setup between ISC Server and ISC CPGateway. ISC CPGateway then transmits the media related to the contents requested in step 2, over the UDP/RTP channel to the ISC Media Function.
7. The ISC Server (Media Function) arranges contents based on the selected Spatial Configuration and generates recommendation of spatial distribution for the contents (e.g. left view distributed to the left-positioned device).
8. ISC Server sends a response (200 OK) back to ISC Client A1 accepting to set up Immersive Content Viewing Session. 
3-6. Based on the generated spatial distribution, ISC Server (Media Function) sends also a request (SIP INVITE) to ISC Client A2. ISC Client A2 sends back a response (200 OK). 
3-7. UDP/RTP channels are setup by the ISC Media Function towards ISC Client A1 and ISC Client A2 septerately. The ISC Media Function then transmits the media related to contents according to the selected Spatial Configuration, over the UDP/RTP1 channel to the ISC Client A1 and UDP/RTP2 channel to the ISC Client A2. User A is now watching multiple Content Views simultaneously (e.g. left view distributed to the left-positioned device).
13. 
14. After a while, the ISC User A selects another specific Spatial Configuration (e.g. left view distributed to the right-positioned device) for the ongoing Immersive Content Viewing Session. 

15. ISC Client A1 sends a request (SIP re-INVITE) for Immersive Content Viewing (ICV) towards the ISC Server (Media Function) including: 

a) the reference to new content(optionally)
b) information about the selected Spatial Configuration

5-6. Similarly, if an ISC session has already been established for the requested contents, the ISC Server (Media Function) retrieves the contents from Content Provider via ISC CPGateway. 
17. The ISC Server (Media Function) arranges contents based on the modified Spatial Configuration and generates recommendation of spatial distribution for the contents (e.g. right view distributed to the left-positioned device).
18. Based on this request, ISC Server sends a response (200 OK) back to ISC Client A1 accepting to modify the Immersive Content Viewing Session. 
11-12. Based on the generated spatial distribution, ISC Server (Media Function) sends also a request (SIP re-INVITE) to ISC Client A2. ISC Client A2 sends back a response (200 OK).
11-13. The ISC Media Function then transmits the media related to the new contents according to the modified Spatial Configuration, over the existing UDP/RTP1 channel to the ISC Client A1 and UDP/RTP2 channel to the ISC Client A2. User A is now watching multiple Content Views simultaneously (e.g. right view distributed to the left-positioned device).
11-14. 
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