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1 Reason for Change

This CR proposes to adapt the ISC recommendation procedures in order to reuse the CPM Enabler.
	C0010
	2013.12.10
	T
	ALL
	Source: Ericsson

Form: CONR-2013-0062

Comment: Several features of ISC enabler could be specified by reusing existing OMA enablers. This helps avoid fragmentation in the market, by building on top of the existing  OMA enablers also endorsed by RCS, such as:

· All messages between client and ISC Server, ISC server alerts should be specified to reuse CPM Messages (Standalone/chat or group chat/file transfer), with an ISC defined IARI. 

Proposed Change: Change following ISC defined new ICSI to ISC IARIs to be used on top of CPM ICSI. 

FROM:

urn:urn-7:3gpp-service.ims.icsi.oma.isc.social
TO:

urn:urn-7:3gpp-service.ims.iari.oma.isc.social
applied on top of CPM Feature Tags (ICSI) of the CPM feature used.


	Status: OPEN 




2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The group is recommended to agree on the proposed changes
6 Detailed Change Proposal

Change 1:  Section 6.8 (Originating ISC Client)
6.8
Recommendation of a Content

Note: See flow in Appendix C.16 “Recommending a Content to another ISC User”.
6.8.1
Recommending a Content to Another ISC User (Originating Side)

When the ISC Client receives a request from the ISC User to recommend a content to another ISC User, the ISC Client SHALL generate a CPM Standalone Message (SIP MESSAGE) request according to [OMA-CPM-CONV-TS] (section 7.2.1.1, “Sending a Pager Mode CPM Standalone Message”) and the rules and procedures of [RFC3261], with the additional clarifications and differences described in this section. In particular, the ISC Client:

1. SHALL set the Request-URI to the address of the receiving ISC User;
2. SHALL include an Accept-Contact header field with the ISC IARI feature tag ‘urn:urn-7:3gpp-service.ims.iari.oma.isc.social’ percent encoded in a g.3gpp.iari-ref media feature tag according to  [3GPP TS 24.229] section 7.2A.9.2 “Coding of the IARI“; 
3. 
4. SHALL set the P-Preferred-Service header field with the value of the ISC IARI feature tag ‘urn:urn-7:3gpp-service.ims.icsi.oma.isc.social’;
5. SHALL include the ISC User Address of the originating ISC Client that has been authenticated by the SIP/IP core as authenticated originator's ISC address;
6. SHALL include a User-Agent header field to indicate the OMA ISC release version of the ISC Client as specified in Appendix G “Release Version in User-agent and Server headers”;
7. SHALL include the ISC-Convergence-ID header field associated with the on-going ISC Content Viewing Group session;
8. SHALL include a MIME body that includes information about the recommended content and related information, with the following clarifications:
a. The top-level Content-Type header field SHALL be set to ‘application/vnd.oma.isc.recommendinfo’;

b. The body SHALL contain a sub-level MIME body with its Content-Type header field set to ‘text/xml’. This sub-level MIME body SHALL contain the following fields: ‘name’ (name of the content to recommend), ‘id’ (identifier of the content), ‘description’ (description about the content), ‘start_time’ (time when the content starts), ‘end_time’ (time when the content ends), ‘info_url’ (address where more information about the content can be found), ‘user_message’ (personal message that the recommending ISC User would like to convey), ‘expiry_time’ (time until when the recommendation is valid);

c. The body SHOULD contain a sub-level MIME body that contains a preview image of the recommended content;

d. The body SHALL contain a sub-level MIME body with its Content-Type header field set to ‘text/xml’, that contains information about the ISC Content Viewing Group in which the recommended content can be watched. This sub-level MIME body SHALL contain the following fields: ‘name’ (name of the ISC Content Viewing Group), ‘description’ (description of the ISC Content Viewing Group), ‘address’ (address of the ISC Content Viewing Group);

9. SHALL send the SIP MESSAGE towards the ISC/CPM Server according to the rules and procedures of the SIP/IP Core.
Upon receiving a SIP 200 “OK” the ISC Client SHALL inform the sending ISC User that the recommendation message has been sent successfully towards the receiving ISC User;

Upon receiving a subsequent SIP NOTIFY that informs that another ISC User joined the established ISC Content Viewing Group to watch the recommended content, the ISC Client:

1. SHALL return a SIP 200 “OK” response to acknowledge its receipt;

2. SHALL inform the ISC User about the event.

Change 2:  Section 6.8 (Terminating ISC Client)
6.8.2
Receiving Recommendation of a Content from Another ISC User (Terminating Side)

Upon receiving a SIP MESSAGE request with the ISC IARI feature tag ‘urn:urn-7:3gpp-service.ims.iari.oma.isc.social’ included in the Accept-Contact header field, the terminating ISC Client:

1. SHALL check if the SIP MESSAGE request includes a MIME body with Content-Type header set to ‘application/vnd.oma.isc.recommendinfo’, to check if the message contains a recommendation of a content. If it does not contain such a header value, the ISC Client SHALL interact with the CPM Client to proceed with the request as a standard SIP MESSAGE.

Otherwise, continue with the rest of the steps;

2. SHALL store the ‘expiry_time’ and the ‘address’ field value that contains the address of the ISC Content Viewing Group associated with the recommended content;

3. SHALL inform the receiving ISC User about the recommendation information;

4. SHALL generate a SIP 200 “OK” response according to the rules and procedures of [RFC3428] towards the originating ISC Client along the SIP signalling path;

5. SHALL include a Server header field to indicate the OMA ISC release version of the ISC Client as specified in Appendix G “Release Version in User-agent and Server headers”;
6. MAY include the registered ISC address of the ISC User as authenticated recipient 's ISC address;

7. SHALL include the ISC-Convergence-ID header field received in the SIP MESSAGE request;
8. SHALL send the SIP response according to rules and procedures of the SIP/IP core;
Upon receiving a request from the receiving ISC User to participate in the specified ISC Content Viewing Group to watch the recommended content, the ISC Client:

1. SHALL check if the request time has passed the stored ‘expiry_time’ value received in the recommendation information. If so, the ISC Client SHALL inform the ISC User that the deadline to participate to the ISC Content Viewing Group and watch the recommended content has passed;

Otherwise, continue with the rest of the steps;

2. SHALL follow the steps mentioned in Section 6.14.1 “Content Viewing and Communication with a Pre-defined Group (Originating Side)” using the stored ‘address’ value of the ISC Content Viewing Group received in the recommendation information.

Change 3:  Section C.16 (flow)
C.16   Recommending a Content to another ISC User 
This section describes the case where an ISC User recommends a content to another ISC User and suggests to watch it together. The following are assumed:

· ISC Client A has already established an ISC session with the Content Provider where the recommended content can be watched;

· ISC Client A is subscribed to a conference event package associated with the ISC session in order to receive related event notifications, following the rules and procedures of [RFC4575].
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1. ISC/CPM Client A creates information about the content to recommend (e.g. information about the program, preview image of the program, information about how to join the Content Viewing Group)

2-4. ISC/CPM Client A includes information about the recommended content in a message (SIP MESSAGE) and sends it towards ISC/CPM Server A. ISC/CPM Server A relays the message to ISC/CPM Server B, which relays it to ISC/CPM Client B.

2-5. ISC/CPM Client B sends back a response (200 OK) towards ISC/CPM Server B to confirm the reception of the recommendation message towards ISC/CPM Server B. ISC/CPM Server B relays the response to ISC/CPM Server A, which relays it to ISC/CPM Client A.

8-10. When ISC/CPM Client B receives a request from the receiving ISC User to watch the recommended content, ISC/CPM Client B sends a request (SIP INVITE) towards ISC/CPM Server B to join the ISC content viewing session established by ISC/CPM Client A, where the recommended content can be viewed. ISC/CPM Server B relays the request to ISC/CPM Server A.

11-12. ISC/CPM Server A sends back a response (200 OK) towards ISC/CPM Server B to accept the request from ISC/CPM Client B. ISC/CPM Server B relays the response to ISC/CPM Client B.

13. ISC/CPM Server A notifies (SIP NOTIFY) ISC/CPM Client A that ISC/CPM Client B joined the Content Viewing Group.

14. ISC/CPM Client A sends back a response (200 OK) to ISC/CPM Server A to confirm the reception of the notification.

15. ISC/CPM Client A and ISC/CPM Client B are in the same ISC session and can watch the recommended content together.
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