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1 Reason for Change

This Change Request updates the usage of ‘PoC Subscriber’ versus ‘PoC User’ in section 6.1.22 thru 6.1.23 of the document. 
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The PCPS group is recommended to agree to the changes and REPLACE the corresponding section in the baseline RD document with corresponding content from this CR.
Detailed Change Proposal

Change 1:  Change ‘PoC Subscriber’ to ‘PoC User’
6.1.1 Presence Requirements

This section contains the high level Requirements of the Presence Feature for the PCPS enabler. This feature allows the PoC User to express his Presence status.
Informational Note:  Some of the presence states in the table below are mutually exclusive.  For example, a PoC User would need to be “Registered” in order to be “Active in at least one PoC session”.
. 
	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-PRS-001
	A PoC User MAY have a set of Presence elements available to be published on his behalf.
	PCPS V1.0
	1.0
	No

	Functionality 
	
	
	
	

	PCPS-PRS-002
	The PoC User SHALL be able to manipulate his presence settings in accordance with applicable and appropriate Presence Service standards.
	PCPS V1.0
	1.0
	No

	PCPS-PRS-003
	The PoC User MAY publish different presence information to other PoC Users, as determined by their privacy preferences.
	PCPS V1.0
	1.0
	No

	PCPS-PRS-005
	The PoC service enabler MAY communicate the presence state:

Do Not Disturb – New Incoming Session (Yes/No):  Indicates whether the PoC User is currently willing to accept new incoming PoC sessions.  If the PoC User activates the Incoming Session Barring (as described in ref TBD Section 6.2.4) this element is set to indicate the subscriber’s Incoming Session Barring setting.
	PCPS V1.0
	1.0
	Ed

	PCPS-PRS-006
	The PoC service enabler MAY communicate the presence state:

Do Not Disturb - Alerts (Yes/No):  Indicates whether the PoC User is currently willing to accept incoming instant personal alerts.  If the PoC User activates the Incoming Alert Barring setting (as described in ref TBD Section 6.2.4) this element is set to indicate the subscriber’s Incoming Alert Barring setting.
	PCPS V1.0
	1.0
	Ed

	PCPS-PRS-007
	The PoC service enabler MAY communicate the presence state:

Registered (True, False):  Indicates whether the PoC User is “registered” with the PoC service.  When a PoC User registers with the PoC service enabler, this presence element is set to “True”.  When the PoC User’s terminal is no longer registered (e.g. through expiration or removal of the registration), it is set to “False”.
	PCPS V1.0
	1.0
	Ed

	PCPS-PRS-008
	The PoC service enabler MAY communicate the presence state:

Able to accept new incoming PoC Session (True, False):  Indicates whether the PoC User is able to accept a new incoming PoC session.  When a PoC User is able to accept new incoming PoC sessions, this presence element is set to “true”.  If for some reason the PoC User is not able to accept new incoming PoC sessions (e.g. limit of concurrent PoC sessions is reached, terminal registration is removed, etc.) this presence element is set to ‘false”.
	PCPS V1.0
	1.0
	Ed

	PCPS-PRS-009
	The PoC service enabler MAY communicate the presence state:

Able to accept incoming instant personal alerts (True, False):  Indicates whether the PoC User is able to accept incoming instant personal alerts.  When a PoC User is able to accept incoming instant personal alerts, this presence element is set to “true”.  If for some reason the PoC User is not able to accept incoming instant personal alerts this presence element is set to ‘false”.
	PCPS V1.0
	1.0
	Ed

	PCPS-PRS-010
	The PoC service enabler MAY communicate the presence state:

Currently in at least one PoC Session (True, False):  Indicates whether the PoC User is currently engaged in one or more PoC sessions.  When a PoC User engages in a PoC sessions, this presence element is set to “true”.  When a PoC User’s last PoC session is terminated, this presence element is set to “false”.
	PCPS V1.0
	1.0
	Ed


Table 51: High-Level Presence Requirements
6.1.2 Multiple Group Operation

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-MGO-003
	Service provider policy MAY apply before the PoC User is authorised to use this feature.
	PCPS V1.0
	1.0
	Ed

	Functionality 
	
	
	
	

	General

	PCPS-MGO-004
	PoC User SHALL be able to participate in more than one PoC group session at the same time
	PCPS V1.0
	1.0
	No

	Multiple Group Operation:  No Primary Groups

	PCPS-MGO-007
	PoC User SHALL be able to monitor multiple PoC group sessions.
	PCPS V1.0
	1.0
	No

	PCPS-MGO-008
	PoC User SHALL start to hear traffic from any group where communication starts first.
	PCPS V1.0
	1.0
	No

	PCPS-MGO-009
	The PoC User SHALL get an identification of the group session(s) in which traffic is being received.
	PCPS V1.0
	1.0
	No

	PCPS-MGO-010
	When the PoC User wants to talk or listen into a group, he SHALL be able to select the group to which he wants to talk.  Once a group has been selected, the PoC User SHALL continue to hear traffic from that group until the discussion ends, or when he takes another action (e.g. deactivates talk-bursts or selects another group session for talking/listening).  While talking or listening to the selected group session, he SHALL be able to continue monitoring the other group sessions.
	PCPS V1.0
	1.0
	No

	PCPS-MGO-011
	If there is traffic in more than one group session at the same time, there SHOULD be a means to filter the traffic so that the PoC User only hears a single conversation at a time.   Traffic from the selected group session SHALL have higher priority over traffic from the other groups being monitored.  The affected participants whose talk-bursts are being filtered SHOULD not be notified.
	PCPS V1.0
	1.0
	No

	PCPS-MGO-012
	When the PoC User is talking, his transmission SHALL not be interrupted because of traffic arriving in another group session, i.e. transmission SHALL have higher priority than reception, but he SHOULD receive an indication in the event that there is traffic on another PoC session.
	PCPS V1.0
	1.0
	No

	Multiple Group Operation:  One Primary Group and Secondary Group(s)

	PCPS-MGO-013
	If there is no traffic in the primary group, the PoC User SHALL receive traffic from secondary groups according to all the requirements described in Chapter ref TBD (6.2.9.1).
	PCPS V1.0
	1.0
	Ed

	PCPS-MGO-014
	Traffic in the primary group SHALL always have higher priority than traffic in any secondary group.  As soon as speech from the primary group arrives, it SHALL be heard immediately, even if the PoC User was receiving speech in a secondary group.
	PCPS V1.0
	1.0
	Ed

	PCPS-MGO-015
	When the PoC User is talking on a secondary group, he SHALL NOT hear any traffic from the primary group.  His transmission to the secondary group SHALL NOT be affected by traffic on the primary group, but he SHOULD receive an indication in the event that there is traffic on the primary PoC group.
	PCPS V1.0
	1.0
	Ed

	PCPS-MGO-016
	As long as there is traffic in the primary group, the PoC User SHALL continue hearing it, until the discussion has ended, or when he takes another action (e.g. deactivates talk-bursts or selects another group session for talking/listening). While talking or listening to the primary group, he SHOULD be able to continue monitoring the other group sessions.
	PCPS V1.0
	1.0
	Ed


Table 52: High-Level Functional Requirements – Multiple Group Operation
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