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1 Reason for Change

This change request makes updates to the Control Plane TS for PCPS 1.0 with respect to Dynamic Groups and Conditioned Based URIs (CBUS).
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The PCPS group is recommended to agree to the changes and incorporate it into the corresponding document.
6 Detailed Change Proposal
Change 1:  Modifications to section 2
2. References

2.1 Normative References

	[3GPP TS 24.141]
	3GPP TS 24.141: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3 
URL: http://www.3gpp.org/ftp/Specs/latest/Rel-7/24_series/

	[3GPP TS 24.229]
	3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3” 


…
	[DMTND]
	"OMA Device Management Tree and Description", Version 1.2, Open Mobile Alliance(, OMA-TS-DM_TND-V1_2
URL: http://www.openmobilealliance.org/  

	
	


	
	

	[OMA Client Provisioning]
	OMA Client Provisioning, Version 1.1, Open Mobile Alliance™, OMA-ERP-ClientProvisioning-V1_1,
URL: http://www.openmobilealliance.org/  


…
Change 2:  Modifications to section 3
3. Terminology and Conventions

3.1 Conventions

The key words "MUST", "MUST NOT", "REQUIRED", "SHALL", "SHALL NOT", "SHOULD", "SHOULD NOT", "RECOMMENDED", "MAY", and "OPTIONAL" in this document are to be interpreted as specified in [RFC2119].

All subclauses and appendixes, except clause 1 "Scope" and clause 4 "Introduction", are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	1-1 PoC Session
	A feature enabling a PoC User to establish a PoC Session with another PoC User

	1-many-1 PoC Group Session
	A PoC Session established by a PoC User to a Pre-arranged PoC Group, in which one Participant is a Distinguished Participant and other Participants are Ordinary Participants.

	Access Control
	PoC User specified rules that define the interactions with other PoC Users, e.g. rules restricting other PoC Users that may try to establish PoC Sessions to the PoC User. 

	Active PoC Dispatcher
	PoC User currently taking the role of PoC Dispatcher for all the Dispatch PoC Sessions of a Dispatch PoC Group. The Active PoC Dispatcher can change along time between PoC Users that are allowed the role of PoC Dispatcher for the Dispatch PoC Group (e.g. through role transfer mechanisms)


...

	Chat PoC Group Session
	A PoC Session established to a Chat PoC Group.

	
	

	
	

	Conference-factory-URI
	A Conference-Factory-URI for PoC service is a provisioned SIP URI that identifies the PoC service in the Home PoC Network.

	Confirmed Indication
	A signalling message returned by the PoC Server to confirm that the PoC Server, all other network elements intermediary to the PoC Server and a terminating PoC Client are able and willing to receive Media.

	Continuous Media
	Media with an inherent notion of time (e.g., PoC Speech, audio, and video).

	Control Plane
	The specification of the signalling between PoC Client and PoC Server, between PoC Box and PoC Server and between PoC Servers for the Push to talk over Cellular (PoC) service.

	Controlling PoC Function
	A function implemented in a PoC Server, providing centralized PoC Session handling, which includes Media distribution, Talk Burst Control, Media Burst Control, policy enforcement for participation in the PoC Group Sessions, and the Participant Information.

	Discrete Media
	Media that itself does not contain an element of time (e.g. images, text).

	Discrete Media Transfer Final Report
	A report sent to the sending PoC Client to indicate final status of the Discrete Media transfer to the receiving PoC Clients.

	Discrete Media Transfer Progress Report
	A report sent to the sending PoC Client to indicate progress of the Discrete Media transfer to the receiving PoC Clients.

	Dispatch PoC Group
	A Pre-arranged PoC Group in which one member is assigned the role of PoC Dispatcher and the other member(s) are assigned the role of PoC Fleet Members.

	Dispatch PoC Session
	The PoC Session of a Dispatch PoC Group, or a subset of the Dispatch PoC Group, in which the 1-many-1 communication method is used.

	Distinguished Participant
	A Participant in a 1-many-1 Session that sends Media to all Ordinary Participants, and that receives Media from any Ordinary Participant.

NOTE:
The <is-key-participant> is set to "true" as specified in [OMA-PoC-Document-Mgmt] to indicate who is the Distinguished Participant.

	
	

	
	

	
	

	
	

	
	

	Exploder URI
	An Exploder URI is an address of a SIP URI-list service. A URI-list service is a specialized application service that receives a SIP request with a list of URIs and generates a similar SIP request to each of the URIs on the list. The SIP URI-list service includes a copy of the body of the original SIP request in the generated SIP requests.

	External Media Content Server 
	An entity outside the scope of OMA that contains a media content that the PoC Server accesses and renders over the PoC Session 

	External Media Content Server Retrieval Function
	A functional Entity contained within the PoC Server performing the Controlling Function that supports the conveying of Media from External Media Content Server to Participants of a PoC Session.


...

	XCAP Resource
	An HTTP resource representing an XML document, an element within an XML document, or an attribute of an element within an XML document that follows the naming and validation constraints of XCAP. (Source: [RFC4825])


3.3 Abbreviations

	3GPP
	3rd Generation Partnership Project

	3GPP2
	3rd Generation Partnership Project 2

	AD
	Architecture Document

	B2BUA
	Back to Back User Agent

	
	

	DM
	Device Management

	EMCS
	External Media Content Server
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