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Change Request

	Title:
	CR_TS_Invocation_Descriptor_RFC2616_Replace
	|X| Public      |_| OMA Confidential

	To:
	OMA COM PCPS

	Doc to Change:
	OMA-PCPS-TS-Invocation_Descriptor-V1_0-20140921-D

	Submission Date:
	23 September 2014

	Classification:
	|_| 0: New Functionality
|X| 1: Major Change
|_| 2: Bug Fix
|_| 3: Editorial

	Source:
	Bob Fredericks – Motorola Solutions; 


	Replaces:
	n/a


Reason for Change
This change request updates the Invocation Descriptor specification from RFC2616 to RFC7230 and RFC7231  as the relevant HTTP 1.1 references for the document.
Impact on Backward Compatibility
None
Impact on Other Specifications
None
Intellectual Property Rights
Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
Recommendation
The PCPS group is recommended to agree to the changes and incorporate it into the corresponding document.
Detailed Change Proposal
1. Updates the Invocation Descriptor specification from RFC2616 to RFC7230 and RFC7231 as the relevant HTTP 1.1 references for the document.
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[bookmark: _Toc51147377][bookmark: _Toc399157056]From 2.1 “Normative References”
	[OMA-PoC-CP] 
	"OMA PoC Control Plane", Version 2.1, Open Mobile Alliance™, 
OMA-TS-PoC_ControlPlane-V2_1, 
URL: http://www.openmobilealliance.org/

	[OMA-PoC-Document-Mgmt]
	"OMA PoC Document Management", Version 2.1, Open Mobile Alliance, 
OMA-TS-PoC_Document_Management-V2_1, 
URL: http://www.openmobilealliance.org/

	[OMA-XSD_POCID]
	"PoC – Invocation Descriptor", Version 2.0, Open Mobile Alliance, 
OMA-SUP-XSD_poc_sessionInvocationDescriptor-V2_0, 
URL: http://www.openmobilealliance.org/

	[RFC2046]
	IETF RFC2046: "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types", 
N. Freed and N. Borenstein, November 1996, 
URL: http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC2119: "Key words for use in RFCs to Indicate Requirement Levels", S. Bradner, March 1997, 
URL http://www.ietf.org/rfc/rfc2119.txt

	[RFC2616]
	IETF RFC2616: "Hypertext Transfer Protocol -- HTTP/1.1", R. Fielding, J. Gettys, J. Mogul, H. Frystyk, L. Masinter, P. Leach and T. Berners-Lee, June 1999, 
URL: http://www.ietf.org/rfc/rfc2616.txt

	[RFC3261]
	IETF RFC3261: "SIP: Session Initiation Protocol", J. Rosenberg, H. Schulzrinne, G. Camarillo, A. Johnston, J. Peterson, R. Sparks, M. Handley and E. Schooler, June 2002, 
URL: http://www.ietf.org/rfc/rfc3261.txt

	[RFC3966]
	IETF RFC3966: "The tel URI for Telephone Numbers", H. Schulzrinne, December 2004, 
URL: http://www.ietf.org/rfc/rfc3966.txt

	[RFC4234]
	IETF RFC 4234: “Augmented BNF for Syntax Specifications: ABNF”, D. Crocker, Ed., P. Overell, October 2005, 
URL: http://www.ietf.org/rfc/rfc4234.txt

	[RFC4825]
	IETF RFC 4825: "The Extensible Markup Language (XML) Configuration Access Protocol (XCAP)", J. Rosenberg, May 2007
URL: http://toolswww.ietf.org/rfc/rfc4825.txt 

	[RFC4826]
	IETF RFC 4826: "Extensible Markup Language (XML) Formats for Representing Resource Lists", J. Rosenberg, May 2007
URL: http://toolswww.ietf.org/rfc/rfc4826.txt 

	[RFC7230]
	IETF RFC7230: "Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing", R. Fielding, J. Reschke, June 12014, 
URL: http://www.ietf.org/rfc/rfc7230.txt

	[RFC7231]
	IETF RFC7231: "Hypertext Transfer Protocol (HTTP/1.1): Semantics and Content", R. Fielding, J. Reschke, June 2014, 
URL: http://www.ietf.org/rfc/rfc7231.txt

	[SCR_RULES]
	“SCR Rules and Procedures”, Version 1.0, Open Mobile Alliance™,
OMA-ORG-SCR_Rules_and_Procedures-V1_0, 
URL: http://www.openmobilealliance.org/


[bookmark: _Toc399157060]From 3.2 “Definitions”
	1-1 PoC Session
	A feature enabling a PoC User to establish a PoC Session with another PoC User.

	Ad-hoc PoC Group Session
	A PoC Group Session established by a PoC User to PoC Users listed on the invitation. The list includes PoC Users or PoC Groups or both.

	AggeregationAggregation Proxy
	A contact point to access XML documents stored in any XDMS.

	Group
	A predefined set of Users together with its policies and attributes. A Group is identified by a SIP URI. 

	HTTP User Agent
	An HTTP client which initiates an HTTP request (see [RFC2616RFC7230]).

	MIME Media Type
	String to identify content types, content subtypes, character sets, access types, and conversion values of media as specified in [RFC2046].

	On-demand Session
	A PoC Session set-up mechanism in which all Media Parameters are negotiated at PoC Session establishment.
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[bookmark: _Toc399157066]From 5.1 “PoC Invocation Descriptor”
The PoC Invocation Descriptor is created by the Web server in response to the HTTP request and received by the HTTP User Agent. The HTTP User Agent SHALL use the MIME Media Type declared by the transport to identify a PoC Invocation Descriptor object. The MIME Media Type is defined in Section 5.3 "MIME Media Type".
NOTE 1: 	The complete PoC Invocation Descriptor is passed to the PoC Client.
A PoC Invocation Descriptor SHALL be compliant to the XML Schema specified in Section 5.4 "XML Schema".  The received PoC Invocation Descriptor SHOULD be verified. If the received PoC Invocation Descriptor is not compliant to the XML Schema specified in Section 5.4 "XML Schema", a PoC Session SHALL NOT be initiated and an error message SHOULD be displayed to the PoC User.
NOTE 2: 	The HTTP User Agent and the Web server are expected to obey the standard HTTP content negotiation mechanisms. See [RFC2616RFC7231] for details.
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