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Reason for Change
This change request updates to following flow diagrams in the section 6.26, :
Figure 109: Disconnecting from the Multicast PoC Channel using MBMS in section 6.26.8.1
Impact on Backward Compatibility
None
Impact on Other Specifications
None
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Recommendation
The PCPS group is recommended to agree to the changes and incorporate it into the corresponding document.
Detailed Change Proposal
1. Updates the section following flow diagrams in the section 6.26 for the following flow diagrams and descriptions to remove references to UTRAN/GPRS networks:
Figure 109: Disconnecting from the Multicast PoC Channel using MBMS  in section 6.26.8.1
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2.1.1.1 Disconnecting from the Multicast PoC Channel using MBMS
This subclause describes how the PoC Client disconnects from the Multicast PoC Channel when broadcast with counting is used in UTRAN.
In case of E-UTRAN, or wWhen only broadcast is used in case of UTRAN, i.e. no counting, the PoC Client disconnects without signalling to the RAN.
Figure 109 "Disconnecting from the Multicast PoC Channel using MBMS" shows the message flow for the scenario.
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The steps of the flow are as follows:
1. The PoC Client sends the DISCONNECT-FROM-MULTICAST_PoC_CHANNEL message to the RAN.
The information element contained in the DISCONNECT-FROM-MULTICAST_PoC_CHANNEL message:
a. Counting not used indication.
2. The RAN acknowledges the DISCONNECT-FROM-MULTICAST_PoC_CHANNEL  message by sending the OK message.
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