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This subclause shows an example of how one PoC User can send an Instant Personal Alert to another PoC User. The example includes authorization and Access Control.
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This subclause describes the message flow between the receiver of the Instant Personal Alert, i.e. the PoC Client B and the PoC Server B in the PoC Client B Home Network. 
In this example the PoC Server B acts as proxy according to [RFC3261] and is not allowed to change the value of the headers User-Agent and Server, as specified in [RFC3428].
The flow is as shown in Figure 24 "PoC Client B receives an Instant Personal Alert from PoC Client A".



NOTE: 	Access Control of the Instant personal alert in the PoC Server B is optional and included in the figure for completeness.
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The steps of the flows are as follows:
1.	The receiving and sending of Instant Personal Alert 
The PoC Server A receives an authorized request from a PoC User A to send an Instant Personal Alert to the PoC User B.
2.	SIP MESSAGE request (from PoC Server A to SIP/IP Core A)
The PoC Server A sends a SIP MESSAGE request to the SIP/IP Core A. The Request-URI includes the PoC Address of the PoC User B and an Accept-Contact header with the PoC feature tag '+g.poc.talkburst'.

	Request-URI
	sip:PoC-UserB@networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



3.	SIP MESSAGE request (from SIP/IP Core A to SIP/IP Core B)
The SIP/IP Core A sends the SIP MESSAGE request to the SIP/IP Core B based on the PoC Address of the PoC User B.
	Request-URI
	sip:PoC-UserB@networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



4.	SIP MESSAGE request (from SIP/IP Core B to PoC Server B)
The SIP/IP Core B sends the SIP MESSAGE request to the PoC Server B based on the PoC feature tag '+g.poc.talkburst' in the Accept Contact.

	Request-URI
	sip:PoC-UserB@networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



5.	SIP MESSAGE request (from PoC Server B to SIP/IP Core B)
The PoC Server B performs Access Control and determines that the PoC User A at the PoC Client A is authorized to send an Instant Personal Alert to the PoC User B. The PoC Server B sends the SIP MESSAGE request to the SIP/IP Core.
	Request-URI
	sip:PoC-UserB@networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



6.	SIP MESSAGE request (from SIP/IP Core B to PoC Client B)
The SIP IP/Core B sends the SIP MESSAGE to the PoC Client B based on information stored during registration.

	Request-URI
	sip:PoC-UserBClientB@PoCClientB.networkB.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



7.	SIP 200 "OK" response (from PoC Client B to SIP/IP Core B) 
The PoC Client B sends a SIP 200 "OK" response to the SIP/IP Core B in order to acknowledge that the Instant Personal Alert was received. 

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ClientB@networkA.net>

	Server:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



8.	SIP 200 "OK" response (from SIP/IP Core B to PoC Server B)
The SIP/IP Core B forwards the SIP 200 "OK" response to the PoC Server B.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ClientB@networkB.net>

	Server:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



9.	SIP 200 "OK" response (from PoC Server B to SIP/IP Core B)
The PoC Server B forwards the SIP 200 "OK" response to the SIP/IP Core B.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ClientB@networkB.net>

	Server:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



10.	SIP 200 "OK" response (from SIP/IP Core B to SIP/IP Core A)
The SIP/IP Core B forwards the SIP 200 "OK" response to the SIP/IP Core A.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ClientB@networkB.net>

	Server:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



11.	"OK" response (from SIP/IP Core A to PoC Server A) 
The SIP/IP Core A forwards the SIP 200 "OK" response to the PoC Server A.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ClientB@networkB.net>

	Server:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01



12.	The sending of the acknowledgement (from PoC Server A to PoC Client A)
The PoC Server A sends the acknowledgment to the PoC Client A as shown in Figure 23 "PoC Client A sends an Instant Personal Alert to PoC Client B". 
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