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Upon receipt of a SIP INFO request during an ongoing PoC Session from the PoC Client with a Priority header either set to "crisisevent" or set to "normal" a PoC Server supporting PoC Session Control for Crisis Handling and acting as a B2BUA:
1. SHALL generate a SIP INFO request according to rules and procedures of [RFC6086];
[bookmark: _GoBack]2. SHALL include the Priority header received in the incoming SIP request in the outgoing SIP request;and
3. SHALL NOT include a sip.instance feature tag in the Contact header of the SIP INFO request; and,
4. SHALL send the SIP INFO request to the SIP/IP Core according to rules and procedures of SIP/IP Core.
NOTE:	A PoC Server acting as a proxy will forward the SIP INFO request according to rules and procedures of [RFC6086] independent on if PoC Session Control for Crisis Handling is supported or not.

PoC Session Control for Crisis Handling
PoC Session Control for Crisis Handling is used when an emergency or an critical situation occur in mission critical applications.
An authorized PoC User initiating a PoC Session can request PoC Session Control for Crisis handling. The PoC Session Control for Crisis Handling implies that the PoC Crisis Event Handling Entity is invited to the PoC Session prior to inviting other PoC Users.
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This subclause shows procedures for requesting PoC Session Control for Crisis Handling and the procedures for changing back to Normal PoC Session Control.
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This subclause shows an example of a message flow for initiating a Pre-arranged PoC Group Session with an explicit request to use PoC Session Control for Crisis Handling.
The message flow is almost the same for many scenarios. The differences are as follows:
· When initiating a PoC Group Session with special crisis handling the indication that PoC Session Control for Crisis Handling is requested is received from the PoC Group document instead of from the Priority Header; and,
· When initiating a 1-1 PoC Session or an Ad-hoc PoC Group Session the PoC Addresses of the Invited PoC Users are included in the SIP INVITE request to the PoC Crisis Event Handling Entity.
Figure 42 "Request for PoC Session Control for Crisis Handling when a PoC Session is initiated" shows the message flow for the scenario.


[bookmark: _Ref215386626][bookmark: _Toc300323766]Figure 42: Request for PoC Session Control for Crisis Handling when a PoC Session is initiated.
The steps of the flows are as follows:
1.	SIP INVITE request (from PoC Client A to SIP/IP Core A)
The PoC Client receives a request from the PoC User to initiate a Pre-arranged PoC Group Session using PoC Session Control for Crisis Handling and sends a SIP INVITE request to the SIP/IP Core A. The SIP INVITE request includes the Pre-arranged PoC Group Identity in the Request-URI.

	Request-URI
	sip:Fire-Station1@networkX.net;session=prearranged

	
	

	SIP HEADERS
	

	P-Preferred-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v2.11

	Privacy:
	id

	Contact:
	<sip:PoC-ClientAUserA.@networkA.net;gr=urn:uuid:00000000-0000-1000-80000E128>;+sip.instance="<urn:gsma:imei:90420156-025763-0urn:uuid:00000000-0000-1000-80000E128>";+g.poc.talkburst +g.poc.fdcfo; +g.poc.discretemedia

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	
	

	c=
	IN IP6 5555::aaa:bbb:ccc:ddd

	a=
	poc-qoe:government-use

	m=
	audio 3456 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:5560

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	m=
	application 2000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 3456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	m=
	message 12345 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[5555::aaa:bbb:ccc:ddd]:12345/kjhd37s2s20w2a;tcp

	a=
	max-size:10000



2.	SIP 100 "Trying" response (from SIP/IP Core A to PoC Client A) 
The SIP/IP Core A sends a SIP 100 "Trying" response to the PoC Client A.
3.	SIP INVITE request (from SIP/IP Core A to PoC Server A) 
The SIP/IP Core A sends the SIP INVITE request to the PoC Server A.

	Request-URI
	sip:Fire-Station1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01

	Privacy:
	id

	Contact:
	<sip:PoC-ClientA UserA@networkA.net;gr=urn:uuid:00000000-0000-1000-80000E128>;+sip.instance="<urn:gsma:imei:90420156-025763-0urn:uuid:00000000-0000-1000-80000E128>";+g.poc.talkburst; +g.poc.fdcfo; +g.poc.discretemedia

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	
	

	c=
	IN IP6 5555::aaa:bbb:ccc:ddd

	a=
	poc-qoe:government-use

	m=
	audio 3456 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:5560

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	m=
	application 2000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 3456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	m=
	message 12345 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[5555::aaa:bbb:ccc:ddd]:12345/kjhd37s2s20w2a;tcp

	a=
	max-size:10000



4.	SIP 100 "Trying" response (from PoC Server A to SIP/IP Core A) 
The PoC Server A sends a SIP 100 "Trying" response to the SIP/IP Core A.
5.	SIP INVITE request (from PoC Server A to SIP/IP Core A) 
Using the PoC Group Identity the PoC Server A determines that the Pre-Arranged PoC Group is owned by another PoC Server and sends the SIP INVITE request to the SIP/IP Core A. The SIP INVITE request includes the Pre-arranged PoC Group Identity in the Request-URI.

	Request-URI
	sip:Fire-Station1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>;+g.poc.talkburst; +g.poc.discretemedia;+g.poc.fdcfo; b2bua

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 50555::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 53456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:53080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	upcc:0

	a=
	sendonly

	m=
	Application 50000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 53456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 54321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[50555:: ccc:ddd:aaa:bbb]:54321/kjhd37p4z789w1;tcp

	a=
	max-size:10000



6.	SIP 100 "Trying" response (from SIP/IP Core A to PoC Server A) 
The SIP/IP Core A sends a SIP 100 "Trying" response to the PoC Server A.
7.	SIP INVITE request (from SIP/IP Core A to SIP/IP Core X) 
Based on the Pre-arranged PoC Group Identity in the Request-URI the SIP/IP Core A sends the SIP INVITE request to the SIP/IP Core X.

	Request-URI
	sip:Fire-Station1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 50555::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 53456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:53080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	upcc:0

	a=
	sendonly

	m=
	Application 50000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1;multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 53456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 54321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[50555:: ccc:ddd:aaa:bbb]:54321/kjhd37p4z789w1;tcp

	a=
	max-size:10000



8.	SIP 100 "Trying" response (from SIP/IP Core X to SIP/IP Core A) 
The SIP/IP Core X sends a SIP 100 "Trying" response to the SIP/IP Core A.
9.	SIP INVITE request (from SIP/IP Core X to PoC Server X) 
The SIP/IP Core X sends the SIP INVITE request to the PoC Server X.

	Request-URI
	sip:Fire-Station1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 50555::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 53456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:53080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	sendonly

	a=
	upcc:0

	m=
	Application 50000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 53456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 54321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[50555:: ccc:ddd:aaa:bbb]:54321/kjhd37p4z789w1;tcp

	a=
	max-size:10000



[bookmark: OLE_LINK14][bookmark: OLE_LINK15]10.	SIP 100 "Trying" response (from PoC Server X to SIP/IP Core X) 
The PoC Server X sends the SIP 100 "Trying" response to the SIP/IP Core X.
[bookmark: OLE_LINK16][bookmark: OLE_LINK17]11. SIP INVITE request (from the PoC Server X to the SIP/IP Core X)
Since the SIP INVITE request contains a Priority header with the value "crisis event" the PoC Server X sends the SIP INVITE request based on the Request URI and a local policy in the PoC Server X to a Crisis Event Handling Entity via SIP/IP Core X.
	Request-URI
	sip:CrisisFire1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	Referred-By:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua;isfocus

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 40444::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 43456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:43080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	sendonly

	a=
	upcc:0

	m=
	Application 40000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 43456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 44321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[40555:: ccc:ddd:aaa:bbb]:44321/kjhd37p4z789w1;tcp

	a=
	max-size:10000


12.	SIP 100 "Trying" response (from SIP/IP Core X to the PoC Server X) 
The PoC Server X sends the SIP 100 "Trying" response to the SIP/IP Core X.
13. SIP INVITE request (from the SIP/IP Core X to the PoC Crisis Event Handling Entity)
The SIP/IP Core X sends the SIP INVITE request based on the Request URI to a Crisis Event Handling.
	Request-URI
	sip:CrisisFire1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	Referred-By:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua;isfocus

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 40444::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 43456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:43080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	sendonly

	a=
	upcc:0

	m=
	Application 40000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 43456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 44321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[40555:: ccc:ddd:aaa:bbb]:44321/kjhd37p4z789w1;tcp

	a=
	max-size:10000


14.	SIP 100 "Trying" response (from the PoC Crisis Event Handling Entity to the PoC Server X) 
The PoC Crisis Event Handling Entity sends the SIP 100 "Trying" response to the SIP/IP Core X.
15.	SIP 200 "OK" response (from PoC Crisis Event Handling Entity to SIP/IP Core X)
The PoC Crisis Event Handling Entity authorizes the PoC User at he PoC Client A to initiate the Pre-arranged PoC Group Session with PoC Session Control for Crisis Handling and sends the SIP 200 "OK" response to the SIP/IP Core X.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:CrisisFire1@networkX.net>

	Contact
	<sip: sip:CrisisFire1-zPOCSESSION1234@crisisX.networkX.net;gr;session= prearranged>;+g.poc.talkburst;

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 3666::eee: aaa:bbb:fff

	a=
	poc-qoe:government-use

	m=
	audio 6652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:6600

	a=
	upcc:0

	a=
	sendonly

	i=
	speech

	a=
	label:xx

	m=
	application 6600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:xx yy

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:yy

	a=
	upcc:0

	a=
	sendonly

	m=
	message 6912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[3666:: eee:aaa:bbb:fff]:6912/zrtopxW45;tcp

	a=
	max-size:64000


16.	SIP 200 "OK" response (from SIP/IP Core X to the PoC Server X)
The SIP/IP Core.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:CrisisFire1@networkX.net>

	Contact
	<sip: sip:CrisisFire1-zPOCSESSION1234@crisisX.networkX.net;gr;session= prearranged>;+g.poc.talkburst;

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 3666::eee: aaa:bbb:fff

	a=
	poc-qoe:government-use

	m=
	audio 6652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:6600

	a=
	upcc:0

	a=
	recvonly

	i=
	speech

	a=
	label:xx

	m=
	application 6600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:xx yy

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:yy

	a=
	upcc:0

	a=
	recvonly

	m=
	message 6912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[3666:: eee:aaa:bbb:fff]:6912/zrtopxW45;tcp

	a=
	max-size:64000


17.	SIP ACK request (from the PoC Server X to the SIP/IP Core X) 
The PoC Server X acknowledge the reception of the SIP 200 "OK" response to the SIP INVITE request by means of a  the SIP ACK request to the SIP/IP Core X. 
18.	SIP ACK request (from the SIP/IP Core to the PoC Crisis Event Handling Entity) 
The SIP/IP Core X forwards the SIP ACK request to the PoC Crisis Event Handling Entity. 

19.	SIP 200 "OK" response (from PoC Server X to SIP/IP Core X)
The PoC Server X authorizes the PoC Client A to initiate the Pre-arranged PoC Group Session and sends the SIP 200 "OK" response to the SIP/IP Core X.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net;session= prearranged>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr;session= prearranged>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 9666::eee: aaa:bbb:fff

	a=
	poc-qoe:government-use

	m=
	audio 9652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:9600

	a=
	upcc:0

	a=
	recvonly

	i=
	speech

	a=
	label:aa

	m=
	application 9600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	a=
	upcc:0

	a=
	recvonly

	m=
	message 18912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[9666:: eee:aaa:bbb:fff]:18912/zrtopxW45;tcp

	a=
	max-size:64000



20.	SIP 200 "OK" response (from SIP/IP Core X to SIP/IP Core A)
The SIP/IP Core X sends the SIP 200 "OK" response to the SIP/IP Core A.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net;session= prearranged>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr;session=chat>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 9666::eee: aaa:bbb:fff

	a=
	poc-qoe:government-use

	m=
	audio 9652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:9600

	a=
	upcc:0

	i=
	speech

	a=
	recvonly

	a=
	label:aa

	m=
	application 9600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	recvonly

	m=
	message 18912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[9666:: eee:aaa:bbb:fff]:18912/zrtopxW45;tcp

	a=
	max-size:64000



21.	SIP 200 "OK" response (from SIP/IP Core A to PoC Server A)
The SIP/IP Core A sends the SIP 200 "OK" response to the PoC Server A.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net;session= prearranged>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr;session= prearranged>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 9666::eee: aaa:bbb:fff

	a=
	poc-qoe:government-use

	m=
	audio 96525 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:9600

	a=
	upcc:0

	i=
	speech

	a=
	label:aa

	a=
	recvonly

	m=
	application 9600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	a=
	upcc:0

	a=
	recvonly

	m=
	message 18912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[9666:: eee:aaa:bbb:fff]:18912/zrtopxW45;tcp

	a=
	max-size:64000



22.	SIP 200 "OK" response (from PoC Server A to SIP/IP Core A)
The PoC Server A sends the SIP 200 "OK" response to SIP/IP Core A.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net;session= prearranged>

	Contact
	<sip:PoC-SessionABCDEF@ PoC-ServerA.networkA.net;gr ;session= prearranged>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 57777::eee:fff:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 57787 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:57000

	a=
	upcc:0

	i=
	speech

	a=
	label:aa

	m=
	application 57790 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 57787 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	m=
	message 23456 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[ 57777::eee:fff:aaa:bbb]:23456/l2wzz1K92w5;tcp

	a=
	max-size:64000



23.	SIP 200 "OK" response (from SIP/IP Core A to PoC Client A)
The SIP/IP Core A sends the SIP 200 "OK" response to the PoC Client A.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net;session= prearranged>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr ;session= prearranged>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 57777::eee:fff:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 57787 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:57000

	a=
	upcc:0

	i=
	speech

	a=
	label:aa

	m=
	application 57790 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 57787 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	m=
	message 23456 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[ 57777::eee:fff:aaa:bbb]:23456/l2wzz1K92w5;tcp

	a=
	max-size:64000


24.	SIP ACK request (PoC Client A to SIP/IP Core A) 
The PoC Client A acknowledges the SIP 200 "OK" response with a SIP ACK request sent to the SIP/IP Core A.
25.	SIP ACK request (SIP/IP Core A to PoC Server A) 
The SIP/IP Core A forwards the SIP ACK request to the PoC Server A. 
26.	SIP ACK request (PoC Server A to SIP/IP Core A) 
PoC Server A forwards the SIP ACK request to SIP/IP Core A. 
27.	SIP ACK request (SIP/IP Core A to SIP/IP Core X) 
The SIP/IP Core A forwards the SIP ACK request to the SIP/IP Core X. 
28.	SIP ACK request (SIP/IP Core X to PoC Server X) 
The SIP/IP Core X forwards the SIP ACK request to the PoC Server X. 
[bookmark: _Toc226889938][bookmark: _Toc235870903][bookmark: _Toc236104957][bookmark: _Toc236108207][bookmark: _Toc236108930][bookmark: _Toc240704795][bookmark: _Toc300323714]22.1.2PoC Session Control for Crisis Handling requested during an ongoing PoC Session
Any authorized Participant in an ongoing PoC Session can initiate PoC Session Control for Crisis Handling.
Figure 43 "PoC Session Control for Crisis Handling requested during an ongoing PoC Session" shows the message flow for the scenario.


[bookmark: _Ref215548198][bookmark: _Toc300323767]Figure 43: PoC Session Control for Crisis Handling requested during an ongoing PoC Session.
The steps of the flow are as follows:
1. SIP INFO request (from the PoC Client A to SIP/IP Core A)
The PoC Client A initiates PoC Session Control for Crisis Handling by means of a SIP INFO request.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact:
	<sip:PoC-ClientA.networkA.net>;+sip.instance="<urn:uuid:00000000-0000-1000-80000E128>";+g.poc.talkburst +g.poc.fdcfo; +g.poc.discretemedia



2. SIP INFO request (from the SIP/IP Core A to PoC Server A)
The SIP/IP Core A forwards the SIP INFO request along the signalling path to the PoC Server A.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact:
	<sip:PoC-ClientA.networkA.net>;+sip.instance="<urn:uuid:00000000-0000-1000-80000E128>";+g.poc.talkburst +g.poc.fdcfo; +g.poc.discretemedia


3. SIP INFO request (from the PoC Server A to SIP/IP Core A)
The PoC Server A sends the SIP INFO request along the signalling path to the SIP/IP Core A.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net>;+g.poc.talkburst; +g.poc.discretemedia;+g.poc.fdcfo; b2bua



4. SIP INFO request (from the SIP/IP Core A to SIP/IP Core X)
The SIP/IP Core A forwards the SIP INFO request along the signalling path to the SIP/IP Core X.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net>;+g.poc.talkburst; +g.poc.discretemedia;+g.poc.fdcfo; b2bua



5. SIP INFO request (from the SIP/IP Core X to PoC Server X)
The SIP/IP Core X forwards the SIP INFO request along the signalling path to the PoC Server X.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net>;+g.poc.talkburst; +g.poc.discretemedia;+g.poc.fdcfo; b2bua


6. SIP 200 "OK" response (from the PoC Server X to SIP/IP Core X)
The PoC Server X acknowledges the reception of the SIP INFO request by means of a SIP 200 "OK" response.
7. SIP 200 "OK" response (from the SIP/IP Core X to SIP/IP Core A)
The PoC Server X forwards the SIP 200 "OK" response to the SIP INFO request to the SIP/IP Core A.
8. SIP 200 "OK" response (from the SIP/IP Core A to PoC Server A)
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]The SIP/IP Core A forwards the SIP 200 "OK" response to the SIP INFO request to the PoC Server A.
9. SIP 200 "OK" response (from the PoC Server A to SIP/IP Core A)
The PoC Server A sends the SIP 200 "OK" response to the SIP INFO request to the SIP/IP Core A.
10. SIP 200 "OK" response (from the PoC Server A to SIP/IP Core A)
The SIP/IP Core A forwards the SIP 200 "OK" response to the SIP INFO request to the PoC Client A.
11. SIP INVITE request (from the PoC Server X to the SIP/IP Core X)
Since the SIP INVITE request contains a Priority header with the value "crisis event" the PoC Server X sends the SIP INVITE request based on the Request URI and a local policy in the PoC Server X to a Crisis Event Handling Entity via SIP/IP Core X.
	Request-URI
	sip:CrisisFire1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	Referred-By:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua;isfocus

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 40444::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 43456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:43080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	sendonly

	a=
	upcc:0

	m=
	Application 40000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 43456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 44321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[40555:: ccc:ddd:aaa:bbb]:44321/kjhd37p4z789w1;tcp

	a=
	max-size:10000


12.	SIP 100 "Trying" response (from SIP/IP Core X to the PoC Server X) 
The PoC Server X sends the SIP 100 "Trying" response to the SIP/IP Core X.
13. SIP INVITE request (from the SIP/IP Core X to the PoC Crisis Event Handling Entity)
The SIP/IP Core X sends the SIP INVITE request based on the Request URI to a Crisis Event Handling.
	Request-URI
	sip:CrisisFire1@networkX.net;session= prearranged

	
	

	SIP HEADERS
	

	Referred-By:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	P-Asserted-Identity:
	<sip:Fire-Station1@networkX.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua;isfocus

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	Priority
	"crisis event"

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 40444::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 43456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:43080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	sendonly

	a=
	upcc:0

	m=
	Application 40000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 43456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 44321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[40555:: ccc:ddd:aaa:bbb]:44321/kjhd37p4z789w1;tcp

	a=
	max-size:10000


14.	SIP 100 "Trying" response (from the PoC Crisis Event Handling Entity to the PoC Server X) 
The PoC Crisis Event Handling Entity sends the SIP 100 "Trying" response to the SIP/IP Core X.
15.	SIP 200 "OK" response (from PoC Crisis Event Handling Entity to SIP/IP Core X)
The PoC Crisis Event Handling Entity authorizes the PoC User at he PoC Client A to initiate the Pre-arranged PoC Group Session with PoC Session Control for Crisis Handling and sends the SIP 200 "OK" response to the SIP/IP Core X.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:CrisisFire1@networkX.net>

	Contact
	<sip: sip:CrisisFire1-zPOCSESSION1234@crisisX.networkX.net;gr;session= prearranged>;+g.poc.talkburst;

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 3666::eee: aaa:bbb:fff

	a=
	 poc-qoe:government-use

	m=
	audio 6652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:6600

	a=
	upcc:0

	a=
	recvonly

	i=
	speech

	a=
	label:xx

	m=
	application 6600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:xx yy

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:yy

	a=
	upcc:0

	a=
	recvonly

	m=
	message 6912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[3666:: eee:aaa:bbb:fff]:6912/zrtopxW45;tcp

	a=
	max-size:64000


16.	SIP 200 "OK" response (from SIP/IP Core X to the PoC Server X)
The SIP/IP Core.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:CrisisFire1@networkX.net>

	Contact
	<sip: sip:CrisisFire1-zPOCSESSION1234@crisisX.networkX.net;gr;session= prearranged>;+g.poc.talkburst;

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 3666::eee: aaa:bbb:fff

	a=
	 poc-qoe:government-use

	m=
	audio 6652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:6600

	a=
	upcc:0

	a=
	recvonly

	i=
	speech

	a=
	label:xx

	m=
	application 6600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:xx yy

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:yy

	a=
	upcc:0

	a=
	recvonly

	m=
	message 6912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[3666:: eee:aaa:bbb:fff]:6912/zrtopxW45;tcp

	a=
	max-size:64000


17.	SIP ACK request (from the PoC Server X to the SIP/IP Core X) 
The PoC Server X acknowledge the reception of the SIP 200 "OK" response to the SIP INVITE request by means of a  the SIP ACK request to the SIP/IP Core X. 
18.	SIP ACK request (from the SIP/IP Core to the PoC Crisis Event Handling Entity) 
The SIP/IP Core X forwards the SIP ACK request to the PoC Crisis Event Handling Entity. 

19. The change to PoC Session Control for Crisis Handling is announced as described in the subclause F.22.2.1 "PoC Session Status announcements".
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A PoC Session can either be in a Normal PoC Session Control status or in a PoC Session Control for Crisis Handling status. The change of status is controlled by the PoC Crisis Event Handling Entity.
When receiving a request to change to PoC Session Control for Crisis Handling the the PoC Crisis Event Handling Entity authorizes the request and when authorized the change of state i.e. the message flow in this subclause occurs.
The example in this subclause shows the message flow when changing to the PoC Session Control for Crisis Handling status, however, the message flow is the same when changing to Normal PoC Session Control but with the content of the Priority header set to "normal" instead of "crisis event".
Figure 44 "PoC Session status announcements" shows the message flow for the scenario.
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The PoC Client B can be any PoC Client in the PoC Session, e.g. the PoC Client A described in subclause F.22.1.1 "PoC Session Control for Crisis Handling when a PoC Session is initiated" or in subclause F.22.1.2 "PoC Session Control for Crisis Handling requested during an ongoing PoC Session".
The steps of the flows are as follows:
1. The PoC Crisis Event Handling Entity received a request to change to PoC Session Control for Crisis Handling as described in subclause F.22.1.1 "PoC Session Control for Crisis Handling when a PoC Session is initiated" or in subclause F.22.1.2 "PoC Session Control for Crisis Handling requested during an ongoing PoC Session".
2. SIP INFO request (The PoC Crisis Event Handling Entity to the SIP/IP Core X) 
The PoC Crisis Event Handling Entity sends an SIP INFO request to the SIP/IP Core X. 

	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact
	<sip: sip:CrisisFire1-zPOCSESSION1234@crisisX.networkX.net;session= prearranged>;+g.poc.talkburst;


3. SIP INFO request (The SIP/IP Core to the PoC Server X) 
The SIP/IP Core X forwards the SIP INFO request along the signalling to the PoC Server X. 
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net>

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact
	<sip: sip:CrisisFire1-zPOCSESSION1234@crisisX.networkX.net;session= prearranged>;+g.poc.talkburst;


4. SIP 200 OK response (from the PoC Server X to the SIP/IP Core X)
The PoC Server X acknowledges the reception of the SIP INFO request by means of a SIP 200 OK sent to the SIP/IP Core X.
5. SIP 200 OK response (from the SIP/IP Core X to the PoC Crisis Event Handling Entity)
The SIP/IP Core X forwards the SIP 200 OK response to the SIP INFO request to the PoC Crisis Event Handling Entity.
6. SIP INFO request (The PoC Server X to the SIP/IP Core X) 
The PoC Server X sends a SIP INFO request to all Participants in the ongoing PoC Session. In this example the SIP INFO request is sent towards a PoC Client B via the PoC Server X. 
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>;

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;session= prearranged>;+g.poc.talkburst;isfocus



7. SIP INFO request (from SIP/IP Core X to the SIP/IP Core B) 
The SIP/IP Core X forwards the SIP INFO request to the SIP/IP Core B.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>;

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;session= prearranged>;+g.poc.talkburst;isfocus


8. SIP INFO request (from SIP/IP Core B to the PoC Server B) 
The SIP/IP Core B forwards the SIP INFO request to the PoC Server B.
	Request-URI
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net;gr>;

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;session= prearranged>;+g.poc.talkburst;isfocus


9. SIP INFO request (from PoC Server B to the SIP/IP Core B) 
The SIP/IP Core B sends the SIP INFO request towards the PoC Client B via the SIP/IP Core B.
	Request-URI
	sip:PoC-ClientB@networkB.net

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerB.networkB.net;session= prearranged>;+g.poc.talkburst;isfocus


10. SIP INFO request (from PoC Server B to the SIP/IP Core B) 
The SIP/IP Core B forwards the SIP INFO request to the PoC Client B.
	Request-URI
	sip:PoC-ClientB@PoCClientB.networkB.net

	
	

	SIP HEADERS
	

	Priority
	"crisis event"

	
	

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerB.networkBnet;session= prearranged>;+g.poc.talkburst;isfocus


11. SIP 200 OK response (from the PoC Client B to the SIP/IP Core B)
The PoC Client B acknowledges the reception of the SIP INFO request by means of a SIP 200 OK sent to the SIP/IP Core B.
12. SIP 200 OK response (from the SIP/IP Core B to the PoC Server B)
The SIP/IP Core B forwards the SIP 200 OK response to the SIP INFO request to the PoC Server B.
13. SIP 200 OK response (from the PoC Server B to the SIP/IP Core B)
The PoC Server B forwards the SIP 200 OK response to the SIP INFO request to the SIP/IP Core B.
14. SIP 200 OK response (from the SIP/IP Core B to the SIP/IP Core X)
The SIP/IP Core B forwards the SIP 200 OK response to the SIP INFO request to the SIP/IP Core X.
15. SIP 200 OK response (from the SIP/IP Core X to the PoC Server X)
The SIP/IP Core X forwards the SIP 200 OK response to the SIP INFO request to the PoC Server X.
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The PoC Crisis Event Handling Entity can add PoC Users to the ongoing PoC Session.
Figure 45 "Adding PoC Users to the PoC Session" shows the message flow for the scenario.
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The steps of the flow are:
1. SIP REFER request (from the PoC Crisis Event Handling Entity to the SIP/IP Core X)
Based on local policy the PoC Crisis Event Handling Entity, in order to add PoC Users to the PoC Session, sends a SIP REFER request to the PoC Server X via the SIP/IP Core X.
	Request-URI
	sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr

	
	

	SIP HEADERS
	

	Refer-To:
	<cid:cn35t8jf02@example.com>

	Target_Dialog:
	me0s2sdfgjkl491777; remote-tag=774321; local-tag=64727891

	Priority:
	"crisis event"

	Contact:
	<sip:PoC-UserA@networkA.net;gr=urn:uuid:00000000-0000-1000-80000E128>;+sip.instance="<urn:gsma:imei:90420156-025763-0>";+g.poc.talkburst

	Subject
	Fire in acme building

	Alert-Info:
	<http://publicweb.networkB.net/users/PoC-UserA@networkA.net/fireAlarmRingingTone.wav>

	Call-Info:
	<http://publicweb.networkB.net/users/PoC-UserA@networkA.net/fire.jpg>;purpose=icon

	
	

	XML MIME BODIES
	

	Content-Type:
	multipart/mixed; boundary="boundary"

	 
	--boundary
Content-Type:application/resource-lists+xml
Content-Disposition:recipient-list
Content-Length:523
Content-ID: <cn35t8jf02@example.com>
<?xml version="1.0" encoding="UTF-8"?>
   
<resource-lists xmlns="urn:ietf:params:xml:ns:resource-lists"
  xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"
  xmlns:cc="urn:ietf:params:xml:ns:copycontrol"
>
     <list>
       <entry uri="sip:PoC-UserB@networkB.com" cc:copyControl="to" cc:anonymize="true"/>
       <entry uri="sip:PoC-UserC@networkC.com;uriusage=user" cc:copyControl="to" cc:anonymize="true"/>
       <entry uri="sip:PoC-UserD@networkD.com" cc:copyControl="to" cc:anonymize="false"/>
     </list>
</resource-lists>
--boundary
Content-Type: image/jpeg
Content-Disposition:"attachment"
Content-ID:<950118.AFDH@XIson.com>
Content-Transfer-Encoding:BASE64
Content-Description:Overview of the area
Content-Length: 13609
[image: http://www.division17.net/drw/T0-SP.gif]
--boundary--


2. SIP REFER request (from the SIP/IP Core X to the PoC Server X)
SIP/IP Core forwards the SIP REFER request to the PoC Server X.
	Request-URI
	sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;gr

	
	

	SIP HEADERS
	

	Refer-To:
	<cid:cn35t8jf02@example.com>

	Target_Dialog:
	me0s2sdfgjkl491777; remote-tag=774321; local-tag=64727891

	Priority:
	"crisis event"

	Contact:
	<sip:PoC-UserA@networkA.net;gr=urn:uuid:00000000-0000-1000-80000E128>;+sip.instance="<urn:gsma:imei:90420156-025763-0>";+g.poc.talkburst

	Subject
	Fire in acme building

	Alert-Info:
	<http://publicweb.networkB.net/users/PoC-UserA@networkA.net/fireAlarmRingingTone.wav>

	Call-Info:
	<http://publicweb.networkB.net/users/PoC-UserA@networkA.net/fire.jpg>;purpose=icon

	
	

	XML MIME BODY
	

	Content-Type:
	multipart/mixed; boundary="boundary"

	 
	--boundary
Content-Type:application/resource-lists+xml


	
	Content-Disposition:recipient-list


	
	Content-Length:483

	
	Content-ID: <cn35t8jf02@example.com>

	
	<?xml version="1.0" encoding="UTF-8"?>
   

	
	<resource-lists xmlns="urn:ietf:params:xml:ns:resource-lists"
  xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"
  xmlns:cc="urn:ietf:params:xml:ns:copycontrol"
>
     <list>
       <entry uri="sip:PoC-UserB@networkB.com" cc:copyControl="to" cc:anonymize="true"/>
       <entry uri="sip:PoC-UserC@networkC.com;uriusage=user" cc:copyControl="to" cc:anonymize="true"/>
       <entry uri="sip:PoC-UserD@networkD.com" cc:copyControl="to" cc:anonymize="false"/>
     </list>
</resource-lists>
--boundary
Content-Type: image/jpeg
Content-Disposition:"attachment"
Content-ID:<950118.AFDH@XIson.com>
Content-Transfer-Encoding:BASE64
Content-Description:Overview of the area
Content-Length:13609
[image: http://www.division17.net/drw/T0-SP.gif]
--boundary--


3. SIP 202 200 "AcceptedOK" response (from the PoC Server X to the SIP/IP Core X)
The PoC Server X acknowledge the receipt of the SIP REFER request by means of a SIP 202 200 "AcceptedOK" response to the PoC Crisis Event Handling Entity via the SIP/IP Core X. 
4. SIP 202 200 "AcceptedOK" response (from the SIP/IP Core X to the PoC Crisis Event Handling Entity)
The SIP/IP Core X forwards the SIP 202 200 "AcceptedOK" response to the PoC Crisis Event Handling Entity.
5. The PoC Server X invites the PoC Users in the MIME resource-list body as described in the subclause F.22.2.3 "Inviting PoC Users using PoC Session Control for Crisis Handling".
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When a PoC Session is using PoC Session Control for Crisis Handling all invitations to the PoC Session includes the SIP Priority header set to "crisis event" otherwise the message flow is exactly the same as for any other invitation as described in:
· Subclause F.3.4 "Terminating flow – Unconfirmed Indication" for a Pre-established Session;
· Subclause F.5.1 "Terminating flow – Manual Answer" for an On-demand Session using Manual Answer Mode; and,
Subclause F.5.2 "Terminating flow – Automatic Answer" for an On-demand Session using Automatic Answer Mode.
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