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[bookmark: _Toc196557486][bookmark: _Toc375319479]Terminology and Conventions
[bookmark: _Toc196557487][bookmark: _Toc375319480]Conventions
The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].
All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.
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<< Add definitions in new rows of the following table as needed.  The following examples show how dictionary references should be made as well as locally defined terms.  This table should be maintained in sorted alphabetic order based on the labels of the terms.
Examples:
	Entity	Use definition #1 from [OMADICT]
	Interactive Service	Use definition from [OMADICT]
	Local Term	The definition description would be presented directly
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	Open Mobile Alliance
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	Push to Communicate for Public Safety

	
	


[bookmark: _Toc196557490][bookmark: _Toc375319483]Introduction	(Informative)
<< This clause contains an introduction to this requirements specification, describing the background.
DELETE THIS COMMENT >>
[bookmark: _Toc375319484][bookmark: _Toc512328842][bookmark: _Toc533496862]Version 1.0
This section provides a high level, concise and informative description of the main functionality supported in the initial version of the RD.  The description should be brief, target length should be a few paragraphs.   When the release or reference release is finished, this description should be aligned with the final functionality.   
DELETE THIS COMMENT
[bookmark: _Toc375319485]Version <x.y>
This section should be included for each new major or minor version of the RD.
It should provide a high level, concise and informative description of the new or modified functionality introduced in this version of the RD, compared to the previous version.  The description should be brief, target length should be a few paragraphs.  When the release or reference release is finished, this description should be aligned with the final functionality differences.
DELETE THIS COMMENT
[bookmark: _Toc375319486]Version <x.y.z>
This section should be included for each new service release of the RD.   It should describe at a high level the main changes made to the RD compared to the previous version.  The description should be brief, target length should be one paragraph.
DELETE THIS COMMENT

[bookmark: _Toc196557504][bookmark: _Toc375319487][bookmark: _Toc18142917]PCPS V1.0 release description 	(Informative)
<< This clause illustrates what the release is about, describing the release in terms of its functionalities, identifying the actors and their relationships. The inclusion of any pictures to back up text should be kept simple, showing various actors involved. The text shall summarize the functionalities of the release in a generic form which does not constrain terminal or network design. It is intended to allow an understanding of the release without regard to implementation. The description should include functional, charging, administration and configuration, usability, interoperability, privacy aspects as well as interactions with other releases.
Part of this text can be easily extracted from the WID
DELETE THIS COMMENT >>
<text>

[bookmark: _Toc375319508]Figure 1: Example Figure
[bookmark: _Toc196557505]5.1 End-to-end Service Description
This section provides indications on what is the business rational for creating such enabler release. The text has to be a high level description of the features and functions provided by the OMA enabler release, including their objectives, when considered as a service (e.g. Mobile Code,  Mobile Advertising, Customized Multimedia Ringing,  MMS,  Mobile Spam Reporting) and/or a building block (e.g. Service User Profile Management , Parlay Service Access, Converged IP Messaging, Device Profile Evolution). 
This description should address the end-to-end experience provided by the OMA services (e.g. the end-users prefer to receive advertising contents that are targeted to their interests and needs; they demand that the service provider guarantees that messages are sent by authenticated parties, as they do not want to receive spam). Also, this description should address what are the overall functions of the enabler release to be able to support other enablers (e.g. Service User Profile Management provides one unique central point to access and allow management of user data). 
The end-to-end description should address the direct benefits for the end users as well as the indirect benefits for the equipment usage, or network interconnections, or overall operations or content adaptation, to mention just a few. 
Both enterprise and consumer scenarios may be considered.
The text in this section should be brief, target length should be a few paragraphs. When the RD definition is finished, this description should be aligned with the final functionality..   
DELETE THIS COMMENT


[bookmark: _Toc196557508][bookmark: _Toc375319488]Requirements	(Normative)
<< This section should capture the requirements necessary for service releases to support end-to-end interoperability across different devices, networks, service providers and network operators.  Linkage of requirements to Use Cases is not mandatory.
In cases where a common or shared requirement document will supply requirements for a section below (e.g. Privacy RD), note it in the appropriate section and reference the requirements to be included.  Then, in the table, add any specific requirements not covered by the shared document.
Each requirement listed in the tables below includes an indication of release.  The value for the release should identify the release in which the requirement desired, expected, or is fulfilled.  In early phases of RD development preceding the RD Review, this field should provide guidance on preferences.  Before commencing the Consistency Review, the fields should be updated, if needed, to reflect the actual requirement coverage fulfilled by the release.
Within the requirement description column in the tables of the following sections, “Notes” might be optionally included. These notes will be considered informative material. Notes are intended to be used to include any kind of information that could help to clarify the corresponding requirement (meaning, applicability, implications, etc.).
In order to improve further development it is recommended that the reason for classifying a requirement as "SHOULD" or “MAY”(instead of "SHALL") shall be given as an "Informational Note" for each such requirement.  See the following example:
	Label
	Description
	Release

	FOO-EXMPL-001
	The FOO Enabler MAY be capable to notify users or not based on political affiliations contained in the User Profile.
Informational Note: This requirement is optional because in some markets this functionality could be forbidden due to regulatory aspects.
	FOO V1.0


For each table (i.e. set of requirements) in this chapter, please provide introductory text describing the background to the requirements.
DELETE THIS COMMENT >>
[bookmark: _Toc18142918][bookmark: _Toc196557510][bookmark: _Toc375319489]High-Level Functional Requirements

This section contains the high level requirements for PCPS. The basic characteristics of the PCPS service enabler are defined below.

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	PCPS-HLF-001
	A PoC subscriber MAY either join an existing PoC session or MAY create a PoC session spontaneously.
Informational Note: PoC allows users to satisfy real time, half-duplex speech communication in a simple and easy way. A PoC participant, who wants to speak, typically initiates a PoC session on its terminal and starts to speak. Other participants of the PoC group session simultaneously listen to the speaker's voice.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-002
	One PoC participant at a time SHALL be granted the right to transmit their speech communication (i.e., to speak) after indicating their desire or intention to speak by activating a user control such as pressing a button/key, while the others on the PoC session SHALL unless otherwise specified, receive the speech communication subject to the ability to do so, e.g. coverage, equipment not being otherwise in use etc (i.e. listen only).
Informational Note: It allows a user to communicate with other users simultaneously in a half-duplex, arbitrated, walkie-talkie style speech communication.
	PCPS V1.0
	1.0
	Ed

	PCPS-HLF-003
	PoC subscribers MAY communicate in a one-to-one, one-to-many or one-to-many-to-one fashion, and/or send and receive Instant Personal Alerts.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-004
	A PoC subscriber MAY create a PoC group. A PoC subscriber MAY become a member of a PoC group.  Only a PoC subscriber that is member of a PoC group MAY join that PoC group session.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-005
	A PoC group MAY either be created by administrative means (e.g. a pre-arranged PoC group), or by inviting and adding PoC subscribers to a PoC group session in an ad-hoc manner (i.e. creating an ad-hoc PoC group).  An ad-hoc PoC group exists only for the duration of an ad-hoc PoC group session.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-006
	In a chat PoC group, PoC subscribers SHALL be able to join and leave the chat PoC group session themselves.  If the chat PoC group is restricted, then only group members SHALL be able to join.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-007
	The PoC group administrator SHALL be able to pre-define a Chat and Pre-arranged PoC group.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-008
	When a PoC participant wishes to speak to the other PoC participant, he SHALL request the “right to speak”.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-009
	The right to speak SHALL be granted by the PoC service entity.  However, the ‘right-to-speak’ granted SHOULD timeout if not utilised after a certain threshold (to be configured by the PoC service provider).  As an option, subsequent requests to speak in the same PoC session MAY be queued.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-010
	In case more than one request is queued, the PoC service entity MAY prioritise requests in the queue.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-011
	The voice SHALL be immediately delivered to other PoC participants of that PoC session who are permitted to receive it.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-012
	Current talker identities SHALL be provided to current PoC group session participants during the ongoing PoC session, unless the caller identity is restricted.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-013
	The PoC Host SHALL be able to terminate a PoC group session at any time.
	PCPS V1.0
	1.0
	Ed

	PCPS-HLF-014
	The PoC service provider SHALL be able to terminate PoC sessions based on its policy.
Informational Note: The word “policy” in this requirement is to be understood as in the normal English language it does not have the meaning as defined in [PEEM].
	PCPS V1.0
	1.0
	No

	PCPS-HLF-015
	The PoC service entity SHALL be able to provide the inviting PoC subscriber with an early indication to start to speak even before invited PoC participants accept the PoC session request. The inviting PoC participant SHALL receive a notification if no PoC participants received the talk burst.
	PCPS V1.0
	1.0
	No

	PCPS-HLF-016
	It SHOULD be possible for a PoC service entity to inter-work with Internet services that have similar voice capabilities (e.g. online gaming service, instant messaging service with audio functionality).
	PCPS V1.0
	1.0
	No

	PCPS-HLF-017
	It SHALL be possible to address PoC users using an E.164 address (Note: MSISDN for GSM/UMTS and MDN for CDMA) and/or SIP URI (Note: if E.164 is used, the handset needs to translate this to Tel URL for communication to SIP IP Core).
	PCPS V1.0
	1.0
	No

	
	
	
	
	


[bookmark: _Toc378174924]Table 1: High-Level Functional Requirements

One-to-One Communication Feature
This section contains the high level requirements for the PCPS One-to-One Communication Feature.

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	PCPS-OOC-001
	When the 1-to-1 PoC session is established, the PoC participants SHALL talk one at a time.
Informational Note: The 1-to-1 PoC communication feature enables a PoC subscriber to set-up a voice communication with another PoC subscriber.
	PCPS V1.0
	1.0
	No

	PCPS-OOC-002
	The invited PoC subscriber either accepts the PoC session automatically or reacts manually on the incoming PoC session invitation.
	PCPS V1.0
	1.0
	No

	PCPS-OOC-003
	In the automatic answer mode, the inviting PoC subscriber’s voice is audible at the invited PoC subscriber’s terminal without any action by the invited PoC subscriber.
	PCPS V1.0
	1.0
	No

	PCPS-OOC-004
	In the manual answer mode, the invited PoC subscriber confirms the incoming invitation by an appropriate action to accept the invitation to the PoC session.
	PCPS V1.0
	1.0
	No

	PCPS-OOC-005
	In order to talk, a participant in a PoC session uses floor control for starting and ending of the talk-burst.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 2: High-Level Functional Requirements – One-to-One Communications

0. One-to-Many Communication Feature
This section contains the high level requirements for the PCPS One-to-Many Communication Feature. For the one-to-many PCPS communication feature, three modes are supported; namely, the pre-arranged mode, the ad hoc mode and the chat mode.

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	Pre-arranged Groups

	PCPS-OMC-001
	A PoC session between pre-arranged PoC group members SHALL be established when any individual member of the same pre-arranged PoC group invites the group.
	PCPS V1.0
	1.0
	Ed

	PCPS-OMC-002
	The voice communication SHALL be able to start after the first PoC group member accepts the invitation and the initiator of the PoC group session establishment receives the right-to-speak indication.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-003
	The participation in a pre-arranged PoC group session SHALL be restricted to the members of the PoC group.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-004
	Members of the pre-arranged PoC group SHALL either be invited when the PoC group session is established or SHALL be able to join in an ongoing session.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-005
	Any PoC participant in the pre-arranged PoC group session MAY be allowed to invite additional PoC subscribers who are currently members of that pre-arranged group to participate in the ongoing PoC group session.
	PCPS V1.0
	1.0
	Ed

	Ad-hoc Groups

	PCPS-OMC-006
	An ad hoc PoC group session SHALL be established when a PoC subscriber selects more than one other PoC subscriber and invites them.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-007
	The voice communication SHALL be able to start after the first PoC subscriber accepts the invitation to participate in the ad-hoc group session the initiator of the PoC group session establishment and receives the right-to-speak indication.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-008
	To participate in an existing ad-hoc PoC group session, an invitation from an ad-hoc PoC group session participant SHALL be needed.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-009
	As an exception, PoC subscribers SHALL be able to re-join a ad-hoc PoC group session for which they previously received an invitation (e.g. user rejects invite, left the session).
	PCPS V1.0
	1.0
	No

	Chat Groups

	PCPS-OMC-010
	A chat PoC group session SHALL be established as soon as the first PoC subscriber joins in.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-011
	The voice communication between chat group participants SHALL be possible at the time the chat PoC group session is established.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-012
	A PoC subscriber SHALL be able to establish a chat PoC group session or join into an ongoing chat PoC group session.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-013
	A PoC subscriber MAY be invited to the chat PoC session.
	PCPS V1.0
	1.0
	No

	PCPS-OMC-014
	The participation in a Chat PoC group sessions MAY be restricted, or unrestricted.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 3: High-Level Functional Requirements – One-to-Many Communications

0. Instant Personal Alert Feature
This section contains the high level requirements for the PCPS instant personal alert feature. Instant personal alert allows a PoC subscriber to request another PoC subscriber to initiate a 1-to-1 communication back to the originator.

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	PCPS-IPA-001
	The invited PoC subscriber SHALL be able to recognize the Instant Personal Alert request, together with the inviting PoC subscriber’s identity, subject to the inviting PoC subscriber’s privacy rules.
	PCPS V1.0
	1.0
	No

	PCPS-IPA-002
	The alerted PoC subscriber SHALL be able to initiate a PoC session with the alerting subscriber in response to receiving the alert, possibly at some later time.
	PCPS V1.0
	1.0
	No

	PCPS-IPA-003
	The PoC Client SHALL be able to receive and MAY be able to send Instant Personal Alerts.
	PCPS V1.0
	1.0
	No

	PCPS-IPA-004
	Since Instant Personal Alert does not create a PoC session, a PoC subscriber’s presence condition is not affected by Instant Personal Alerts. 
Informational Note: See Chapter 6.2.6-TBD Presence Features.
	PCPS V1.0
	1.0
	Ed

	PCPS-IPA-005
	According to the description in [6.1.9.6-TBD] (PoC accept / reject list), a PoC subscriber MAY maintain the identities of other PoC subscribers from whom he does not wish to receive PoC talk requests.   The same rejection conditions MAY apply to Instant Personal Alerts, subject to PoC service provider policy.
	PCPS V1.0
	1.0
	Ed

	PCPS-IPA-006
	The Do-not-Disturb Presence feature SHALL not apply to Instant personal alerts. 
Informational Note:  See Chapter 6.2.4-TBD and 6.2.4.2-TBD Presence
	PCPS V1.0
	1.0
	Ed

	PCPS-IPA-007
	A PoC subscriber who is participating in a PoC session SHALL be able to receive and send Instant personal alerts.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 4: High-Level Functional Requirements – Instant Personal Alert

0. Session Setup Procedures
This section contains the high level requirements for PCPS Session Setup. 

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	One-to-One PoC Session Setup

	PCPS-SSP-001
	The inviting PoC subscriber SHALL invite another PoC subscriber to participate in the 1-to-1 PoC session.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-002
	The PoC service entity MAY provide an early start to speak indication to the inviting party before the invited PoC subscriber answers the invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-003
	If the invited party accepts the invitation, the inviting PoC subscriber SHALL receive an indication that the invited PoC subscriber has accepted the invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-004
	The inviting PoC subscriber MAY keep or discontinue the PoC session (e.g. reject the invited party’s accept if he took too long to answer).
	PCPS V1.0
	1.0
	No

	PCPS-SSP-005
	If the inviting PoC subscriber keeps the PoC session and receives the ready-to-speak indication, then inviting party MAY start to talk, otherwise speaking is not permitted.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-006
	The speech of the inviting PoC subscriber SHALL be delivered as soon as the invited PoC subscriber accepts the PoC session invitation.
	PCPS V1.0
	1.0
	No

	Pre-arranged Group PoC Session Setup

	PCPS-SSP-007
	A member of a prearranged PoC group SHALL be able to request the establishment of a PoC session to all members of the prearranged PoC group by using a single group identity and waits for establishment indication.
Informational Note: A pre-arranged PoC group list already exists and contains some PoC group members.  One of the PoC group members wants to speak to other PoC group members.
	PCPS V1.0
	1.0
	Ed

	PCPS-SSP-008
	The PoC service entity SHALL be able to allow only the PoC group administrator to originate the pre-arranged PoC group session.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-009
	The PoC service entity SHALL invite all accessible PoC group members to participate in the PoC session.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-010
	The PoC service entity MAY provide an “early start to talk” indication.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-011
	The PoC service entity SHALL be able to receive a “confirmation” indication from each invited PoC group member.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-012
	The inviting PoC subscriber SHALL receive a notification if none of the invited PoC subscribers accept the invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-013
	The inviting PoC subscriber MAY receive indications that the invited PoC subscriber has accepted the invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-014
	The PoC communication SHALL be possible to start as soon as at least one of the invited members accepted the invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-015
	The speech of the inviting PoC group member SHALL be delivered as soon as at least one of the invited PoC group members accepts the PoC session invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-016
	A PoC group member of the group SHALL be able to join the ongoing PoC session. This SHALL NOT cause any invitations to the members currently not participating in the PoC session.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-017
	It SHALL be possible for the service provider to configure the maximum number PoC participants in a pre-arranged PoC group session.
	PCPS V1.0
	1.0
	Ed

	PCPS-SSP-018
	A PoC participant that has been disconnected from the pre-arranged PoC group session SHALL be able to re-join the same PoC group session, if it is still ongoing and the maximum number of PoC participants is not exceeded. Otherwise the re-join procedure SHALL be rejected.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-019
	The PoC service entity SHALL be able to provide the inviting PoC subscriber with an early indication to start to speak even before invited PoC participants accept the PoC session request.
	PCPS V1.0
	1.0
	No

	Ad-hoc Group PoC Session Setup

	PCPS-SSP-020
	A PoC subscriber SHALL be able to invite selected PoC subscribers to the Ad-hoc PoC group session.
Informational Note: A PoC group does not exist yet and a PoC subscriber wants to establish PoC session with several PoC subscribers.
	PCPS V1.0
	1.0
	Ed

	PCPS-SSP-021
	When at least one PoC subscriber has accepted the invitation the inviting PoC subscriber and the accepting PoC subscriber SHALL be able to start the PoC session.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-022
	The inviting PoC subscriber SHALL receive a notification if none of the invited PoC subscribers accept the invitation.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-023
	It SHALL be possible for the PoC service provider to configure a maximum number maximum number of PoC participants in an ad-hoc group session.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-024
	A PoC participant who has been disconnected from the ad-hoc PoC group session SHALL be able to re-join the same PoC session if it is still ongoing and the maximum number of PoC participants is not exceeded. Otherwise, the re-join procedure SHALL be rejected.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-025
	The PoC service entity SHALL be able to provide the inviting PoC subscriber with an early indication to start to speak even before invited PoC participants accept the PoC session request.
	PCPS V1.0
	1.0
	No

	Reception of PoC Session Invitation

	Informational Note: The invitation in this section applies to either 1-to-1 or 1-to-many PoC sessions.

	PCPS-SSP-026
	The invited PoC subscriber SHALL get an identity of the inviting PoC subscriber and the identity of the pre-arranged group being invited, if such an identity exists, subject to privacy rules.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-027
	The invited PoC Client SHOULD support auto-answer or manual answer or both.  When both answer modes are supported the PoC Client SHALL support the setting of the answer mode.  PoC service entity SHALL support both answer modes and answer mode setting.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-028
	If the invited PoC subscriber has activated the auto-answer setting, he SHALL hear the speech from other PoC participants without any action by the invited PoC subscriber (e.g. without manually answering the PoC session invitation).
	PCPS V1.0
	1.0
	No

	PCPS-SSP-029
	As an option, if the invited PoC subscriber has activated the manual-answer setting, he SHALL be alerted of an incoming PoC session invitation.  The invited PoC subscriber SHALL be able to accept, ignore or reject the invitation manually.
	PCPS V1.0
	1.0
	No

	Joining a Chat PoC Group Session

	PCPS-SSP-030
	A PoC subscriber SHALL be able to join a chat PoC group session (e.g. restricted or unrestricted chat group) depending on the access rules.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-031
	It SHALL be possible for the PoC service provider to configure a maximum number of participants in a chat PoC group.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-032
	The PoC service entity SHALL be able to reject the joining subscriber when the PoC subscriber is not a member of the restricted group. In this case, the PoC service entity SHALL provide a reject indication and cause.
	PCPS V1.0
	1.0
	Ed

	PCPS-SSP-033
	The PoC service entity SHALL be able to reject the joining subscriber when the maximum number of participants has already joined the group session. In this case, the PoC service entity SHALL provide a reject indication and cause.
	PCPS V1.0
	1.0
	Ed

	PCPS-SSP-034
	The PoC service entity SHALL be able to reject the joining subscriber when the requested group does not exist. In this case, the PoC service entity SHALL provide a reject indication and cause.
	PCPS V1.0
	1.0
	Ed

	PCPS-SSP-035
	The joining PoC subscriber SHALL be able to start communicating with other PoC participants in chat PoC group.
	PCPS V1.0
	1.0
	No

	PCPS-SSP-036
	A PoC subscriber SHALL NOT be forced to reveal his identity to other participants in an open chat PoC group.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 5: High-Level Functional Requirements – Session Setup

0. Communication Phase Requirements
This section contains the high level requirements for the PCPS communication phase. The communication phase relates directly to the transfer of audio. It includes floor control, session join, session participant information, and session termination.

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	Floor Control

	PCPS-COM-001
	Floor control SHALL be able to indicate to a PoC service entity that a PoC participant requests to speak.
Informational Note: Floor Control is the mechanism for the arbitration of the sequence of PoC participants to speak.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-002
	Floor control SHALL be able to indicate permission to a PoC participant to speak in response to a request.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-003
	Floor control SHALL be able to indicate to a PoC participant that a request to speak has been denied.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-004
	Floor control SHALL be able to indicate to a PoC service entity that the participant has finished speaking.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-005
	Floor control SHALL be able to indicate to a PoC participant that his speaking has been forced-released.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-006
	Floor control SHALL be able to indicate to all PoC participants that the granted PoC participant has finished speaking and floor is idle.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-007
	Floor control SHALL be able to indicate to all PoC participants that the PoC participant is about to speak (i.e. a PoC participant has been granted the right-to-speak).
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-008
	Performance requirements related to floor control SHOULD consider the constraints imposed by the underlying signalling transport, with particular emphasis on those associated with over-the-air transport.
	PCPS V1.0
	1.0
	No

	Floor Request Queuing

	PCPS-COM-009
	Implementations of the PoC Service Enabler and PoC Client in the terminal device MAY support Floor Request Queuing. 

	PCPS V1.0
	1.0
	Ed

	PCPS-COM-010
	If Floor Request Queuing is supported, Floor Control SHALL be able to indicate to a PoC participant that a request to speak has been queued.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-011
	If Floor Request Queuing is supported, Floor Control  SHALL be able to permit a PoC participant who has requested the floor to obtain his or her position in the floor request queue.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-012
	If Floor Request Queuing is supported, Floor Control SHALL be able to permit more than one level of priority in access to the floor, e.g. a higher priority PoC participant MAY be allowed to pre-empt a lower priority PoC participant.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-013
	If Floor Request Queuing is supported, Floor Control SHALL be able to allow the requester to cancel the request.
	PCPS V1.0
	1.0
	Ed

	Joining a PoC session

	PCPS-COM-014
	A PoC subscriber SHALL be able to join an ongoing PoC group session, if the maximum number of participants is not exceeded.
Informational Note: Joining a PoC session applies to members of pre-arranged or restricted chat PoC groups.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-015
	For unrestricted chat PoC group sessions, any PoC subscriber MAY join.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-016
	For ad-hoc PoCgroup sessions, joining SHALL only be allowed if the PoC subscriber was a PoC participant in the ad-hoc PoC group session before, left it and then re-joins it.
	PCPS V1.0
	1.0
	Yes

	PoC Session Participant Information

	PCPS-COM-017
	PoC session participant information SHALL be able to be delivered by either  of two  modes, if requested, and is not restricted. The mode SHALL be selectable by the PoC participant, depending on whether he wants to: 
· Request information on who is currently participating in the PoC group session at this time.
· Request continuous information on who is participating in the PoC group session.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-018
	In the case of requesting continuous information, there SHALL be an indication when:
· A PoC participant leaves or is removed from the PoC session.
· A PoC participant joins or is added to the PoC session.
	PCPS V1.0
	1.0
	Yes

	PCPS-COM-019
	The PoC participant MAY also choose not to request any PoC session participant information.
	PCPS V1.0
	1.0
	No

	Adding PoC subscriber(s) to, Removing PoC subscriber(s) from, and PoC Subscribers Leaving a PoC Session

	PCPS-COM-020
	A participant of the PoC session SHALL be able to add new subscriber(s) into the 1-1, Pre-arranged or Ad-hoc PoC group sessions only, subject to service provider policy.  
	PCPS V1.0
	1.0
	No

	PCPS-COM-021
	When adding PoC subscriber(s) to a PoC session, the inviting PoC subscriber and the PoC Host SHALL receive notification of the result of the invitation as per the invited PoC subscriber. The notification can be for example: an invited PoC subscriber accepted the invitation; an invited PoC subscriber rejected the invitation; An invited PoC subscriber was unavailable.  
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-022
	Reception of “unavailable” condition notifications by the inviting PoC subscriber or PoC Host, SHALL be subject to his Presence service subscription, if one exists, or to PoC service provider policy, as applicable.
Informative Note: ref TBD (6.2.4.4)
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-023
	After the PoC session is accepted the newly added PoC participant SHALL receive the status of the floor.
	PCPS V1.0
	1.0
	No

	PCPS-COM-024
	The added participant MAY be notified with the identities of all current participants whose identities are not restricted.
	PCPS V1.0
	1.0
	No

	PCPS-COM-025
	Addition of a PoC subscriber SHALL not affect the ongoing communication.
	PCPS V1.0
	1.0
	No

	PCPS-COM-026
	The added subscriber’s Identity SHALL be included in the list of participants (subject to restriction policy), which is distributed to those session participants who have requested the participant information updates, subject of privacy rules.
	PCPS V1.0
	1.0
	Ed

	PCPS-COM-027
	It SHALL be possible to add subscribers to a PoC Group session as long as the maximum number of PoC group participants is not exceeded. 

	PCPS V1.0
	1.0
	Yes

	PCPS-COM-028
	The maximum number of PoC participants MAY be set by the PoC service provider and MAY vary for each PoC group.
	PCPS V1.0
	1.0
	No

	PCPS-COM-029
	A PoC participant SHALL be able to leave the PoC session at any time.
	PCPS V1.0
	1.0
	No

	PCPS-COM-030
	The PoC service entity SHALL be able to remove a PoC participant from the PoC session.
	PCPS V1.0
	1.0
	No

	PoC session termination by Service Provider

	PCPS-COM-031
	A PoC session SHALL terminate according to the PoC service provider policy.
	PCPS V1.0
	1.0
	No

	PCPS-COM-032
	If there are still PoC participants left in the PoC session that is terminated by the PoC service provider, those PoC participants SHALL be removed from the PoC session and no  PoC participant SHALL be able to rejoin.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 6: High-Level Functional Requirements – Communication Phase

0. Management
This section contains the high level requirements for the Management of the PCPS service enabler. 

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	Configuration

	PCPS-MAN-001
	PoC subscribers SHALL be able to generate and manage PoC subscriber defined pre-arranged PoC group lists to be utilized by the PoC service entity.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-002
	PoC subscribers SHALL be able to generate and manage PoC subscriber defined chat PoC groups.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-003
	PoC subscribers SHALL be able to manage PoC session treatment methods including Presence features - if supported, auto accept vs. manual accept and rejection based on identity of inviting PoC subscribers.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-004
	PoC subscribers SHALL be able to generate and manage a PoC subscriber’s own contact list.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-005
	PoC service providers SHALL be able to generate and manage the PoC subscriptions.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-006
	PoC service providers SHALL be able to generate and manage pre-arranged and chat PoC group lists, accept/reject lists, and answer mode setting.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-007
	PoC client administration and configuration SHOULD be possible using the existing OMA Device Management Enabler.
	PCPS V1.0
	1.0
	Yes

	PCPS-MAN-008
	A PoC subscriber MAY be a member of more than one PoC group at the same time.
	PCPS V1.0
	1.0
	Ed

	Session Termination Policy

	PCPS-MAN-009
	The PoC service provider SHALL be able to cause the termination of the PoC session due to termination by PoC group administrator.

	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-010
	The PoC service provider SHALL be able to cause the termination of the PoC session due to termination upon the last PoC participant leaving the PoC session.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-011
	The PoC service provider SHALL be able to cause the termination of the PoC session due to termination upon the second to last PoC participant leaving the PoC session.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-012
	The PoC service provider SHALL be able to cause the termination of the PoC session due to termination upon the initiator leaving the PoC session.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-013
	The PoC service provider SHALL be able to cause the termination of the PoC session due to termination after a pre-defined time period.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-014
	The PoC service provider SHALL be able to cause the termination of the PoC session due to termination after a pre-defined time period without any talk-burst traffic in the PoC session.
	PCPS V1.0
	1.0
	Ed

	State Transition of Actors

	PCPS-MAN-015
	Before an individual user can use PoC service features,  heSHALL have a network subscription with one or more (cellular) network operators.
Informational Note: See Figure –TBD The host is also an entity, but with the special attribute in the PoC participant. The host does not explicitly appear in the diagram.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-016
	A subscriber SHALL first subscribe to a PoC service offered by a PoC service provider. Once the subscription is completed, he becomes a PoC subscriber.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-017
	Before a PoC subscriber can become a PoC Participant he SHALL either "be invited to the PoC session and accept the invitation" or "request to participate in the PoC session and have the request accepted.” When he becomes a PoC participant, he is able to receive and transmit talk burst in the PoC session.
	PCPS V1.0
	1.0
	Ed

	PoC Group and Contact List Management

	PCPS-MAN-018
	The PoC subscriber uses a pre-arranged and chat PoC group as a means to establish a PoC session where the PoC group attributes control the session type and who MAY participate in the PoC session.  A pre-arranged and chat PoC group identity SHALL be used to address the group and initiate a PoC session.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-019
	A PoC subscriber SHOULD have means to store the addresses of PoC subscribers, pre-arranged groups, and chat PoC groups in order to use that information to contact those using PoC features. For this purpose a PoC subscriber SHOULD have at least one contact list.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-020
	Following the creation of the contact list the PoC subscriber SHOULD be able to create PoC groups by associating individual entries on his contact list.  Each individual contact can be associated with a single PoC group, several or all PoC groups.
	PCPS V1.0
	1.0
	No

	PCPS-MAN-021
	A PoC subscriber SHOULD be able to create & manage PoC group lists from his handset or in a server in the service provider’s intranet or the Internet. 
	PCPS V1.0
	1.0
	No

	PCPS-MAN-022
	It SHALL be possible to form PoC groups that include PoC subscribers from different PoC service providers.
	PCPS V1.0
	1.0
	No

	PCPS-MAN-023
	The maximum number of members in a PoC group SHALL be configurable by the PoC service provider.
	PCPS V1.0
	1.0
	No

	PCPS-MAN-024
	The maximum number of PoC groups that can be created and managed by a PoC subscriber SHALL be configurable by the PoC service provider.
	PCPS V1.0
	1.0
	No

	PCPS-MAN-025
	PoC group list management SHOULD have safeguards (e.g. passwords) to prevent mis-use or unintended generation of traffic to the network.
	PCPS V1.0
	1.0
	No

	PoC Answer Mode and Accept/Reject List Management

	PCPS-MAN-026
	If the PoC subscriber sets the answer mode to “auto”, PoC session invitations from PoC subscribers or PoC groups on the accept list SHALL be answered automatically. If the answer mode setting is set to “manual”, then the manual-answer mode is applied.
Informational Note: There is an answer mode setting which is controlled by the invited PoC subscriber.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-027
	As soon as answer mode setting is set to “manual” on the terminal, audio SHALL not be played automatically by the PoC user’s terminal. 
Informational Note: If the optional Manual Answer Override is supported and Manual Answer Override has been requested by the inviting PoC User and authorised by the invited PoC Subscriber, then the PoC session invitation is answered automatically.
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-028
	The PoC service entity SHALL maintain a list of sources per PoC subscriber that are to be rejected with no notification to the PoC subscriber.
Informational Note: On the reject list the PoC subscriber maintains the identities of PoC subscribers and/or PoC groups from whom the PoC subscriber does not wish to receive PoC session invitations. On the accept list, the PoC subscriber maintains the identities of PoC subscribers and/or PoC groups from whom the PoC subscriber agrees to receive PoC session invitations.  
	PCPS V1.0
	1.0
	Ed

	PCPS-MAN-029
	The PoC service entity SHALL reject PoC session invitations destined for a PoC subscriber when he has notified the service provider that he wishes to reject all PoC session invitations from the specified sources.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 7: High-Level Functional Requirements – Management





0. Usability
This section contains the high level Usability requirements for the PCPS service enabler. 

	Label
	Description
	PCPS Release 
	Poc Rel Source
	Req Mod

	PCPS-USA-001
	The PoC service entity SHALL NOT prevent the PoC subscriber's operation of other OMA compatible services, for which the PoC subscriber is authorised and subscribed.
	PCPS V1.0
	1.0
	No

	PCPS-USA-002
	The PoC service provider SHALL be able to decide the maximum number of PoC participants supported in a PoC group session.
	PCPS V1.0
	1.0
	No

	PCPS-USA-003
	Administrative rights of an active PoC group session MAY be assigned to any of the participants by the session Host, or the PoC service provider.
	PCPS V1.0
	1.0
	No

	PCPS-USA-004
	It SHALL be possible to queue more than one speaking request at the same time.
	PCPS V1.0
	1.0
	No

	PCPS-USA-005
	The PoC application on the handset SHALL run concurrently with other service applications in the device.  
	PCPS V1.0
	1.0
	No

	PCPS-USA-006
	A specific mode of operation SHALL NOT be required of the handset, which could restrict other service operations.
	PCPS V1.0
	1.0
	No

	PCPS-USA-007
	Concurrent service execution SHALL be supported by the PoC service enabler (e.g., take a telephony call, putting a PoC session on hold), but MAY be limited by capabilities of the supporting network or the ability of the handset device.  The PoC service enabler SHALL NOT restrict concurrent service execution.
	PCPS V1.0
	1.0
	No

	
	
	
	
	


Table 8: High-Level Functional Requirements – Usability


0. [bookmark: _Toc224535282][bookmark: _Toc300309818]Additional Media Types
PCPS Service facilitates communication among PoC Users using Media Types, in addition to voice. The additional Media Types supported could be still images, live-streamed video, file transfer and text, but not limited to the above-mentioned list.  In contrast to voice or video, text messaging within PoC Service in general will not require Media Burst Control.
A PoC Server provides support for more than one Media Type in a PoC Session. PoC Clients can support more than one Media Type in a PoC Session, based on the capabilities of the User Equipment. 

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-AMT-001
	A PoC Client MAY support the feature for handling Additional Media Types.
	PCPS V1.0
	2.0
	Ed

	PCPS-AMT-002
	A PoC Infrastructure SHALL support the feature for handling Additional Media Types.
	PCPS V1.0
	2.0
	Ed

	Functionality
	
	
	
	

	Overall

	PCPS-AMT-003
	The PoC Service Infrastructure SHALL support mechanisms that guarantee end-to-end interoperability when considering the introduction of Additional Media Types in PoC. 
	PCPS V1.0
	2.0
	Ed

	PCPS-AMT-004
	The PoC Client SHALL have means to set one or more of the offered Media component(s) inactive in the PoC Session set-up and set those active later during the PoC Session, if needed.
	PCPS V1.0
	2.0
	No

	Voice

	PCPS-AMT-005
	If a PoC Client supports the feature for handling Additional Media Types, the PoC User MAY be able to invoke a PoC Session without PoC voice Media, but with one or more rich Media Streams (e.g., images, video). In other words, voice Media SHALL not be a mandatory Media in a PCPS V1.0 Session.
	PCPS V1.0
	2.0
	Ed

	PCPS-AMT-006
	Any PoC Session Participant with a PoC Client supporting the feature for handling Additional Media Types SHALL be able to add PoC voice anytime during an existing PCPS V1.0 Session consisting of only rich Media (e.g., images, video).
	PCPS V1.0
	2.0
	Ed

	Images or Series of Images

	PCPS-AMT-007
	If a PoC Client supports images or series of images the PoC Client MAY send images or series of images that are available in the User Equipment (e.g., from a camera) to the Participants of the PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-008
	The PoC Server SHALL support the transfer of images or series of images sent by the PoC Client to those Participants of the PoC Session, that are able to receive and display images or series of images.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-009
	If a PoC Client supports images or series of images the PoC Client SHALL be able to receive and display images or series of images. The receiving PoC Client MAY be able to store images or series of images in local memory for playback use, subject to digital rights management restrictions.
	PCPS V1.0
	2.0
	No

	Live-streamed video

	PCPS-AMT-010
	The PoC Client MAY be able to send live-streamed video (e.g., from a camera) or pre-recorded video that is available in the User Equipment to the Participants of the PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-011
	The PoC Server SHALL support the transfer of live-streamed video that is available in the User Equipment (e.g., from a camera) to those Participants of the PoC Session that are able to receive and display live-streamed video.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-012
	If a PoC Client supports streamed video the PoC Client SHALL be able to receive and display live-streamed video. The receiving PoC Client MAY be able store the video in local memory for playback use, subject to digital rights management restrictions.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-013
	If the PoC Client supports Continuous Media other than voice,  a PoC User using voice MAY add Continuous Media other than voice (e.g., video) to the PoC Session.
	PCPS V1.0
	2.0
	No

	Transfer of Files

	PCPS-AMT-014
	If a PoC Client supports files the PoC Client MAY be able to send files that are available in the User Equipment (e.g., a MS word document, a game software package) to the Participants of the PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-015
	The PoC Server SHALL support the transfer of files that are available in the User Equipment (e.g., a MS word document, a game software package) to those Participants of the PoC Session that are able to receive files.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-016
	If a PoC Client supports files the PoC Client SHALL be able to receive files. The receiving PoC Client MAY be able to store files in local memory for playback use, subject to digital rights management restrictions.
	PCPS V1.0
	2.0
	No

	External Media Support

	PCPS-AMT-017
	The PoC Client MAY be able to request the PoC Server to access and send the Media (e.g., live-streamed video, pictures) residing in an External Media Content Server by the PoC Service to other Participants in the PoC Session.
	PCPS V1.0
	2.1
	No

	PCPS-AMT-018
	The PoC Server MAY be able to retrieve and transfer the Media residing in an External Media Content Server (e.g., a video streaming server) to Participants in the PoC Session, on behalf of the PoC Client request.  A PoC Server with this capability SHALL support the following Media Types:  images or series of images, streamed video, and files
	PCPS V1.0
	2.1
	No

	Video Streams

	PCPS-AMT-019
	PoC User with a PoC Client supporting voice and video SHALL request permission from the PoC Service Infrastructure before sharing a video stream in a PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-020
	If a PoC Session includes video streams (in addition to voice), the PoC Infrastructure SHOULD support a capability to configure a preferred mode of video streaming on PoC Client. This configuration MAY be done either 
· Due to the limitations of the PoC Client 
· Configured by PoC Service Provider, or 
· Configured by the PoC User
The modes of sending video streams in conjunction with voice are:
(i) Single source mode: Both PoC voice and PoC video comes from the same Participant in a PoC Session in near real time.
(ii) Multiple sources mode:  PoC voice is sent from one Participant and PoC video is sent from another Participant in the same PoC Session.
	PCPS V1.0
	2.0
	Ed

	PCPS-AMT-021
	PoC Server SHALL support single and multiple source modes of sending video streams in conjunction with voice.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-022
	If the PoC Client supports voice and video it SHALL support single and multiple source modes of sending and receiving video streams in conjunction with voice.
	PCPS V1.0
	2.0
	No

	Text

	PCPS-AMT-023
	If a PoC Client supports text the PoC Client MAY send text that is available in the User Equipment to the Participants of the PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-024
	If a PoC Client supports text the PoC Client MAY send text that is available in the User Equipment to a subset of the Participants of the PoC Session.
	PCPS V1.0
	2.1
	No

	PCPS-AMT-025
	The PoC Server SHALL support the transfer of text sent by the PoC Client.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-026
	If a PoC Client supports text the PoC Client SHALL be able to receive and display the received text. The receiving PoC Client MAY be able to store the received text in local memory.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-027
	If the PoC Client supports text it SHALL support sending text in conjunction with voice and/or video.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-028
	If the PoC Client supports text the PoC Client MAY start a PoC Session with text messaging Media only. A PoC
User using text messaging MAY add another Media (e.g., voice)
to the PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-AMT-029
	PoC User with a PoC Client supporting text SHALL be able to send text messages to other PoC Users and PoC
Groups. 
	PCPS V1.0
	2.0
	No

	Discrete Media content

	PCPS-AMT-030
	In a given PCPS V1.0 Session with Discrete Media there SHALL be possible to indicate back to the sender the status (e.g., start/end/progress steps) of the Media transfer.
	PCPS V1.0
	2.0
	Ed

	PCPS-AMT-031
	If a PoC Client supports Discrete Media, PoC User using voice MAY add Discrete Media (e.g., images) to a PoC Session.
	PCPS V1.0
	2.0
	No

	Identity

	PCPS-AMT-032
	Identity of Media sender SHALL be provided to recipients of Media in a PoC Session, subject to privacy rules. 
	PCPS V1.0
	2.0
	No

	PCPS-AMT-033
	The description of Media (e.g., title of video) MAY be provided to other Participants in company with Media.
	PCPS V1.0
	2.0
	No

	Multiple Media Streams of the same Media Type

	PCPS-AMT-034
	A PoC User authorized to add, or modify Media Types in the PoC Session where multiple Media Streams of the same Media Type are contained in a PoC Session, MAY indicate the manner in which they are rendered together on the PoC Client receiving these Media Streams
Informational Note: The intention of the requirement is to also cover the case when the client is unable to receive all the offered Media streams of the same media type.
	PCPS V1.0
	2.1
	Ed

	PCPS-AMT-035
	The PoC infrastructure MAY indicate the manner in which the Media Streams of the same Media Type are rendered together on the PoC Client receiving the Media Streams of the same Media Type by fetching group attributes in case of Chat PoC Group Session or Pre-arranged Group Session.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309908]Table 9: Additional Media Types


0. [bookmark: _Toc224535283][bookmark: _Toc300309819]PoC Sessions with Multiple PoC Groups
This section contains the high level requirements for the Session with Multiple Groups of the PCPS service enabler.
PoC Network elements can support Ad-hoc PoC Groups Sessions, that invite individual PoC Users and/or one or more Pre-arranged PoC Groups.  PoC Network Elements can also support Ad-hoc PoC Groups Sessions where the target URI contains URIs that contain other PoC Groups, which in turn can contain yet other PoC Groups, and so on.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-SMG-001
	A PoC Service Infrastructure SHALL support establishing an Ad-hoc PoC Group Session involving one or more Pre-arranged PoC Groups and individual PoC Users.
	PCPS V1.0
	2.0
	No

	PCPS-SMG-002
	A PoC Client MAY support initiating an Ad-hoc PoC Group Session involving one or more Pre-arranged PoC Groups and individual PoC Users.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-SMG-003
	A PoC Client SHALL be able to establish an Ad-hoc PoC Group Session involving one or more Pre-arranged PoC Groups and individual PoC Users
	PCPS V1.0
	2.0
	No

	PCPS-SMG-004
	The invited Pre-arranged PoC Groups MAY reside on separate group management servers, each possibly owned by a different PoC Service Provider or otherwise in another administrative domain. This is subject to interdomain agreement(s).
	PCPS V1.0
	2.0
	No

	PCPS-SMG-005
	The PoC Session Identity of the resulting Ad hoc PoC Group Session with multiple PoC Groups SHALL be dynamically selected and distinct from the PoC Group Identities of the invited Pre-arranged PoC Groups.
	PCPS V1.0
	2.0
	Ed

	PCPS-SMG-006
	The invited PoC Users MAY be represented as PoC Users of a URI that contain Nested Groups and/or individual PoC Users. These Nested Groups MAY similarly contain individual PoC Users or other Nested Groups.  Each such Nested Group MAY possibly be owned by a different PoC Service Provider, or MAY otherwise be in another administrative domain.
	PCPS V1.0
	2.0
	No

	PCPS-SMG-007
	The maximum number of Participants of the resulting Ad hoc PoC Session SHALL not exceed the maximum number of Participants permitted for the Ad hoc PoC Group Session.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309909]Table 10: Sessions with Multiple Groups

[bookmark: _Toc224535284][bookmark: _Toc300309820]Enhanced PoC Session Establishment
0. [bookmark: _Toc224535285][bookmark: _Toc300309821]Requests with Media Contents 
This section contains the high level requirements for Requests with Media Contents of the PCPS service enabler.
When inviting PoC User(s) to a PoC Session, or when sending a Group Advertisement message, media contents can be added to the requests.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-RMC-001
	The PoC Service Infrastructure MAY support adding media content to PoC Session invitations or Group Advertisement messages. 
	PCPS V1.0
	2.0
	No

	PCPS-RMC-002
	The PoC Client MAY support adding media content to PoC Session invitations or Group Advertisement messages.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-RMC-003
	A PoC Client MAY add media content to a PoC Session invitation(s) sent to PoC User(s).
	PCPS V1.0
	2.0
	No

	PCPS-RMC-004
	A PoC Client SHALL support receiving of PoC Session invitation(s) that includes media content.  Depending on the PoC Client's capability for the included media content, the PoC Client SHOULD replay the received media content.
	PCPS V1.0
	2.0
	No

	PCPS-RMC-005
	A PoC Client MAY add media content to Group Advertisement message(s) sent to PoC User(s)
	PCPS V1.0
	2.0
	No

	PCPS-RMC-006
	A PoC Client MAY support the receiving Group Advertisement message(s), which MAY include media content from PoC User(s).  Depending on the PoC Clients capability for the included media content, the PoC Client SHOULD replay the received media content. 
	PCPS V1.0
	2.0
	No

	PCPS-RMC-007
	The PoC Service infrastructure MAY remove media content(s) to the PoC Session invitation(s) according to the configuration set by inviting and invited PoC Client.
	PCPS V1.0
	2.0
	No

	PCPS-RMC-008
	The PoC Service infrastructure MAY add/change media content(s) to the PoC Session invitation(s) according to the configuration set by inviting and invited PoC Client.
	PCPS V1.0
	2.1
	No

	PCPS-RMC-009
	Media content SHALL be either a reference to the media content or contain the content directly. Examples of content types can be found in [RFC2046]
	PCPS V1.0
	2.0
	No

	PCPS-RMC-010
	The PoC Service Infrastructure MAY be able to remove media content according to the reference to the media content
	PCPS V1.0
	2.0
	No

	PCPS-RMC-011
	The PoC Service Infrastructure MAY be able to add/change media content according to the reference to the media content.
	PCPS V1.0
	2.1
	No

	PCPS-RMC-012
	It SHALL be possible to limit the size and type of the media content based on PoC Service Provider Policies of the inviting and invited PoC Users and/or setting of inviting PoC Client and invited PoC Client.
	PCPS V1.0
	2.0
	No

	PCPS-RMC-013
	The PoC Service infrastructure SHALL be able to filter out the included media content based on PoC Service Provider Policies of the inviting and invited PoC Users and/or setting of inviting PoC Client and invited PoC Client.
	PCPS V1.0
	2.0
	No

	PCPS-RMC-014
	The PoC Service infrastructure MAY accept or reject the request with the included media content based on Service Provider Policies.
	PCPS V1.0
	2.0
	No

	PCPS-RMC-015
	Settings by the PoC Service Infrastructure SHALL have precedence over settings by PoC Clients.
	PCPS V1.0
	2.0
	No

	PCPS-RMC-016
	It SHALL be possible to charge the Inviting PoC Client and the Invited PoC Client for Media in Requests based on PoC Service Providers charging model.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309910]Table 11: Requests with Media Contents
[bookmark: _Toc224535286][bookmark: _Toc300309822]Invited Parties Identity Information
This section contains the high level requirements for Invited Party Identity Information of the PCPS service enabler.
In the case of an Ad-hoc PoC Group Session establishment, a PoC User can include the identities of all the other invited PoC Users in the invitation sent to each individual PoC User invited to that PoC Session.  The invited PoC User can use this information, when deciding whether to participate in the PoC Session or not.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-IPI-001
	The PoC Service Infrastructure SHALL support the invited parties identity information functionality in regions where this functionality is not restricted due to regulations.
	PCPS V1.0
	2.0
	No

	PCPS-IPI-002
	The PoC Client MAY support the invited parties identity information functionality.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-IPI-003
	An inviting PoC User MAY indicate each PoC Addresses of all the invited PoC Users in the invitation to an Ad-hoc PoC Group Session to be presented to, or hidden from, the other invited PoC Users.
	PCPS V1.0
	2.0
	No

	PCPS-IPI-004
	The originating PoC Server SHALL send PoC Addresses of all invited PoC Users to all terminating PoC Servers with the indication of each PoC Address of all the invited PoC Users to be presented to, or hidden from, the other invited PoC Users. 
Informational Note: If the indication is not included in an invitation, the originating PoC Server sets the indication based on the settings; default is to make the PoC Address of the invited PoC User be hidden.
	PCPS V1.0
	2.0
	Ed

	PCPS-IPI-005
	The terminating PoC Server MAY, according to the settings of the PoC Service Provider definition, remove the received invited party identity information.
	PCPS V1.0
	2.0
	No

	PCPS-IPI-006
	In case one or more of the invited PoC Users identities have been expressed as anonymous:
· The originating PoC Server SHALL inform all terminating PoC Server(s) of their anonymity by including an indication with their PoC User Identity.
· The terminating PoC Server SHALL indicate in the invitation to the invited PoC User, the total number of anonymous PoC Users invited to the PoC Session. 
· The terminating PoC Server SHALL NOT send the PoC User Addresses of any PoC User indicated as anonymous by the originating PoC Server, in the invitation to the invited PoC User.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309911]Table 12: Invited Parties Identification Information

[bookmark: _Toc224535287][bookmark: _Toc300309823]Incoming Media Barring
This section contains the high level requirements for Incoming Media Barring of the PCPS service enabler.
Incoming Media Barring is supported when the receiving PoC User does not want to receive certain Media at a certain moment.  "Media" or "Media Type" in this subclause means those described in section 6.1.13 "Additional Media Types". He can require the barring without interfering to the conversation and Media sharing within the rest of the PoC Group. Incoming Media Barring is divided into Incoming Media Content Barring feature and Incoming Media Stream Barring feature.
Incoming Media Content Barring feature is supported when the receiving PoC User does not want to receive certain Media Content in PoC Session invitation and Group Advertisement requests. The PoC Subscriber or the authorized PoC User can activate a setting for not receiving certain Media Content.
Incoming Media Stream Barring feature is supported when the receiving PoC User does not want to receive certain Media Content in a Media flow in PoC Session invitation requests and during ongoing PoC Sessions. The PoC Subscriber or the authorized PoC User can activate a setting for not receiving certain Media Types of a Media flow.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-IMB-001
	The PoC Client MAY support Incoming Media Content Barring.  
	PCPS V1.0
	2.1
	No

	PCPS-IMB-002
	The PoC Client MAY support Incoming Media Stream Barring.  
	PCPS V1.0
	2.1
	No

	PCPS-IMB-003
	The PoC Service Infrastructure SHOULD support Incoming Media Content Barring. 
	PCPS V1.0
	2.1
	No

	PCPS-IMB-004
	The PoC Service Infrastructure SHOULD support Incoming Media Stream Barring. 
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-IMB-005
	The PoC Client MAY support separate Incoming Media Content Barring for each Media Type.
	PCPS V1.0
	2.1
	No

	PCPS-IMB-006
	The PoC Client MAY support separate Incoming Media Stream Barring for each Media Type.
	PCPS V1.0
	2.1
	No

	PCPS-IMB-007
	The PoC Client MAY support different Access Control for each Media Type. The Access Control for Incoming Media Content Barring MAY be based on the following optional conditions:
· PoC Session attributes (e.g. Media Type). 
· PoC User attributes (e.g. Inviting PoC User PoC Address).
Informational Note: The above list is not an exhaustive list of conditions.
	PCPS V1.0
	2.1
	Ed

	PCPS-IMB-008
	The PoC Client MAY support different Access Control for each Media Type. The Access Control for Incoming Media Stream Barring MAY be based on the following optional conditions:
· PoC Session attributes (e.g. QoE, Media Type). 
· PoC User attributes (e.g. Inviting PoC User PoC Address). 
Informational Note: The above list is not an exhaustive list of conditions.
	PCPS V1.0
	2.1
	Ed

	PCPS-IMB-009
	The PoC Service Infrastructure SHALL support separate Incoming Media Content Barring for each Media Type.
	PCPS V1.0
	2.1
	No

	PCPS-IMB-010
	The PoC Service Infrastructure SHALL support separate Incoming Media Stream Barring for each Media Type.
	PCPS V1.0
	2.1
	No

	PCPS-IMB-011
	The PoC Service Infrastructure SHALL use the Answer Mode according to the PoC Service Settings the same way as specified in section 6.16 PoC Answer Mode.
	PCPS V1.0
	2.0
	Ed

	PCPS-IMB-012
	The PoC Service Infrastructure SHALL use different Access Control for each Media Type, if configured by the PoC Client.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309912]Table 13: Incoming Media Barring

[bookmark: _Toc224535288][bookmark: _Toc300309824]Incoming Condition Based PoC Session Barring
This section contains the high level requirements for Incoming Condition Based Session Barring of the PCPS service enabler.
The Incoming Condition Based PoC Session Barring feature is supported. In case a PoC Subscriber or an authorized PoC User does not want to be invited to new PoC Sessions under certain barring conditions, the PoC Subscriber or the authorized PoC User can activate a setting to conditionally reject new incoming PoC Sessions.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-ISB-001
	The PoC Client MAY support Incoming Condition Based PoC Session Barring. 
	PCPS V1.0
	2.1
	No

	PCPS-ISB-002
	The PoC Service Infrastructure SHOULD support Incoming Condition Based PoC Session Barring.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-ISB-003
	The PoC Client MAY support that a PoC Subscriber or an authorized PoC User defines the Incoming Condition Based PoC Session Barring conditions. Conditions MAY be based on the following information: 
· PoC Session attributes (e.g. QoE, Media Types). 
· PoC User attributes (e.g. particular invited or inviting PoC User address).
Informational Note: The above list is not an exhaustive list of conditions.
	PCPS V1.0
	2.1
	Ed

	PCPS-ISB-004
	The PoC Client MAY support a PoC User to interrogate his Incoming Condition Based PoC Session Barring conditions from the PoC Service Infrastructure.
	PCPS V1.0
	2.1
	No

	PCPS-ISB-005
	The PoC Service Infrastructure SHALL store the Incoming Condition Based PoC Session Barring conditions according to the PoC Client's request.
	PCPS V1.0
	2.1
	No

	PCPS-ISB-006
	The PoC Service Infrastructure SHALL provide a PoC User with his Incoming Condition Based PoC Session Barring conditions if requested.
	PCPS V1.0
	2.1
	No

	PCPS-ISB-007
	The PoC Service Infrastructure SHALL verify the Incoming Condition Based PoC Session Barring conditions defined by an authorized PoC User or a PoC Subscriber, and bar the incoming PoC Session invitation only if the conditions are fulfilled.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309913]Table 14: Incoming Condition Based Session Barring

[bookmark: _Toc224535289][bookmark: _Toc300309825]Outgoing Condition Based PoC Session Barring
This section contains the high level requirements for Outgoing Condition Based Session Barring of the PCPS service enabler.
In case a PoC Subscriber or an authorized PoC User does not want to join a PoC Session or to setup a PoC Session at all under certain barring conditions, the PoC Subscriber or the authorized PoC User can activate a setting for conditionally not carrying out the join or PoC Session setup.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-OSB-001
	The PoC Client MAY support Outgoing Condition Based PoC Session Barring.
	PCPS V1.0
	2.1
	No

	PCPS-OSB-002
	The PoC Service Infrastructure SHOULD support Outgoing Condition Based PoC Session Barring.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-OSB-003
	The PoC Client MAY support that a PoC Subscriber or an authorized PoC User defines the Outgoing Condition Based PoC Session Barring conditions. Conditions MAY be based on the following information: 
· PoC Session attributes (e.g. QoE, Media Types)
· PoC User attributes (e.g., particular invited PoC User address, country or the region in which the inviting PoC User’s home PoC network is located, geographical location of invited or inviting PoC Users).
Informational Note: Country or region information may be limited by the functionality provided by the underlying networks. The above list is not an exhaustive list of conditions.
	PCPS V1.0
	2.1
	Ed

	PCPS-OSB-004
	The PoC Client MAY support a PoC User to interrogate his Outgoing Condition Based PoC Session Barring conditions from the PoC Service Infrastructure.
	PCPS V1.0
	2.1
	No

	PCPS-OSB-005
	The PoC Service Infrastructure SHALL store the Outgoing Condition Based PoC Session Barring conditions according to the PoC Client’s request.
	PCPS V1.0
	2.1
	No

	PCPS-OSB-006
	The PoC Service Infrastructure SHALL provide a PoC User with his Outgoing Condition Based PoC Session Barring conditions if requested.
	PCPS V1.0
	2.1
	No

	PCPS-OSB-007
	The PoC Service Infrastructure SHALL verify the Outgoing Condition Based PoC Session Barring conditions defined by an authorized PoC User or a PoC Subscriber and bar the outgoing PoC Session invitation only if the conditions are fulfilled.
	PCPS V1.0
	2.1
	No

	PCPS-OSB-008
	The PoC Service Infrastructure SHALL notify an inviting PoC User that an outgoing PoC Session invitation has been barred when it has been done due to the Outgoing Condition Based PoC Session Barring conditions defined by the PoC Subscriber or the authorized PoC User. 
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309914]Table 15: Outgoing Condition Based Session Barring 

[bookmark: _Toc224535290][bookmark: _Toc300309826]Automatic Notification of Limited Participating Information
This section contains the high level requirements for the Automatic Notification of Limited Participating Information of the PCPS service enabler.
In case of PoC Group Session, especially in case of large PoC Groups, the amount of data exchanged due to each Participant subscribing to a conference event package and receiving the consequent notifications may become substantially high. From the usability point of view, even though the Limited Participant Information could be sufficient for many cases, the conventional mechanisms may result in providing the full information to the Participants of the PoC Session. From the PoC Network traffic point of view, this may cause unnecessary high load and also cause deterioration of Media quality in a PoC Session. To overcome this issue, the PoC Service may provide functionality of automatic notification of Limited Participant Information as an alternative to the full conference information delivery. 

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-ANP-001
	The PoC Service Infrastructure MAY support the automatic notification of Limited Participating Information functionality. , if capable of receiving full Participating Information.
	PCPS V1.0
	2.1
	No

	PCPS-ANP-002
	The PoC Client MAY support the automatic notification of limited participating information functionality.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-ANP-003
	PoC Service SHALL be able to provide Limited Participant Information (i.e., PoC User’s PoC Address and joining alert) automatically to the Participant(s) who already joined using the existing PoC Session during the PoC Group Session establishment phase or on-going PoC Session, if authorized by PoC Group policy.
	PCPS V1.0
	2.1
	No

	PCPS-ANP-004
	Using this capability, the PoC Session Owner SHOULD be able to receive another PoC User’s Participant Information (e.g., when each PoC User joins, leaves, or rejects an invitation).
	PCPS V1.0
	2.1
	No

	PCPS-ANP-005
	Using this capability, the Participant(s) SHOULD be able to receive another PoC User’s Participant Information subsequently (e.g., when each PoC User joins).
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309915]Table 16: Automatic Notification of Limited Participating Information

[bookmark: _Toc224535291][bookmark: _Toc300309827]Rejection of Session Establishment Due to Hidden Identity of an Inviting User
This section contains the high level requirements for the Rejection of Session Establishment Due to Hidden Identity of an Inviting User of the PCPS service enabler.
The PoC Service Infrastructure rejects PoC Session establishment initiated by an inviting PoC Client because of the hidden identity based on invited PoC User’s local policies and preferences and indicates to that PoC Client of this failure.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-RSH-001
	The PoC Service Infrastructure SHALL be able to reject PoC Session establishment initiated by an inviting PoC User whose identity is hidden based on local policies and preferences of invited PoC Users.   
	PCPS V1.0
	2.0
	No

	PCPS-RSH-002
	The PoC Client SHOULD support the indication of PoC Session establishment failure due to identity hiding functionality.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-RSH-003
	Invited PoC User’s PoC Network SHALL be able to reject PoC Session establishment initiated by an inviting PoC User whose identity is hidden based on local policies and preferences of the invited PoC User.
	PCPS V1.0
	2.0
	No

	PCPS-RSH-004
	Invited PoC User’s PoC Network SHALL be able to indicate the inviting PoC User that the PoC Session establishment fails due to the inviting PoC User's hidden PoC Address.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309916]Table 17: Rejection of Session Establishment Due to Hidden Identity of an Inviting User

[bookmark: _Toc224535292][bookmark: _Toc300309828]Ad-hoc PoC Group Session Re-initiation
This section contains the high level requirements for the Ad-hoc Group Session Re-initiation of the PCPS service enabler.
When a PoC Client attempts to re-join an Ad-hoc PoC Group Session, which has already been released, the PoC Service Infrastructure provides the re-joining PoC User with a list of the Participants of the original Ad-hoc PoC Group Session.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-ASR-001
	The PoC Service Infrastructure MAY support the Ad-hoc Group Session re-initiation functionality.  
	PCPS V1.0
	2.1
	No

	PCPS-ASR-002
	The PoC Client MAY support the Ad-hoc Group Session re-initiation functionality.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-ASR-003
	Upon receiving a re-join request for an already released Ad-hoc PoC Group Session the PoC Service Infrastructure SHOULD indicate the cached Participants of the Ad-hoc PoC Group Session in the failure response of the re-join request.
Informational Note: The Participant cache timeout is according to the PoC Server local policy.
	PCPS V1.0
	2.1
	Ed

	PCPS-ASR-004
	Upon receiving the failure response of the re-join request containing a list of PoC Users, the PoC Client MAY invite the indicated PoC Users to a new Ad-hoc PoC Group Session.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc165883799][bookmark: _Toc300309917]Table 18: Ad-hoc Group Session Re-initiation

[bookmark: _Toc115018494][bookmark: _Toc224535295][bookmark: _Toc300309831]Enhanced PoC Session Control
[bookmark: _Toc115018496][bookmark: _Toc224535297][bookmark: _Toc300309833]Full Duplex Call Follow-on Proceed
This section contains the high level requirements for the Full Duplex Call Follow-on Proceed feature of the PCPS service enabler. 
This feature enables changing a half duplex voice PoC Session into a full duplex Circuit switched (CS) or VoIP call.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-FDF-001
	The PoC Service Infrastructure MAY support the full duplex call follow-on proceed functionality.
	PCPS V1.0
	2.0
	No

	PCPS-FDF-002
	The PoC Client MAY support the full duplex call follow-on proceed functionality.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-FDF-003
	The PoC Service MAY support for a PoC Client to leave a 1-1 or 1-many PoC Session with an indication to the peer PoC Clients that the PoC User intends to set up a full duplex voice call among the peer entities immediately after release of the PoC Session.
Informational Note:  Full duplex voice call could either be a SIP voice call or a circuit switched (CS) call.  User Equipment may support e.g., automatic initiation and answer of this kind of call.
	PCPS V1.0
	2.0
	Ed

	PCPS-FDF-004
	The PoC Service MAY support for a PoC Client to leave a 1-1 or 1-many PoC Session with an indication to a subset of PoC Clients that the PoC User intends to set up a full duplex voice call among a subset peer entities immediately after release of the PoC Session. 
Informational Note:  Full duplex voice call could either be a SIP voice call or a circuit switched (CS) call.  User Equipment may support e.g., automatic initiation and answer of this kind of call.
	PCPS V1.0
	2.0
	Ed

	PCPS-FDF-005
	The PoC Service MAY support for a PoC User to include a target address (e.g., SIP URI or E.164 number) to the indication, so that the full duplex call can be set up to that target address.
	PCPS V1.0
	2.0
	No


Table 19: Full Duplex Follow-on Proceed

[bookmark: _Toc115018497][bookmark: _Toc224535298][bookmark: _Toc300309834]Expelling Participant(s) from a PoC Session
This section contains the high level requirements for the Expelling Participants from a PoC Session  of the PCPS service enabler.
The PoC Service supports the functionality to expel the selected Participant(s) from a PoC Session.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-EPS-001
	The PoC Service Infrastructure SHALL support expelling Participant(s) from a PoC Session functionality.
	PCPS V1.0
	2.0
	No

	PCPS-EPS-002
	The PoC Client MAY support initiation of the expelling Participant(s) from a PoC Session functionality. 
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-EPS-003
	It SHALL be possible to specify expel rights for the PoC Group.
	PCPS V1.0
	2.0
	No

	PCPS-EPS-004
	The PoC Group Administrator of Pre-arranged and Chat PoC Groups SHALL be able to assign expelling rights to other PoC User(s) in the PoC Group.
	PCPS V1.0
	2.0
	No

	PCPS-EPS-005
	A Participant, who has been granted expel rights, SHALL be able to expel other Participant(s) from a PoC Group Session (incl. all Participants at a time), and an expelled PoC User SHALL not be able to rejoin the PoC Session which the PoC User has been expelled from for a period or during the entire PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-EPS-006
	If expelling is supported, the Ad hoc PoC Group Session initiator SHALL be able to expel any other Participants from an Ad hoc PoC Group Session.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309922]Table 20: Expelling Participant(s) from a PoC Session 

[bookmark: _Toc224535299][bookmark: _Toc300309835]Group Specific Releasing Rules
This section contains the high level requirements for the Group Specific Releasing Rules feature of the PCPS service enabler.
In addition to existing PoC session releasing rules, the PoC Session release can be made according to the PoC Group specific release rules.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-GRR-001
	The PoC Service Infrastructure MAY support PoC Group specific releasing rules.
	PCPS V1.0
	2.1
	No

	PCPS-GRR-002
	The PoC Client MAY support PoC Group specific releasing rules.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-GRR-003
	If PoC Group specific releasing rules are supported, it SHALL be possible to specify release rules for the PoC Group.
	PCPS V1.0
	2.1
	No

	PCPS-GRR-004
	If PoC Group specific releasing rules are supported, it SHALL be possible to define for a PoC Group that the PoC Session is released when one or more of the following conditions are fulfilled (and in this case the general PoC Session release policy specified in this document is not used):
· The PoC Session initiator leaves the PoC Session 
· A defined Participant leaves the PoC Session 
· The number of Participants is less than a certain value 
· The PoC Session allocated time has expired 
· When only machines are still in the PoC Session
· When PoC Speech is inactive for a specified time
· When all Media types are inactive for a specified time.
	PCPS V1.0
	2.1
	Ed


[bookmark: _Toc300309923]Table 21: Group Specific Releasing Rules

[bookmark: _Toc115018502][bookmark: _Toc224535303][bookmark: _Toc300309839]PoC Session Control for Crisis Handling
This section contains the high level requirements for the PoC Session Control for Crisis Handling feature of the PCPS service enabler.
The PoC Service can optionally support special PoC Sessions with a different set of characteristics to be used for Crisis Handling.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-SCC-001
	The PoC Service Infrastructure MAY support the PoC Session control for crisis handling functionality.
	PCPS V1.0
	2.1
	No

	PCPS-SCC-002
	The PoC Client MAY support PoC Session control for crises handling functionality.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-SCC-003
	The PoC Service Infrastructure SHALL differentiate the Crisis Handling Request from other requests.
	PCPS V1.0
	2.1
	No

	PCPS-SCC-004
	The PoC Service Infrastructure SHALL validate the Crisis Handling Request (e.g., authenticate the source) and authorize the PoC Session initiation for crisis handling.
	PCPS V1.0
	2.1
	No

	PCPS-SCC-005
	The PoC Service Infrastructure SHALL enforce high enough priority to be able to serve the PoC Session initiated with Crisis Handling Request
	PCPS V1.0
	2.1
	No

	PCPS-SCC-006
	The PoC Service Infrastructure SHALL be able to serve the PoC Session initiated with Crisis Handling Request by using an appropriate access network resource reservation schema.
	PCPS V1.0
	2.1
	Ed

	PCPS-SCC-007
	Based on the crisis information received in the Crisis Handling Request the PoC Service Infrastructure MAY perform pre-defined procedures for PoC Session. Examples are:
a) Sending out PoC Session invitation to one or more Pre-arranged PoC Group(s)
b) Invoking CBUS based on conditions (e.g., location, presence status information)  to determine the Dynamic PoC Groups to be invited 
EDITOR’s NOTE: There are known issues with current state of the stability of the CBUS enabler. It needs to be determined whether to include CBUS based requirements or not by the time the RD is submitted for approval.
c) Distributing pre-recorded data (e.g., canned voice) 
d) Distributing data received in the received Crisis Handling Request (e.g., images), or 
e)  Invoking other services to complement crisis related data to be distributed (e.g., location information)
	PCPS V1.0
	2.1
	Ed

	PCPS-SCC-008
	The PoC Service Infrastructure MAY apply a pre-defined set of specific PoC Service Settings to the PoC Session for Crisis Handling (e.g., characterized by PoC Session priority, Manual Answer Override to invited PoC Users, etc.).
	PCPS V1.0
	2.1
	No

	PCPS-SCC-009
	The PoC Service Infrastructure SHALL be able to override the current PoC Service Settings to forward PoC Session invitation with Crisis Handling Request from an PoC User with the appropriate authority according to applicable regulations.
	PCPS V1.0
	2.1
	No

	PCPS-SCC-010
	The PoC Service Infrastructure SHALL be able to create PoC Groups to which PoC Users are added dynamically at the crisis service invocation. Only PoC Service Provider can create such a special crisis PoC Group to which an authorized user is assigned. Only authorized PoC User can invoke PoC Sessions with Crisis Handling Request through his assigned Crisis PoC Group.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309927]Table 22: PoC Session Control for Crisis Handling

Media Burst Control
Media Burst Control Enhancements
This section contains the high level requirements for the Media Burst Control Enhancements feature of the PCPS service enabler.
The PoC Service enabler supports enhancements to PoC Media Burst Control in addition to basic Floor Control handling in section TBD of this document..

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-MBC-001
	The PoC Service Infrastructure SHALL support the PoC Media Burst Control enhancement features.
	PCPS V1.0
	2.0
	No

	PCPS-MBC-002
	The PoC Client MAY support the Media Burst Control enhancements functionality.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-MBC-003
	If the Media Burst Control is applicable for the Media Type, the PoC Network elements SHALL support capability for an independent Media Burst Control for each Media in a PoC Session.  Media Burst Control SHALL be applicable to Continuous Media and SHOULD be applicable to the Discrete Media involved in a PoC Session.
Informational Note: Discrete Media types should only use Media Burst Control, if it is essential for the application using PoC Service Enabler.
	PCPS V1.0
	2.0
	Ed

	PCPS-MBC-004
	If the Media Burst Control is applicable for the Media Type the PoC Service Infrastructure SHALL support and the PoC Client MAY support capability for one Media Burst Control for multiple Media in a PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-MBC-005
	The PoC Service Provider MAY support providing several Media Burst Control schemes (e.g., pre-granted right-to-speak).
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309931]Table 23: Media Burst Control Enhancements - General

[bookmark: _Toc115018508][bookmark: _Toc224535309][bookmark: _Toc300309845]Pre-granted Media Burst Control
This section contains the high level requirements for Pre-granted Media Burst Control of the PCPS service enabler.
PoC Service can support the Pre-granted Media Burst Control for reducing the delay to right-to-speak.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-PGM-001
	The PoC Service Infrastructure MAY support the pre-granted Media Burst Control feature.
	PCPS V1.0
	2.0
	No

	PCPS-PGM-002
	The PoC Client MAY support the pre-granted Media Burst Control feature.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-PGM-003
	The Media Burst MAY be pre-granted to a PoC User before the PoC User has requested the Media Burst.
	PCPS V1.0
	2.0
	No

	PCPS-PGM-004
	The pre-granted Media Burst Control MAY be given to one or many PoC User(s) in a PoC Session. The number of PoC Users and which PoC User(s) that are given pre-granted Media Burst is up to local policy in the PoC Server.
	PCPS V1.0
	2.0
	No

	PCPS-PGM-005
	If pre-granted Media Burst Control is supported, the pre-granted Media Burst SHOULD expire if not used during a certain time period (to be configured by the PoC Service Provider).
	PCPS V1.0
	2.0
	No

	PCPS-PGM-006
	If pre-granted Media Burst Control is supported, the PoC Client SHALL get confirmation from the PoC User before encoding and sending the Media.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309932]Table 24: Pre-granted Media Burst Control 


[bookmark: _Toc115018512][bookmark: _Toc224535313][bookmark: _Toc300309849]Advanced Revocation Alert
This section contains the high level requirements for Advanced Revocation Alert of the PCPS service enabler.
EDITOR’s NOTE: Functional Requirements are marked as future release. Therefore it is recommended not to carry forward this feature into the normative section of PCPS V.10. if no functional Reqs exist in the release. If such requirements exist, then we should capture here. Question: Are there any functional requirements captured in PoC 2.1/2.0? If yes, then why are they not contained in the PoC 2.1 RD?
Advanced revocation alert enables the PoC Client to provide the PoC User with an advanced alert so that the PoC User knows the transmit time is about to finish.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-ARA-001
	The PoC Service Infrastructure SHOULD support the advanced revocation alert functionality.
	PCPS V1.0
	2.0
	No

	PCPS-ARA-001
	The PoC Client MAY support the advanced revocation alert functionality.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309936]Table 25: Advanced Revocation Alert
EDITOR’s NOTE: Perhaps the tables related to ARA should be combined into one table with headings separating the sections so there would be some functional requirements for ARA feature. This should be resolved prior to RD submission for approval.

[bookmark: _Toc115018514][bookmark: _Toc224535315][bookmark: _Toc300309851]Stop Transmit Time Notification for Advanced Revocation Alert
This section contains the high level requirements for Stop Transmit Time Notification for Advanced Revocation Alert of the PCPS service enabler.
A PoC Client may be notified before hand about when its video Media Burst permission is expected to be revoked. This information is needed for the PoC Client to be able to generate an advanced revocation alert for the PoC User before or when starting video transmission.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-SRA-001
	The PoC Service Infrastructure SHOULD support the transmit time notification for advanced revocation alert functionality.
	PCPS V1.0
	2.1
	Ed

	PCPS-SRA-002
	The PoC Client SHOULD support the transmit time notification for advanced revocation alert functionality.
	PCPS V1.0
	2.1
	Ed

	Functionality
	
	
	
	

	PCPS-SRA-003
	In addition to what is specified for voice Media the PoC Server SHALL be able to send a notification of the transmit time of a video burst to the transmitting PoC Client before transmission.
	PCPS V1.0
	2.1
	Ed


[bookmark: _Toc300309938]Table 26: Stop Transmit Time for Advanced Revocation Alert



[bookmark: _Toc115018515][bookmark: _Toc224535316][bookmark: _Toc300309852]Expanding Duration of Media Burst Transmitting 
This section contains the high level requirements for Expanding Duration of Media Burst Transmitting of the PCPS service enabler.
If the PoC Server supports pre-emptive Media Burst priority or Media Burst queuing function, the following requirements apply.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-EDM-001
	The PoC Service Infrastructure MAY support the expanding duration of speaking feature.
	PCPS V1.0
	2.1
	No

	PCPS-EDM-002
	The PoC Client MAY support the expanding duration of Media Burst transmitting feature.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-EDM-003
	The PoC Service Infrastructure MAY be able to grant a certain Media Burst duration to the PoC Client depending on the requested Media Burst duration received from the PoC Client.
	PCPS V1.0
	2.1
	No

	PCPS-EDM-004
	The PoC Client MAY be able to include a requested Media Burst duration in the Media Burst Request when the PoC Client sends Media Burst Request to the PoC Server performing the Controlling Function.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309939]Table 27: Expanding Duration for Media Burst Transmitting

[bookmark: _Toc115018517][bookmark: _Toc224535318][bookmark: _Toc300309854]Moderated PoC Groups
This section contains the high level requirements of the Moderated PoC Groups feature for the PCPS service enabler.
Moderated PoC Groups is a functionality of PoC enabler, which supports an authorized Participant of a PoC Group Session to be a moderator of the Session. Moderator in a PoC Session has an ability to control the Media Burst Control entity of the PoC Session. Moderator is typically the owner of the Pre-arranged PoC Group, but she/he may be able to delegate the role of moderator to other PoC User, that is a Participant in a PoC Session.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-MGS-001
	The PoC Service Infrastructure MAY support the moderated PoC Groups functionality.
	PCPS V1.0
	2.1
	No

	PCPS-MGS-002
	The PoC Client MAY support the moderated PoC Groups functionality.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-MGS-003
	Member of a Pre-arranged PoC Group or Chat PoC Group MAY be authorized to adopt the role of moderator.
	PCPS V1.0
	2.1
	Ed

	PCPS-MGS-004
	A PoC Group member adopting the role of moderator during a PoC Session SHALL be able to assign the role of the moderator to any other PoC Group member authorized to take the role as the moderator during a PoC Session.
	PCPS V1.0
	2.1
	No

	PCPS-MGS-005
	Moderator, e.g., a PoC Dispatcher, SHALL be able to request permission to send the Media Burst on behalf of another PoC User, e.g., a PoC Fleet Member.
Informational Note: A PoC V1.0 Client may not be able to fulfill the function of sending a Media Burst when permission to send the Media Burst has been requested by a Moderator.
	PCPS V1.0
	2.1
	Ed

	PCPS-MGS-006
	PoC Client acting as a moderator, e.g., a PoC Dispatcher SHALL be able to grant or deny the request from another PoC Client, e.g., a PoC Fleet Member, for permission to send the Media Burst.
	PCPS V1.0
	2.1
	No

	PCPS-MGS-007
	A PoC Client participating in a Moderated PoC Group e.g., a PoC Fleet Member, MAY indicate the reason for requesting permission to send Media to the Moderator in a text string included as part of the request.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309941]Table 28: Moderated PoC Groups

[bookmark: _Toc115018521][bookmark: _Toc224535323][bookmark: _Toc300309859]Multicast 
This section contains the high level requirements of the Multicast / Broadcast feature for the PCPS service enabler.
The multicast applies to PoC Group Sessions and is optional for PoC enabler. This feature requires multicast/broadcast capabilities in the underlying radio access network.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-MUC-001
	The PoC Service Infrastructure MAY support the multicast feature for PoC Group Sessions.
	PCPS V1.0
	2.1
	No

	PCPS-MUC-002
	The PoC Client MAY support the multicast feature.
	PCPS V1.0
	2.1
	No

	Functionality 
	
	
	
	

	PCPS-MUC-003
	The Service Provider Policy and/or PoC User subscription SHALL determine if a given Pre-arranged Session or Chat PoC Group Session or Ad-hoc PoC Group Session is able to utilize multicast/broadcast capability for Media.
	PCPS V1.0
	2.1
	No

	PCPS-MUC-004
	A multicast bearer enabled PoC User accessing PoC Service via a multicast/broadcast access network SHALL be able to establish a PoC Session that uses multicast/broadcast capabilities for the transport of downlink Media.
	PCPS V1.0
	2.1
	No

	PCPS-MUC-005
	The PoC Service SHALL provide capability to include PoC Group members that are not multicast/broadcast capable through normal PoC procedures.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309945]Table 29: Multicast
[bookmark: _Toc224535351][bookmark: _Toc300309887]
Multicast/Broadcast Security
This section contains the high level requirements for Multicast / Broadcast Security for the PCPS service enabler
Multicast/Broadcast security should be taken into account for PoC service.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-MSE-001
	PoC Service Infrastructure SHALL support multicast/broadcast security, for example, to guarantee that any one of PoC service members could not access ongoing PoC service any longer after she/he leaves the PoC group, and to prevent those new members from receiving the previous PoC service.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309969]Table 30: PoC Service Multicast/Broadcast Security 

[bookmark: _Toc224535349][bookmark: _Toc300309885]Security
[bookmark: _Toc115018470][bookmark: _Toc224535350][bookmark: _Toc300309886]Interworking Service Security
This section contains the high level requirements for Security of the Interworking Service for the PCPS enabler.
PoC Service Infrastructure has to have a trusted relationship with PoC Interworking functions, even when these are in a different domain.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	PCPS-ISE-001
	PoC Service Infrastructure SHALL support the PoC interworking security functionality in case interworking is supported.
	PCPS V1.0
	2.1
	Ed

	PCPS-ISE-002
	The trust relationship between the PoC interworking function and the PoC Server SHALL be aligned with the trust relationship between PoC Servers.
	PCPS V1.0
	2.1
	Ed

	PCPS-ISE-003
	The PoC remote access user SHALL have the same level security as the PCPS V1.0 Services provided to the  PoC Client through the PoC interworking function.
	PCPS V1.0
	2.1
	Ed


[bookmark: _Toc300309968]Table 31: Interworking Service Security 

[bookmark: _Toc224535352][bookmark: _Toc300309888]Charging
[bookmark: _Toc115018472][bookmark: _Toc224535353][bookmark: _Toc300309889]General Charging Requirements
This section contains the high level requirements for Charging of the PCPS service enabler.
This section specifies PoC Service Enabler requirements for charging including the requirements to provide the capabilities for different charging mechanisms and methods. These methods are based on different subscriptions, traffic types, number of Participants, roles of Participants, Media Type, etc.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-CHR-001
	The PoC Service Infrastructure SHALL be able to collect sufficient information needed for charging, both types of PoC Subscribers (prepaid and post-paid PoC Subscribers).
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-CHR-002
	The PoC Service Infrastructure SHALL support sufficient mechanisms to allow various forms of charging. Charging Information SHALL include, but not be limited to, the following items.
For subscription based charging
PoC Subscriber type, status and QoE profile.
Identity and type of each PoC Group in which the PoC Subscriber participates.
Maximum size of each PoC Group (i.e., maximum number of Participants who joined the PoC Session, regardless of having spoken or not) in which the PoC Subscriber has participated within a defined period (as configured by the PoC Service Provider). This must consider any kind of PoC Group and Session (Dynamic Groups, Simultaneous PoC Group Sessions, etc)
For support traffic based charging (in addition to that for subscription based charging)
Separate charging Information generated for originator and terminator(s) of each PoC Session.
PoC Service interactions (e.g., special rights or roles, join a PoC Group Session, leave a PoC Group Session, administer PoC Groups, etc).
Number and type of PoC Sessions initiated (successful attempts)
QoE profile for each PoC Session initiation (QoS and priority)
Number and type of failed PoC Session attempts, with time stamps of failed attempts.
Number and type of Participants in each PoC Session, including their identities and the identity and type of the PoC Group (if applicable). Also considering the special case of non-human Participant (PoC Box, etc)
Duration of each PoC Session, with start and finish time stamps.

Type of IP address used for downlink in the PoC Session (unicast vs. multicast)
Number and types of Media exchanged in the PoC Session.
For each Media Type actually exchanged by the PoC User in the PoC Session:
Duration of transmit time for the Media in the PoC Session (i.e., total time periods for all Media Bursts by a PoC Subscriber).
Number of Media Bursts transmitted.
Volume of data (e.g., Media packets, bytes).
Codification used.
	PCPS V1.0
	2.0
	No

	PCPS-CHR-003
	Charging Information for the underlying packet connectivity resource indicates that the connectivity session is being used for PoC. They also indicate the underlying QoS provided (BW, QoS class, etc).PoC charging information SHALL support charging correlation.
	PCPS V1.0
	2.0
	No

	PCPS-CHR-004
	Latency SHOULD be a time-based value captured as part of the charging information; this would allow PoC Service Providers to define their own thresholds for each QoE profile (e.g., for operational performance measurements).The PoC Service Infrastructure SHALL provide records for failed delivery of Media Bursts.
	PCPS V1.0
	2.0
	No

	PCPS-CHR-005
	During a PoC Group Session, charging information for traffic generated by each Participant individually SHALL be available.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309970]Table 32: Charging – General

[bookmark: _Toc115018473][bookmark: _Toc224535354][bookmark: _Toc300309890]Network Domain Based Charging
This section contains the high level requirements for Network Domain Based Charging of the PCPS service enabler.
When a PoC User invites other PoC User(s) who is in a different country, region and/or PoC Network the PoC Service Provider needs to charge its PoC User differently.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-NDC-001
	The PoC Service Infrastructure SHALL be able to collect network domain based charging information.
	PCPS V1.0
	2.1
	Ed

	Functionality 
	
	
	
	

	PCPS-NDC-002
	It SHALL be possible for a PoC Service Provider to charge its PoC User differently depending on PoC Address information of the inviting and invited PoC User(s) and/or information such as country, region and/or PoC Network of the inviting and Invited PoC User(s). 
	PCPS V1.0
	2.1
	Ed


[bookmark: _Toc300309971]Table 33: Network Domain Based Charging 

[bookmark: _Toc115018474][bookmark: _Toc224535355][bookmark: _Toc300309891]Interworking Service Charging
This section contains the high level requirements for Interworking Service Charging of the PCPS service enabler.
PoC Interworking Service provides charging information. The PoC V1.0 charging principles applies to the PoC Interworking service.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-IWC-001
	The PoC Service Infrastructure SHALL support PoC interworking service charging, in case interworking is supported.
	PCPS V1.0
	2.1
	Ed

	Functionality 
	
	
	
	

	PCPS-IWC-002
	It SHALL be possible for PoC Service Providers to ascertain the usage of the PoC Service entity by PoC Subscribers accessing remotely the PoC Service.
	PCPS V1.0
	2.1
	Ed

	PCPS-IWC-003
	Chargeable Events in PoC Service SHALL also indicate PoC remote access usage.
	PCPS V1.0
	2.1
	Ed

	PCPS-IWC-004
	It SHALL be possible for PoC Service Providers to ascertain the usage of the PoC Service entity by External P2T Network subscribers accessing the PoC Service from an External P2T Networks using a PoC interworking function.
	PCPS V1.0
	2.1
	Ed

	PCPS-IWC-005
	Chargeable Events in PoC Service SHALL also indicate PoC interworking usage. 
	PCPS V1.0
	2.1
	Ed


[bookmark: _Toc300309972]Table 34: PoC Interworking Service Charging 
[bookmark: _Toc115018537][bookmark: _Ref122496295][bookmark: _Toc224535340][bookmark: _Toc300309876]
Performance
Performance General Objectives
This section contains the high level requirements with respect to Performance of the PCPS service enabler.

The PCPS V1.0 Service Enabler is developed with the intention to duplicate the overall quality of experience when compared with PoC V2.1 and to allow the PoC Service Provider to provide the PoC Service according to PoC User’s expectations by making a better use of network resources and capabilities, including the underlying network, to best adapt to each customer’s needs. Having this in mind, this subclause captures recommended objectives for end-to-end performance to be achieved by the basic PoC Service Enabler functionality, in a controlled optimized network environment, at the time of the deployment of PoC Service Infrastructure. As there is a strong dependence on underlying network performance enhancements, it has to be understood that the achievement of these recommended objectives may not be under control of the PoC Service Enabler on its own. These recommended objectives are not intended to be included in the scope of OMA PoC Service Enabler test specifications and conformance testing.
Informational Note: The term 'basic PoC Service Enabler functionality' refers to simple functionalities that do not imply complex procedures in the PoC Service Infrastructure (e.g. 1-1 PoC Session, and 1-many PoC Sessions involving non-Dynamic PoC Group).

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-PER-001
	The PoC Service Infrastructure SHALL support performance enhancements.
	PCPS V1.0
	2.0
	No

	PCPS-PER-002
	The PoC Client SHALL support performance enhancements.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-PER-003
	The PoC Client MAY convey information to the PoC Service Infrastructure that characterizes the Media processing throughput capabilities of the PoC Client. 
Informational Note:  This is for User Equipment to indicate its own data rate for receiving and processing Media, and has nothing to do with User Plane Adaptation.
	PCPS V1.0
	2.0
	Ed

	PCPS-PER-004
	The PoC V2.0 Service Enabler SHALL support User Equipments that have limited memory capabilities. Therefore, the PoC Service Infrastructure SHALL be able to convey an appropriate Media throughput to the PoC Client in order to avoid buffer overrun at the client side.
	PCPS V1.0
	2.0
	No

	PCPS-PER-005
	If the invited PoC User answers manually, then the inviting PoC User SHOULD typically receive the ‘right-to-speak’ indication in less than [1.0] second after the invited PoC User manually accepts the PoC Session invitation.
Informational Note:  The enhancements of the “right-to-speak” time are foreseen to be only related to an optimized use of compression strategies (i.e. SigComp). Other required enhancements completely fall in the scope of the underlying network and, therefore, the achievement of this recommendation may strongly depend on them.
	PCPS V1.0
	2.0
	Ed

	PCPS-PER-006
	The duration between the times the inviting PoC User initiates the PoC Session and when he receives a ”Right-to-Speak (RtS)” indication SHOULD typically be less than [1.8] seconds, in case PoC Service Infrastructure provides early “right-to-speak” indication and the invited PoC User is on Automatic Answer Mode.
Informational Note:  The enhancements for the “Right-to-Speak” time are foreseen to be related to an optimized use of compression strategies (i.e. SigComp). Other required enhancements fall in the scope of the underlying network, and therefore, the achievement of this recommendation may depend on them.
	PCPS V1.0
	2.1
	Ed

	PCPS-PER-007
	When a Participant makes a request to talk in the PoC Session, and the request is not queued, the StS time SHOULD typically be less than [0.8] seconds. If the Participant’s RtS is queued due to other Participants speaking or having already requested to speak, the Participant SHOULD typically receive an indication within [0.8] seconds that the request has been queued. If the Participant’s request is rejected for any reason, the Participant SHOULD typically receive an indication within [0.8] seconds that his request has been rejected.
EDITOR’S NOTE: Check to see if StS is a valid acronym. If valid add fullterm when this appears.
Informational Note: From the PoC Service Enabler, the enhancements of to the StS time are foreseen to depend on the use of pre-granted Media Burst Control and potential buffering techniques. Other required enhancements completely fall in the scope of the underlying network and, therefore, the achievement of this recommendation may strongly depend on them. 
	PCPS V1.0
	2.0
	Ed

	PCPS-PER-008
	The Media delay between the time the Media is sent by the originating Participant and the time it is displayed by the destination Participant SHALL depend on the QoS applied for the Media transmission in the PoC Session, more concretely (following the QoS classes specified in [3GPP TS 23.107]):
For Interactive traffic class: the end-to-end delay SHOULD typically be less than 1.6 seconds.
For Streaming traffic class: the end-to-end delay SHOULD typically be less than 1 second.
For Conversational traffic class: the end-to-end delay SHOULD typically be less than 500 ms.

	PCPS V1.0
	2.0
	No

	PCPS-PER-009
	Different delay requirements MAY apply for different Media Types of the same PoC Session (e.g., different QoS assigned to each Media Type of the PoC Session). The QoS to be applied for each Media Type of the PoC Session SHALL be directly determined from the QoE profile applied for the PoC Session and based on the Service Provider Policy.
	PCPS V1.0
	2.0
	No

	PCPS-PER-010
	When the Participants of a PoC Session are distributed across multiple PoC Networks, the PoC Server MAY support the optimization to reduce Media latencies and to enhance efficiency of reserved lines between the PoC Networks.
	PCPS V1.0
	2.0
	No

	PCPS-PER-011
	It SHOULD be possible for the PoC Service Infrastructure to, within 1 minute, detect that a Participant in a PoC Session is no longer connected to the PoC Session e.g. when the PoC Client is out of range, if the capability is supported by the PoC Client.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309960]Table 35: Performance Objectives - General


[bookmark: _Toc115018518][bookmark: _Toc224535320][bookmark: _Toc300309856]Quality of Experience (QoE)
This section contains the high level requirements with respect to Quality of Experience of the PCPS enabler.
The objective of this feature is to provide a wide range of quality of service for PoC Users according to service subscription. Among other things, PoC Servers distinguish PoC Sessions from one another based on the QoE assigned to the PoC Sessions, providing better service for higher priority PoC Sessions.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-QOE-001
	The PoC Service Infrastructure SHALL support QoE.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-002
	The PoC Client SHOULD support QoE.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-QOE-003
	The PoC Service Provider SHALL be able to define a QoE profile(s) for each PoC Subscriber. As a minimum, the following profiles (from lower to higher end PoC User experience) SHALL be defined:
Basic
Premium
Professional.
In addition, the following QoE profile MAY be defined:
Official Government Use (this is a profile with multiple levels of priority access intended for national security and emergency preparedness purposes; subject to applicable regulations, when this profile is implemented, it SHALL take precedence over all other QoE profiles)”
	PCPS V1.0
	2.0
	No

	PCPS-QOE-004
	The PoC Service Provider SHOULD be able to use QoE profiles as a way to define a mapping between different types of quality of service expected by the PoC Users at application level and different profiles of performance criteria to be realized at underlying network level. These performance criteria SHOULD consider the following on a profile basis:
QoS to be provided for the PoC Sessions and each of Media Types in the PoC Session, and/or
PoC Session Priority.
And any mapping mechanism SHALL depend on the concrete underlying network capabilities (i.e. QoS framework…) and conditions.
Informational Note: When the PoC Service Provider has not enabled the use of QoE profiles, the PoC Service Infrastructure ignores received QoE information. 
	PCPS V1.0
	2.0
	Ed

	PCPS-QOE-005
	The PoC Service Provider SHOULD be able to use QoE profiles to make a better usage of the PoC Network resources and capabilities, and available underlying network.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-006
	The PoC Group Administrator SHALL be able to define the QoE profile for each PoC Group, according to the Service Provider Policy and PoC Users' subscription.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-007
	The PoC Service Provider SHALL be able to restrict access to certain PoC Groups to PoC Subscribers having a minimum necessary QoE profile.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-008
	The PoC Client SHALL be able to indicate the desired QoE profile to be applied on a PoC Session-by-PoC Session basis. When selecting the QoE profile for the PoC Session, the PoC User SHALL be able to choose their subscribed profile and all lower profiles (i.e., with lower QoS characteristics, lower PoC Session Priority, etc).
The PoC Client SHALL store in the User Equipment the default settings for the desired QoE profiles to be applied to outgoing PoC Sessions. These settings MAY be configurable via e.g., OMA Device Management.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-009
	The PoC Server SHALL be able to define the QoE profile applied for the PoC Session at the establishment of the PoC Session, according to policies defined by the PoC Service Provider based on the following parameters:
QoE profile requested by the inviting PoC User
Preferences associated to the PoC User(s) and/or the PoC Group
	PCPS V1.0
	2.0
	No

	PCPS-QOE-010
	The PoC Server SHALL be able to charge according to the QoE actually provided in each PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-011
	The PoC Server SHOULD indicate to all Participants the actual QoE applied in each PoC Session. The PoC Server SHOULD also indicate to a Participant if the requested QoE is not provided (e.g., if it is unsupported by the PoC Network, or the PoC User is participating in a lower profile PoC Group, etc)
	PCPS V1.0
	2.0
	No

	PCPS-QOE-012
	The PoC Client SHOULD be able to optimally select the network resources it requests for the transport of voice or Media of the PoC Session based on the QoE profile(s) or any other parameters associated to the PoC User or the PoC Service Provider.
	PCPS V1.0
	2.0
	No

	PCPS-QOE-013
	PoC Users having Official Government Use QoE subscription SHALL be able to establish PoC Sessions with Official Government Use QoE profile toward any PoC Users, regardless of the subscription of the invited PoC Users.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309943]Table 36: QoE General
[bookmark: _Toc115018520][bookmark: _Toc224535322][bookmark: _Toc300309858]Prioritization and pre-emption
This section contains the high level requirements with respect to Prioritization and Pre-emption of the PCPS enabler.
The PoC Session Priority associated to a PoC Session determines how the PoC Session is treated under competing situations with other PoC Sessions. In those cases, PoC Sessions with higher PoC Session Priority receive preferred allocation of those network resources controlled, directly or indirectly, by the PoC Server, (e.g., access to the service under load conditions, more bandwidth, faster Media processing at PoC Server, etc).
Pre-emption considers the capability to tear down one or more PoC Sessions when another PoC Session, with a higher PoC Session Priority, needs more resources to be properly established. Policies related to the use of pre-emption might vary between regions.
Informational Note:  The following requirements apply to the PoC Server and/or the PoC Client but assume that a prioritization mechanism is available in the underlying access network. As stated above, the prioritization actions to be taken at the access network are derived from the QoE profile and communicated to the underlying network using some mapping mechanism or indication at PoC Session set up.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-QPP-001
	The PoC Service Infrastructure MAY support the prioritization and pre-emption functionality.
	PCPS V1.0
	2.0
	No

	PCPS-QPP-002
	The PoC Client MAY support prioritization and pre-emption functionality.
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-QPP-003
	The PoC Session Priority of a PoC Session SHOULD be directly determined from the QoE profile selected for that PoC Session, as defined by the PoC Service Provider
	PCPS V1.0
	2.0
	No

	PCPS-QPP-004
	The PoC Server SHALL support prioritization of the PoC Sessions
	PCPS V1.0
	2.0
	No

	PCPS-QPP-005
	Under high load situations at the PoC Server the PoC Server SHOULD prioritise all Media involved in a PoC Session among the Media of other PoC Sessions with lower PoC Session Priority.
	PCPS V1.0
	2.0
	No

	PCPS-QPP-006
	Under high load situations at the PoC Server, the establishment of PoC Sessions MAY force the pre-emption of other PoC Sessions with lower PoC Session Priority (i.e., PoC Sessions with lower PoC Session Priority are torn down by the PoC Server).
	PCPS V1.0
	2.0
	No

	PCPS-QPP-007
	Under high load situations at the PoC Server and in case of several simultaneous requests of PoC Sessions associated to the same PoC Session Priority, the PoC Server SHALL proceed with the establishment by order of request.
	PCPS V1.0
	2.0
	No

	PCPS-QPP-008
	Based on the PoC Service Provider's Policy, the PoC Server SHALL be able to pre-empt ongoing PoC Session(s) of a PoC User when receiving a PoC Session request with a special PoC Session Priority (e.g., Official Government Use) destined to that PoC User.
	PCPS V1.0
	2.0
	No

	PCPS-QPP-009
	When multiple PoC Sessions are in active, the PoC Client MAY support prioritization of the PoC Sessions (i.e., preferred allocation of resources for PoC Sessions with higher PoC Session Priority).
	PCPS V1.0
	2.0
	No

	PCPS-QPP-010
	The levels of priority defined in 3GPP TR 22.950 V (2005-01) MAY be supported. Please refer to Annex A in [3GPP TR 22.950] or Appendix B.
Editor’s Note: The above references should be checked before the final RD approval to see if a normative reference within 3GPP has replaced the mentioned TRs.
	PCPS V1.0
	2.0
	No
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[bookmark: _Toc115018528][bookmark: _Toc224535330][bookmark: _Toc300309866]PCPS Interworking Service
This section contains the high level requirements for the Interworking Service of the PCPS enabler.
Informational Note: Since the PCPS enabler is explicitly based on PoC 2.1, compatibility between PCPS V1.0 and PoC 2.1 Systems is naturally presumed. Use of an interworking function between the two systems is not necessary.The PoC Interworking Service provides the means to extend the PoC User experience and reach beyond the OMA defined PoC Service and PoC Network boundaries. This is accomplished by interworking with other networks and systems, while not PoC compliant, may be able to provide a reasonably comparable capability. The interworking service manipulates interactions with these other networks and systems into PoC behaviour to hide the details of the variation from PoC.
For PoC Interworking Service, the focus is limited to: interworking with External P2T Networks to provide PoC interactions between PoC Users and External P2T Network users; providing PoC Users Remote PoC access when not directly connected to a PoC Network.
The thrust of this effort is to minimize the impact on PoC specifications of the accommodation of this interworking capability, both for interconnection with External P2T Networks and for PoC Remote access. The requirements for interworking capability articulated in this specification sub-clause are limited in scope to those aspects of PoC interfaces supporting the export of PoC functions and capabilities beyond PoC Network borders. This means that the interworking service itself, interfaces to External P2T Networks and remote access networks are outside the scope of this OMA Enabler.
PoC Interworking Service does not guarantee that all systems outside the OMA PoC domain will be capable to interworking without enhancements.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-IWF-001
	PoC Service Infrastructure MAY utilize the inter-working service to support symmetric communication with PoC Remote Access users and users in External P2T Network.
	PCPS V1.0
	2.0
	No

	PCPS-IWF-002
	PoC Client MAY support the Inter-working Service for PoC Remote Access Users.
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-IWF-003
	The PoC interworking service SHALL support the following PoC communication modes:
· 1-1 PoC Session,
· PoC Group Sessions for Ad-hoc PoC Groups, Pre-arranged PoC Groups and Chat PoC Groups and 1-many-1 PoC Sessions, and,
· Instant Personal Alert
	PCPS V1.0
	2.0
	No

	PCPS-IWF-004
	The PoC Interworking Service SHOULD support the following PoC Communication Modes and settings:
· PoC Service Settings (e.g., Automatic/Manual Answer, Incoming Session Baring, Incoming Talk Burst Baring),
· Manual Answer Override,
· Polite Calling, and,
· Group Advertisement.
	PCPS V1.0
	2.0
	No

	PCPS-IWF-005
	The PoC Interworking Service SHALL support the following PoC Functionality:
· Address mapping of External P2T Network users requesting PoC Services from a External P2T Network,
· Charging of PoC Services offered to PoC Users or External P2T Users,
· Presence information supporting to the PoC Service,
Informational Note: This only refers to the Presence information that can be carried by the PoC protocols. Presence information exchange between presence servers interworking is outside the scope of this specification.
· Group Identities used by the PoC Service, and,
· Conference state events information.
	PCPS V1.0
	2.0
	Ed

	PCPS-IWF-006
	The PoC Interworking Service SHALL support the negotiation of:
· Media Burst Control Protocol in PoC Sessions.
· Codec and Media Parameter for PoC Sessions.
· PoC Session modifications,
· Media Burst Control Protocol options in PoC Sessions and,
· User Plane adaptation in PoC Sessions.
Informational Note: Further details of the interworking service is outside the scope of OMA specifications. 
	PCPS V1.0
	2.0
	Ed

	PCPS-IWF-007
	The PoC Interworking Service MAY support the following PoC Communication Mode:
· Full Duplex Call Follow-on Proceed.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309951]Table 38: Interworking - General

[bookmark: _Toc115018530][bookmark: _Toc224535332][bookmark: _Toc300309868]External P2T Networks
This section contains the high level requirements for the Interworking Service for External Push-to-Talk Networks of the PCPS enabler.
The PoC Interworking service defines a service for Push To Talk communication between users of PoC Networks and users of External P2T Networks.  Interworking service between a PoC Network and an External P2T Network is described here without describing the details of the services or specific functionality that may be provided by an External P2T Network. Interworking service is described from the perspective of a PoC Network and the communications that may be sent from a PoC Network toward an External P2T Network, and the communications that may be received into a PoC Network from an External P2T Network.
The External P2T Network system is presumed to manage its own subscribers, users and services. Authentication and authorization capabilities are presumed to be provided by the External P2T Network or the PCPS V1.0 interworking infrastructure or both for:
· External P2T Network interaction with and use of the PCPS V1.0 interworking service.
· External P2T Network users interacting with PoC Users and using PCPS V1.0 services.
However the requirements and specification of these are outside the domain of PCPS V1.0 specifications.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-IEN-001
	The PoC Service Infrastructure MAY provide support of PoC Interworking with External P2T Networks.
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-IEN-002
	A PoC User MAY initiate, join or be invited to a PoC Session including users of a trusted External P2T Network.
	PCPS V1.0
	2.0
	No

	PCPS-IEN-003
	A PoC User MAY send or receive an Instant Personal Alert to or from an users of a trusted External P2T Network.
	PCPS V1.0
	2.0
	No

	PCPS-IEN-004
	A PoC User SHOULD send or receive a Group Advertisement to or from users of a trusted External P2T Network.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309952]Table 39: Interworking and External P2T Networks
[bookmark: _Toc115018531][bookmark: _Toc224535333][bookmark: _Toc300309869]PoC Remote Access
This section contains the high level requirements for Remote Access function of the Interworking Service for the PCPS enabler.
A PoC Network may provide PoC remote access, allowing PoC Users to access PoC Services when the user is not directly connected to the PoC Network, not necessarily using a PoC Client. For example, a PoC User, with a valid subscription, is accessing PoC Services via a PSTN terminal.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-IRA-001
	The PoC Service Infrastructure MAY provide support of PoC Remote Access.
	PCPS V1.0
	2.0
	No

	PCPS-IRA-002
	The PoC Client MAY support the PoC Remote Access
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-IRA-003
	A PoC remote access user, registered with a PoC Network MAY initiate, join or be invited to a PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-IRA-004
	A PoC remote access user, registered with a PoC Network MAY send or receive an Instant Personal Alert.
	PCPS V1.0
	2.0
	No

	PCPS-IRA-005
	A PoC remote access user, registered with a PoC Network MAY send or receive a Group Advertisement.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309953]Table 40: Interworking and Remote Access

[bookmark: _Toc224535339][bookmark: _Toc300309875]Association between PoC Box and CPM Storage
This section contains the high level requirements for PoC Box interworking with CPM Storage for the PCPS enabler.
PoC Infrastructure can interwork with the CPM Storage functionality. This feature benefits a PoC User to utilize CPM storage capability to store PoC Media Bursts and related information that are stored by PoC Box. 

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-PBC-001
	PoC Service Infrastructure MAY interwork to utilize CPM storage capability to store PoC Media Bursts and related information.
	PCPS V1.0
	2.1
	No

	Functionality 
	
	
	
	

	PCPS-PBC-002
	PoC Service Infrastructure MAY utilize CPM infrastructure to store PoC Media Bursts and related information (e.g. date & time, Sender Identification, and Participant information) which used to be stored in network based PoC Box.
	PCPS V1.0
	2.1
	No

	PCPS-PBC-003
	The PoC Infrastructure SHALL be able to convert PoC information (e.g. Talk Burst or Media Burst) to CPM message, and send the CPM message to the CPM enabler.
	PCPS V1.0
	2.1
	No

	PCPS-PBC-004
	The PoC Infrastructure MAY support converting CPM message to PoC based information (e.g.Talk Burst or Media Burst), and send it to the PoC User. 
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309959]Table 41: Association between PoC Box and CPM Storage



[bookmark: _Toc115018493][bookmark: _Toc224535294][bookmark: _Toc300309830]PoC Box
This section contains the high level requirements for Media Burst Storage function of the PCPS service enabler.
PoC Box is the functionality to store PoC Media Bursts and related information (e.g., date & time, Sender Identification, and Participant information) on behalf of a PoC User, similar to a voice mail service. The PoC Box service is invoked either by the terminating PoC User, by the PoC Network on behalf of the PoC User, or it can be explicitly requested by the originator of the PoC Session. When participating in a PoC Session a PoC Box behaves like a PoC Client. A PoC Box may be collocated with the PoC Client and/or be a separate function in the PoC Network.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-PBO-001
	The PoC Service Provider MAY offer services, based on the PoC Box functionality, to his PoC Subscribers.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-002
	The PoC Service Infrastructure MAY provide the PoC Box functionality.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-003
	The PoC Client MAY provide the PoC Box functionality.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-PBO-004
	The PoC Service SHALL have the means to route incoming 1-1 PoC Session invitations on behalf of a PoC User to his PoC Box based on various criteria such as the PoC User is unavailable. The PoC Box SHALL have the means to accept incoming 1-1 PoC Session invitations on behalf of a PoC User.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-005
	A PoC User SHALL have the means to explicitly request that incoming PoC Sessions are routed to his PoC Box.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-006
	If the PoC Box functionality is supported then an originating PoC User MAY have the possibility to explicitly request that the PoC Session is routed to the terminating PoC Users PoC Box.
Informational Note: This functionality is similar to what is already deployed in most mobile voicemail services where a caller can explicitly set up a call to the called user’s voice mailbox by using a prefix before called number.
	PCPS V1.0
	2.0
	Ed

	PCPS-PBO-007
	If the PoC Session is accepted by a PoC Box, the originating PoC User SHALL be informed that the PoC Session was accepted by a PoC Box.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-008
	If a PoC Client collocated PoC Box accepts the PoC Session the PoC Client collocated PoC Box SHALL provide an indication to the PoC Service Infrastructure that a PoC Client collocated PoC Box accepted the PoC Session. 
	PCPS V1.0
	2.0
	No

	PCPS-PBO-009
	The PoC Service Infrastructure SHOULD forward the indication that a PoC Client collocated PoC Box accepted the PoC Session to the originating PoC Client.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-010
	If the PoC Client receives an indication that a PoC Client collocated PoC Box accepted the PoC Session the PoC Client MAY indicate this to the PoC User.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-011
	Inviting PoC User SHALL be notified of the existence of the PoC Box, when the PoC Session invitation has automatically been accepted by a PoC Box on behalf of a PoC User
	PCPS V1.0
	2.0
	Ed

	PCPS-PBO-012
	A PoC User SHALL be able to manage (i.e., get notifications, retrieve, replay, store and delete) PoC Session Data and PoC Session Control Data belonging to that PoC User that is stored in the PoC Box using PoC Client capabilities.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-013
	When requesting the PoC Box service, the PoC User SHALL be able to configure PoC Box service parameters (e.g., size, time, or Media Type to be stored) that are used in recording PoC Session Data and PoC Session Control Data using PoC Client capabilities.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-014
	The PoC Address of the inviting PoC User SHALL be stored along with the Media Burst unless privacy has been requested by the inviting PoC User.
	PCPS V1.0
	2.0
	No

	PCPS-PBO-015
	The PoC Box MAY store included text content in an incoming invitation to a PoC Session. All other types of media content SHALL be discarded.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309919]Table 42: PoC Box


[bookmark: _Toc115018505][bookmark: _Toc224535306][bookmark: _Toc300309842]Dispatcher Functions
This section contains the high level requirements for Dispatcher Functions of the PCPS service enabler.
A PoC Dispatcher is a Participant that is able to use dedicated functionalities from his PoC Client. There are many different use cases where team based communication with PoC Dispatcher can be applied, e.g., to enable more specialist PoC Group communication between a team leader and his team. A limited functionality for 1-many-1 PoC Group communications is specified in section-TBD.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-DPF-001
	The PCPS V1.0 Service Infrastructure MAY support the PoC Dispatcher functionality.  To further enhance on the PoC Dispatcher specific behaviour, the following requirements SHALL apply when the functionality is supported:
	PCPS V1.0
	2.0
	Yes

	PCPS-DPF-002
	The PoC Client MAY support the PoC Dispatcher functionality.
	PCPS V1.0
	2.0
	No

	Functionality
	
	
	
	

	PCPS-DPF-003
	According to the Service Provider Policy, the 1-many-1 PoC Session MAY be limited only to Pre-arranged PoC Groups composed of authorised PoC Users (e.g., the PoC Dispatcher and the rest of PoC Fleet Members to be included in the 1-many-1 PoC Session).
	PCPS V1.0
	2.0
	No

	PCPS-DPF-004
	The PoC Dispatcher SHALL be able to establish a 1-many-1 PoC Session by sending an invitation to the Pre-arranged PoC Group or a subset of the Pre-arranged PoC Group supporting 1-many-1 PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-DPF-005
	The PoC Dispatcher SHALL be able to have pre-emptive Media Burst priority over the PoC Fleet Members in an ongoing 1-many-1 PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-DPF-006
	The PoC Dispatcher SHALL be able to have pre-emptive Media Burst priority over a PoC Fleet Member in an ongoing 1-1 PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-DPF-007
	The PoC Dispatcher SHALL be able to use the Manual Answer Override feature towards any PoC Fleet Member who supports this feature.
	PCPS V1.0
	2.0
	No

	PCPS-DPF-008
	The PoC Dispatcher SHALL be able to expel any PoC Fleet Member from an ongoing 1-1 or 1-many-1 PoC Session (including all PoC Fleet Members at once)
	PCPS V1.0
	2.0
	No

	PCPS-DPF-009
	According to the PoC Service Provider’s policy, the PoC Dispatcher SHALL be notified when a PoC Session has been re-directed to other PoC Dispatcher(s) (e.g., in case of being busy).
	PCPS V1.0
	2.0
	No

	PCPS-DPF-010
	The PoC Dispatcher SHALL be able to redirect a 1-many-1 PoC Session to another PoC Dispatcher, if needed.
	PCPS V1.0
	2.0
	No

	PCPS-DPF-011
	The PoC Dispatcher MAY be able to request an invitation for a 1-many-1 PoC Session to be resent to PoC Fleet Members(s) who did not receive the original invitation message (e.g., being out of coverage).
Informational Note: This requirement above is also useful for ordinary Pre-arranged PoC Group Session invitations.
	PCPS V1.0
	2.0
	Ed

	PCPS-DPF-012
	A PoC Fleet Member SHALL be able to be informed if the PoC Dispatcher is communicating with him in 1-1 mode.
	PCPS V1.0
	2.0
	No

	PCPS-DPF-013
	A PoC Fleet Member SHALL be able to subscribe to the status of the PoC Session and receive a notification if the PoC Session with the PoC Dispatcher has been diverted to another PoC Dispatcher (e.g., when the initial PoC Dispatcher is busy or has re-directed, manually, to another PoC Dispatcher).
	PCPS V1.0
	2.0
	No

	PCPS-DPF-014
	A PoC Fleet Member MAY be able to obtain identities of other PoC Fleet Members in a 1-many-1 PoC Session
	PCPS V1.0
	2.0
	No
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[bookmark: _Toc115018541][bookmark: _Toc224535343][bookmark: _Toc300309879]Other Services
[bookmark: _Toc115018542][bookmark: _Toc224535344][bookmark: _Toc300309880]Operator Specified Warning Message
This section contains the high level requirements for the Operator Specified Warning Message feature of the PCPS enabler.
The operator specified warning message is a free text message that is sent from the PoC Server to the PoC Client in order to present miscellaneous information from the PoC Service Provider to the PoC User. If the PoC Service Provider wants to notify arbitrary messages besides the warning texts that are statically implemented on the PoC Client and the PoC Server, the PoC Service Provider may utilise this functionality.  Based on the local policy determined by the PoC Service Provider, various languages may be used in the operator specified warning message. Languages to be supported are totally optional both on the PoC Server and the PoC Client.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-OSW-001
	The PoC Service Infrastructure MAY support the operator specified warning message functionality.
	PCPS V1.0
	2.0
	No

	PCPS-OSW-002
	The PoC Client SHOULD support the operator specified warning message functionality.
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-OSW-003
	PoC Server MAY have the ability to send a warning message according to the Service Provider Policy. PoC Clients SHOULD be able to display such a message if it is sent from the PoC Server and if the language is supported. User Equipments, which have limited capability for displaying such a message, may be unable to support this capability.
The operator specified warning message is a free text message that is sent from the PoC Server to the PoC Client in order to present miscellaneous information from the PoC Service Provider to the PoC User. If the PoC Service Provider wants to notify arbitrary messages besides the warning texts that are statically implemented on the PoC Client and the PoC Server, the PoC Service Provider may utilise this functionality.  Based on the local policy determined by the PoC Service Provider, various languages may be used in the operator specified warning message. Languages to be supported are totally optional both on the PoC Server and the PoC Client.
	PCPS V1.0
	2.0
	No

	PCPS-OSW-004
	PoC Client SHOULD be able to request to the PoC Server the language that it can accept. Upon receiving such an accept language request, the PoC Server SHALL be able to send back a response using the requested language in the warning text if the language is supported
	PCPS V1.0
	2.0
	No

	PCPS-OSW-005
	PoC Server MAY be able to send warning message in a response to a request from a PoC Client. If supported, the warning text SHALL be able to contain miscellaneous information to be presented to the PoC User.  The PoC Service Provider can send an appropriate message to the PoC Client using the warning text.
	PCPS V1.0
	2.0
	No

	PCPS-OSW-006
	PoC Client SHOULD display on the device the received warning message as it is received.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309962]Table 44: Operator Specified Warning Message

[bookmark: _Toc115018543][bookmark: _Toc224535345][bookmark: _Toc300309881]Browser-Based Client Invocation
This section contains the high level requirements for Browser-Based Client Invocation for the PCPS enabler.
Browsers are widely deployed in User Equipment and have extensive capability for presentations. A Web server that has connections to the XDM server facilitates PoC Session initiation as well as presents other information. In order to increase usability, a PoC User is able to initiate PoC Sessions while the PoC User is browsing the Web server. 

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-BBC-001
	The PoC Service Infrastructure MAY support browser-based PoC Client invocation functionality.
	PCPS V1.0
	2.0
	No

	PCPS-BBC-002
	The PoC Client MAY support the browser-based PoC Client invocation functionality.
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-BBC-003
	The PoC User SHALL be able to invoke a PoC Client and initiate a PoC Session (i.e., 1-1, Ad-hoc, Chat, or Pre-arranged Group PoC Session), seamlessly and automatically, while browsing the Web site from the same User Equipment.
	PCPS V1.0
	2.0
	No

	PCPS-BBC-004
	In the case of 1-1, Chat, and Pre-arranged Group PoC Sessions, the PoC User SHALL be able to initiate a PoC Session by clicking on a menu on a Web page presented on a browser. In the case of an Ad-hoc PoC Group Session, the PoC User SHALL be able to select the PoC Users to invite from a Web page presented on a browser before clicking on a menu to initiate a PoC Session.
	PCPS V1.0
	2.0
	No

	PCPS-BBC-005
	To accomplish the above requirements for each PoC Session including enhanced ones, the mechanism SHALL be extensible to convey all the necessary current and evolving information to initiate a PoC Session.
	PCPS V1.0
	2.0
	No


[bookmark: _Toc300309963]Table 45: Browser-Based PoC Client Invocation 

External Media Content Server Retrieval
This section contains the high level requirements for External Media Content Server Retrieval for the PCPS enabler.
The External Media Content Server Retrieval allows a Participant to request media content from a non PoC compliant External Media Content Server, and then for the media content to be conveyed to the Participants of the PoC Session. The External Media Content Server can perform tasks out of scope of PoC, e.g. , conveying static or streaming media content, accessing a network camera to perform security surveillance of a building, etc. It may be possible for a PoC User to remotely control the External Media Content Server.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-EMR-001
	The PoC Service Infrastructure SHALL support the External Media Content Server Retrieval feature.
	PCPS V1.0
	2.1
	No

	PCPS-EMR-002
	The PoC Client MAY support the External Media Content Server Retrieval feature.
	PCPS V1.0
	2.1
	No

	Functionality 
	
	
	
	

	PCPS-EMR-003
	The PoC Service Infrastructure SHALL support access and control media for some or all Participants to an External Media Content Server.
	PCPS V1.0
	2.1
	No

	PCPS-EMR-004
	The PoC Client MAY request the retrieval of media content from External Media Content Server. 
	PCPS V1.0
	2.1
	No

	PCPS-EMR-005
	The PoC Service Infrastructure SHALL retrieve the media content from the External Media Content Server  upon PoC Client request, and distribute the media content to all Participants.
Informational Note:  The Service Infrastructure does not distribute the request for the media content retrieval to the other Participants of the PoC Session.  
	PCPS V1.0
	2.1
	Ed

	PCPS-EMR-006
	The PoC Service Infrastructure SHALL support a mechanism to allow a PoC Client to exclusively control a streaming External Media Content Server.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309965]Table 46: External Media Content Server Retrieval

[bookmark: _Toc115018545][bookmark: _Toc224535347][bookmark: _Toc300309883]Lawful Interception
This section contains the high level requirements for Lawful Interception for the PCPS service enabler.
This section specifies PoC Service Enabler requirements for lawful interception.  The capability to intercept telecommunications traffic and related information in the PoC Service Infrastructure is always implemented in accordance with national or regional (e.g. European Union) laws or technical regulations applicable to the PoC Service Provider. Nothing in this specification, including the definitions, is intended to supplant such applicable laws or regulations.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality 
	
	
	
	

	PCPS-LAW-001
	The PoC Service Infrastructure SHALL provide support for lawful interception.
EDITOR’S Note: Does it make sense to have all Reqs in the Conditionality section to be labeled as SHALL? May need to search doc and find other examples. Then we need a disposition whether this is OK.
	PCPS V1.0
	2.0
	No

	Functionality 
	
	
	
	

	PCPS-LAW-002
	The PoC Service Enabler SHALL be able to provide information available in the PoC Network for support of lawful interception by regional law enforcement authorities of PoC Sessions of an identified PoC User.
	PCPS V1.0
	2.0
	No

	PCPS-LAW-003
	The PoC Service Enabler SHALL be able to provide the available PoC Address information of all Participants of particular PoC Sessions when supporting a lawful interception request regardless of anonymity or privacy settings.
	PCPS V1.0
	2.0
	No

	PCPS-LAW-004
	The PoC Service Enabler SHALL be able to ensure that the Media Burst content is available to law enforcement in support of a lawful interception request (e.g., by providing decryption information or decrypting any encrypted content, or providing decompression information or decompressing any compressed content) when the PoC Service Provider furnishes the encryption or uses compression.
	PCPS V1.0
	2.0
	No

	PCPS-LAW-005
	Available and applicable underlying network (e.g., SIP/IP Core) capabilities SHOULD be used to support lawful interception requirements as much as possible. 
Informational Note:  Specific references (e.g., 3GPP) may be added to the reference section at a later date.
	PCPS V1.0
	2.0
	Ed


[bookmark: _Toc300309966]Table 47: Lawful Interception 

[bookmark: _Toc224535362][bookmark: _Toc300309898]Session Search
This section contains the high level requirements for the Session Search function of the PCPS service enabler.
PoC Session Search is the functionality to allow a PoC User to find out ongoing PoC Group Sessions which are available and open for those PoC Users based on Service Provider’s policy.

	Label
	Description
	PCPS Release
	Poc Rel Source
	Req Mod

	Conditionality
	
	
	
	

	PCPS-SSG-001
	The PoC Service Infrastructure MAY support the PoC Session Search functionality.  
	PCPS V1.0
	2.1
	No

	PCPS-SSG-002
	The PoC Client MAY support PoC Session Search.
	PCPS V1.0
	2.1
	No

	Functionality
	
	
	
	

	PCPS-SSG-003
	In case of Pre-arranged PoC Group Session and Chat PoC Group Session, a PoC User SHALL be able to use a condition (e.g. subject; i.e. a topic or description of the Group) in the Group document as search criterion to search ongoing PoC Group Sessions of which the PoC User is allowed to join in the domain owned by the Service Provider or in other Service Providers’ domains if corresponding business agreements exist between the Service Providers.
	PCPS V1.0
	2.1
	No

	PCPS-SSG-004
	In case of Pre-arranged PoC Group Session, Chat PoC Group Session and Ad-hoc PoC Group Session, a PoC User SHALL be able to search ongoing PoC Group Sessions without any condition (e.g. subject) of which the PoC User is allowed to join in the domain owned by the Service Provider or in other Service Providers’ domains if corresponding business agreements exist between the Service Providers.
	PCPS V1.0
	2.1
	No


[bookmark: _Toc300309977]Table 48: Session Search – Group



<< This clause identifies the high level functional requirements for this release.  These requirements will be used to describe and derive the functions and interfaces that the release will support, and which defines its core purpose.  When writing requirements, care should be taken to recognise the difference between the release specifying a mechanism to perform a function versus its required usage in any given deployment.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.  Whenever a requirement is directly attributable to a particular actor, it is recommended to mention it.
Examples of such requirements are:
The XYZ release SHOULD support content delivery estimation time before and /or during service execution.
The XYZ release MUST be capable of supporting the Service Provider to log information about invocations of this release
The XYZ release MUST allow the end user to terminate a session
The XYZ release MUST allow actor X to perform function Y
If possible, requirements should be listed in a logical sequence that intuitively captures the behaviour of the release (or feature of the release). In order to get a good readability and quality of RDs, some additional Sections (“Heading 2”) and Subsections should be identified, that group together requirements related to a specific functionality, avoiding having the most of the requirements as High-Level Functional requirements.
DELETE THIS COMMENT >>
<intro text for High Level requirements here>
	Label
	Description
	Release

	FOO-HLF-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319509]Table 1: High-Level Functional Requirements
[bookmark: _Toc18142919][bookmark: _Toc196557511][bookmark: _Toc375319490]Security
<< This clause identifies the high-level security needs for this release.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements. 
in this area.
DELETE THIS COMMENT >>
<intro text for Security requirements here>
	Label
	Description
	Release

	FOO-SEC-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319510][bookmark: _Toc18142920]Table 2: High-Level Functional Requirements – Security Items
Authentication
<< The tables in sections 6.1.1.1 through 6.1.1.4 have model requirements which might be applicable for this RD. 
DELETE THIS COMMENT >>
<intro text for Authentication requirements here>
	Label
	Description
	Release

	
	This function MUST be able to authenticate the {requestor of this function | user | device | initiator | ...} {if required by the applicable policies}.
	

	
	This function MUST be able to authenticate the {provider of this function | server | proxy | responder | ...} {if required by the applicable policies}.
	

	
	This function MUST be able to provide data origination authentication {if required by the applicable policies}. This means, it MUST be possible to ensure confidence that a received message or piece of data has been created by a certain party at some (unspecified) time in the past, and that this data has not been corrupted or tampered with.
	

	
	This function MUST be able to provide replay protection {if required by the applicable policies} to ensure confidence that a received message has not been recorded and played back.
	

	
	This function MUST be able to authenticate the source of the broadcast or streaming {if required by the applicable policies}.
	

	
	This function MUST be able to implicitly authenticate the destinations of the broadcast or streaming {if required by the applicable policies}.
	

	
	This function MUST allow the user to authenticate himself to the {device | agent} e.g., by entering a PIN code or by using biometrics if applicable.
	

	
	
	

	
	
	


[bookmark: _Toc375319511]Table 3: High-Level Functional Requirements – Authentication Items
Authorization
<< The tables in sections 6.1.1.1 through 6.1.1.4 have model requirements which might be applicable for this RD. 
DELETE THIS COMMENT >>
<intro text for Authentication requirements here>
	Label
	Description
	Release

	
	This function MUST be able to authorize access only to requestors entitled to access the function.
	

	
	
	

	
	
	


[bookmark: _Toc375319512]Table 4: High-Level Functional Requirements – Authorization Items
Data Integrity
<< The tables in sections 6.1.1.1 through 6.1.1.4 have model requirements which might be applicable for this RD. 
DELETE THIS COMMENT >>
<intro text for Data Integrity requirements here>
	Label
	Description
	Release

	
	This function MUST be able to provide data integrity, protecting against accidental or intentional changes to the data, by ensuring that changes to the data are detectable.
	

	
	
	

	
	
	


[bookmark: _Toc375319513]Table 5: High-Level Functional Requirements – Data Integrity Items
Confidentiality
<< The tables in sections 6.1.1.1 through 6.1.1.4 have model requirements which might be applicable for this RD. 
DELETE THIS COMMENT >>
<intro text for Confidentiality requirements here>
	Label
	Description
	Release

	
	This function MUST use/support data confidentiality that ensures that transmitted information is not made available or disclosed to unauthorised individuals, entities, or processes.
	

	
	This function MUST use/support* data confidentiality that ensures that stored information is not made available or disclosed to unauthorised individuals, entities, or processes.
	

	
	
	

	
	
	


[bookmark: _Toc375319514]Table 6: High-Level Functional Requirements – Confidentiality Items
[bookmark: _Toc196557512][bookmark: _Toc375319491]Charging Events
<< This clause identifies the specific charging events needed for this release.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.
DELETE THIS COMMENT >>
<intro text for Charging requirements here>
	Label
	Description
	Release

	FOO-CHG-001
	The list of Charging events SHALL include at least.
- event#1
- event#2
- …
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319515][bookmark: _Toc18142921]Table 7: High-Level Functional Requirements – Charging Events Items
[bookmark: _Toc196557513][bookmark: _Toc375319492]Administration and Configuration
<< This clause identifies the high-level administration and configuration needs for this release.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.
DELETE THIS COMMENT >>
<intro text for Administration and Configuration requirements here>
	Label
	Description
	Release

	FOO-ADM-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319516]Table 8: High-Level Functional Requirements – Administration and Configuration Items
[bookmark: _Toc196557514][bookmark: _Toc375319493]Usability
<< This clause identifies the usability needs for this release.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.
DELETE THIS COMMENT >>
<intro text for Usability requirements here>
	Label
	Description
	Release

	FOO-USE-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319517]Table 9: High-Level Functional Requirements – Usability Items
[bookmark: _Toc196557515][bookmark: _Toc375319494]Interoperability
<< This clause identifies the high-level interoperability needs for this release.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.
DELETE THIS COMMENT >>
<intro text for Interoperability requirements here>
	Label
	Description
	Release

	FOO-INT-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319518]Table 10: High-Level Functional Requirements – Interoperability Items
[bookmark: _Toc196557516][bookmark: _Toc375319495]Privacy
<< This clause identifies the high-level privacy needs for this release.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.  DELETE THIS COMMENT >>
<intro text for Privacy requirements here>
	Label
	Description
	Release

	FOO-PRV-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319519][bookmark: _Toc18142922]Table 11: High-Level Functional Requirements – Privacy Items
[bookmark: _Toc196557517][bookmark: _Toc375319496]Overall System Requirements
<<This clause describes the general behaviour and characteristics of the release such as deployment options, conformance, exceptions, use of existing technologies and specifications, etc.  Requirements shall be presented at a high level, and not assume or imply the technology or implementation of the requirements.  Examples of General System Requirements are:
The XYZ release MUST NOT restrict deployment options
The XYZ release MUST be defined in an execution environment neutral manner
The XYZ release MUST specify interfaces that are access technology neutral
The XYZ release MUST be able to support services applicable to any kind of users or segments
It SHOULD be possible to use existing OMA Device Management and Provisioning releases.
DELETE THIS COMMENT >>
<intro text for System requirements here>
	Label
	Description
	Release

	FOO-SYS-001
	This is where the requirement goes.
Informational Note: This is where any supporting comments would be placed, if needed
	

	
	
	

	
	
	


[bookmark: _Toc375319520]Table 12: High-Level System Requirements

[bookmark: _Toc49561953][bookmark: _Toc51144804][bookmark: _Toc196557518][bookmark: _Toc375319497][bookmark: _Toc512328858][bookmark: _Toc493666382][bookmark: _Toc503865642]Change History	(Informative)
[bookmark: _Toc44724972][bookmark: _Toc49561954][bookmark: _Toc51144805][bookmark: _Toc196557519][bookmark: _Toc375319498]Approved Version History
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[bookmark: _Toc196557521][bookmark: _Toc375319500][bookmark: _Toc49561956][bookmark: _Toc51144807]Use Cases	(Informative)
<< This clause provides high-level use cases focused on the users and deployment scenarios point of view, targeting release’s requirements. Use cases are additional to the main text in the RD and facilitate clarification of the requirements: actually, a use case has to be considered needed (and then added to the RD) when it helps the understanding of a set of requirements. For this reason, it is recommended that the total number of use cases be minimised. Pre conditions and Actors involved MAY be described at the beginning of each use case if this is found to be useful.
DELETE THIS COMMENT >>
<text here>
[bookmark: _Toc196557522][bookmark: _Toc375319501]<Use Case Title>
<< The level of detail of descriptions shall be above technical implementations of protocols. The sub-sections below should consist of one or two sentences.
DELETE THIS COMMENT >>
<text here>
[bookmark: _Toc196557523][bookmark: _Toc375319502]Short Description
<< Describe the interaction that occurs in this use case.
(mandatory)
DELETE THIS COMMENT >>
<text here>
[bookmark: _Toc196557524][bookmark: _Toc375319503]Market benefits
<< Describe the consequence and benefits for the actors as a result of this use case.
(mandatory)
DELETE THIS COMMENT >>
<text here>
[bookmark: _Toc196557525][bookmark: _Toc375319504]<Use Case Title>
<< For the second and subsequent Use Cases, the template for section B.1 should be followed.  DELETE THIS COMMENT >>
[bookmark: _Toc196557526][bookmark: _Toc375319505]<Additional Information>
[bookmark: _Toc51147391]If needed, add annex to provide additional information to support the document.  In general, this information should be informative, as normative material should be contained in the primary body of the document.
Note that the styles for the headers in the appendix (App1, App2, App3) are different than the main body.  The use below is intended to validate the styles to be used.  Remove if not needed.
DELETE THIS COMMENT
[bookmark: _Toc124672155][bookmark: _Toc196557527][bookmark: _Toc375319506]App Headers
<More text>
[bookmark: _Toc124672156][bookmark: _Toc196557528][bookmark: _Toc375319507]More Headers
<More text>
[bookmark: _Toc124652849]Even More Headers
<More text>
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