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1 Reason for Change

Update URI-list internet-draft version in normative references and in 6.1.4.3.1.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the chapter below:

6 Detailed Change Proposal

2. References

2.1 Normative References

	[CREQ]
	“Specification of WAP Conformance Requirements”, Open Mobile Alliance, WAP‑221‑CREQ, URL: http://www.openmobilealliance.org/tech/affiliates/wap/wapindex.html
<to be replaced by an OMA ref when available>

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC2327]
	IETF RFC 2327: “SDP: Session Description Protocol”, April 1998
URL: http://www.ietf.org/rfc/rfc2327.txt

	[RFC3261]
	RFC 3261 (June 2002): “SIP: Session Initiation Protocol” URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3265]
	RFC 3265 (June 2002): "Session Initiation Protocol (SIP)-Specific Event Notification"

URL:http://www.ietf.org/rfc/rfc3265.txt

	[RFC3311]
	RFC 33 11 “The Session Initiation Protocol (SIP) UPDATE Method”

URL:http://www.ietf.org/rfc/rfc3311.txt

	[RFC3428]
	RFC 3428 (December 2002):  “Session Initiation Protocol (SIP) Extension for Instant Messaging”.

URL:http://www.ietf.org/rfc/rfc3428.txt

	[RFC3515]
	RFC 3515 (April 2003): “The Session Initiation Protocol (SIP) REFER Method” URL:http://www.ietf.org/rfc/rfc3515.txt

	[RFC3605]
	RFC 3605 “Real Time Control Protocol (RTCP) attribute in Session Description Protocol (SDP)”.

URL:http://www.ietf.org/rfc/rfc3605.txt

	[exploder-draft]
	draft-ietf-sipping-uri-list-conferencing-00.txt  “Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)”, expires January 2005.


http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-conferencing-00.txt

	[draft-ietf-sip-callerprefs]
	draft-ietf-sip-callerprefs-10 (October 2003): “Caller Preferences for the Session Initiation Protocol (SIP)”

URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-callerprefs-10.txt

	[draft-conference-state]
	draft-ietf-sipping-conference-package-04 (May 2004): "A Session Initiation Protocol (SIP) Event Package for Conference State" 

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-conference-package-04.txt

	[draft-ietf-sip-callee-caps]
	draft-ietf-sip-callee-caps-03 (December 2003): “Indicating User Agent Capabilities in the Session Initiation Protocol”

URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-callee-caps-03.txt

	[draft-ietf-sip-session-timer]
	Session Timers in the Session Initiation Protocol (SIP)
http://www.ietf.org/internet-drafts/draft-ietf-sip-session-timer-15.txt

	[OMA POC UP]
	OMA Push to talk over Cellular (PoC) – User Plane


6.1.4.3 On-Demand Session Establishment

6.1.4.3.1 Ad-hoc PoC group session and 1-1 PoC session setup 

Upon receiving a request from a PoC user to create an Ad-hoc PoC group or an 1-1 PoC session the PoC Client SHALL:
1) generate an initial INVITE request in accordance with sub-clause 6.1.4.1 “General”;

2) set the Request-Uri to the conference-factory-URI for the PoC service in the home PoC network of the PoC user

3) insert a MIME uri-list body with the list of invited PoC users as described in draft-ietf-sipping-uri-list-conferencing-00.txt [exploder-draft]

4) Include a MIME sdp body as follows:

a) Set the IP address and port number for the RTP session

b) Set the supported codecs of the PoC Client; 

c) If another IP address or port number shall be used instead of the default IP address and port number, set the IP address and port number for the RTCP session at the PoC Client as described in the reference [RFC3605]; and,

d) Set the offered talk burst control protocol and the port number(s) for the talk burst control protocol

Editor’s note: How to include the manual override answer mode parameters is FFS.

5) send the INVITE request towards the PoC Server according to the procedures of the SIP/IP core.

On receiving a 180 Ringing response to the INVITE request the PoC Client MAY indicate the progress of the PoC session establishment to the inviting PoC User.

On receiving a 200 OK response to the INVITE request the PoC Client SHALL 

1) store the content of the received Contact header as the PoC session identity. 

2) interact with the user plane as described in [OMA-POC-UP]. 

Editor’s note: Specific chapters to reference in the OMA-POC-UP is FFS
In addition to this, the PoC Client MAY subscribe to the Conference State Event Package as described in sub-clause 6.1.11 “PoC Client Subscription to the Conference State Event Package”.

Editor’s note: The procedure for unconfirmed or confirmed mode is for further study.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session establishment mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.P0013.4] with the clarifications given in this sub-clause.
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