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1 Reason for Contribution

The leaving the PoC session initiated by using a pre-established session is not covered in CP.  This contribution covers the Part. PoC Server originating part.

Additionally here is clarified that the Participating PoC Function doesn’t generate and send 200 OK  in the on-demand case.  It is sent by the Controlling Function.  

Also titles are re-worded.
R01 contains the changes proposed in the OMA-POC#13-14 Orlando meeting.
2 Summary of Contribution

REFER is received from the PoC Client and BYE is sent to the Contr. PoC Server.

3 Detailed Proposal

7.3.1.10.2  BYE request from PoC Client – pre-established case

Upon receiving from the PoC Client a REFER request with the method parameter set to value “BYE” in the Refer-To header the PoC Server:

1. SHALL check whether the Request-URI is a pre-established SIP session identity hosted by the PoC Server; and if it is not then send the REFER request back to the SIP/IP Core and do not continue the rest of the steps;

2. SHALL send 202 Accepted response according to the RFC3515 [RFC3515];

3. in case of a PoC session is established within a pre-established SIP session as defined in chapter 6.1.4.2.2, the PoC server 
a. SHALL perform the procedures described in clause 7.2.1.8.2 “Leaving a PoC session request – pre-established case”;

4. in case of a PoC session is established within pre-established SIP session by receiving a TBCP message as described in the [OMA-POC-UP] “Participating PoC function procedures at PoC sessioninitialization”, the PoC server
a. SHALL perform the actions to verify the Authenticated Originators PoC Address of the PoC Client and authorize the request and if it is not authorized the PoC Server SHALL return a  403 Forbidden error response;

b. SHALL generate a final response to the REFER request in accordance with RFC 3515 [RFC3515] and send it to the SIP/IP core along the signalling path;

c. SHALL extract from the Refer-To header the PoC session identity that the PoC Client wants to leave; 

d. SHALL generate a BYE request and set the Request-URI to the PoC session identity;

e. SHALL send the BYE request towards the controlling PoC function according to the procedures of the SIP/IP core;

f. SHALL upon receiving a 200 OK for the BYE request, the PoC server SHALL release user plane resources towards the controlling PoC function by interacting with the User Plane [OMA-PoC-UP] as described in “Participating PoC function procedures at PoC session termination”;

g. SHALL send SIP NOTIFY request(s) concerning the REFER request according to the RFC3515 [RFC3515];

Upon receiving a BYE request from the PoC Client within a pre-established session the PoC Server SHALL:

1. if there is a PoC session established within the pre-established SIP session as defined in chapter 6.1.4.2.2, the PoC server 
a. SHALL perform the procedures described in clause 7.2.1.8.2 “Leaving a PoC session request – pre-established case”;

2. if there is no PoC session established within the pre-established SIP session but there is a PoC session associated to the pre-established session, then the PoC server
a. SHALL generate a BYE request and set the Request-URI to the PoC session identity;

b. SHALL send the BYE request towards the controlling PoC function according to the procedures of the SIP/IP core;

c. SHALL upon receiving a 200 OK for the BYE request, the PoC server SHALL release user plane resources towards the controlling PoC function by interacting with the User Plane [OMA-PoC-UP] as described in “Participating PoC function procedures at PoC session termination”;
3. SHALL release user plane resources associated with the SIP session with the PoC client;

4. SHALL send a 200 OK response to the PoC Client.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms as defined in [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this sub-clause.
4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.
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