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1 Reason for Change

The current CP document needs some update of references; 
· The 3GPP2 X.S0013.4 corresponds to the 3GPP TS 24.229, ‘IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3’ in the CP document. The previous X.P0013.4 was agreed to X.S0013.4. This is subject to change in all subsections following 3GPP2 IMS Call Control procedure.
· The RFC 2327 and 3266 will be obsolete when on-going Internet draft mmusic-sdp-new-19.txt is approved. Attribute like ‘inactive’, which is already used in the current CP doc, is not included in RFC 2327 and actually comes from internet-draft-mmusic-sdp-new-19.txt
2  Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Replace the current references if agreed.
6 Detailed Change Proposal
2 References

2.1 Normative References

	
[draft-ietf-sdp-new]
	

Draft-ietf-mmusic-sdp-new-19.txt: “SDP: Session Description Protocol”, February 2005
URL: http://www.ietf.org/internet-drafts/draft-ietf-mmusic-sdp-new-19.txt


2.2 Informative References

	[X.S0013-004-0]
	All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3
URL: http://www.3gpp2.org/Public_html/specs/index.cfm#tsgx


5 Common Procedures

5.1 General

Editor’s Note: Most of these common procedures are alredy described in the 3GPP/3GPP2 documents, but if something PoC specific is found, they will be described here.

All control plane signalling requests and responses between PoC Client and PoC Server as well as between PoC servers routes via the SIP/IP core as described in the clause 9 of the OMA PoC Architecture Document [OMA PoC AD].  When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the SIP routing procedures are specified in [TS24.229] / [X.S0013.4]. 

Appendix C. Documentation of SIP SDP and XML Extensions 
(Informative)

C.1 SDP extensions

C.1.1 Talk burst control protocol negotiation

This sub-section describes the SDP offer/answer exchange method used for the negotiation of the OMA specified Talk Burst Control Protocol that is based on RTCP APP messages.  The protocol is here referred to as TBCP.

A TBCP connection SHALL be described by using an SDP m line. According to [draft-ietf-sdp-new] the m-line format is the following:

m=<media> <port> <transport> <fmt list>

For TBCP: 

· The media type field SHALL have a value of “application”. 

· The port field SHALL include the transport port for the TBCP. 

· The transport field SHALL have the value of “udp” 

· The format list field SHALL have the value of “TBCP”.

The following is an example of an m line for a TBCP connection


m=application 20000 udp TBCP
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