Appendix H: Static Conformance Requirements (SCR)
(Normative)

Annex H defines the MANDATORY (M) and OPTIONAL  (O) PoC Control Plane (CP) functionality static conformance requirements (SCP). Mandatory Group Management Service Enabler (GMSE) and optional Presence Service Enabler (PRSE) functions, as required for the PoC enabler, are also referenced in these tables. The PoC Enabler utilizes a SIP/IP core as underlying network infrastructure. The IP Multimedia Subsystem (IMS) from 3GPP and the Multimedia Domain (MMD) from 3GPP2 are referenced as optional standardized SIP/IP cores.
H.1
POC Client Functions

H1.1
High level external dependencies

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CHL-C-001
	PoC User Plane 
	[OMA POC UP]
	M
	PoCUPSpec:MCF

	PoCCPSpec-CHL-C-001
	PoC User Plane 
	[OMA POC UP]
	O
	PoCUPSpec:OCF

	PoCCPSpec-CHL-C-003
	Group and List Management
	[OMA GM]
	M
	GMSE:MCF

	PoCCPSpec-CHL-C-004
	Group and List Management 
	[OMA GM]
	O
	GMSE:MCF

	PoCCPSpec-CHL-C-005
	Presence
	[OMA SIMPLE]
	O
	PRSE:MCF

	PoCCPSpec-CHL-C-006
	3GPP IMS SIP/IP core
	[3GPP TS 24.229]
	O
	IMS: MCF

	PoCCPSpec-CHL-C-007
	3GPP2 MMD SIP/IP core
	[3GPP2 X.P0013.4]
	O
	MMD: MCF


H.1.2 PoC Client Originating Procedures

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-COP-C-001
	General registration
	6.1.1
	M
	[RFC3261]

	PoCCPSpec-COP-C-002
	Registration to 3GPP IMS
	6.1.2
	O
	PoCCPSpec-CHL-C-006

	PoCCPSpec-COP-C-003
	Registration to 3GPP2 MMD
	6.1.2
	O
	PoCCPSpec-CHL-C-007

	PoCCPSpec-COP-C-004
	Deregister with options
	6.1.3
	M
	



H.1.3
 POC Session initiation
	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CSI-C-001
	General Initiation - INVITE
	6.1.4.1
	M
	[RFC3261] AND
[RFC3323] AND

[RFC3325]

	PoCCPSpec-CSI-C-002
	SIP Session Timer
	6.1.4.1
	M
	[RFC3261] AND

[RFC3323] AND

[RFC3325]

	PoCCPSpec-CSI-C-003
	Pre-established Session establishment
	6.1.4.2
	O
	

	PoCCPSpec-CSI-C-004
	PoC Client pre-established session initiation
	6.1.4.2.1
	O
	PoCCPSpec-CSI-C-001 

	PoCCPSpec-CSI-C-005
	PoC Client Ad-hoc PoC group session and 1-1 PoC session initiation
	6.1.4.2.2
	M
	PoCCPSpec-CSI-C-004 
AND [RFC3515]

	PoCCPSpec-CSI-C-005
	On-Demand Session Establishment
	6.1.4.3
	M
	

	PoCCPSpec-CSI-C-006
	Ad-hoc PoC group session and 1-1 PoC session setup
	6.1.4.3.1
	M
	PoCCPSpec-CSI-C-001 
AND [RFC3605] OR

PoCCPSpec-CUO-C-004

	PoCCPSpec-CSI-C-007
	PoC Client Pre-arranged PoC Group session initiation
	6.1.4.3.2
	M
	PoCCPSpec-CSI-C-001 
AND [RFC3605] OR

PoCCPSpec-CUO-C-004

	PoCCPSpec-CSI-C-008
	PoC Client Chat PoC Group session initiation
	6.1.4.3.3
	M
	PoCCPSpec-CSI-C-001 AND [RFC3605] OR

PoCCPSpec-CUO-C-004


H.1.4
 POC Session Modification
	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CSM-C-001
	General Modification - INVITE
	6.1.5.1
	O
	[RFC3311] AND [RFC3261]

	PoCCPSpec-CSM-C-002
	PoC Client placing  media on Hold
	6.1.5.2
	M
	PoCCPSpec-CSM-C-001 

	PoCCPSpec-CSM-C-003
	PoC Client placing  media off Hold
	6.1.5.3
	M
	PoCCPSpec-CSM-C-001 

	PoCCPSpec-CSM-C-004
	User plane adaptation
	6.1.5.4
	M
	PoCCPSpec-CSM-C-001 

	PoCCPSpec-CSM-C-005
	SIP session refresh
	6.1.5.5
	M
	


H.1.5
 PoC Client Re-joining a PoC Session

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CRS-C-001
	On-demand established session
	6.1.6.1
	M
	PoCCPSpec-CSI-C-001 AND [RFC3605]

	PoCCPSpec-CRS-C-002
	Pre-established session
	6.1.6.2
	O
	


H.1.6
 PoC Client Leaving a PoC Session

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CLS-C-001
	Leaving a PoC session - on-demand case
	6.1.7.1
	M
	PoCCPSpec-CSI-C-005

	PoCCPSpec-CLS-C-001
	Leaving a PoC session – pre-established case
	6.1.7.2
	M
	PoCCPSpec-CSI-C-003


H.1.6
 PoC Session unrelated operations
	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CUO-C-001
	PoC Client Adding a User to a PoC Session
	6.1.8
	M
	[RFC3515] 

	PoCCPSpec-CUO-C-002
	PoC Client Sending an Instant Personal Alert
	6.1.9
	O
	[RFC3428] 

	PoCCPSpec-CUO-C-003
	PoC Client Sending a Group Advertisement
	6.1.10
	O
	[RFC3428] 

	PoCCPSpec-CUO-C-004
	PoC Client Subscription to the Conference State Event Package
	6.1.11
	M
	[RFC3428] AND PoCCPSpec-CCF-016 

	PoCCPSpec-CUO-C-005
	PoC Client canceling a PoC Session initiation
	6.1.12
	M
	

	PoCCPSpec-CUO-C-006
	Canceling a PoC session initiation - on-demand case
	6.1.12.1
	M
	[RFC3261] AND PoCCPSpec-COP-C-004 

	PoCCPSpec-CUO-C-007
	Simultaneous Session Control Procedures
	6.1.13
	O
	

	PoCCPSpec-CUO-C-008
	PoC Client Setting Session Priority
	6.1.13.1
	O
	

	PoCCPSpec-CUO-C-009
	PoC Client Lock-in a Single Session
	6.1.14
	O
	


H.1.8 PoC Client Terminating Procedures
	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CTP-C-001
	PoC Client Invited to a PoC Session
	6.2.1
	M
	

	PoCCPSpec-CTP-C-002
	General INVITE
	6.2.1.1
	M
	[RFC3261] AND [RFC3323] AND [RFC3325]

	PoCCPSpec-CTP-C-003
	Auto-answer case
	6.2.1.2
	O
	[RFC3605]

	PoCCPSpec-CTP-C-004
	Manual-answer case
	6.2.1.3
	M
	[RFC3605]

	PoCCPSpec-CTP-C-005
	PoC Client Receiving a PoC Session Modification Request
	6.2.2
	M
	

	PoCCPSpec-CTP-C-006
	PoC Client Receiving a PoC Session Termination Request
	6.2.3
	M
	

	PoCCPSpec-CTP-C-007
	PoC Session Termination request – on-demand case
	6.2.3.1
	M
	

	PoCCPSpec-CTP-C-008
	PoC Session Termination request – pre-established case
	6.2.3.2
	M
	

	PoCCPSpec-CTP-C-009
	PoC Client Receiving an Instant Personal Alert
	6.2.4
	O
	[RFC3428]

	PoCCPSpec-CTP-C-010
	PoC Client Receiving a Group Advertisement
	6.2.5
	O
	[RFC3428]

	PoCCPSpec-CTP-C-011
	PoC Client Receiving a PoC Session Cancel Request
	6.2.6
	M
	

	PoCCPSpec-CTP-C-012
	PoC Session Cancel request – on-demand case
	6.2.6.1
	M
	[RFC3261]

	PoCCPSpec-CTP-C-013
	PoC Client Setting Session Priority
	6.2.7
	M
	PoCCPSpec-CUO-C-008

	PoCCPSpec-CTP-C-014
	PoC Client Lock-in a Single Session
	6.2.8
	M
	PoCCPSpec-CUO-C-009


H.2
POC Server Functions

H.2.1 General

H.2.1.1 High level dependencies

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CHL-S-001
	PoC User Plane 
	[OMA POC UP]
	M
	PoCUPSpec:MSF

	PoCCPSpec-CHL-S-002
	PoC User Plane 
	[OMA POC UP]
	O
	PoCUPSpec:OSF

	PoCCPSpec-CHL-S-003
	Group and List Management
	[OMA GM]
	M
	GMSE:MSF 

	PoCCPSpec-CHL-S-004
	Group and List Management 
	[OMA GM]
	O
	GMSE:OSF 

	PoCCPSpec-CHL-S-005
	Presence
	[OMA SIMPLE]
	O
	PRSE:OSF 

	PoCCPSpec-CHL-S-006
	3GPP IMS SIP/IP core
	[3GPP TS 24.229]
	O
	IMS: MSF

	PoCCPSpec-CHL-S-007
	3GPP2 MMD SIP/IP core
	[3GPP2 X.P0013.4]
	O
	MMD: MSF


H.2.1.2 Role Establishment

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CRE-S-001
	Determination of PoC server role
	7.1
	M
	PoCCPSpec-CIR-S: MSF AND
PoCCPSpec-CTR-S: MSF AND

PoCCPSpec-CUO-S: OSF AND

PoCCPSpec-CCF-S:MSF AND 

POCCPSpec-CCF-S:OSF


H.2.1.3 PoC Session unrelated operations

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CUO-S-001
	Instant Personal Alert procedure at originating PoC server
	7.4.1

7.4.1.1
	O
	 

	PoCCPSpec-CUO-S-002
	Instant Personal Alert procedure at terminating PoC server
	7.4.1

7.4.1.2
	O
	 

	PoCCPSpec-CUO-S-003
	Group Advertisement
	7.4.2

7.3.1.11

7.3.2.7
	O
	 

	PoCCPSpec-CUO-S-004
	Upon PoC Client Registration
	7.4.3
	
	 


H.2.1.4 Error Handling
	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CEH-S-001
	Conference Factory URI
	7.5.1
	M
	 

	PoCCPSpec-CEH-S-002
	Conference URI
	7.5.2
	M
	 


H.2.2 PoC Server performing the Participating PoC Function
H.2.2.1 Requests initiated by served user

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CIR-S-001
	Receiving initiating request
	7.3.1

7.3.1.1
	M
	[RFC3261] AND [RFC3323] AND [RFC3325] AND
[draft-ietf-sip-session-timer] AND

 PoCCPSpec-CEH-S-001

	PoCCPSpec-CIR-S-002
	Pre-established session initiation
	7.3.1.2
	O
	[RFC3261] AND [RFC3605]

	PoCCPSpec-CIR-S-003
	Pre-established session modification
	7.3.1.3
	O
	

	PoCCPSpec-CIR-S-004
	PoC Session Initiation on Demand
	7.3.1.4
	M
	[RFC3261] AND [RFC3605] AND PoCCPSpec-CIR-S-001

	PoCCPSpec-CIR-S-005
	PoC Session Initiation Using Pre-established Session
	7.3.1.5
	O
	[RFC3515] AND PoCCPSpec-CCF-013

	PoCCPSpec-CIR-S-006
	PoC Session Modification
	7.3.1.6
	M
	[RFC3261] AND [RFC3311]

	PoCCPSpec-CIR-S-007
	Subscribe request
	7.3.1.7
	M
	

	PoCCPSpec-CIR-S-008
	Refer request
	7.3.1.8
	M
	[RFC3515] AND PoCCPSpec-CCF-013

	PoCCPSpec-CIR-S-009
	Cancel Request
	7.3.1.9
	M
	[RFC 3261]

	PoCCPSpec-CIR-S-010
	BYE request (on demand)
	7.3.1.10
7.3.1.10.1
	M
	

	PoCCPSpec-CIR-S-011
	BYE request (pre-established)
	7.3.1.10

7.3.1.10.2
	O
	

	PoCCPSpec-CIR-S-012
	Simultaneous Sessions
	7.3.1.12
	O
	PoCCPSpec-CIR-S-001

	PoCCPSpec-CIR-S-013
	SIP session refresh
	7.3.1.13
	M
	[RFC3261]


H.2.2.2 Requests terminated by served user

	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CTR-S-001
	Receiving initiating request
	7.3.2

7.3.2.1
	M
	[RFC3261] AND [RFC3323] AND [RFC3325] AND
[draft-ietf-sip-session-timer]

	PoCCPSpec-CTR-S-002
	PoC session Invitation request
	7.3.2.2
	M
	PoCCPSpec-CTR-S-003 OR 
PoCCPSpec-CTR-S-004 OR 
PoCCPSpec-CTR-S-005

	PoCCPSpec-CTR-S-003
	Automatic answer on demand
	7.3.2.2.1
	M
	

	PoCCPSpec-CTR-S-004
	Automatic answer using Pre-established session
	7.3.2.2.2
	O
	[RFC3605]

	PoCCPSpec-CTR-S-005
	Manual answer
	7.3.2.2.3
	M
	[RFC3261] AND [RFC3605]

	PoCCPSpec-CTR-S-006
	PoC Session Modification
	7.3.2.3
	M
	[RFC3261] AND [RFC3311]

	PoCCPSpec-CTR-S-007
	NOTIFY request
	7.3.2.4
	M
	

	PoCCPSpec-CTR-S-008
	CANCEL request
	7.3.2.5
	M
	[RFC3261]

	PoCCPSpec-CTR-S-009
	BYE request – on demand case
	7.3.2.6
	M
	


H.2.3 PoC Server performing the Controlling PoC Function
	Item
	Function
	Reference
	Status
	Requirement

	PoCCPSpec-CCF-001
	Requests Terminated at the Controlling PoC Function
	7.2.1
	M
	

	PoCCPSpec-CCF-002
	General - Server behaviour on receipt of SIP INVITE
	7.2.1.1
	M
	[draft-ietf-sip-session-timer]

	PoCCPSpec-CCF-003
	General - Inclusion of supported SIP methods in the 200 OK response
	7.2.1.1
	O
	

	PoCCPSpec-CCF-004
	Ad-hoc PoC Group and 1-1 PoC Session setup request
	7.2.1.2
	M
	PoCCPSpec-CEH-S-001 AND

PoCCPSpec-CCF-025 AND

PoCCPSpec-CCF-028

AND
[exploder-draft] AND
[RFC3605]

	PoCCPSpec-CCF-005
	Pre-arranged PoC Group Session setup request
	7.2.1.3
	M
	PoCCPSpec-CCF-010 AND

PoCCPSpec-CCF-025 AND

PoCCPSpec-CCF-028

AND

PoCCPSpec-CEH-S-002 AND [RFC3605]

	PoCCPSpec-CCF-006
	Rejoining PoC Session request
	7.2.1.4
	M
	PoCCPSpec-CCF-010 AND [RFC3605]

	PoCCPSpec-CCF-007
	Alternative IP address or port number
	7.2.1.4
	O
	[RFC3605]

	PoCCPSpec-CCF-008
	Joining chat PoC Group Session request
	7.2.1.5
	M
	PoCCPSpec-CEH-S-002 AND

PoCCPSpec-CCF-010 AND [RFC3605]

	PoCCPSpec-CCF-009
	Alternative IP address or port number
	7.2.1.5
	O
	[RFC3605]

	PoCCPSpec-CCF-010
	Session joining policy
	7.2.1.6
	M
	

	PoCCPSpec-CCF-011
	PoC Session modification
	7.2.1.7
	M
	

	PoCCPSpec-CCF-012
	Updating of media capabilities according to local policy
	7.2.1.7
	O
	PoCCPSpec-CCF-029

	PoCCPSpec-CCF-013
	Adding PoC Participants to PoC session request
	7.2.1.8
	M
	PoCCPSpec-CCF-025 AND 

PoCCPSpec-CCF-026 AND [RFC3265]

AND [RFC3515]

	PoCCPSpec-CCF-014
	Termination of the implicit subscription and indication to PoC Client
	7.2.1.8
	O
	[RFC3265] AND
[RFC3515]

	PoCCPSpec-CCF-015
	Leaving PoC session request
	7.2.1.9

7.2.1.9.1

7.2.1.9.2
	M
	

	PoCCPSpec-CCF-016
	Cancel PoC Session setup request
	7.2.1.10
	M
	PoCCPSpec-CCF-027 AND

PoCCPSpec-CCF-028 AND [RFC3261]

	PoCCPSpec-CCF-017
	PoC Session PoC Participant information request


	7.2.1.11

7.2.1.11.1

7.2.1.11.2

7.2.1.11.3
	M
	PoCCPSpec-CEH-S-002 AND [RFC3265] AND
[draft-conference-state]

	PoCCPSpec-CCF-018
	Optionally return a SIP 202 "Accepted" response
	7.2.1.11.1
	O
	[RFC3265] AND
[draft-conference-state].

	PoCCPSpec-CCF-019
	Limiting and timing of SIP NOTIFY requests
	7.2.1.11.2
	O
	[RFC3265] AND
[draft-conference-state]

	PoCCPSpec-CCF-020
	Group Advertisement request
	7.2.1.12
	M
	PoCCPSpec-CEH-S-001 AND

PoCCPSpec-CCF-030 AND [exploder-draft]

	PoCCPSpec-CCF-021
	SIP Session refresh procedure
	7.2.1.13
	M
	PoCCPSpec-CCF-028 AND 

[draft-ietf-sip-session-timer].

	PoCCPSpec-CCF-022
	Requests initiated by the Controlling PoC Function
	7.2.2
	M
	

	PoCCPSpec-CCF-023
	General - Server behaviour when generating a SIP request
	7.2.2.1
	M
	[RFC3261] AND
[RFC3262] AND
[RFC3323] AND [RFC3325] AND
[draft-ietf-sip-session-timer]

	PoCCPSpec-CCF-024
	Should not include certain option tags
	7.2.2.1
	O
	[RFC3261] AND
[draft-ietf-sip-session-timer]

	PoCCPSpec-CCF-025
	PoC Session invitation request
	7.2.2.2
	M
	PoCCPSpec-CCF-001 AND

PoCCPSpec-CCF-024 

AND [RFC3262]

	PoCCPSpec-CCF-026
	Alternative IP address or port number
	7.2.2.2
	O
	[RFC3605]

	PoCCPSpec-CCF-027
	Cancel of PoC Session invitation request
	7.2.2.3
	M
	[RFC3261]

	PoCCPSpec-CCF-028
	Removal  of PoC Participant from PoC session
	7.2.2.4
	M
	[RFC3261]



	PoCCPSpec-CCF-029
	PoC Session modification
	7.2.2.5
	M
	PoCCPSpec-CCF-001 

	PoCCPSpec-CCF-030
	Group Advertisement request
	7.2.2.6
	O
	[RFC3428]
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