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1 Reason for Contribution

Initializing PoC Session modification is an optional feature in the PoC Client. The present 6.1.4 in not clear enough which parts are optional or not.

2 Summary of Contribution

· Clarifies Optionality

· -Some editorial as well

3 Proposal

6.1.4    PoC Client PoC Session modification

6.1.4.1     General

The PoC Client SHALL generate either a SIP UPDATE request according to rules and procedures of  [RFC 3311] or a SIP re-INVITE request according to rules and procedures of  [RFC3261]. A SIP UPDATE request MAY be used only if the PoC Server has indicated support for the SIP UPDATE method.

The PoC Client

1. SHALL include User-Agent header to indicate the PoC release version. 

NOTE:
The use of the option tag 'precondition', as specified in [RFC3312], and the option tag '100rel', as specified in [RFC3262], is not defined for the POC-1 reference point.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.4.2     PoC Client placing media on hold

This subclause describes the optional procedures that the PoC Client SHALL use if placing a media component on hold.

When the PoC Client wants to set a media component on hold the PoC Client SHALL

1) generate a new media capability SDP offer using a SIP UPDATE request or a SIP re-INVITE request as specified in subclause 6.1.5.1 "General";

2) include a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] with the modified capabilities.
3) include an "a=sendonly" attribute for a media component which is placed on hold.
4) send the request towards the PoC Server according to rules and procedures of the SIP/IP core.
On receipt of the SIP 200 "OK" response the PoC Client SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Media on Hold" and start to use the media capabilities received in the MIME SDP body.

If a SIP 200 "OK" response is not received the PoC Client shall continue to use the previously agreed media capabilities.

6.1.4.3     PoC Client placing media off hold

This subclause describes the procedures that the PoC Client SHALL use when activating a media component again, when media is on hold.
When the PoC Client wants to set a media component active again, the PoC Client SHALL 

1) generate a new media capability SDP offer using a SIP UPDATE request or a SIP re-INVITE request  as specified in subclause 6.1.5.1 "General";

2) include a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] with the modified capabilities.
3) include an "a=sendrecv " attribute for a media component which is activated again.
4) send the request towards the PoC Server according to rules and  procedures of the SIP/IP core.
On receipt of the SIP 200 "OK" response the PoC Client SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Media on Hold" and start to use the media capabilities received in the MIME sdp body.

If a SIP 200 "OK" response is not received the PoC Client shall continue to use the previously agreed media capabilities.

6.1.4.4    User Plane adaptation

This subclause describes the optional procedures that the PoC Client SHALL use when initiating User Plane adaptation during an ongoing PoC Session.

When initiating User Plane adaptation the PoC Client SHALL

1) generate a new media capability SDP offer using a SIP UPDATE request or a SIP re-INVITE request as specified in subclause 6.1.5.1 "General";

2) set the Request-URI to the PoC Session Identity
3) include a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] with the modified capabilities.
4) send the request towards the PoC Server according to rules and  procedures of the SIP/IP core.
On receipt of the SIP 200 "OK" response the PoC Client SHALL interact with the User Plane as specified in [OMA-PoC-UP] "User Plane adaptation" and start to use the media capabilities received in the MIME sdp body.

If a SIP 200 "OK" response is not received the PoC Client shall continue to use the previously agreed media capabilities.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session mechanisms according to rules and procedures of   [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed text in chapter 3 is included in the next version of the CP document. 
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