[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-PoC-2004-1043_CP CR 2.1 Normative References

Submitted to PoC
Submission Date: 16th November 2004

Doc# OMA-PoC-2004-1043_CP CR 2.1 Normative References

Submitted to PoC
Submission Date: 16th November 2004

Change Request

	Title:
	CP CR 2.1 Normative References
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-TS-PoC-ControlPlane-20041111-D

	Classification:
	 FORMCHECKBOX 
 0: New Functionality

 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Ilkka Westman, Nokia, + 358 40 7618290, ilkka.westman@nokia.com

	Replaces:
	n/a


1 Reason for Change

There are normative references originated from the OMA with the dependency of the IETF approval. An editor’s note is added under these references to remind the reader that the reference is dependent on IETF approval. 

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and adopt the corrections according to the chapter below:

6 Detailed Change Proposal
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