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Review comments

	ID
	Open Date
	Spec
Section
	Description
	Status

	
	
	CP 3.2
	Technical:

Change the definition of Media Parameters:

“The information transmitted between the PoC Server and the PoC client in order to alter the settings of the PoC client.  Media parameters are transmitted by SIP/SDP messages.”

To

“The information transmitted between the PoC Server and the PoC Client in order to alter the settings of the PoC Client.  Media Parameters are transmitted by SIP/SDP messages.  Media Parameters cover e.g. the codec frame amount packed in one RTP message.”
	

	
	
	CP General
	Editorial:

“Display name” should be changed to e.g. “Nick name”, because OMA PoC doesn’t specify what exactly is displayed to the user.  In some circumstances the PoC Client may show a local display name, which is different from the one received over the air.
	

	
	
	CP General
	Technical:

Shall be clarified if the display name (or nick name) is provisioned, is it provisioned in the PoC Server or in the PoC XDMS as a part of the group member identity (this can’t be used in the 1-1 and Ad-hoc PoC Sessions).

Nokia to contribute.
	

	
	
	CP 6.1.3.3.1
	Technical:

Not consistent with the IETF Internet draft [draft-URI-list]. According to the [draft-URI-list] the PoC Server sends 200 OK before it has received a response from any invited Client/User. Thus receiving 180 before 200 OK is not consistent with the draft.
	

	
	
	CP 6.1 and 6.2 in general
	Technical:

We should add a NOTE somewhere in 6.1 and 6.2 (maybe several places) to give warning that PoC Client should not select two small value (less than 8) for the amount of maximum number of codec frames per one RTP packet, because at least the PoC Clients under GRPS networks will become to the problems.

Nokia to contribute. 
	

	
	
	CP 6.2.1.1
	Technical:

Shall be defined what happens, when privacy is requested in 200 OK, but privacy is not allowed in the group.  In this subclause only a short note is needed, but in the server side is needed additional normative text.

Nokia will contribute.
	

	
	
	CP 6.2.1.2, 6.2.1.3 and 6.2.1.4
	Technical:

Media parameters are also negotiated.  It shall be described here or somewhere else.

Nokia will contribute.
	

	
	
	CP 6.2.1.2, 6.2.1.3 and 6.2.1.4
	Technical:

Codec selection needs a revision.  If one PoC Client selects one of the offered codecs and another PoC Client in the same PoC session selects another codec, then communication is not possible.  Same problem with codec mode and other media parameters (like amount of codec frames in one RTP packet).

Nokia will contribute. 
	

	
	
	CP 6.2.1.3
	Technical:

Should be clarified that Manual answer mode is not used although the manual answer mode is in the PoC Client, if MAO is used.

Nokia will contribute.
	

	
	
	CP 6.2.1.4
	Editorial:

Remove additional “.” In the end of the first bullet.
	

	
	
	CP 6.2.1.4
	Editorial:

Remove the bullet 4., because the bullets 3 and 4 are quite similar.  
	

	
	
	CP 6.2.2
	Technical:

Remove in the first sentence:

“reject the request with SIP 488 “Not Acceptable Here” response.  Otherwise continue with the rest of the steps”

Because this is covered in the bullet 1.b.
	

	
	
	CP 6.2.2
	Editorial:

Change in the first sentence “tthe” to “the”
	

	
	
	CP 6.2.2
	Editorial:

Change the bullet 4 “SHALL .include …” to “SHALL include …”.  Remove the additional “.”.
	

	
	
	CP 6.2.3.1
	Technical:

Remove editor’s note after the bullet 2 and add UP reference “PoC Client procedures at PoC Session termination”.

Note:  “termination” word might need to be changed to “release” in UP and CP.
	

	
	
	CP General
	Editorial:

Change “termination” to “release” everywhere, when discussed about session release.
	

	
	
	CP 6.2.4
	Editorial:

Two different syntaxes are used in “OK”, please align.
	

	
	
	CP 6.2.4
	Technical:

Describe how the IPA MESSAGE is handled if anonymity is requested.

Nokia will contribute.
	

	
	
	CP 6.2.5
	Technical:

Describe how the GA MESSAGE is handled if anonymity is requested.

Nokia will contribute.
	

	
	
	CP 6.2.7
	Editorial:

Change “… if Simultaneous Sessions” to “… if Simultaneous PoC Sessions”.
	

	
	
	CP 6.2.7
	Editorial:

Change “… by the Home PoC Network” to “… by the PoC Server of the Home PoC Network.”. 
	

	
	
	CP 7.1
	Editorial:

Remove the bullet #1, because it is covered in bullets #2 and #3.
	

	
	
	CP 7.1
	Technical:

Two roles are allocated in the 2.a.  Should be split.  
	

	
	
	CP 7.1
	Editorial:

Write “If” in lower case “if” in the bullet 3.
	

	
	
	CP 7.1
	Editorial:

Write in the bullet 1 (SIP MESSAGE) “SHALL determine …”.  Use lower case d in the word “Determine”.
	

	
	
	CP 7.2.1.1
	Editorial:

Align the syntax in the feature tag in the bullet 4 by changing the 

´+g.poc.talkburst’
to

‘+g.poc.talkburst’
	

	
	
	CP 7.2.1.3
	Technical:

Add reference to the initiation policy into the bullet #8.

Nokia will contribute.
	

	
	
	CP 7.2.1.3
	Technical:

Remove the reference to joining policy in step 5 and take it account in the next bullet after 8, which should be #9.  (See the next comment for clarification).

Nokia will contribute.
	

	
	
	CP 7.2.1.3 
	Editorial:

Correct the structure of the subclause after step #8 to be:

9. if the group  has already an active PoC Session then PoC Server:

· a. SHALL generate a SIP 200 "OK" response as specified in the 7.2.1.1 “General”. 

· b. SHALL include a MIME SDP body in the SIP 200 “OK” response as the SDP answer according to rules and procedures of [RFC3264] and [RFC2327] with the following information

i. The IP address and port number at the PoC Server for the RTP Session;

ii. The selected codec; 

iii. If another IP address or port is used instead of the default IP address and port number, set the IP address and port number as specified in [RFC3550], at the PoC Server for the RTCP Session according to rules and procedures of [RFC3605].

iv. The selected Talk Burst Control Protocol and the port number(s) to be used for the Talk Burst Control Protocol.

· c. SHALL perform Talk Burst Control procedures as specified in [OMA-PoC-UP] "Controlling PoC Function procedures at PoC Session initialization".
	

	
	
	CP 7.2.1.3
	Editorial:

Change in bullet 5:

“4xx response” 

to 

“403 “Forbidden” response”. 
	

	
	
	CP 7.2.1.3
	Editorial:

Change :

“SIP xx, 5xx or 6xx final response” 

to 

“SIP 4xx, 5xx or 6xx final response”.
	

	
	
	CP 7.2.1.3

& 7.2.1.2
	Technical:

Correct the sentence in the bullet 1 in the end of the subclause:

“The SIP final response SHALL include the Status-Code with the lowest value received from the Invited PoC User(s); or,”

It is better to leave this decision to the PoC Server.  In some cases it may be better to send something else than the lowest value.  

Nokia will contribute.
	

	
	
	CP 7.2.1.4
	Editorial:

Change in the first sentence:

“…a Group Identity of the an active PoC Session …” 

To

“... an identity of the an active PoC Session …”  
	

	
	
	CP 7.2.1.4
	Technical:

Change in the 3. bullet :

“SIP 4xx response” to “SIP 403 “Forbidden” response”.
	

	
	
	CP 7.2.1.4
	Editorial:

Align in the 6. bullet “OK”.
	

	
	
	CP 7.2.1.4
	Editorial:

Change in the bullet 6: “C)” to “c)”.
	

	
	
	CP 7.2.1.4
	Technical:

Add bullet (as in 7.2.1.5) 

9. SHALL send a notification to the PoC Addresses of the PoC Group members who have subscribed conference state event package that a PoC Group member has joined in the PoC Group Session as specified in subclause 7.2.1.11.2 “Generating a SIP NOTIFY request”.
	

	
	
	CP 7.2.1.5
	Editorial:

In bullet 8.a) iv correct the tabulation in the second line.
	

	
	
	CP 7.2.1.5
	Editorial:

Add reference in the end of the bullet 11: 

… as specified in subclause 7.2.1.11.2 “Generating a SIP NOTIFY request”. 
	

	
	
	CP 7.2.1.7
	Editorial:

Correct in the NOTEby adding a space: “… Media Parametersof …” to 

“… Media Parameters of”
	

	
	
	CP 7.2.1.7
	Technical:

Change the reject code in the first bullet from “SIP 406 “Not Acceptable”” to “SIP 488 “Not Acceptable Here””.
	

	
	
	CP 7.2.1.8
	Editorial:

Correcting the spelling error in NOTE:

“sunbscription” to “subscription”.
	

	
	
	CP 7.2.1.8
	Technical:

Add bullet (as in 7.2.1.5) 

8. SHALL send a notification to the PoC Addresses of the PoC Group members who have subscribed conference state event package that a PoC Group member has joined in the PoC Group Session as specified in subclause 7.2.1.11.2 “Generating a SIP NOTIFY request”.
	

	
	
	CP 7.2.1.9.1
	Technical:

Add reference to the termination policy in the bullet 3 by changing:

3. SHALL check PoC Session termination policy and perform for each Participant of the PoC Session  the procedures as specified in the sub-clause 7.2.2.4 “Remove of PoC Participant from the PoC Session”, if needed;

to

3. SHALL check PoC Session termination policy as specified in the subclause 7.2.1.16 “Session termination policy” and perform for each Participant of the PoC Session  the procedures as specified in the sub-clause 7.2.2.4 “Remove of PoC Participant from the PoC Session”, if needed;

	

	
	
	CP 7.2.1.9.1
	Editorial:

Add reference in the end of the bullet 4: 

… as specified in subclause 7.2.1.11.2 “Generating a SIP NOTIFY request”.
	

	
	
	CP 7.2.1.9.2
	Editorial:

Add reference to the termination policy in the bullet 3.a) ii by changing:

ii. SHALL check the PoC Session termination policy and perform for each Participant of the PoC Session  (except for the owner of the Pre-established Session) the procedures specified in subclause 7.2.2.4 “Remove of PoC Participant from the PoC Session”, if needed;

ii. SHALL check the PoC Session termination policy as specified in the subclause 7.2.1.16 “Session termination policy” and perform for each Participant of the PoC Session  (except for the owner of the Pre-established Session) the procedures specified in subclause 7.2.2.4 “Remove of PoC Participant from the PoC Session”, if needed;


	

	
	
	CP 7.2.1.9.2
	Editorial:

Add reference to the subscription termination policy by changing the bullet 3. a) iv :

iv. SHALL check the subscription termination policy and for each PoC Address of the PoC Group members (except the owner of the Pre-established Session) terminate the existing subscription to the conference state event package, if needed;

to

iv. SHALL check the subscription termination policy as specified in the the subclause 7.2.1.11.3 “Terminating the subscription” and for each PoC Address of the PoC Group members (except the owner of the Pre-established Session) terminate the existing subscription to the conference state event package, if needed;
	

	
	
	CP 7.2.1.9.2
	Editorial:

Correct the subclause reference in the bullet 3 after receiving the SIP BYE (wrong number and put reference to more detailed subclause):

3. SHALL send a notification of the current state of the PoC Session terminating the existing subscription to the conference state event package for each PoC Address of the PoC Group members who have subscribed conference state event package, as specified in subclause 7.2.1.10 “PoC Session Participant Information Request”;

to

3. SHALL send a notification of the current state of the PoC Session terminating the existing subscription to the conference state event package for each PoC Address of the PoC Group members who have subscribed conference state event package, as specified in subclause 7.2.1.11.2 “Generating a SIP NOTIFY request”.


	

	
	
	CP 7.2.1.10
	Technical:

The abbreviations UAS is used. It should be added in the subclause 3.3 Abbreviations.
	

	
	
	CP 7.2.1.11
	Technical:

Shall be added that “allow-conference-state” information element as specified in XDM Specification shall be checked to see, if the subscription to the conference state event package is allowed for this User. 

Nokia to contribute.
	

	
	
	CP 7.2.1.11.1
	Editorial:

Split the bullet 8 to two parts, because the referred subclause covers only the first item of these. 
	

	
	
	CP 7.2.1.11.1
	Editorial:

Split the paragraph after the bullet 8 to two parts, because the referred subclause covers only the first item of these. 
	

	
	
	CP 7.2.1.11.2
	Editorial:

Align the “” marks in the bullet 2. c) iii with other similar marks in the subclause (and whole document).
	

	
	
	CP 7.2.1.11.3
	Editorial:

Remove the “SHALL” in the beginning of the bullet 3.
	

	
	
	CP 7.2.1.12
	Technical:

Add bullet to state, that if anonymity is requested, then the request is rejected by 403 “Forbiden”.

Nokia to contribute.
	

	
	
	CP 7.2.1.12
	Editorial:

Remove additional “–“ before the NOTE.
	

	
	
	CP 7.2.1.14
	Editorial:

Delete the first EN, if comments to cover the references are accepted.
	

	
	
	CP 7.2.1.14
	Technical:

Define the term “group host” in subclause 3.2 Definitions (this issue is not defined in GM).  And delete the second EN.

Nokia to contribute.
	

	
	
	CP 7.2.1.15
	Editorial:

Delete the first EN, if comments to cover the references are accepted.
	

	
	
	CP 7.2.1.15
	Technical:

Add adding policy for ad-hoc group sessions.  Either initiator or any Participant is allowed to add Participants to the Ad-hoc PoC Session. 

Nokia to contribute.
	

	
	
	CP 7.2.1.16
	Editorial:

Delete the second EN, if comments to cover the references are accepted.
	

	
	
	CP 7.2.1.16
	Technical/Editorial:

Clarify, that all the rules are operator configurable by adding numbers 1 and 2 see below.  Additionally replace “e.g. one” by “a combination”:

The termination policy may be  a combination of the following according to the local policy defined by the operator:

1. The PoC Server performing the Controlling PoC Function SHALL remove the rest of the Participants from the PoC Session it hosts and terminate the PoC Session.  

· if the PoC Session is an Ad-hoc or 1-1 PoC Session and the originator of the PoC Session leaves the PoC Session;

· if the PoC Session is a Pre-arranged PoC Session and the originator of the PoC Session leaves the PoC Session and the auto-release has the value “true”;

· if the PoC Session is a 1-1 PoC Session and there is only one or none Participant in the PoC Session;

· if the PoC Session is a Pre-arranged ,Ad-hoc or 1-1 PoC Session and there are as many as or less than “number-of-remaining-participants” Participants in the PoC Session;

· if the PoC Session has lasted longer than the session max length variable specifies.

· if the PoC Session is Pre-arranged or Chat PoC Session and the Group is deleted.

2. The PoC Server performing the Controlling PoC Function SHALL remove a Participant from the PoC Session

· if the PoC Session is Pre-arranged or restricted Chat PoC Session and the Participant is removed from the Group
	

	
	
	CP 7.2.1.2
	Technical:

Not consistent with the IETF Internet Draft [draft-URI-list]. According to the [draft-URI-list] the PoC Server sends 200 OK before it has received a response from any invited Client/User. 

Thus receiving 183 before 200 OK is not consistent with the draft.

After “Upon receiving 200 OK” the bullet 1 is not consistent with the IEF draft..

After “Upon receiving  final response” the bullet 1 is not consistent with the IETF draft.
	

	
	
	CP 7.2.2.1
	Editorial:

Add space after [RFC 3841] in the bullet 1.
	

	
	
	CP 7.2.2.1
	Editorial:

Change ad-hoc to Ad-hoc in the bullet 4. a).
	

	
	
	CP 7.2.2.1
	Editorial

Clarify in the bullet 6 that this is PoC Session Identity.

“SHALL include in the Contact header as PoC Session Identity the contact address of the conference … 
	

	
	
	CP 7.2.2.2
	Editorial:

Move “.” after the referred subclause title name.
	

	
	
	CP 7.2.2.2
	Technical:

Media parameters shall be taken account also.

Nokia to contribute.
	

	
	
	CP  7.2.2.2
	Editorial:

Add ] after the [RFC 3550 in the bullet 3. c).
	

	
	
	CP 7.2.2.2
	Technical:

If PoC User is allowed to use MAO shall be checked in the originating participating PoC Function. 

Nokia to contribute.
	

	
	
	CP 7.2.2.2
	Editorial:

Remove “ before the last paragraph (before the NOTE). 
	

	
	
	CP 7.2.2.2
	Technical:

Re-structure the last paragraph and add bullet to cover anonymity request in 200 OK.

Nokia to contribute. 
	

	
	
	CP 7.2.2.3
	Technical:

The abbreviations UAC is used. It should be added in the subclause 3.3 Abbreviations.
	

	
	
	CP 7.2.2.5
	Editorial:

Add space after Media Parameters in the first sentence.
	

	
	
	CP 7.2.2.5
	Technical:

Clarify the bullet 1 after receiving the 200 OK, at this moment it is not understandable:

1. activate the new according to the new Media Parameters as specified in [OMA-PoC-UP] "User Plane adaptation".
	

	
	
	CP 7.3.1.1
	Editorial:

Change “PoC User” to “PoC Client” in the first sentence.
	

	
	
	CP 7.3.1.1
	Editorial:

Change the sentence:

Upon receiving SIP provisional responses with the exception of the SIP 100 “Trying” response to the SIP INVITE request and if the PoC Server is acting as a B2BUA the PoC Server:

To

Upon receiving SIP provisional responses other than the SIP 100 “Trying” response to the SIP INVITE request and if the PoC Server is acting as a B2BUA the PoC Server:
	

	
	
	CP 7.3.1.1
	Editorial:

Remove the additional “-“ after step 6.
	

	
	
	CP 7.3.1.2
	Technical:

The bullet 4 covers the positive case, but reject case is missing.

Nokia to contribute. 
	

	
	
	CP 7.3.1.2
	Technical:

The bullet 7 is very long including several different items, split it to several bullets.

Nokia to contribute.
	

	
	
	CP 7.3.1.3
	Technical:

Change “media capabilities” to “Media Parameters” in bullets 1, 2 and 3.
	

	
	
	CP 7.3.1.4
	Editorial:

Change “Talk Burst Control” to Talk Burst control” in the bullet 1 and also in bullet 1 after bullet 6.
	

	
	
	CP 7.3.1.4
	Editorial:

Change “media parameters” to “Media Parameters” in the bullet 3.
	

	
	
	CP 7.3.1.4
	Editorial:

Renumber bullets 1 and 2 after bullet 6 to 7 and 8.
	

	
	
	CP 7.3.1.4
	Editorial:

Change “2” to “2.” and “a).” to “a)” after “Upon receiving 200 “OK” … B2BUA”.
	

	
	
	CP 7.3.1.4
	Editorial:

Change “Continue” to “continue” in the second bullet after “Upon receiving 200 “OK” … SIP proxy”.
	

	
	
	CP 7.3.1.5
	Technical:

Define 4xx in the bullet 1.

Nokia to contribute. 
	

	
	
	CP 7.3.1.5
	Editorial:

Remove additional “.” in the end of bullet 5.
	

	
	
	CP 7.3.1.5
	Technical:

Restructure the bullet 4. c) to be similar as corresponding bullets in elsewhere in the document.

Nokia to contribute.
	

	
	
	CP 7.3.1.5
	Editorial:

Change “media parameters” to “Media Parameters”.
	

	
	
	CP 7.3.1.6
	Editorial:

Press CR before 2. in the bullet 1.
	

	
	
	CP 7.3.1.6
	Editorial:

Align “OK” in the bullet 1 after “On receipt of SIP 200 “OK”...
	

	
	
	CP 7.3.1.6
	Editorial:

Remove additional “.” in the bullet 2 after “On receipt of SIP 200 “OK”...
	

	
	
	CP 7.3.1.6
	Technical:

Change the reject code in the first bullet from “SIP 406 “Not Acceptable”” to “SIP 488 “Not Acceptable Here””.
	

	
	
	CP 7.3.1.7
	Editorial:

Remove “performing the Participating PoC Function” in the first sentence.
	

	
	
	CP 7.3.1.7
	Editorial:

Add “PoC Server SHALL” after “Upon receiving a SIP final response,”.
	

	
	
	CP 7.3.1.8
	Technical:

Change “Policy” to “local policy” in the bullet 2. b) i. 
	

	
	
	CP 7.3.1.10.2
	Editorial:

Change “Pre-established SIP Session” to “Pre-established Session” in the bullets 1, 3 and 4.
	

	
	
	CP 7.3.1.10.2
	Editorial:

Change the subclause number in the reference to 7.2.1.9.2 in the bullet 3. a). 
	

	
	
	CP 7.3.1.10.2
	Technical:

Is the bullet 4 a,needed in the PoC Session release ?  REFER is always sent inside a dialog.
	

	
	
	CP 7.3.1.10.2
	Editorial:

Align the “OK” in the sentence “Upon receiving a SIP 200 “OK” response …
	

	
	
	CP 7.3.1.10.3
	Technical:

Reword the bullet 2 to say:

“2. SHALL check if there is a PoC Session using  the Pre-established Session, but the PoC Session is controlled by another PoC Server, then the PoC Server:”
	

	
	
	CP 7.3.1.10.3
	Editorial:

Align the “OK” in the sentence “Upon receiving a SIP 200 “OK” response …
	

	
	
	CP 7.3.1.10.3
	Editorial:

Add UP reference 

“as specified in [OMA-PoC-UP] “Participating PoC function procedures at PoC session termination””

to the bullet 2 after “Upon receiving a SIP 200 “OK” response …
	

	
	
	CP 7.3.1.12 and sub clauses
	Editorial:

Change “Simultaneous Sessions” to “Simultaneous PoC Sessions” several times.
	

	
	
	CP 7.3.1.12.2
	Editorial:

Change the first sentence “Upon receiving an INVITE or UPDATE or re-INVITE request containing the Session priority attribute as specified in C.3.2 “SDP Simultaneous Sessions MIME registration”in the SDP offer the PoC Server:”

To

“Upon receiving a SIP INVITE or SIP UPDATE or SIP re-INVITE request containing the PoC Session priority attribute as specified in C.3.1 “Talk Burst Control Protocol MIME registration” in the SDP offer the PoC Server:”
	

	
	
	CP 7.3.1.12.2
	Editorial:

Change “Session priority” to “PoC Session priority” several times.
	

	
	
	CP 7.3.1.12.2
	Editorial:

Change “Poc” to “PoC” in the bullet 2. b).
	

	
	
	CP 7.3.1.12.2
	Editorial:

Change in the NOTE 1 “Seondary” to “secondary”.
	

	
	
	CP 7.3.1.12.3
	Editorial:

Upon receiving an INVITE or UPDATE or re-INVITE request containing the Session locking attribute in the SDP offer as specified in C.3.2 “SDP Simultaneous Sessions MIME registration” the PoC Server:

To

Upon receiving a SIP INVITE or SIP UPDATE or SIP re-INVITE request containing the PoC Session locking attribute in the SDP offer as specified in C.3.1 “Talk Burst Control Protocol MIME registration” the PoC Server:
	

	
	
	CP 7.3.1.12.3
	Editorial:

Change “Poc” to “PoC” in the bullet 2.
	

	
	
	CP 7.3.1.12.3
	Technical:

Add in the bullet 2. a) after SHALL

“set PoC Session locked and”. 
	

	
	
	CP 7.3.1.12.3
	Technical:

Add in the bullet 2. b) after SHALL

“set PoC Session unlocked and”. 
	

	
	
	CP 7.3.1.12.3
	Editorial:

Change in the NOTE 3 “lockin” to “locking”.
	

	
	
	CP 7.3.1.13
	Technical:

Clarify when the issue in the NOTE happens.   Is the idea that after a timeout no-response is interpreted as a 200 “OK” ?

Should we add that “according to [RFC3261]”.
	

	
	
	CP 7.3.1.14
	Editorial:

Align “ marks in the subclause.
	

	
	
	CP 7.3.1.14
	Technical: 

Should we specify the PoC settings in the bullet 5 to cover ISB, IAB and AM.
	

	
	
	CP 7.3.2.1
	Editorial:

Change the sentence:

Upon receipt of SIP provisional responses with the exception of the SIP 100 “Trying” response to the SIP  request the PoC Server:

To

Upon receiving SIP provisional responses other than the SIP 100 “Trying” response to the SIP INVITE request the PoC Server:
	

	
	
	CP 7.3.2.1
	Editorial:

Align the “OK” in the bullet 1 (in the last set of bullets).
	

	
	
	CP 7.3.2.2
	Editorial:

Change “Request-“ to “Request-URI” in the first sentence.
	

	
	
	CP 7.3.2.2
	Technical

Use values “accept”, “reject” and “pass” as specified in the XDM Specification.

Nokia to contribute.
	

	
	
	CP 7.3.2.2
	Technical:

Clarify the sentence in the bullet 6, now it is not understandable, see below:

“… depending on whether the invited User has or has not an ongoing Session pre-established with the PoC Address.”
	

	
	
	CP 7.3.2.2.1
	Editorial:

Change “PoC Settings” to “PoC settings”, because this term is not defined in subclause 3.2.
	

	
	
	CP 7.3.2.2.1
	Editorial:

In the beginning remove one additional “The”.
	

	
	
	CP 7.3.2.2.1
	Editorial:

Remove “the PoC Server SHALL” in the bullet 2 (in the second set of bullets) after the first “MAO”.
	

	
	
	CP 7.3.2.2.1
	Technical:

Only “unconfirmed” case is covered.  Also “Confirmed” case shall be covered.

Nokia to contribute.
	

	
	
	CP 7.3.2.2.1 and generally
	Technical

The codec selection is mentioned, but no other media parameters. At least the amount of codec (AMR) frames in one RTP message shall be negotiated.

Nokia to contribute.
	

	
	
	CP 7.3.2.2.1
	Editorial:

Change “D)” to “d)” in the bullet 4 (in the second set).
	

	
	
	CP 7.3.2.2.1
	Editorial:

Align “ marks.
	

	
	
	CP 7.3.2.2.1
	Editorial:

Number the bullets after “Upon receiving a SIP 200 “OK” …”
	

	
	
	CP 7.3.2.2.2
	Editorial:

Change: [POC-XDMS] to [POC XDM Specification].
	

	
	
	CP 7.3.2.2.2
	Editorial:

Change “accepted” to “accept” to be inline with [POC XDM Specification].
	

	
	
	CP 7.3.2.2.2
	Editorial:

Change: “PoC Settings” to “PoC settings”.
	

	
	
	CP 7.3.2.2.2
	Technical:

Change: “codec” to “codecs” as used elsewhere in 7.3.  As commented earlier also media parameters shall be taken account.

Nokia to contribute. 
	

	
	
	CP 7.3.2.2.2
	Editorial:

Add “SIP/IP Core” in the end of bullet 3.
	

	
	
	CP 7.3.2.2.2
	Editorial:

Renumber the last bullet to be 4 (not 3).
	

	
	
	CP 7.3.2.2.2
	Editorial:

Move the sentence “When the SIP/IP Core corresponds …” from bullet to normal text as in alla other subclauses. 
	

	
	
	CP 7.3.2.2.3
	Technical:

Use Access Rules / “accept” in stead of Accept List.

Nokia to contribute.
	

	
	
	CP 7.3.2.2.3
	Editorial:

Change “PoC Settings” to “PoC settings”.
	

	
	
	CP 7.3.2.2.3
	Editorial:

Change in the bullet 3. c) “Continue” to “continue”.
	

	
	
	CP 7.3.2.2.3
	Editorial:

Align “ marks.
	

	
	
	CP 7.3.2.2.3
	Editorial:

Change “200 OK” to 200 “OK”.
	

	
	
	CP 7.3.2.2.3
	Editorial:

Remove “the PoC Server” in the end of bullets 1 and 2 (in the last set of bullets).
	

	
	
	CP 7.3.2.2.3
	Editorial:

Remove “SHALL” in the beginning of bullets 1 a,b,c and 2 a,b (in the last set of bullets).
	

	
	
	CP 7.3.2.3
	Technical:

Change the second bullet “2. SHALL validate that the Media Parameters are acceptable to the PoC Client and if not reject the request with a SIP 406 "Not Acceptable" response. Otherwise continue with the rest of the steps.”

to

2. SHALL validate that the Media Parameters are acceptable to the PoC Server and if not reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise continue with the rest of the steps.
	

	
	
	CP 7.3.2.3
	Editorial:

Change “SIPUPDATE” to “SIP UPDATE”; add space.
	

	
	
	CP 7.3.2.5
	Editorial:

Correct the word “peforming” to “performing”.
	

	
	
	CP 7.3.2.6.1
	Editorial:

Change “session” to “Session” in the subclause title in the bullet 2.
	

	
	
	CP 7.3.2.6.2
	Technical:

Split the bullet 1 to two bullets for clarification to be:

1. SHALL release the PoC Session towards the Controlling PoC Function;

2. SHALL maintain the Pre-established Session towards the PoC Client;
	

	
	
	CP 7.3.2.7
	Technical:

Change accept list to access rules and use in the XDM specification defined parameters. Accept, reject and pass.

Nokia to contribute.
	

	
	
	CP 7.3.2.7
	Technical:

The bullet 3 needs clarification.  What means “as described below” ?
	

	
	
	CP 7.4.1.1
	Editorial:

Remove space before the “.” in the bullet 1.
	

	
	
	CP 7.4.1.1
	Editorial:

Add “PoC Server SHALL” after the “Upon receiving a SIP final response,”.
	

	
	
	CP 7.4.1.1 
	Technical:

Not defined what happens if privacy is requested in IPA.  Shall be clarified that the MESSAE request is rejected.

Nokia to contribute.
	

	
	
	CP 7.4.1.2
	Technical:

Use “access rules” instead of “access lists” as specified in the XDM specification.

Nokia to contribute.
	

	
	
	CP 7.4.1.2
	Editorial:

Remove an additional “.” In the bullet 1 and 2.
	

	
	
	CP 7.4.1.2
	Editorial:

Change “user” to “PoC User” in the bullet 3.
	

	
	
	CP 7.4.1.2
	Editorial:

Add “PoC Server SHALL” after the “Upon receiving a SIP final response,”.
	

	
	
	CP Appendix E
	Editorial:

Remove the empty page.
	

	
	
	CP Appendix E
	Technical:

The AC file for initial provisioning and MO file for continuous provisioning are under the sanity review of OMA DM wg.

Nokia to contribute.
	

	
	
	CP Appendix E
	Technical:

OMNA registration for PoC provisioning APPID, and AC, MO files is missing.
	

	
	
	CP Appendix E
	Technical:

Also exploder-URI shall be provisioned.

Nokia to contribute.
	

	
	
	CP Appendix F
	Editorial:

Should we have more comprehensive description about the syntax of SCR tables as PAG has in the POC-XDM Specification ?  (Valid also for UP).
	

	
	
	CP Appendix F.1.8
	Technical

Change IPA sending (PoCCPSpec-CUO-C-002) mandatory, because it is mandatory according to RD (6.1.3).
	

	
	
	CP Appendix F.1.4
	Technical:

Shall be taken account the session initiation policies (7.2.1.14) in SCRs.
	

	
	
	CP Appendix F.1.4
	Technical:

Shall be taken account the session adding policies (7.2.1.15) in SCRs.
	

	
	
	CP Appendix F.1.9
	Technical:

Shall be clarified if auto answer is mandatory and manual answer is optional.  See RD 6.1.4.3, there manual answer is clearly optional, but difficult to say, if auto answer is mandatory.
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