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1 Reason for Contribution

The contribution contains solutions for the following comments to OMA-POC-2004-1148R04:

	1504
	2004.12.06
	CP 6.1.2
	Technical

Nothing is mentioned about the Authenticated Originator's PoC Address

(OMA-POC-2004-1118)
	[2004.12.13]

See [xxx] Ericsson

	1505
	2004.12.06
	CP 6.1.3.1
	Technical

Missing Inclusion of the Authenticated Originator's PoC Address (P-Preferred-Identity header in IMS) in the INVITE

(OMA-POC-2004-1118)
	[2004.12.13]

AI: Ericsson



	1538
	2004.12.06
	CP 6.1.8
	Technical

Nothing is stated here about the Authenticated Originator's PoC Address

(OMA-POC-2004-1118)
	

	1542
	2004.12.06
	CP 6.1.9
	Technical

Nothing is stated here about the Authenticated Originator's PoC Address

(OMA-POC-2004-1118)
	

	1545
	2004.12.06
	CP 6.1.10
	Technical

Nothing is stated here about the Authenticated Originator's PoC Address

(OMA-POC-2004-1118)
	[2004.12.13]

AI: Ericsson to write contribution


R01: Includes the following comment o OMA-POC-2004-1148R04:

	944
	2004.12.01
	CP 6.1.3.1
	Should "selection of identity information" be explained in this chapter? Reference in RFC 3325. ETR chapter 5.1.1.3 [07] refer to selection of identity. 

(OMA-POC-2004-1104)
	[2004.12.13]

AI: Ericsson to write contribution


2 Summary of Contribution

A reference to the subclause 5.2 inserted in relevant places.
A selection of identity according to what the PoC User wants to present to invited PoC Users are added.
3 Proposal

6. Procedures at the PoC Client

6.1 PoC Client originating procedures

6.1.10 PoC service registration

6.1.10.1 General

The PoC Client SHALL register, re-register and de-register to the SIP/IP Core according to rules and procedures of [RFC3261] with the clarifications in the following subclauses.

The PoC Client

· 1. SHALL include the PoC feature-tag '+g.poc.talkburst' in the Contact header;
· 2. SHALL include the PoC feature-tag '+g.poc.groupad' in the Contact header if the receiving of Group Advertisement messages are supported; 

· 3. SHALL include the User-Agent header to indicate the PoC release version. 

· 4. SHALL include Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address”.

6.1.11 PoC service settings procedure

To set or update the PoC service settings, the PoC Client:

· 1. SHALL generate a SIP PUBLISH request according to rules and procedures of [RFC3903] and [draft-poc-isb-am];

· 2. SHALL set the Request-URI of the SIP PUBLISH request to the PoC Address of the PoC User;
· 3. SHALL include Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address”.
· 4. SHALL include an Accept-Contact header with the PoC feature-tag '+g.poc.talkburst' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of  [RFC 3841]; and,
· 5. SHALL send the SIP PUBLISH request according to  rules and procedures of SIP/IP Core.

On receiving the SIP 200 "OK" response to the SIP PUBLISH request the PoC Client MAY indicate to the PoC User the successful communication of the PoC service settings to the PoC Server. 

The PoC client SHALL update the PoC service settings according to rules and procedures of [RFC3903] and [draft-poc-isb-am]. 

NOTE: 
It needs to be studied whether a single PoC Address can be used with more than one PoC Client.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.12 PoC Session initiation

6.1.12.1 General

The PoC Client SHALL generate an initial SIP INVITE request according to rules and procedures of  [RFC3261].  The PoC Client

· 1. SHALL include an Accept-Contact header with the PoC feature-tag '+g.poc.talkburst' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of  [RFC3841] in all initial SIP INVITE requests; 

· 2. SHALL include a User-Agent header to indicate the PoC release version;

· 3. SHALL include value ''id'' in a Privacy header if anonymity is requested according to rules and procedures of [RFC3325];

NOTE 1:
If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP INVITE based on rules specified in the [POC XDM Specification] the PoC Session will not be allowed by the PoC Server hosting the PoC Group. 

· 4. SHALL include the PoC feature-tag '+g.poc.talkburst' in the Contact header.; 

· 5. SHALL include the option tag 'timer' in the Supported header;
· 6. SHOULD include an Allow header with all supported SIP methods; 

· 7. SHOULD include the Session-Expires header with the refresher parameter set to ''uac'' according to rules and procedures of [draft-ietf-sip-session-timer].
NOTE 2:
The use of the option tag 'precondition', as specified in [RFC3312], and the option tag '100rel', specified in [RFC3262], is not defined for POC-1 reference point.

· 8. SHALL include Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address” with the Identity that SHALL be presented to invited PoC Users if anonymity is not requested.
On receipt of a final response to the SIP INVITE request, the PoC Client SHALL store the list of SIP methods that the PoC Server supports if received in the Allow header.
On receipt of the SIP 200 "OK" response to the initial SIP INVITE request the PoC Client SHALL start the SIP Session timer using the value received in the Session-Expires header according to rules and procedures of [draft-ietf-sip-session-timer].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.13 PoC Client sending an Instant Personal Alert 

Upon a request from a PoC User to send an Instant Personal Alert with a PoC Address identifying the receiving PoC Client, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request according to  rules and procedures of [RFC3428];

· 2. SHALL include Request-URI with the PoC Address of the PoC User to be alerted;

· 3. SHALL include Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address” with the Identity that SHALL be presented to the PoC User receiving the Instant Personal Alert.

· 4. SHALL include an Accept-Contact header with the PoC feature-tag, '+g.poc.talkburst' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC3841];

NOTE 1:
 It has not been determined whether anything needs to be added about the value of the content-type.

· 5. SHALL send the SIP MESSAGE request towards the PoC Server according to rules and procedures of the SIP/IP Core.

NOTE 2: 
Privacy cannot be applied with the Instant Personal Alert. If anonymity is required by the sending PoC User then the Instant Personal Alert should not be sent. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms, according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.14 PoC Client sending a Group Advertisement

Upon a request from a PoC User to send a Group Advertisement, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request according to  rules and procedures of  [RFC3428]; 

· 2. SHALL include an Accept-Contact header with the PoC feature-tag '+g.poc.groupad' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC 3841];

· 3. SHALL include PoC specific content in form of application/vnd.poc.advertisement+xml indicating ‘'Group Advertisement’'. The content:
a) SHALL include the Group Address; 
b) SHALL include the group type; 
c) MAY include the Display name; and 
d) MAY optionally include text.  
NOTE 1: The exact content information is described in the Appendix C.1.1 "Group Advertisement".

· 4. SHALL set the Request-URI to a PoC Address of a PoC User, or to a PoC Group Identity identifying a Chat PoC Group or a Pre-arranged PoC Group, or to an Exploder URI with a MIME uri-list body containing a list of PoC Addresses of PoC Users according to rules and procedures of [draft-uri-list-message], based on the PoC User's selection;

· 5. SHALL include Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address” with the Identity that SHALL be presented to PoC Users receiving the Group Advertisement.

· 6. SHALL send the SIP MESSAGE request towards the PoC Server according to the procedures of the SIP/IP Core.

NOTE 2:
Privacy cannot be applied with Group Advertisement. If anonymity is required by the sending PoC User Group Advertisement should not be sent.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
6.1.15 PoC Client subscription to the conference state event package 

A PoC Client MAY subscribe to the Conference State Event Package by sending a SIP SUBSCRIBE request to obtain information of the status of a PoC Session. 

The PoC Client: 

· 1. SHALL generate a SIP SUBSCRIBE request, using a new SIP-dialog, according to rules and procedures of [RFC3265] and [draft-conference-state]; 
· 2. SHALL set the Request-URI of the SIP SUBSCRIBE request to PoC Session Identity or the PoC Group Identity; 

· 3. SHALL include the Authenticated Originator's PoC Address according to the rules and procedures of the SIP/IP Core.
· 3. SHALL include an Accept-Contact header with the PoC feature-tag +g.poc.talkburst along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC 3841];

· 4. SHALL include in the SIP SUBSCRIBE request an User-Agent header to indicate the PoC release version; 
· 5. SHALL send the SIP SUBSCRIBE request towards the PoC Server according to rules and  procedures of the SIP/IP Core.
The responses to the SIP SUBSCRIBE request SHALL be handled according to rules and procedures of [RFC3265] and [draft-conference-state], and rules and procedures of the SIP/IP Core with the clarifications given in this subclause.

Upon receiving a SIP 200 "OK" response to the SIP SUBSCRIBE request the PoC Client: 

· 1. SHALL store the content of the received Contact header as the PoC Session Identity for the PoC Group Session.

Upon receiving an incoming SIP NOTIFY request that is part of the same SIP dialog as the previously sent SIP SUBSCRIBE request the PoC Client: 

· 1. SHALL handle the request according to rules and procedures of [RFC3265] and [draft-conference-state]; 

· 2. MAY display the current state information of the PoC Session or PoC Group to the PoC User based on the information in the SIP NOTIFY request body.

When needed the PoC Client SHALL terminate the subscription and indicate it terminated according to rules and procedures of [RFC3265].

The contents of the SIP NOTIFY request body is specified in subclause 7.2.1.11.2 "Generating a SIP NOTIFY request".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed text in chapter 3 is included in the next version of the CP document. 
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