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1 Reason for Change

This CR is a follow-up CR regarding PoC session Identity issues involving the Pre-Established Session. 
The AD and the CP do not agree that the PSI of the PoC session is to be included in the REFER. It should be clarified and for consistency, relevant sections in AD like ‘Leaving PoC Session’ and ‘Adding PoC User’ should present similar levels of detail as the rejoin case.
2  Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt the CP revisions proposed below.
6 Detailed Change Proposal
3.2 Definitions
PoC Session Identity
SIP URI received by the PoC Client during the PoC Session establishment in the Contact header or in the TBCP Talk Burst message in case of using Pre-established Session.
9.5.2 Leaving the PoC Session in the case of the Pre-established Session
1. PoC Client A sends a REFER BYE message to SIP/IP Core A.

Information elements contained in REFER BYE message:

a) PoC Session Identity of the pre-established session to which the REFER applies
b) PoC Session Identity of the PoC Session to leave, with an indication that the PoC Session Identity identifies a PoC session
9.6.2 Re-joining PoC Group in the case of pre-established session
1. The PoC Client A sends a REFER request to SIP/IP Core A . Information Elements contained in the REFER request:

a. PoC Session Identity of the PoC Session  to re-join, with an indication that the PoC Session Identity identifies  a PoC session
b. PoC Address of the PoC user at the PoC Client A
c. PoC service indication
d. PoC Session Identity of the pre-established session to which the REFER applies.
2. The SIP/IP Core A routes the REFER request to the PoC Server A (participating) trigged on the PoC service indication and the PoC address. Information Elements contained in the REFER request:

a. PoC Session Identity of the PoC Session  to re-join, with an indication that the PoC Session Identity identifies  a PoC session
b. PoC Address of the PoC user at the PoC Client A
c. PoC service indication
d. PoC Session Identity of the pre-established session to which the REFER applies.
3. PoC server A sends an ACCEPTED response to the SIP/IP Core A.
4. The SIP/IP Core A routes the ACCEPTED response back to the PoC client A.
5. When the  POC server A (participating) receives a REFER request containing a URI with an indication that the URI is a  PoC session not hosted by this PoC server, the PoC Server A (participating) sends a SIP INVITE request towards the SIP/IP Core A . Information Elements contained in the INVITE request:

a. PoC Session Identity of the PoC Session  to re-join, with an indication that the PoC Session Identity identifies  a PoC session
b. PoC Address of the PoC user at the PoC Client A
c. PoC service indication
d. Media parameters of the PoC server A (participating)
e. Talk burst control protocol proposal.
6. The SIP/IP Core A routes the request to SIP/IP Core X according to the routing principles of the SIP/IP Core.  Information Elements contained in the INVITE request:

a. PoC Session Identity of the PoC Session  to re-join, with an indication that the PoC Session Identity identifies  a PoC session
b. PoC Address of the PoC user at the PoC Client A
c. PoC service indication
d. Media parameters of the PoC server A (participating)
e. Talk burst control protocol proposal.
7. The SIP/IP Core X routes the request to the controlling PoC Server X based on the PoC Group Session Identity. Information Elements contained in the INVITE request:

a. PoC Session Identity of the PoC Session  to re-join, with an indication that the PoC Session Identity identifies  a PoC session

b. PoC Address of the PoC user at the PoC Client A

c. PoC service indication
d. Media parameters of the PoC server A (participating)

e. Talk burst control protocol proposal.

8 – 10. Upon receiving the request, the PoC Server X performs the necessary procedures to add the PoC Client A to the session. The PoC Server X sends an OK response to the PoC Server A through the signaling path which has routed the INVITE request. Information Elements contained in the INVITE request:
a. PoC Session Identity of the PoC session 
b. PoC Server X selected media parameters
c. Selected talk burst control protocol.
11 – 12. After receiving the OK response, then the PoC Server A sends a NOTIFY request to the PoC Client A through the signaling path. Information Elements contained in the NOTIFY request:

a. PoC Session Identity of the PoC session that the PoC Client A rejoined.
13 – 14. Upon receiving the NOTIFY request, the PoC Client A sends an OK response to the PoC Server A through the signaling path.
9.7 
Adding a user to a PoC session
9.7.1 
Procedure at inviting user
1. – 5.  The PoC Client A sends a REFER request with the intended invited user's address (PoC Client B) through the signaling path to the PoC Server X.  Information Elements contained in the REFER request:

a) PoC Address of the invited PoC user
b) PoC Session Identity of the Pre-established Session to which the REFER applies, if the originating PoC Client is using Pre-established Session 
c) PoC Session Identity of the PoC Session to add, with an indication that the PoC Session Identity identifies a PoC session
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