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1 Reason for Contribution

This contributions provides a proposal on how to solve the following comment:

	1717
	2004.12.06
	UP 6.2.8
	It must be specified how to deal with unexpected requests (what to do if no transition is drawn in state diagram).

(OMA-POC-2004-1120)
	[2005.01.11]

2004-1169 will provide the solution


Whilst double checking the whole specification it was identified, that a special paragraph regarding that issue is included in some chapter but also missing in other chapters as those mentioned above.

In detail it’s already included in 6.2.5, 6.2.6, 6.2.9, 6.4.3 and 6.4.4 but is missing in 6.2.7, 6.2.8, 6.3.6 and 6.3.7. 

2 Summary of Contribution

This contribution proposes to include the missing paragraphs in diverse chapters

3 Detailed Proposal

---- 1st change ----.

6.2.7 PoC Session control state diagram – Simultaneous per PoC Client

In the case PoC Client has Simultaneous PoC Sessions the PoC Client SHALL follow for each PoC Session the PoC Session specific state diagrams and state transitions specified in the subclause Fehler! Verweisquelle konnte nicht gefunden werden. “PoC Session control state diagram – basic” or Fehler! Verweisquelle konnte nicht gefunden werden. “PoC Session control state diagram – queuing” if queuing of Talk Burst Requests are used. 

The PoC Client may have more than one PoC Sessions established at a time. 

For the overall handling of Simultaneous PoC Sessions the PoC Client SHALL support the state diagram and the state transitions specified in this subclause. 

Transitions between different PoC Sessions are dictated by actions of the PoC User and changes in the Simultaneous Session states. The changes of the states are partly controlled on the Control Plane Fehler! Verweisquelle konnte nicht gefunden werden..

Figure 1 “Simultaneous PoC Sessions state diagram – per PoC Client.” shows the Simultaneous Sessions PoC Client states (C states) per PoC Client and the state transitions.
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Figure 1: Simultaneous PoC Sessions state diagram – per PoC Client.

The state diagram in Figure 1 “Simultaneous PoC Sessions state diagram – per PoC Client” applies when several PoC Sessions are supported simultaneously by the PoC Client for a PoC User.

State details are explained in the following subclauses.
If a TBCP message or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Client SHALL discard the TBCP message or RTP Media packet and SHALL remain in the current state.
---- 2nd change ----.

6.2.8 PoC Session control state diagram – Simultaneous PoC Sessions 
In the case PoC Client has Simultaneous PoC Sessions the PoC Client SHALL follow for each PoC Session the PoC Session specific state diagrams and state transitions specified in the subclause Fehler! Verweisquelle konnte nicht gefunden werden. “PoC Session control state diagram – basic” or Fehler! Verweisquelle konnte nicht gefunden werden. “PoC Session control state diagram – queuing” if queuing of Talk Burst Requests are used. 

For the handling of each of the Simultaneous PoC Sessions the PoC Client SHALL support the state diagram and the state transitions specified in this subclause. 

Transitions between different PoC Sessions are dictated by actions of the PoC User and changes in the Simultaneous Session states. The changes of the states are partly controlled on the Control Plane Fehler! Verweisquelle konnte nicht gefunden werden.
Figure 2 “PoC Session control state diagram – Simultaneous PoC Sessions” shows Simultaneous Sessions states and the state transitions for a PoC User per PoC Session.


[image: image2.emf]S: Active

S: Dormant

S: Session LockIn OR

S: Set Primary PoC Session OR

S: Session UnLock OR

M: PoC Session  released OR

R: TB Granted OR

R: Media for this PoC Session

S/R: Media 

OR

S/R: TBCP

S/R: TBCP 

Start-stop state

M: Another PoC

Session established 

M: Session LockIn OR

S: Session UnLock OR

M: [Primary PoC Session Established OR

Set PrimaryPoC Session] OR

R: Media for another PoC Session

M: First PoC Session 

established

M: Last PoC

Session released

S: Session UnLock OR

S: Set Primary PoC Session OR

M: [Primary PoC Session 

Established OR

Set Primary PoC Session]

S: Session UnLock OR

S: Session UnLock OR

S: Set Primary PoC Session OR

M: PoC Session  released 


Figure 2: PoC Session control state diagram – Simultaneous PoC Sessions.

State details are explained in the following subclauses.
If a TBCP message or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Client SHALL discard the TBCP message or RTP Media packet and SHALL remain in the current state.
--- 3rd change ----

6.3.6 Simultaneous PoC Sessions state diagram - per PoC Client

If the PoC Server supports Simultaneous PoC Sessions the PoC Server SHALL support the state diagram and the state transitions specified in this subclause. 

Figure 3 “Simultaneous PoC Sessions state diagram - per PoC Client” shows the state diagram for Simultaneous PoC Session per PoC Client.
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NOTE:
T14 is the Conversation timer

Figure 3: Simultaneous PoC Sessions state diagram - per PoC User.

State details are explained in the following subclauses.
If a TBCP message or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Server SHALL discard the TBCP message or RTP Media packet and SHALL remain in the current state.
----- 4th change ----

6.2.7 Simultaneous PoC Sessions state diagram - per PoC Session

If the PoC Server supports Simultaneous PoC Sessions the PoC Server SHALL support the state diagram and the state transitions specified in this subclause for each PoC Session. 

Figure 4 “Multiple PoC Sessions state diagram - per PoC Session” shows the state diagram for Simultaneous PoC Session per PoC Session. 
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Figure 4: Multiple PoC Sessions state diagram - per PoC Session.

The State Diagram in Figure 4 “Multiple PoC Sessions state diagram - per PoC Session” applies to one PoC Session out of multiple Simultaneous PoC Sessions supported the PoC Server for a PoC User. 

The PoC Server SHALL create an instance of the state machine for each PoC Session.

State details are explained in the following subclauses.
If a TBCP message or RTP Media packet arrives in any state and there is no procedure specified for it in the subclauses below the PoC Server SHALL discard the TBCP message or RTP Media packet and SHALL remain in the current state.
4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the text to the UP.
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