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1 Reason for Contribution

The PoC Client sending a Group Advertisement is specified in CP, section 6.1.9. In step 4, the spec reads: 

· "4. SHALL set the Request-URI to a PoC Address of a PoC User, or to a PoC Group Identity identifying a Chat PoC Group or a Pre-arranged PoC Group, or to an exploder URI with a MIME uri-list body containing a list of PoC Addresses of PoC Users according to rules and procedures of [draft-uri-list-message] based on the PoC User's selection;" 

To be able to send the MESSAGE to an Exploder-URI, the PoC client needs to know the SIP URI of the Exploder URI. This can be best served by provisioning the parameter Exploder-URI with PoC provisioning parameters. Adding one parameter to already agreed list of PoC provisioning parameters can be considered as a minor change.

From process point of view the only feasible way is to agree to amend the parameter Exploder-URI to PoC AC file and MO file prior the OMNA registration is initiated by PoC WG.

2 Summary of Contribution

It is proposed to add Exploder URI into the normative appendix E of OMA PoC CP and then also to PoC AC file..

3 Detailed Proposal

The revision is done against 

· OMA-TS-PoC-ControlPlane-V1_0-20050118-D_working draft

· OMA-POC-2004-1150-PoC-provisioning-AC-file 

· OMA-POC-2004-0987R04-OMA-PoC-provisioning-MO-file

to highlight the changes required by specifications for provisioning of Exploder URI.

For OMA PoC Control Plane specification, Appendix E, the provisioned parameter Exploder-URI needs to be added with following changes.

******Change start***********

Appendix E.
The Parameters to be provisioned for PoC Service (Normative)

E.1
OMA PoC Device Management general
This Appendix describes the parameters that are needed for initiation of PoC service, as well as continues provisioning by service provider. These parameters are specified in Client Provisioning Application Characteristics document (AC file) and Device Management Management Object (DM MOs). The bootstrap function specified in [Provisioning Bootstrap] and [OMA DM] SHALL be used to enforce the security of provisioning.  Existing parameters in [Provisioning Content] and [OMA DM] are re-used; those without corresponding parameters are defined in present specification and to be registered in OMNA through OMA official registration procedures.  

· 1. APPID (Application ID): The application characteristics name for this application, to be used by DM Client to uniquely identify the application.
· 2. NAME: Application name. To be displayed in equipment, it's specific for each service provider.
· 3. PROVIDER-ID: provides an identifier for the application service access point described by an APPLICATION characteristic. 

· 4. TO-NAPID: This parameter allows an application to refer to a network access point with a matching NAPID parameter. It is only possible to refer to network access points defined within the same provisioning document.

· 5. TO-APPREF: The TO-APPREF parameter links the APPLICATION characteristics to another secondary APPLICATION characteristic with a matching APPREF parameter.
· 6. Pre-established Session support: A flag to inform whether the PoC Server supports the Pre-established Session functionality

· 7. Support for Simultaneous Sessions: A flag to inform whether the PoC Server supports Simultaneous Sessions functionality

· 8. Max Ad-hoc Group size: Maximum number of group members allowed for an Ad-hoc PoC Group PoC Session.

· 9. Conference Factory URI: A SIP URI used for setting up an Ad-hoc PoC Group or 1-1 PoC Session.

· 10. Exploder-URI: A SIP URI used for sending SIP MESSAGE e.g. Group Advertisement to an URI-list.

· 11. Talk burst release timer: This parameter indicates the value of the talk burst release timer (T10) in milliseconds
· 121. Talk burst request timer: This parameter indicates the value of the talk burst request timer (T11) in milliseconds
· 13. PoC Client end RTP media timer: This parameter indicates the value of the talk burst request timer (T13) in milliseconds
NOTE:
The parameters 11 - 13 are parameters needed for OMA PoC UP procedures. 

The parameters from 6 - 13 are defined in the present specification for PoC service. They are to be registered in OMNA.
The PoC Client SHALL have provisioned parameters 1, 2, 4, 5, 6, 7, 8, 9, 11 and 12 and the PoC Client SHOULD have the parameters 3, 10 and 13 provisioned. These parameters SHALL be obtained via the DM-1 reference point, from the data which is provisioned to the DM Client as specified in [Provisioning Content] and [OMA DM].
**********Change ends************

The format of the parameter for initial provisioning i.e. in AC file (OMA-PoC-2004-1150-PoC-provisioning-AC-file) should be:
**********Change starts***********

Characteristic/parameter: APPLICATION/EXPLODER-URI.

Status: Optional.

Occurs: 0/1.

Default value: N/A.

Used values: A SIP URI.

Interpretation: The Exploder-URI is used as a SIP URI in Request-URI of a SIP MESSAGE for a PoC client to send a group advertisement.
The corresponding string is proposed to add into the example:

EXAMPLE 

#######

<characteristic type="APPLICATION">

  <parm name="APPID" value="POC"/>

  <parm name=”PROVIDER-ID” value="Best"/> 

  <parm name="NAME" value="POC"/> 

  <parm name="TO-APPREF" value="SIP-IP-CORE"/>

  <parm name="TO-NAPID" value="IMS-NAP"/> 

  <parm name="PRE-EST-SESN" value="0"/>

  <parm name="SIMU-SESNS" value="0"/>

  <parm name="MAX_ADHOC_GROUP_SIZE" value="20"/>

  <parm name="CONF-FCTY-URI" value="poc.Confactory.com"/>
  <parm name="EXPLODER-URI" value="list-service.example.com"/>
<parm name="TALK-BRST-REQ-TMR" value="1000"/>

  <parm name="TALK-BRST-REL-TMR" value="3000"/>

  <parm name="END-RTP-MEDIA-TMR" value="1000"/>

</characteristic>
**********Change ends**********

And the format of the parameter for continuous provisioning in the MO file (in PoC Control Plane Appendix E.2.1) should be:

***********Change starts***********

/<X>/EXPLODER-URI/
A SIP Exploder-URI used for PoC client to send SIP MESSAGE, e.g. for group advertisement. 

· Occurrence: ZeroOrOne

· Format: chr
· Access Types: Get
· Values: <A SIP URI>
It should be under <X> interior node.

*******Change ends********

4 Intellectual Property Rights Considerations

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.
5 Recommendation

It is recommended to add the parameter and the formats of the Exploder-URI to Appendix E The parameters to be provisioned for PoC Service, in the parameters list, Device Management object and then also to PoC initial provisioning AC file.
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