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1 Reason for Contribution

Doc to change: OMA-TS-PoC_ControlPlane-V1_0-20050120-D.

The contribution addresses the following open items of the Consistency Review:

	2275
	2004.12.06
	CP 6.1.3.2.2
	Technical:

Because one PoC User can be invited also with URI-list, make the following changes in step 3:

3. SHALL  in case of a 1-1 PoC Session set the Refer-To header of the SIP REFER request to the PoC Address of the invited PoC User according to rules and procedures of [RFC3515];

To:

3. SHALL  in case of a 1-1 PoC Session either 

set the Refer-To header of the SIP REFER request to the PoC Address of the Invited PoC User with the “method” parameter set to value “INVITE” according to rules and procedures of [RFC3515]; or

act like in Ad-hoc PoC Group Session case with only one Invited PoC User;

(OMA-POC-2004-1141)
	[2004.12.13]

Remove "the method parameter set to value INVITE"

Further consistency checking with IETF may needed.

AI: Nokia to write contribution

IW, 142


2 Summary of Contribution

Correction made applying the technical proposal of the open item.

3 Detailed Proposal

6.1.3.2.2 PoC Client initiates an Ad-hoc PoC Group Session and 1-1 PoC Session

Upon receiving a request from a PoC User to establish an Ad-hoc PoC Group Session or 1-1 PoC Session within a Pre-established Session the PoC Client:

· 1. SHALL generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2. SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of the Pre-established Session;

· 3. SHALL  in case of a 1-1 PoC Session 

either

set the Refer-To header of the SIP REFER request to the PoC Address of the invited PoC User according to rules and procedures of [RFC3515]; or
act like in Ad-hoc PoC Group Session case with only one Invited PoC User;

· 4. SHALL in case of Ad-hoc PoC Group Session modify the SIP REFER request according to rules and procedures of  [draft-multiple-refer] with the following clarifications:

a) include in the Refer-To header of the SIP REFER request the identity of the URI-list with the Invited PoC Users; 

b) include a MIME resource-lists body according to rules and procedures of [draft-multiple-refer] with the list of the Invited PoC Users.

· 5. SHALL include value "id" in the Privacy header if anonymity is requested according to rules and procedures of  [RFC3325];

· 6. SHALL in case the PoC User has requested Manual Answer Override include in the SIP REFER request a P-Alerting-Mode header with the value "MAO" according to rules and procedures of  [draft-poc-p-headers]; 

· 7. SHALL send the SIP REFER request towards the PoC Server within the SIP dialog of the Pre-established Session according to rules and procedures of the SIP/IP Core. 

Upon receiving a SIP 202 "Accepted" response to the SIP REFER request the PoC Client SHALL interact with User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization".  
Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265];

· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body.

NOTE:
The PoC Server does not send any SIP NOTIFY request in case more than one PoC User is invited.

In addition to this, the PoC Client MAY subscribe to the Conference State Event Package as specified in subclause 6.1.10 "PoC Client subscription to the Conference State Event Package".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.
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