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1 Reason for Contribution

Doc to change: OMA-TS-PoC_ControlPlane-V1_0-20050120-D.

The contribution addresses the following open items of the Consistency Review:

	2567
	2004.12.07
	CP 7.1
	Technical:

Based on step 2 REFER may be sent further outside SIP dialog. Should be aligned with 7.1

(OMA-POC-2004-1146)
	Contribution.

	2507
	2004.12.07
	CP 7.2.1.8
	Technical:

REFER is sent in a new SIP dialog in case pre-established session is used. In that case Accept-Contact etc shall be checked.

Does it work when sent inside a SIP dialog in on-demand case when Participating Server is acting as B2BUA, because the Contact address received by the Client is combination of controlling and participating address? Do we need more specification to prevent Participating Server to handle the REFER request in that case?

(OMA-POC-2004-1143)
	Contribution. Ilkka

	1599
	2004.12.06
	CP 7.2.1.9.2
	Technical

Upon receiving from the PoC Client a SIP REFER request with the method parameter set to value “BYE” in the Refer-To header the PoC Server: 

1. SHALL perform the actions to verify the Authenticated Originators PoC Address of the PoC Client and authorize the request and if it is not authorized the PoC Server SHALL return a  SIP 403 “Forbidden” response;

This text should be covered in a new subclause as proposed in a comment on 7.2.1.8

PROPOSAL Split out this text to a new general " SIP REFER request received" subclause that references this 7.2.1.9.2 (Similar to 7.3.1.8)

Also Modify wording to:

Upon receiving from the PoC Client a SIP REFER request with the URI in Refer-To header containing the uri parameter “method”=BYE” the PoC Server:"

Contribution Required 

(OMA-POC-2004-1118)
	[2005.01.10]

Nokia will write the contribution

	
	
	
	
	


2 Summary of Contribution

Corrections made applying the technical proposals of the open items. Same or similar corrections are made also in other sub-clauses where appropriate.

3 Detailed Proposal

-------------------------- change 1: to 085 contribution ----------------------------------
7.1.2      Reception of a SIP REFER request

Upon receiving a SIP REFER request outside of an existing SIP dialog the PoC Server:

· 1. SHALL if it is the mobile originating trigger detection point continue as specified in sub-clause 7.3.1.8 “SIP REFER request received”;

· 2. SHALL if it is the mobile terminating trigger detection point continue as specified in subclause 7.2.1.8 “Adding Participants to PoC Session request”.


-------------------------- change 2: ----------------------------------
7.3.1.8  SIP REFER request received

Upon receiving a SIP REFER request that contains in the Request-URI a SIP URI of a PoC Session hosted by this PoC Server, the PoC Server: 
· 1. SHALL perform the Controlling PoC Function as specified in subclause 7.2.1.8 “Adding Participants to PoC Session request”.

Upon receiving a SIP REFER request that contains in the Request-URI a SIP URI of a PoC Session not hosted by this PoC Server, the PoC Server:
· 1. SHALL, if the PoC Server wants to remain on the signalling path insert a Record-Route header containing its own address;

· 2. SHALL forward the SIP REFER request towards the Controlling PoC Function according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP final response the PoC Server SHALL forward the SIP final response along the signalling path towards the initiating PoC Client according to rules and procedures of [RFC3261].

· 

· 






When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.
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