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1 Reason for Contribution

The author was requested to submit one sentence to the effect that PoC Servers shall ignore P-Alerting-Mode headers that have "auto" or "manual". The sentence is included below for the PF receives an INVITE and REFER cases, respectively, from the PoC Client. 

2 Summary of Contribution

See "Reason for Contribution".

3 Detailed Proposal

7.3.1.1 General 

Upon receiving of an initial SIP INVITE request from the served PoC Client that causes an initial SIP INVITE request to be sent, the PoC Server SHALL generate an initial SIP INVITE request according to rules and procedures of [RFC3261].
The PoC Server

· 1. SHALL, if the incoming SIP INVITE request contained a Privacy header, include the Privacy header unmodified according to rules and procedures of  [RFC3323] and [RFC3325];

· 2. SHALL set the display name in the Authenticated Originator’s PoC Address the one defined for the PoC User in the PoC Server, if configured; otherwise set the display name in the Authenticated Originator’s PoC Address to the one in the incoming SIP request;

· 3. SHALL include an Accept-Contact header with the PoC feature-tag '+g.poc.talkburst' with "require" and "explicit" parameters according to rules and procedures of [RFC3841];

· 4. SHALL include User-Agent header to indicate the PoC release version as specified in subclause C.4.1 "Release version in User-agent and Server headers";

NOTE 1: 
The use of the option tag ‘precondition’, as specified in [RFC3312], is not defined for the POC-1 or POC-2 reference points.

NOTE 2:
The use of the option tag ‘100rel’, as specified in [RFC3262] is not defined for the POC-1 reference point.

· 5. SHOULD include the Session-Expires header with the refresher parameter set to 'uac' according to rules and procedures of [draft-ietf-sip-session-timer] all initial SIP INVITE requests;

· 6. SHALL include the Supported header set to "timer" in the INVITE request;

· 7. SHALL store the allowed SIP methods if received in the Allow header;

· 8. SHOULD include an Allow header with all supported SIP methods.

· 9. SHALL discard a P-Alerting-Mode header that is set to anything other than "MAO".

7.3.1.5 PoC Session initiation using Pre-established Session

Upon receiving a SIP REFER request where the "method" parameter in the Refer-To header is set to "INVITE" the PoC Server:

· 1. SHALL check whether the request is acceptable and if it isn’t return a SIP 403 “Forbidden” response according to rules and procedures of [RFC3515]. Otherwise, continue with the rest of the steps;
· 2. SHALL check the identity in the Request-URI and if it does not belong to a Pre-established Session owned by the PoC Server, then the PoC Server SHALL send the SIP REFER request back to the SIP/IP Core according to the procedures of the SIP/IP Core. Otherwise, continue with the rest of the steps;

· 3. SHALL send SIP 202 "Accepted" response according to rules and procedures of [RFC3515];

· 4. SHALL if a P-Alerting-Mode header with the value "MAO" is present in the incoming SIP REFER request authorize whether the Served PoC User indicated by the Authenticated Originator's PoC Address is entitled to request Manual Answer Override and if authorized proceed with the next step otherwise the PoC Server SHALL return a SIP 403 “Forbidden” response and not continue with the rest of the steps.  If P-Alerting-Mode Header is set to any other value than "MAO", the P-Alerting-Mode header SHALL be discarded. 
· 5. SHALL check the SIP URI in the Refer-To header whether it includes the Session-Type URI-parameter "adhoc", "pre-arranged" or "chat" and if it does not include one of these Session Type URI-parameters then continue at step 5, otherwise the PoC Server:

a) SHALL behave as a B2BUA according to rules and procedures of [RFC3261] for the duration of the PoC Session;

b) SHALL generate a SIP INVITE request as specified in sub-clause 7.3.1.1 "General" using the URI out of the Refer-To in the SIP REFER request;

c) SHALL include in the SIP INVITE request a MIME SDP body containing the Media Parameters of the PoC Server as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327] as follows:

i. the IP address and port number at the PoC Server for the RTP Session;

ii. set the supported codecs of the PoC Client;

iii. if another IP address or port shall be used instead of the default IP address and port number, set the IP address and port number at the PoC Server for the RTCP Session according to rules and procedures of [RFC3605];
iv. the offered Talk Burst Control Protocol and the port number(s) for the Talk Burst Control Protocol.
d) SHALL if a P-Alerting-Mode header with the value "MAO" is present in the incoming SIP REFER request include a P-Alerting-Mode header with the value "MAO" in the SIP INVITE request 

e) SHALL send the SIP INVITE request towards the PoC Server performing the Controlling PoC Function according to rules and procedures of the SIP/IP Core. Do not continue with the rest of the steps.

· 6. The PoC Server SHALL perform the procedures as specified in 7.2.1.8 "Adding Participants to PoC Session Request".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms, according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt.
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