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1 Reason for Contribution

The addressing of TEL URL was used instead of TEL URI as defined in RFC3966.
2 Summary of Contribution

This contribution proposes changing TEL URL to TEL URI according to RFC3966.  See section 3 for detail proposal.
3 Detailed Proposal

8.2 Addressing

Phone numbers

Phone numbers MAY be used as a user public identity.  A PoC User MAY address another PoC User by a phone number. The PoC Client SHALL send the phone number to the SIP/IP Core in a TEL URI [RFC3966]. 

NOTE:
Pre-arranged PoC Groups and Chat PoC Groups are addressed with SIP URIs.

The phone number MAY use the international E.164 [ITU-T E.164] format (prefixed with a ‘+’ sign), or a local format according to rules and procedures of [RFC3966].  The SIP Core shall interpret the phone number with a leading ‘+’ to be an E.164 number.

Addressing by TEL URI for a PoC Session requires that the PoC Server can resolve the TEL URI to a SIP URI, for instance by using DNS/ENUM or other local data base. A phone number in a local format SHALL be converted to the E.164 format before DNS/ENUM is used.

SIP URI

A PoC User MAY address another PoC User, Pre-arranged PoC Groups and ChatPoC Groups by a SIP URI.

8.3 Identification of inviting PoC User

The PoC Server SHALL maintain the PoC Address of the inviting PoC User used in the originating request (SIP URI, TEL URI, display name or combination SIP URI + display name).  The PoC Server SHALL identify the Groups by SIP URI and MAY identify them by display name.

In the case of the PoC Group Session the PoC Server SHALL provide the Group identity to the invited PoC Client(s).

The home PoC Server SHALL replace the display name provided by the inviting PoC Client, if the display name is configured in the home PoC Server of the inviting PoC User.

In the case the PoC address is restricted subclause 8.8 “Privacy”applies.

8.5 Registration

8.5.1. General

Prior to using the PoC service the UE hosting the PoC Client SHALL perform SIP registration to the SIP/IP Core according to rules and procedures of [RFC3261], which indicates the support of PoC service in the REGISTER request. The registration function is provided in the SIP/IP Core and the registration/deregistration MAY be visible to the PoC Server via the POC-2 reference point. After a successful registration a user is able to use a registered PoC Address:

· to originate PoC communication including session and session unrelated procedures;
· to receive PoC communication including session and session unrelated procedures.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS then it is possible for the network on behalf of PoC UE to register additional PoC Addresses during a SIP registration of a single PoC Address. Registering multiple PoC Addresses at once is called implicit registration. The PoC Address that is used in the registration SHALL be SIP URI according to [RFC3261] while the PoC Addresses to be registered implicitly MAY be SIP URIs or TEL URIs. 
The PoC Client is responsible for maintaining its registration active by using a re-registration procedure. If the PoC Client fails to perform a successful re-registration before a registration timer expires the registration is terminated. 

The PoC Client SHALL be able to terminate its registration at any point of time by using a deregistration procedure. The SIP/IP Core MAY terminate User’s registration at any point of time by using a network initiated deregistration procedure.

The PoC Client SHALL indicate in the REGISTER request that this is a PoC registration so that it is possible for the SIP/IP Core to route the terminating requests to the PoC Client.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms as defined in [3GPP TS 24.229]/ [3GPP2 X.S0013.4].

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Proposes to discuss the proposals and accept them to be incorporated into the PoC AD.
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