[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-PoC-2005-0263_CP_2_1_Normative_References
Submitted to POC WG
Submission date: 18th February 2005
Doc# OMA-PoC-2005-0263_CP_2_1_Normative_References
Submitted to POC WG
Submission date: 18th February 2005


Input Contribution

	Title:
	CP_2_1_Normative_References
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Source:
	Ilkka Westman, NOKIA

+ 358 40 7618290

ilkka.westman@nokia.com

	Attachments:
	n/a
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	Replaces:
	n/a


1 Reason for Contribution

Doc to change: OMA-TS-PoC_ControlPlane-V1_0-20050211-D.

[draft-cc-conferencing] is not referred anywhere. [draft-URI-list] is an old version.

2 Summary of Contribution

[draft-cc-conferencing] is removed. [draft-URI-list] data is updated (new version etc).

3 Detailed Proposal

2.1  Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process", Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, 

URL:http://www.openmobilealliance.org/

	[RFC2046]
	IETF RFC 2046 (November 1996): "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types",

URL:http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC 2119 (March 1997): "Key words for use in RFCs to Indicate Requirement Levels", S. Bradner, March 1997,

URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	IETF RFC 2234 (November 1997): "Augmented BNF for Syntax Specifications: ABNF", 

URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC2327]
	IETF RFC 2327 (April 1998): "SDP: Session Description Protocol", 

URL:http://www.ietf.org/rfc/rfc2327.txt

	[RFC3108]
	IETF RFC 3108 (May 2001): "Conventions For the Use of The Session Description Protocol (SDP) for ATM Bearer Connections",

URL:http://www.ietf.org/rfc/rfc3108.txt

	[RFC3261]
	IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol",

 URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3262]
	IETF RFC 3262 (June 2002): "Reliability of Provisional Responses in the Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3262.txt

	[RFC3264]
	IETF RFC 3264 (June 2002): "An Offer/Answer Model with the Session Description Protocol (SDP)",

URL:http://www.ietf.org/rfc/rfc3264.txt

	[RFC3265]
	IETF RFC 3265 (June 2002): "Session Initiation Protocol (SIP)-Specific Event Notification",

URL:http://www.ietf.org/rfc/rfc3265.txt

	[RFC3311]
	IETF RFC 3311 "The Session Initiation Protocol (SIP) UPDATE Method",

URL:http://www.ietf.org/rfc/rfc3311.txt

	[RFC3312]
	IETF RFC 3312 (October 2002): “Integration of Resource Management and Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3312.txt

	[RFC3320]
	IETF RFC 3320 (January 2003): "Signaling Compression (SigComp)", 

URL:http://www.ietf.org/rfc/rfc3320.txt

	[RFC3321]
	IETF RFC 3321 (January 2003): "Signaling Compression (SigComp) - Extended Operations",

URL:http://www.ietf.org/rfc/rfc3321.txt

	[RFC3325]
	IETF RFC 3325 (November 2002): "Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks",

URL:http://www.ietf.org/rfc/rfc3325.txt

	[RFC3420]
	IETF RFC 3420 (November 2002): "Internet Media Type message/sipfrag",

URL:http://www.ietf.org/rfc/rfc3420.txt

	[RFC3428]
	IETF RFC 3428 (December 2002): "Session Initiation Protocol (SIP) Extension for Instant Messaging",

URL:http://www.ietf.org/rfc/rfc3428.txt

	[RFC3485]
	IETF RFC 3485 (February 2003): "The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)", 

URL:http://www.ietf.org/rfc/rfc3485.txt

	[RFC3486]
	IETF RFC 3486 (February 2003): "Compressing the Session Initiation Protocol (SIP)", 

URL:http://www.ietf.org/rfc/rfc3486.txt

	[RFC3515]
	IETF RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) REFER Method",

URL:http://www.ietf.org/rfc/rfc3515.txt

	[RFC3550]
	IETF RFC 3550 (July 2003): “RTP: A Transport Protocol for Real-Time Applications.

URL:http://www.ietf.org/rfc/rfc3550.txt

	[RFC3605]
	IETF RFC 3605 (October 2003): "Real Time Control Protocol (RTCP) attribute in Session Description Protocol (SDP)",

URL:http://www.ietf.org/rfc/rfc3605.txt

	[RFC3840]
	IETF RFC 3840 (August 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3840.txt

	[RFC3841]
	IETF RFC 3841 (August 2004): "Caller Preferences for the Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3841.txt

	[RFC3892]
	IETF RFC 3892 (September 2004): "The Session Initiation Protocol (SIP) Referred-By Mechanism",

URL:http://www.ietf.org/rfc/rfc3892.txt

	[RFC3903]
	IETF RFC 3903 (October 2004): "Session Initiation Protocol (SIP) Extension for Event State Publication",

URL:http://www.ietf.org/rfc/rfc3903.txt

	[draft-norefersub]
	draft-ietf-sip-refer-with-norefersub-00.txt (October 2004): "Referring to Multiple Resources in the Session Initiation Protocol (SIP)", expires April 2005.

URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-refer-with-norefersub-00.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-URI-list]
	draft-ietf-sipping-uri-list-conferencing-02 (November 2004):  "Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)", expires May 2005,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-conferencing-01.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-conference-state]
	draft-ietf-sipping-conference-package-08 (December 2004): "A Session Initiation Protocol (SIP) Event Package for Conference State" , expires June 2005,
URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-conference-package-08.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-ietf-sip-session-timer]
	draft-ietf-sip-session-timer-15 (July 2004): "Session Timers in the Session Initiation Protocol (SIP)", expires January 2005,
URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-session-timer-15.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-multiple-refer]
	draft-ietf-sipping-multiple-refer-01 (September 2004): "Refering to Multiple Resources in the Session Initiation Protocol (SIP)", expires March 2005,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-multiple-refer-01.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-poc-isb-am]
	draft-garcia-sipping-poc-isb-am-00 (October 2004): "Session Initiation Protocol (SIP) Event Package and Data Format for Incoming Session Barring and Answer Mode in support for the Push-to-talk Over Cellular (PoC) service", expires April 2005,

URL:http://www.ietf.org/internet-drafts/draft-garcia-sipping-poc-isb-am-01.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-poc-p-headers]
	draft-allen-sipping-poc-p-headers-00 (November 2004): "Private Header (P-Header) Extensions to the Session Initiation Protocol (SIP) for the Open Mobile Alliance (OMA) Push to talk over Cellular (PoC)", expires May 2005,

URL:http://www.ietf.org/internet-drafts/draft-allen-sipping-poc-p-headers-01.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	[draft-uri-list-message]
	draft-ietf-sipping-uri-list-message-01 (October 2004): “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)", expires April 2005,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-message-01.txt
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

	
	



	[3GPP2 X.S0013.4]
	3GPP2 X.S0013.4: "All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3",
URL:http://www.3gpp2.com/Public_html/specs/X.S0013-004-0_v1.0_022604.pdf

	[TS24.229]
	3GPP TS 24.229: "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3" (Release 6),

URL:http://www.3gpp.org/ftp/Specs/latest/Rel-6/24_series/

	[OMA-PoC-UP]
	OMA Push to talk over Cellular (PoC) – User Plane

	[POC XDM Specification]
	OMA-PoC_XDM_Specification-V1_0.

	[OMA-SyncML-DMStdObj-V1-1-2]
	"SyncML Device Management Standardized Objects"

	[OMA-SyncML-DMTND-V1-1-2]
	"SyncML Device Management Tree and Description".

	[OMA-Pres-Spec]
	OMA SIP/SIMPLE Presence Specification (OMA-PAG-SIMPLE-Spec-V1_0_0)


4 Intellectual Property Rights Considerations

None known.

5 Recommendation

It is proposed to discuss the provided material in the meeting and adopt the changes to the current CP document.
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