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1 Reason for Change

The F.2 section has some errors that need to be corrected.
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Please discuss and accepted the proposed change into new version of the PoC CP.
6 Detailed Change Proposal

F.2 PoC Client initiates a Pre-established Session

PoC Client A initiates a Pre-established Session by sending a SIP INVITE request to a PoC Server performing the Participating PoC Function via SIP/IP Core A. This flow is shown as in Figure 3 "PoC Client A initiates a Pre-established Session".
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Figure 3: PoC Client A initiates a Pre-established Session

The steps of the flows are as follows: 

1.
SIP INVITE request (from PoC Client A to SIP/IP Core A) 


The PoC Client A sends a SIP INVITE request with the Conference-factory-URI for the PoC service as the Request-URI to the SIP/IP Core A. The SIP INVITE request contains an SDP offer including necessary media parameters (e.g. PoC Client IP address, port number(s), supported codecs) and the Talk Burst Control Protocol.

If the PoC Client is not able or willing to receive media streams immediately then the PoC Client A sets the media to "inactive" when generating the SDP offer.

	Request-URI
	sip:PoCConferenceFactoryURI.networkA.net

	
	

	SIP HEADERS
	

	P-Preferred-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA1.0 Acme-Talk5000/v1.01

	Privacy:
	Id

	Contact:
	<sip:PoC-ClientA@networkA.net>;+g.poc.talkburst

	Supported:
	Timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE, SUBSCRIBE,NOTIFY, PUBLISH

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 5555::aaa:bbb:ccc:ddd

	m=
	audio 3456 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:5560

	m=
	application 2000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1


2.
SIP 100 "Trying" response (from SIP/IP Core A to PoC Client A) 


The SIP/IP Core A indicates that it has received the SIP INVITE request by sending a 100 "Trying" provisional response.

3. 
SIP INVITE request (from SIP/IP Core A to PoC Server A) 


The SIP/IP Core A forwards the SIP INVITE request to the PoC Server A performing the Participating PoC Function for PoC Client A according to the SIP/IP Core A routing principles.

	Request-URI
	sip:PoCConferenceFactoryURI.networkA.net

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA1.0 Acme-Talk5000/v1.01

	Privacy:
	Id

	Contact:
	<sip:PoC-ClientA@networkA.net>;+g.poc.talkburst

	Supported:
	Timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE, SUBSCRIBE,NOTIFY,PUBLISH

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 5555::aaa:bbb:ccc:ddd

	m=
	audio 3456 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:5560

	m=
	application 2000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1


4.
SIP 100 "Trying"  response (from PoC Server A to SIP/IP Core A) 


The PoC Server A indicates that it has received the SIP INVITE request by sending a SIP 100"Trying" provisional response.

5.
SIP 200 "OK" response (from PoC Server A to SIP/IP Core A) 


The PoC Server A sends a SIP 200 "OK" as the final response to the SIP INVITE request via the SIP/IP Core A towards the PoC Client A to answer to the SDP offer. The SIP 200 "OK" response contains an SDP answer including the accepted media parameters (e.g. Codecs, PoC Server IP address, port number(s), supported codecs) and the accepted Talk Burst Control Protocol.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ServerA@networkA.net>

	Server:
	PoC-serv/OMA1.0

	Contact
	<sip:Pre-establishedSessionIdentityA@PoC-ServerA.networkA.net>;+g.poc.talkburst

	Require:
	Timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK,REFER,MESSAGE, SUBSCRIBE, NOTIFY, PUBLISH

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 57777::eee:fff:aaa:bbb

	m=
	audio 57787 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:57000

	m=
	application 57790 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1


6.
SIP 200 (OK) response (from SIP/IP Core A to PoC Client A) 


The SIP/IP Core A forwards the SIP 200 "OK" to the PoC Client A. The PoC Client A stores the content of the Contact header as the PoC Session Identity
.

	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:PoC-ServerA@networkA.net>

	Server:
	PoC-serv/OMA1.0

	Contact
	<sip:Pre-establishedSessionIdentityA@PoC-ServerA.networkA.net>;+g.poc.talkburst

	Require:
	Timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK,REFER,MESSAGE, SUBSCRIBE, NOTIFY, PUBLISH

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 57777::eee:fff:aaa:bbb

	m=
	audio 57787 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:57000

	m=
	application 57790 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1


7.
SIP ACK request (from PoC Client A to SIP/IP Core A) 


The PoC Client A acknowledges the SIP 200 "OK" response with a SIP ACK request sent to the SIP/IP Core A.

8.
SIP ACK request (from SIP/IP Core A to PoC Server A) 


The SIP/IP Core A forwards the SIP ACK request to the PoC Server A.
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