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1 Reason for Change

User Plane actions on the case of the PoC Session release, when Pre-established Session is used are not detailed enough specified in CP.  And the termination of the subscription termination policy is not checked is not checked in 7.2.1.9.3. This contribution proposes a solution for these problems.
R01:  Also subclause 7.3.1.10.3 is updated to cover the subscription termination (by referring to the subclause 9.2.1.9.3).
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the chapter below:

6 Detailed Change Proposal

6.1.6.2  Leaving a PoC Session – Pre-established Session case 

Upon receiving a request from a PoC User to leave a PoC Session, the PoC Client:  
· 1. SHOULD release the granted permission to talk or cancel the queued Talk Burst Requests and interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session release";
· 2. SHALL generate a SIP REFER request according to rules and procedures of [RFC3515];

· 3. SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of the Pre-established Session;

· 4. SHALL set the Refer-To header of the SIP REFER request to the PoC Session Identity to leave; 

NOTE:
The PoC Session Identity of the PoC Session to leave may have been received in the TBCP Connect message, in the SIP Contact header of the SIP 200 “OK” response to the SIP INVITE request that established the Pre-established Session, or in the SIP NOTIFY request associated with the SIP REFER request.
· 5. MAY include in the Require header the option tag “norefersub” according to rules and procedures of [draft-norefersub];

· 6. SHALL include the "method" parameter with the value "BYE" in the Refer-To header;

· 7. SHALL include value "id" in the Privacy header according to rules and procedures of [RFC3325] , if anonymity is requested; and,
· 8. SHALL send the SIP REFER request towards the PoC Server via SIP/IP Core within the SIP dialog of the Pre-established Session according to rules and procedures of the SIP/IP Core.  

Upon receiving SIP 2xx response to the SIP REFER request, the PoC Client :

· 1. SHALL handle it according to rules and procedures of [RFC3515] and [RFC3265]
· 2. SHALL, if the option tag “norefersub” was included in the Require header of the SIP REFER request, interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session release".

Upon receiving another response than SIP 2xx to the SIP REFER request, the PoC Client :

· 1. SHALL handle it according to rules and procedures of [RFC3515] and [RFC3265].

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session release";

· 2. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; and,
· 3. MAY display information to the PoC User based on the information in the SIP NOTIFY body. 

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request and does not contain SIP 200 “OK” response in the MIME sipfraq body the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; and,
· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.2.1.9.3 SIP BYE request received within a Pre-established Session

Upon receiving a SIP BYE request to a Pre-established Session the PoC Server:

· 1. SHALL check the PoC Session release policy as specified in subclause 7.2.1.16 "PoC Session release policy" and perform according to the applied PoC Session release policy for every Participant of the PoC Session (except for the owner of the Pre-established Session) the procedures as specified in subclause 7.2.2.4 "Remove of Participant from the PoC Session":

· 2. SHALL remove the owner from the PoC Session by performing the procedures as specified in subclause 7.3.2.6.3 " Leaving a PoC Session within Pre-established Session";

· 3. SHALL generate a notification of the current state of the PoC Session to the PoC Client(s), which have subscribed to the conference state event package, as specified in subclause 7.2.1.11.2 "Generating a SIP NOTIFY request";
· 4. SHALL check the subscription termination policy as specified in subclause 7.2.1.11.3 "Termination of subscription" and for all PoC Clients terminate the existing subscription to the conference state event package, if needed; and,
· 5. SHALL send the SIP NOTIFY request to the PoC Client according to rules and procedure of the SIP/IP Core.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.1.10.3  Pre-established Session release request from PoC Client

Upon receiving a SIP BYE request from the PoC Client within a Pre-established Session the PoC Server:

· 1. SHALL check whether there is a PoC Session using the Pre-established Session. If there is not, then the PoC Server
a) SHALL disconnect the User Plane resources towards the PoC Client by interacting with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release"; and,

b) SHALL generate and send a SIP 200 “OK” response to the SIP BYE request according to rules and procedures of the SIP/IP Core.

· 2. SHALL check whether there is a PoC Session usingthe Pre-established Session and the PoC Session is controlled by this PoC Server.   If there is then the PoC Server 

a) SHALL remove the owner from the PoC Session by performing the procedures as specified in subclause 7.2.1.9.3 " SIP BYE request received within a Pre-established Session"; and,


b) SHALL generate and send a SIP 200 “OK” response to the SIP BYE request according to rules and procedures of the SIP/IP Core;




· 3. SHALL check whether there is a PoC Session using the Pre-established Session, but is not controlled by this PoC Server.  If here is, then the PoC Server
a) SHALL generate a SIP BYE request and set the Request-URI to the PoC Session Identity; and,

b) SHALL send the SIP BYE request towards the Controlling PoC Function according to the procedures of the SIP/IP Core;

Upon receiving a SIP 200 "OK" response from the Controlling PoC Function as a response to the SIP BYE request, the PoC Server 

· 1. SHALL release User Plane resources towards the Controlling PoC Function as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release";

· 2. SHALL release User Plane resources towards the PoC Client as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release";

· 3. SHALL send a SIP 200 "OK" response to the PoC Client.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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