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1 Reason for Contribution

This contribution corrects the references to the clauses in other PoC specifications.
2 Summary of Contribution

Correction of the references in the clause 5.1.1.2.
3 Detailed Proposal

5.2.1.1 PoC Session Initiation, Joining and Release
	MANDATORY FEATURES
	TEST REQUIREMENTS

	NORMAL FLOW
	[01]: On-demand Session establishment: Ad-hoc PoC Group Session - Confirmed Indication (AD 9.2, CP 6.1.3.3.1, 7.2.1.2). Invited PoC Client Automatic Answer Mode. (NOTE)
	Verify that Ad-hoc PoC Group Session is properly established on demand and the inviting PoC Client can get a permission to speak indication when the first invited PoC Client accepts the session.

	
	[02]: On-demand Session establishment: 1-1 PoC Session - Confirmed Indication (AD 9.2/CP 6.1.3.3.1, 6.2.1.2) Invited PoC Client Automatic Answer Mode. (NOTE)
	 Verify that 1-1 PoC Session is properly established on demand and the inviting PoC Client can get a permission to speak indication when the invited PoC Client accepts the session.

	
	[03]: On-demand Session establishment: Pre-arranged PoC Group Session - Confirmed Indication (AD 9.3/CP 6.1.3.3.2, 6.2.1.2) Invited PoC Client Automatic Answer Mode. (NOTE)
	Verify that Pre-arranged PoC Group Session is properly established on demand and the inviting PoC Client can get a permission to speak indication when the first invited PoC Client accepts the session.

	
	[04]: On-demand Session establishment: Ad-hoc PoC Group Session (AD 9.2/CP 6.1.3.3.1, 6.2.1.3) - Invited PoC Client Manual Answer Mode.
	Verify that Ad-hoc PoC Group session is properly established on demand and the invited PoC Client(s) alert. The inviting PoC Client can get a permission to speak indication when the first invited PoC user accepts the session.

	
	[05]: On-demand Session establishment: 1-1 PoC Session (AD 9.2/CP 6.1.3.3.1, 6.2.1.3) - Invited PoC Client Manual Answer Mode.
	Verify that 1-1 PoC Session is properly established on demand and the invited PoC Client alerts. The inviting PoC Client can get a permission to speak indication when the invited PoC user accepts the session.

	
	[06]: On-demand Session establishment: Pre-arranged PoC Group Session (AD 9.3/CP 6.1.3.3, 6.2.1.3) - Invited PoC Client Manual Answer Mode.
	Verify that Pre-arranged PoC Group Session is properly established on demand and the invited PoC Client(s) alert. The inviting PoC Client can get a permission to speak indication when the first invited PoC user accepts the session.

	
	[07]: Treatment of session initiation in 1-1 PoC Session if Invited PoC User's access policy indicates that invitations from Inviting PoC User are to be rejected (i.e. <allow-invite> action has value “reject”) (AD 8.18/CP 7.3.2.2)
	Verify that the inviting PoC user’s session request is rejected and the inviting PoC user can get an error message of the rejected invitations. 

	
	[08]: Treatment of session initiation in 1-1 PoC Session if Incoming PoC Session Barring is active (AD 8.18/CP 7.3.2.2)
	Verify that the inviting PoC user’s request is rejected and the inviting PoC user can get an error message of the barred invitations.

	
	[09]: Leaving PoC Session in on-Demand Session (AD 9.5.1/CP 6.1.6.1)
	Verify that PoC Client is able to leave On-demand PoC Session properly. 

	
	[10]: Removing PoC Participant from PoC Session by PoC Server. (RD 6.1.5.5/CP 7.2.2.4)
	Verify that PoC Participant can be properly removed from PoC Session.

	
	[11]: Re-joining PoC Session in On-demand Session (AD 9.6.1/CP 6.1.5.1) 
	Verify that PoC Client is able to re-join on-demand Session properly.

	
	[12]: Adding PoC User to PoC Session: invited PoC User in Manual Answer Mode (AD 9.7/CP 6.1.7, 7.2.1.8).
	Verify that a new PoC User can be properly added to the existing session. 

	
	[13]: Adding PoC user to PoC Session: invited PoC user in Automatic Answer Mode (AD 9.7/CP 6.1.7, 7.2.1.8).
	Verify that a new PoC user can be properly added to the existing PoC Session.  

	
	[14]: Joining PoC Chat Session (AD 9.4/CP 6.1.3.3.2, 7.2.1.5)
	Verify that the PoC Client is able to join the Chat PoC Group Session.

	
	[15]: PoC Session release upon the last Participant leaving the Chat Group Session (CP 7.2.1.16).
	Verify that PoC Session is released when the last Participant leaves the session. This can be verified by trying the rejoining the PoC Session resulted in error.

	
	[16]: PoC Session release upon the second last Participant leaving the Pre-arranged PoC or Ad-hoc PoC Group Session. (CP 7.2.1.16). 
	Verify that PoC Session is released when the second last Participant leaves the session 

	
	[17]: Pre-arranged PoC Session release upon the initiator leaving the session (CP 7.2.1.16).
	Verify that PoC Session can be released when the initiator leaves the session 

	
	[18]: PoC Session release after the PoC Session has lasted longer than the pre-defined time (CP 7.2.1.16).
	Verify that PoC Session can be released based on maximum PoC Session length.

	
	[19]: PoC Session release after pre-defined time period of no Talk Burst (UP 9.1)
	Verify that PoC Session can be released after pre-defined inactivity time period.

	
	[20]: Identity Information of Inviting PoC User in all session modes

Identity information of Inviting user to invited party(ies) (RD 6.1.4.3)
	Verify that the invited party can receive the identity information of the Inviting PoC User when privacy is not indicated in the PoC session establishment.

	
	[21]: Group Identity in Pre-arranged PoC Group

Identity for Groups to be used to address the Group and initiate session (RD 6.1.9.5/CP 6.1.3.2.3/CP 6.1.3.3.3)
	Verify that the Group can be addressed and the PoC Group Session can be initiated using the PoC Group Identity.

	
	[22]: Adding a PoC user - Notification: in Ad-hoc PoC Group, Pre-arranged PoC Group.

Notification of result of invitation of the invited PoC subscriber (RD 6.1.5.6/CP 6.1.7)
	Verify that the notification about the result of the invitationof the Invited PoC User is received (accepted, rejected invitation, unavailable)

	
	[23]: Adding a PoC User - Floor Status Information:

Floor Status information to Invited PoC User after session acceptance (RD 6.1.5.6/UP 6.3.4)
	Verify that the information about the status of the floor is received by the added PoC User.

	
	[24]: Policy based adding:

PoC Client can add PoC User(s) to a PoC Session, when allowed by the adding policy (CP 7.2.1.15).
	Verify that a PoC User is added to a PoC Session upon pre-defined policy if allowed.

	
	[25]: Policy-based release:

Termination of PoC Session based on pre-defined policy (RD 6.1.6, 6.1.9.3/CP 7.2.1.16)
	Verify that the PoC Session is released upon request based on pre-defined policy and Participants are removed and re-joining is rejected.

	ERROR FLOW
	[01]: Notification if PoC Session is not established (RD 6.1.4.2.1, 6.1.4.2.2/CP 7.2.1)
	Verify that the notification is received when PoC Session is not established (no answer of invited Participants).

	
	[02]: Reject session establishment if inviting PoC User is not allowed to initiate the Pre-arranged PoC Group Session (i.e. not authorized by the <allow-initiate-conference> action of the PoC Group document) (RD 6.1.4.2.1/CP 7.2.1.3)
	Verify that the inviting PoC User’s session request is rejected and the PoC User receives an error message.

	
	[03]: Reject (re-)joining request if maximum number of Participants is reached and inform (re-) joining user (RD 6.1.4.2.1, 6.1.4.2.2, 6.1.4.4; 6.1.5.2)
	Verify that the (re-)joining PoC User’s session request is rejected and the PoC User receives an error message.

	
	[04]: Reject rejoining request if session is closed/or does not exist/is released and inform re-joining user (RD 6.1.4.2.1, 6.1.4.2.2, 6.1.4.4, 6.1.5.6, 6.1.6/CP 7.2.1.4)
	Verify that the (re-)joining PoC User’s session request is rejected and the PoC User receives an error message.

	
	[05]: Reject if not re-joining into same Ad-hoc PoC Group Session (RD 6.1.2/CP 7.2.1.6)
	Verify that the (re-)joining PoC User’s session request is rejected and the PoC User receives an error message.

	
	[06]: Reject request to join Pre-arranged PoC Group if joining PoC User is not allowed (i.e. <join-handling> action has value “reject”) and inform joining use (RD 6.1.2/CP 7.2.1.6)
	Verify that the joining PoC user’s session request is rejected and the PoC User receives an error message.

	
	[07]: Reject request to join Restricted Chat PoC Group if joining PoC User is not allowed (i.e. <join-handling> action has value “reject”) and inform joining user (RD 6.1.4.4/CP 7.2.1.6)
	Verify that the joining PoC User’s session request is rejected and the PoC User receives an error message.

	
	[08]: Reject invitation request if maximum number of Participants is reached in the Ad-hoc PoC Group (RD 6.1.5.6)
	Verify that the inviting PoC User’s session request is rejected and the PoC User receives an error message.

	
	[09]: PoC Client not available during session setup
	Verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.

	
	[10]: Connection between PoC Servers torn down during session setup
	Verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.


Table 2: Mandatory Test Requirements for PoC Session Initiation, Joining and Release
NOTE: The test cases [01], [02] and [03] cannot be tested if the Controlling PoC Function supports the optional functionality of unconfirmed indication.
4 Intellectual Property Rights
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5 Recommendation

Correct as proposed.
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