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1 Reason for Change

a) Justification: 

CP 7.2.1.4 and 7.2.1.5 are not consistent with UP 6.4.5.1.1.  This contribution proposes corrections.    

b) Clauses affected:

Subclause 7.2.1.4 and 7.2.1.5.

c) Summary of change:

According to UP 6.4.5.1.1 in case of Chat PoC Group the SIP INVITE is not an implicit TB request.  Therefore the corresponding steps shall be corrected to indicate the interaction with UP to generate the state machine, but not to make any TBCP procedures.

d) Consequence if not approved:

Confusion for reader.

e) Reason for revision:

N/A. 

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the chapter below:

6 Detailed Change Proposal

7.2.1.4 Rejoining PoC Session request

Upon receipt of a SIP INVITE request that includes a PoC Session Identity in the Request-URI the PoC Server:

· 1. SHALL check whether the Accept-Contact header includes the PoC feature-tag '+g.poc.talkburst' and if it is not included the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

· 2. SHALL check the presence of the Session Type uri-parameter in the Request-URI and if it is present check whether it matches with the correct Session Type of the Request-URI and if it doesn’t then the PoC Server performing the Controlling PoC Function SHALL reject the request with a SIP 404 “Not Found” response including ‘Correct Session Type of <Request-URI> is ”<correct Session Type>”’ text in the Warning header. Otherwise, continue with the rest of the steps;

· 3. SHALL check whether the Authenticated Originator's PoC Address of the joining PoC User is allowed to join by performing the actions specified in subclause 7.2.1.6 "PoC Session joining policy". If it is not allowed to join the PoC Server performing the Controlling PoC Function SHALL respond with a SIP 403 ”Forbidden” response to the originating network. Otherwise, continue with the rest of the steps;

· 4. SHALL in the case a Chat or Pre-arranged PoC Group Session check if  “<max-participant-count>” as specified in [PoC-XDM Specification] is already achieved.  If achieved, PoC Server SHALL return a SIP 486 “Busy Here” response with the Warning header set to “Too many participants” to the originating network. Otherwise, continue with the rest of the steps;

· 5. SHALL check whether privacy is allowed for the Authenticated Originator’s PoC Address, when anonymity is requested with the Privacy header containing the tag "id".  If not allowed, the PoC Server SHALL respond with a SIP 403 "Forbidden" response to the originating network. Allowing privacy for a specific Authenticated Originator’s PoC Address is defined using <allow-anonymity> element of the PoC Group’s authorization rules as specified in [PoC-XDM Specification].   Otherwise, continue with the rest of the steps;

· 6. SHALL validate that the Media Parameters and at least one codec offered in the SIP INVITE request are acceptable for the PoC Server and if not reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

· 7. SHALL accept the SIP request and generate a SIP 200 "OK" response to the SIP request as specified in the subclause 7.2.1.1 "General"; 

· 8. SHALL include a MIME SDP body as a SDP answer in the SIP 200 "OK" response according to rules and procedures of [RFC3264] and [RFC2327] as follows:

a) The IP address and port number at the PoC Server for the RTP Session;

b) The codec(s) and Media Parameters which SHALL be from the list contained in the SDP offer in the incoming SIP INVITE request from the originating network. The PoC Server MAY reduce the list of codec(s) and Media Parameters based on the following: codec(s) and Media Parameters contained in SDP answers received or sent in SIP 200 “OK” responses from or to other PoC Session Participants(s); codec(s) and Media Parameters that are currently used in this PoC Session; 

c) If another IP address or port is used instead of the default IP address and port number as specified in [RFC3550], set the IP address and port number to be used for RTCP at PoC Server according to rules and procedures of [RFC3605];

d) The Talk Burst Control Protocol(s) and Talk Burst parameters selected by the PoC Server from those contained in the SDP offer in the incoming SIP INVITE request from the originating network. In addition, the PoC Server MAY limit the number of Talk Burst Control Protocol(s) and Talk Burst parameters included in the SDP answer in SIP 200 “OK” response based either on the Talk Burst Control Protocol(s) and Talk Burst parameters contained in SDP answers received or sent in SIP 200 “OK” responses from or to other PoC Session Participants(s) or the Talk Burst Control Protocol(s) and Talk Burst parameters that are currently used in a PoC Session; and

e) The PoC Server’s port number(s) to be used for the Talk Burst Control Protocol(s).

· 9. SHALL send the SIP 200 "OK" response towards the PoC Client according to rules and procedures of SIP/IP Core;

· 10. SHALL interact with the User Plane as specified in [OMA-PoC- UP] "Controlling PoC Function procedures at PoC Session initialization";

· 11. SHALL generate a notification to the PoC Clients, which have subscribed to the conference state event package that a PoC User has joined in the PoC Group Session, as specified in subclause 7.2.1.11.2 "Generating a SIP NOTIFY request""; and,

· 12. SHALL send the SIP NOTIFY request to the PoC Clients according to rules and procedure of the SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.2.1.5 Joining Chat PoC Group Session request

Upon receipt of a SIP INVITE request that includes a PoC Group Identity, which identifies the Chat PoC Group in the request URI that is owned by the PoC Server, the PoC Server: 

· 1. SHALL check whether the Accept-Contact header includes the PoC feature-tag '+g.poc.talkburst' and if it is not included the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

· 2. SHALL check whether the PoC Group Identity in the Request-URI identifying a Chat PoC Group is allocated and perform the actions specified in subclause 7.5.2 "Conference URI does not exist" if it is not allocated. Otherwise, continue with the rest of the steps;

· 3. SHALL check the presence of the Session Type uri-parameter in the Request-URI and if it is present check whether it has the value “session=chat” and if it doesn’t then the PoC Server performing the Controlling PoC Function SHALL reject the request with a SIP 404 “Not Found” response including ‘Correct Session Type of <Request-URI> is ”chat”’ text in the Warning header. Otherwise, continue with the rest of the steps;

· 4. SHALL check the presence of the "isfocus" feature parameter in the URI of the Contact header and if it is present then the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response including "isfocus already assigned" text in the Warning header. Otherwise, continue with the rest of the steps;

· 5. SHALL check whether the Authenticated Originator's PoC Address of the joining PoC User is allowed to join by performing the actions specified in subclause 7.2.1.6 "PoC Session joining policy". If it is not allowed to join the PoC Server SHALL reject the request with a SIP 403 "Forbidden" response to the originating network. Otherwise, continue with the rest of the steps;

· 6. SHALL check if  “<max-participant-count>” as specified in [PoC-XDM Specification] is already reached.  If reached, PoC Server SHALL return SIP 486 “Busy Here” response with the Warning header set to “Too many participants” to the originating network. Otherwise, continue with the rest of the steps;

· 7. SHALL check whether privacy is allowed for the Authenticated Originator’s PoC Address, when anonymity is requested with the Privacy header containing the tag "id".  If not allowed, the PoC Server SHALL respond with a SIP 403 "Forbidden" response to the originating network. Allowing privacy for a specific Authenticated Originator’s PoC Address is defined using <allow-anonymity> element of the PoC Group’s authorization rules as specified in [PoC-XDM Specification].  Otherwise, continue with the rest of the steps;

· 8. SHALL validate that the Media Parameters and at least one codec offered in the SIP INVITE request are acceptable for the PoC Server and if not reject the request with a SIP 488 "Not Acceptable Here" response. Otherwise, continue with the rest of the steps;

· 9. SHALL check whether the Chat PoC Group Session already exists. If it doesn't exist, the PoC Server creates a Chat PoC Group Session; 

· 10. SHALL accept the SIP request and generate a SIP 200 "OK" response to the SIP INVITE request as specified in the subclause 7.2.1.1 "General". The PoC Server: 

a) SHALL include a MIME SDP body in the SIP 200 "OK" response as a SDP answer according to rules and procedures of [RFC3264] and [RFC2327] as follows:

i. The IP address and port number at the PoC Server for the RTP Session;

ii.  The codec(s) and Media Parameters  which SHALL be from the list contained in the SDP offer in the incoming SIP INVITE request from the originating network; The PoC Server MAY reduce the list of codec(s) and Media Parameters based on the followin: codec(s) and Media Parameters contained in SDP answers received or sent in SIP 200 “OK” responses from or to other PoC Session Participants(s); codec(s) and Media Parameters that are currently used in this PoC Session; 

iii. if another IP address or port is used instead of the default IP address and port number as specified in [RFC3550], set the IP address and port number to be used for RTCP at the PoC Server according to rules and procedures of [RFC3605];

iv. The Talk Burst Control Protocol(s) and Talk Burst parameters selected by the PoC Server from those contained in the SDP offer in the incoming SIP INVITE request from the originating network. In addition, the PoC Server MAY limit the number of Talk Burst Control Protocol(s) and Talk Burst parameters included in the SDP answer in SIP 200 “OK” response based either on the Talk Burst Control Protocol(s) and Talk Burst parameters contained in SDP answers received or sent in SIP 200 “OK” responses from or to other PoC Session Participants(s) or the Talk Burst Control Protocol(s) and Talk Burst parameters that are currently used in a PoC Session; and 

v. The PoC Server’s port number(s) to be used for the Talk Burst Control Protocol(s).

· 11. SHALL send the SIP 200 "OK" response towards the PoC Client according to rules and procedures of SIP/IP Core;

· 12. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Controlling PoC Function procedures at PoC Session initialization";

· 13. SHALL send a notification to the PoC Clients, which have subscribed to the conference state event package that a PoC User has joined in the PoC Group Session, as specified in subclause 7.2.1.11.2 "Generating a SIP NOTIFY request"; and,

· 14. SHALL send the SIP NOTIFY request to the PoC Clients according to rules and procedure of the SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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