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1 Reason for Contribution

PR17 requires further standardisation for authentication to guarantee the interoperability.  Let’s study shortly what PoC 1 specifications say about the issue (specification text in blue):
CP says:

6.1.1 PoC service registration

6.1.1.1 General

The PoC Client SHALL register, re-register and de-register to the SIP/IP Core according to rules and procedures of [RFC3261] with the clarifications in the following subclauses.

When registering and re-registering, the PoC Client

· 1. SHALL generate a SIP REGISTER request;

· 2. SHALL include the PoC feature-tag ‘+g.poc.talkburst’ in the Contact header of the SIP REGISTER request;
· 3. SHALL include the PoC feature-tag ‘+g.poc.groupad’ in the Contact header of the SIP REGISTER request if receiving of Group Advertisement messages is supported; 

· 4. SHALL include a Require header with the option tag “pref” according to rules and procedures of [RFC3840]; and,

· 5. SHALL include the User-Agent header in the SIP REGISTER request to indicate the PoC release version as specified in subclause C.4.1 “Release version in User-agent and Server headers”. 

When de-registering, the PoC Client

· 1. SHALL generate a SIP REGISTER request;

· 2. SHALL include the PoC feature-tag ‘+g.poc.groupad’ in the Contact header of the SIP REGISTER request if the PoC Client needs to continue to receive Group Advertisement messages; 

· 3. SHALL include a Require header with the option tag “pref” according to rules and procedures of [RFC3840]; and,

· 4. SHALL include the User-Agent header in the SIP REGISTER request to indicate the PoC release version as specified in subclause C.4.1 “Release version in User-agent and Server headers”.

6.1.1.2 PoC service registration and re-registration

When the PoC Client sends a SIP REGISTER or SIP re-REGISTER request to the SIP/IP Core the PoC Client:

1. SHALL generate a SIP REGISTER request as specified in subclause 6.1.1.1 “General”;

2. SHALL insert in the SIP REGISTER request any necessary security parameters (e.g. Digest response) according to rules and procedures of the SIP/IP Core; and,

3. SHALL send the SIP REGISTER request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.

Each time the PoC Client has successfully performed an initial registration the PoC Client SHALL publish the PoC service settings as specified in subclause 6.1.2 “PoC service settings procedure”.

NOTE 1: 
The SIP/IP Core may challenge and authenticate the SIP REGISTER request requiring the resending of the SIP REGISTER request with authentication credentials.

NOTE 2:
Periodic application level re-registration is initiated by the PoC Client to refresh an existing registration based on the re-registration requirements of the SIP/IP Core.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.1.3  PoC service de-registration

The PoC Client MAY deregister for the PoC service by either:

· If the terminal needs to remain SIP/IP Core registered the PoC Client SHALL reregister with the SIP/IP Core without including the PoC feature-tag  '+g.poc.talkburst' and the feature-tag ‘+g.poc.groupad'; or

· If the terminal also needs to deregister from the SIP/IP Core, the PoC Client SHALL send a SIP REGISTER request with an Expires header set to 0.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

ETR has a test requirement:

5.1.1 Mandatory Test Requirements

5.1.1.1 Registration

	MANDATORY FEATURES
	TEST REQUIREMENTS

	NORMAL FLOW
	[01]: Registration (AD 8.5/CP 6.1.1)
	Verify that registration is done properly.

	
	[02]: De-Registration (CP 6.1.1)
	Verify that de-registration is done properly.

	ERROR FLOW
	---
	---


Table 1: Mandatory Test Requirements for Registration 

So the registration and authentication is covered in CP and ETR (and RFC 3261), but test case in ETS may be incomplete.

=> PoC WG doesn’t see a need for specification update.       

2 Summary of Contribution

The issue described in PR17 is already covered in CP and ETR, but ETS may be incomplete.

3 Detailed Proposal

PR 17 can be closed without further actions in PoC WG.  

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss and agree the contribution and inform the IOP PoC SWG.
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