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1 Reason for Change

a) Justification: 

The PoC Client may reject the invitation request (Connect) by sending TB_Ack.  This shall be taken account also on CP to release the PoC Session towards the inviting PoC User.  UP part of the solution is in CR 0012.

This contribution proposes to correct the problem on the CP side.  
b) Clauses affected:

Sub clause 7.3.1.8. 

c) Summary of change:

When PoC Client rejects the Connect message the PF releases the PoC Session towards the inviting PoC Client. 

d) Consequence if not approved:

The inviting PoC User can’t be informed, that the invited PoC User has rejected the invitation.  
e) Reason for revision:

N/A.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

UP, see 0012.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the chapter below:

6 Detailed Change Proposal

7.3.1.8  SIP REFER request received

Upon receiving a SIP REFER request containing in the Request-URI a SIP URI of a Pre-established Session owned by this PoC Server, the PoC Server:

· 1. SHALL perform the procedures specified in subclause 7.3.1.5 "PoC Session Initiation using Pre-established Session", if the “method” parameter in the Refer-to header is set as “INVITE” or is not present; or

· 2. SHALL perform the procedures specified in subclause 7.3.1.10.2  "SIP REFER BYE request from the PoC Client - Pre-established Session case", if the “method” parameter in the Refer-to header is set as ”BYE”.

Upon receiving a PoC Session release request from the User Plane as specified in [OMA-PoC-UP] “Receive TBCP Talk Burst Acknowledgement message (R: TB_Ack)” or “T15 (Connect message re-transmit) timer fired N times” or “Receive PoC Session release indication from PoC Client (R: PoC Session release from PoC Client)”, the PoC Server:

· 1. SHALL perform the procedures specified in subclause 7.3.1.10.2  "SIP REFER BYE request from the PoC Client - Pre-established Session case".

Upon receiving a SIP REFER request containing in the Request-URI a SIP URI of a PoC Session not owned by this PoC Server, the PoC Server:

· 1. SHALL, if the PoC Server wants to remain on the signalling path insert a Record-Route header containing its own address; and, 

· 2. SHALL forward the SIP REFER request towards the Controlling PoC Function according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP final response to a SIP REFER request the PoC Server forwarded, the PoC Server SHALL forward the SIP final response along the signaling path towards the initiating PoC Client according to rules and procedures of [RFC3261].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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