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1 Reason for Change

a) Justification: 

In some subclauses the reference to appendix C.4.1 is wrong.  It should be E.4.1.  
This contribution proposes to correct the problem.  
b) Clauses affected:

Sub clauses 6.1.1.1, 6.1.1.2, 6.1.8 and 6.1.9. 

c) Summary of change:

The misleading reference C.4.1 is changed to E.4.1. 

d) Consequence if not approved:

Confusion for the reader.  
e) Reason for revision:

N/A.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the chapter below:

6 Detailed Change Proposal

6. Procedures at the PoC Client

6.1 PoC Client originating procedures

6.1.1 PoC service registration

6.1.1.1 PoC service registration and re-registration

The PoC Client registration and re-registration to the SIP/IP Core SHALL be made according to rules and procedures of [RFC3261] with the clarifications in the following.

When registering or re-registering, the PoC Client

· 1. SHALL generate a SIP REGISTER request;

· 2. SHALL include the PoC feature tag ‘+g.poc.talkburst’ in the Contact header of the SIP REGISTER request;
· 3. SHALL include the PoC feature tag ‘+g.poc.groupad’ in the Contact header of the SIP REGISTER request if receiving of Group Advertisement messages is supported; 

· 4. SHALL include a Require header with the option tag “pref” according to rules and procedures of [RFC3840]; and,

· 5. SHALL include the User-Agent header in the SIP REGISTER request to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”. 
· 6. SHALL insert in the SIP REGISTER request any necessary security parameters (e.g. Digest response) according to rules and procedures of the SIP/IP Core; and,

· 7.  SHALL send the SIP REGISTER request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.

Each time the PoC Client has successfully performed an initial registration the PoC Client SHALL publish the PoC PoC Service Setting as specified in subclause 6.1.2 “PoC Service Settings procedure”.

NOTE 1: 
The SIP/IP Core may challenge and authenticate the SIP REGISTER request requiring the resending of the SIP REGISTER request with authentication credentials.

NOTE 2:
Periodic application level re-registration is initiated by the PoC Client to refresh an existing registration based on the re-registration requirements of the SIP/IP Core.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.1.2 PoC service de-registration

When de-registering the PoC Client SHALL de-register to the SIP/IP Core according to rules and procedures of [RFC3261] with the clarifications in the following.

The PoC Client:

· 1. SHALL generate a SIP REGISTER request;

· 2. SHALL include the PoC feature tag ‘+g.poc.groupad’ in the Contact header of the SIP REGISTER request if the PoC Client needs to continue to receive Group Advertisement messages; 

· 3. SHALL include a Require header with the option tag “pref” according to rules and procedures of [RFC3840]; 

· 4. SHALL include the User-Agent header in the SIP REGISTER request to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”;

· 5. SHALL include the Expires header set to 0, if the User Equipment also needs to de-register from the SIP/IP Core; and,

· 6. SHALL send the SIP REGISTER request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.  

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS the PoC Client SHALL use 3GPP/3GPP2 IMS registration mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

.

.

.

6.1.3 PoC Session initiation

6.1.3.1 General

The PoC Client SHALL generate an initial SIP request according to rules and procedures of  [RFC3261].  The PoC Client:

· 1. SHALL include an Accept-Contact header with the PoC feature tag ‘+g.poc.talkburst’ along with ‘require’ and ‘explicit’ parameters according to rules and procedures of  [RFC3841] in all initial SIP requests; 

· 2. SHALL include a User-Agent header to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”;

· 3. SHALL include the PoC feature tag ‘+g.poc.talkburst’ in the Contact header; 

· 4. SHOULD include an Allow header with all supported SIP methods; 

· 5. SHALL include the PoC Address of the PoC User as the Authenticated Originator’s PoC Address as specified in subclause 5.2 “Authenticated Originator’s PoC Address”;

· 6. MAY include a Nick Name in the Authenticated Originator’s PoC Address as specified in subclause 5.4 “Nick Name”. 

The PoC Client SHALL generate an initial SIP INVITE request according to rules and procedures of  [RFC3261].  The PoC Client:

· 1. SHALL include the option tag ‘timer’ in the Supported header; and,
· 2. SHOULD include the Session-Expires header with the refresher parameter set to ‘’uac’’ according to rules and procedures of [RFC4028].
NOTE:
The use of the option tag ‘precondition’, as specified in [RFC3312], and the option tag ‘100rel’, specified in [RFC3262], is not defined for POC-1 reference point.

On receipt of a SIP final response or SIP provisional response to the SIP request, the PoC Client: 

· 1. SHALL store the list of SIP methods that the PoC Server supports if received in the Allow header; and,
· 2. SHALL store the contact if received in the Contact header.

On receipt of the SIP 200 “OK” response to the initial SIP INVITE request the PoC Client:

· 1. SHALL start the SIP Session timer using the value received in the Session-Expires header according to rules and procedures of [RFC4028].

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

.

.

.

6.1.8 PoC Client sending an Instant Personal Alert 

Upon a request from a PoC User to send an Instant Personal Alert with a PoC Address identifying the receiving PoC Client, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request according to rules and procedures of [RFC3428];

· 2. SHALL include Request-URI with the PoC Address of the PoC User to be alerted;

· 3. SHALL include the PoC Address of the PoC User in the Authenticated Originator’s PoC Address as specified in subclause 5.2 “Authenticated Originator’s PoC Address”;

· 4. SHALL include an Accept-Contact header with the PoC feature tag, ‘+g.poc.talkburst’ along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC3841]; 

· 5. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”; and,
NOTE 1:
 It has not been determined whether anything needs to be added about the value of the content-type.

· 6. SHALL send the SIP MESSAGE request towards the PoC Server according to rules and procedures of the SIP/IP Core.

NOTE 2: 
Privacy cannot be applied with the Instant Personal Alert. If anonymity is required by the sending PoC User then the Instant Personal Alert should not be sent, because the PoC Server will reject the request. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms, according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.9 PoC Client sending a Group Advertisement

Upon a request from a PoC User to send a Group Advertisement, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request according to rules and procedures of  [RFC3428]; 

· 2. SHALL include an Accept-Contact header with the PoC feature tag ‘+g.poc.groupad’ along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC 3841];

· 3. SHALL include PoC specific content in the form of MIME vnd.poc.group-advertisement+xml body.  The PoC Client:
d) SHALL include the <Group> element with the “type” attribute set to

i. “dialed-in” in the case of a Chat PoC Group; or

ii. “dialed-out” in case of a Pre-arranged PoC Group. 
b) MAY include the <display name> element with the value set to PoC Group Name of the PoC Group; 

c) SHALL include the <uri> element with the value set to the PoC Group Identity of the PoC Group; and,

d) MAY optionally include free text in the <note> element.  
NOTE 1: The vnd.poc.group-advertisement+xml is specified in the subclause E.1.1 “Group Advertisement”.

· 4. SHALL set the Request-URI according to the PoC User’s selection to a PoC Address of a PoC User, or to a PoC Group Identity identifying a Chat PoC Group or a Pre-arranged PoC Group, or to an Exploder-URI identifying a SIP MESSAGE URI-list serviceaccording to rules and procedures of [draft-uri-list-message], if the Exploder-URI is provisioned for PoC Client;

· 5. SHALL include the PoC Address of the PoC User in the Authenticated Originator’s PoC Address as specified in subclause 5.2 “Authenticated Originator’s PoC Address”;

· 6. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”; and,
· 7. SHALL send the SIP MESSAGE request towards the PoC Server according to the procedures of the SIP/IP Core.

NOTE 2:
Privacy cannot be applied with Group Advertisement. If anonymity is required by the sending PoC User, the Group Advertisement should not be sent, because the PoC Server will reject the request.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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