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1 Reason for Change

a)
Justification: 

The step to add the User-Agent and Server Headers is missing in the PoC Service Settings Procedures for PoC Client and PoC Server. 

This contribution proposes to correct this problem.  

b)
Clauses affected:

Sub clause 6.1.2 and 7.3.1.14 

c)
Summary of change:

Add missing steps on provisioning of the User-Agent and Server Headers in the PoC Service Settings Procedures.
d)
Consequence if not approved:

Backwards compatibility problems may arise when introducing version PoC 1.x or higher.
e)
Reason for revision:
The information on the release version and product information of the PoC Clients and PoC Servers shall be available to both PoC Clients and PoC Servers before the invocation of the PoC Service. 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC TWG, agree to the changes and incorporate in the next release of PoC version 1.0 CP TS.
6 Detailed Change Proposal
Change 1:  6.1.2  
6.1.2 PoC Service Settings procedure

To set, update or refresh the PoC Service Settings, the PoC Client:

· 1. SHALL generate a SIP PUBLISH request according to rules and procedures of [RFC3903] and [RFC4353];

· 2. SHALL set the Request-URI of the SIP PUBLISH request to the PoC Address of the PoC User;
· 3. SHALL include the PoC Address of the PoC User as the Authenticated Originator's PoC Address as specified in subclause 5.2 “Authenticated Originator's PoC Address”;
· 4. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.talkburst' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC 3841]; 
· 5. SHALL include User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";
· 6. SHALL set the Event header to the value 'poc-settings';

· 7. SHALL set PoC Service Settings expiration timer in expires header according to rules and procedures of [RFC 3903], in the same range as the registration timer recommended by SIP/IP Core;

· 8. SHALL include the PoC Service Settings as follows:

a. Answer mode setting (auto-answer or manual-answer);

b. Incoming PoC Session Barring setting (ISB active or ISB not active);

c. Incoming Instant Personal Alert Barring setting (IAB active or IAB not active); and,

d. Simultaneous PoC Sessions Support setting (SSS active or SSS not active).

· 9. SHALL send the SIP PUBLISH request according to rules and procedures of SIP/IP Core.

On receiving the SIP 200 "OK" response to the SIP PUBLISH request the PoC Client MAY indicate to the PoC User the successful communication of the PoC Service Settings to the PoC Server. 

NOTE: 
It needs to be studied whether a single PoC Address can be used with more than one PoC Client.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 2:  7.3.1.14
7.3.1.14 PoC Service Setting procedure

Upon receiving a SIP PUBLISH request the PoC Server: 

· 1. SHALL check whether the Accept-Contact header includes the PoC feature tag '+g.poc.talkburst' and if not included the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

· 2. SHALL check whether the Event header includes value 'poc-settings' and if not included the PoC Server SHALL return a SIP 489 "Bad event" response. Otherwise, continue with the rest of the steps;

· 3. SHALL perform the actions to verify the Authenticated Originator’s PoC Address of the PoC Client and if not authorized the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

· 4. SHALL process the SIP PUBLISH request according to rules and procedures of [RFC3903] and if processing of the SIP request was successful continue with next step;

· 5. SHALL store the PoC Service Settings until PoC Sercice Settings expiration timer is expired; and,

NOTE 1:  The PoC Service Settings are “Answer Mode Indication”, “Incoming PoC Session Barring”, “Incoming Instant Personal Alert Barring”  and “Simultaneous PoC Sessions Support”.

· 6. SHALL generate a SIP 200 "OK" response according to rules and procedures of [RFC3261];
· 7. SHALL include a Server header to indicate the PoC release version as specified in subclause E.4.1 “Release version in User-agent and Server headers”
· 8. SHALL send SIP 200 "OK" response to the SIP PUBLISH request.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS session mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.PS0013.4] with the clarifications given in this subclause. 
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