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1 Reason for Change

2 R02 – also containing the suggested modification of NSN
3 R01: Modified according to comments received in R&A and in the Beijing meeting.
	
	Mr. Sedlacek Ivo
	Nokia Siemens Networks
	Yes
	- "allowed" in "• the maximum number of allowed Simultaneous PoC Sessions is not reached." does not seem to be necessary - the opposite (the maximum number of not-allowed Simultaneous PoC Sessions) has no meaning
- C.1.1 - the last bullet list needs to be updated too
- C.2.1.1. when REGISTER is received by the PoC Server, the PoC Service Settings have not been received yet
- since each C.2.1.X chapter relates to an action, new chapters for PoC Service Settings publishing/de-publishing procedure should be added
- the changes should be SHOULD or MAY in order not to break backward compatibility


· New chapter describing the PoC Service setting is introduced
· A void chapter introduced in order to make changes forward compatible with PoC 2.0.

· The "Registration and de-registration" subclause updated to allow for both the "old" (miss) behavior and the new (correct) behavior.
· Procedure table updated to reflect the above changes.

· Some parts of the changes described in "OMA-POC-POCv2-2008-0024-CR_CP_Appendix_C_Inconsistency_between_Alert_and_PoC_Session" are included in this document.
· Some minor editorial correction.
· "… allowed Simultaneous PoC Sessions…" ( "….Simultaneous PoC Sessions…" in several places.
Justification

The Appendix C claims that a PoC User is available to PoC when a PoC User registers, that's not true. Before a PoC User is available for PoC the PoC Client shall publish the PoC Service Settings.
Summary of Change

Modifies Appendix C to indicate that a PoC User is available to PoC after the PUBLISH is sent and received by the PoC Server.
Scope of Change

Appendix C is modified.
Consequence if not accepted

The PoC Server can not act as a presence source since the PoC Address is not available yet. 
4 Impact on Backward Compatibility

None
5 Impact on Other Specifications

PoC 2 need to be updated too.
6 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

7 Recommendation

To include the proposed changes as described in clause 6 in the next version of the CP.
8 Detailed Change Proposal

Change 1:  ()

Appendix C. Presence information elements and procedures
(Normative)

This Appendix defines the PoC specific presence information elements and the presence procedures, which the PoC functional entities follow in order to perform presence related actions. 

C.1 PoC specific presence information elements overview

OMA PoC RD specifies a set of presence elements allowing to express the PoC User’s Presence status. This subclause describes these PoC specific presence information elements and how they fit into the overall presence data model as described in [OMA-Pres-Spec]. 

Table 1 contains the presence element mapping to the respective presence information elements.

	Presence element
	Presence information elements as specified in [OMA-Pres-Spec]
	Description

	Willingness for PoC Session Service (see C.1.3) 
	“Application-specific Willingness for PoC-session”
	Indicates whether the PoC User is currently willing to accept new incoming PoC Sessions (Yes/No)

	Willingness for PoC Alert Service (see C.1.4) 
	“Application-specific Willingness for PoC-alert”
	Indicates whether the PoC User is currently willing to accept incoming Instant Personal Alerts (Yes/No)

	Availability for PoC Session Service (see C.1.1) (Able to accept new incoming PoC Session)
	“Application-specific Availability for PoC-session”


	Indicates whether the PoC User is able to accept a new incoming PoC Session (True/False)

	Availability for PoC Alert Service (see C.1.2) (Able to accept incoming Instant Personal Alerts)
	“Application-specific Availability for PoC-alert”

	Indicates whether the PoC User is able to accept incoming Instant Personal Alerts (True/False)

	PoC Session Participation (see C.1.5) (Currently in at least one PoC Session)
	“Session Participation”
	Indicates whether the PoC User is currently engaged in one or more PoC Sessions or the PoC User has reached his/her maximum number of Simultaneous PoC Sessions (True/False/Max)


Table 1: PoC specific Presence states

C.1.1 Availability for PoC Session Service

The “Availability for PoC Session Service” SHALL be mapped to the “Application-specific Availability” presence information element as specified in [OMA-Pres-Spec] pertaining to the “PoC-session” service:

<tuple>
(<status>(<basic>(open/closed


(<service-description>(<service-id>(org.openmobilealliance:PoC-session




              (<version>(1.0


(<registration-state>(active/terminated


(<barring-state>(active/terminated


The “Availability for PoC Session Service” presence information element SHALL be mapped to:

· a mandatory <status> element with <basic> subelement with the value “open”; and

· an optional <registration-state> element with the value “active”; and 

· an optional <barring-state> element with the value “terminated”

if the presentity is available for incoming PoC Sessions. This happens when 
· the PoC User is registered or the valid PoC Service Settings are published or both; and, 
· ISB is not activated; and, 
· the maximum number of Simultaneous PoC Sessions is not reached.
The “Availability for PoC Session Service” presence information element SHALL be mapped to a mandatory <status> element with a <basic> subelement with the value “closed” and 

· an optional <registration-state> element with the value “terminated”; or

· an optional <barring-state> element with the value “active”; or

· an optional  <registration-state> element with the value “active” and an optional <barring-state> element with the value “terminated”.
if the presentity is unavailable for incoming PoC Sessions. This happens when:

· the PoC User is not registered or the valid PoC Service Settings are not published or both; or,
· ISB is activated; or;

· the maximum number of Simultaneous PoC Sessions is reached.

C.1.2 Availability for PoC Alert Service

The “Availability for PoC Alert Service” SHALL be mapped to the “Application-specific Availability” presence information element as specified in [OMA-Pres-Spec] pertaining to a “PoC-alert” service:

<tuple>
(<status>(<basic>(open/closed


(<service-description>
(<service-id>(org.openmobilealliance:PoC-alert




(<version>(1.0


(<registration-state>active/terminated


(<barring-state>(active/terminated

The “Availability for PoC Alert Service” presence information element element SHALL be mapped to:

· a mandatory <status> element with a <basic> subelement with the value “open”; and

· an optional <registration-state> element with the value “active”; and 

· an optional <barring-state> element with the value “terminated”

if the presentity is available for incoming PoC Instant Personal Alerts. This happens 
· when the PoC User is registered or the valid PoC Service Settings are published or both; and, 
· Instant Personal Alerts Barring (IAB) is not activated.

The “Availability for PoC Alert Service” presence information element SHALL be mapped to a mandatory <status> element with a <basic> subelement with the value “closed” and

· an optional <registration-state> element with the value “terminated”; or

· an optional <barring-state> element with the value “active”

if the presentity is unavailable for incoming PoC Instant Personal Alerts. This happens 
· when the PoC User is not registered or the valid PoC Service Settings are not published or both; or,

· Instant Personal Alerts Barring (IAB) is activated.

C.1.3 Willingness for PoC Session Service

The “Willingness for PoC Session Service” SHALL be mapped to the “Application-specific Willingness” presence information element as specified in [OMA-Pres-Spec] pertaining to a “PoC-session” service:

<tuple>
(<willingness>(<basic>(open/closed


(<service-description>(<service-id>(org.openmobilealliance:PoC-session



             (<version>(1.0

The “Willingness for PoC Session Service” presence information element SHALL be mapped to a <willingness> element with a <basic> subelement with the value “open” if the presentity is willing to accept incoming PoC Session requests. This presence information element MAY be expressed by the Presence Source residing in the same UE as the PoC Client publishing the willingness (see C.3).

The “Willingness for PoC Session Service” presence information element SHALL be mapped to a <willingness> element with a <basic> subelement with the value “closed” if the presentity is not willing to accept incoming PoC Session requests. This presence information element MAY be expressed by the Presence Source residing in the same UE as the PoC Client publishing the unwillingness (see C.3).
C.1.4 Willingness for PoC Alerts Service

The “Willingness for PoC Alert Service” SHALL be mapped to the “Application-specific Willingness” presence information element as specified in [OMA-Pres-Spec] pertaining to a “PoC Alerts” service:

<tuple>
(<willingness>(<basic>(open/closed


(<service-description>(<service-id>(org.openmobilealliance:PoC-alert



             (<version>(1.0

The “Willingness for PoC Alert Service” presence information element SHALL be mapped to a <willingness> element with a <basic> sub-element with the value “open” if the presentity is willing to accept incoming Instant Personal Alerts requests. This presence information element MAY be expressed by the Presence Source residing in the same UE as the PoC Client publishing the willingness (see C.3).

The “Willingness for PoC Alert Service” presence information element SHALL be mapped to a <willingness> element with a <basic> subelement with the value “closed” if the presentity is not willing to accept incoming Instant Personal Alerts. This presence information element MAY be expressed by the Presence Source residing in the same UE as the PoC Client publishing the unwillingness (see C.3).

C.1.5 PoC Session Participation

The “PoC Session Participation” SHALL be mapped to the “Session Participation” presence information element as specified in [OMA-Pres-Spec] pertaining to a “PoC Session” service: 

<tuple >
(<session-participation>(<basic>(open/closed

                 
                                          (<max>


(<service-description>(<service-id>(org.openmobilealliance:PoC-session



             (<version>(1.0

The “PoC Session Participation” presence information element SHALL be mapped to a <session-participation> element with a <basic> sub-element with the value “open” if the presentity is participating in at least one PoC Session but the maximum number of Simultaneous PoC Sessions has not been reached.

The “PoC Session Participation” presence information element SHALL be mapped to a mandatory <session-participation> element with a <basic> sub-element with the value “open” and an optional <max> sub-element if the presentity has reached the maximum number of Simultaneous PoC Sessions.

The “PoC Session Participation” presence information element including a <session-participation> element with a <basic> sub-element with the value “closed” indicates that the presentity is not participating in any PoC Session.

C.2 PoC Server Procedures

This subclause outlines the mapping between PoC procedures and the presence information elements as given in subclause C.1. 

If the PoC Server performing the Participating PoC Function in the PoC User’s Home PoC Network supports publishing Presence Information on behalf of the PoC Client, the PoC Server SHALL publish the presence information elements indicated in the 'PRES-SRV-CAP' provisioning parameter sent to the PoC Client (see Appendix B).

Table 2 defines the changes of the presence information elements, as specified in [OMA-Pres-Spec], which the PoC Server may publish as a result of the PoC procedures. 

	PoC procedure
	Presence information elements as specified in [OMA-Pres-Spec]
	Presence information element value

	General Procedures

	Registration
	“Application-specific Availability for PoC-session”
	- basic: open (mandatory)
- registration-state: active (optional)
- barring-state: terminated (optional)

	
	“Application-specific Availability for PoC-alert”
	- basic: open (mandatory)
- registration-state: active (optional)
- barring-state: terminated (optional)

	
	
	

	De-registration or the PoC Service Setting expiration or removal procedures
	“Application-specific Availability for PoC-session”
	- basic: closed (mandatory)
- registration-state: terminated (optional)
- barring-state: terminated (optional)

	
	“Application-specific Availability for PoC-alert”


	- basic: closed (mandatory)
- registration-state: terminated (optional)
- barring-state: terminated (optional)


	IAB activated
	“Application-specific Availability for PoC-alert”
	- basic: closed (mandatory)
- registration-state: active (optional)
- barring-state: active (optional)

	IAB de-activated
	“Application-specific Availability for PoC-alert”
	- basic: open (mandatory)
- registration-state: active (optional)
- barring-state: terminated (optional)

	ISB de-activated
	“Application-specific Availability for PoC-session”
	- basic: open (mandatory)
- barring-state: terminated (optional)

	ISB activated
	“Application-specific Availability for PoC-session” 
	- basic: closed (mandatory)
- barring-state: active (optional)


Table 2: Definition of changes of presence attributes depending on PoC procedure
C.2.1 Acting as a Presence Source

The PoC Server MAY act as a Presence Source as specified in [PoC-AD] and [OMA-Pres-Spec] and publish certain sets of presence information on behalf of the PoC Client.

The PoC Server MAY refresh the published presence information as defined in [OMA-Pres-Spec] until the PoC Server becomes aware of PoC client de-registration state or until the PoC Service Setting expiration or removal. 
NOTE:
It is beyond the scope of the present specification to determine how the PoC Server becomes aware of registration/ de-registration state.

All the following procedures SHALL apply when the PoC Server acts as a Presence Source and supports the publication of presence information elements as specified in Table 2.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use the procedures of “AS acting as originating User Agent” defined in [TS24.229] / [3GPP2 X.S0013.4] section 5.7.3, when acting as a Presence Source.

C.2.1.1 PoC registration and de-registration

Upon accepting a registration request from a PoC User as specified in subclause 6.1.1.2 “PoC service registration and re-registration” the PoC Server MAY either:

· act as a Presence Source and perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”; or 

· ignore the event and wait for the PoC User to publish the PoC Service Settings before acting as a Presence Source. 
When acting as a Presence Source upon the receipt of the registration request the PoC Server: 

· SHALL set the value of “Availability for PoC Session Service” presence information element to available (as defined in subclause C.1.1 “Availability for PoC Session Service”) and Table 2;

· SHALL set the value of “Availability for PoC Alert Service” presence information element to available (as defined in subclause C.1.2 “Availability for PoC Alert Service” and Table 2);

· SHALL set the <entity> element of the presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User that has registered to the PoC service (e.g. to the value of the P-Asserted-Identity header field of the REGISTER request); and,

· MAY set the “PoC Session participation” presence information element to closed (as defined in subclause C.1.5 “PoC Session participation” and Table 2).

NOTE 1: 
Other Presence information elements might be published with the appropriate values at the same time.

Upon accepting a de-registration request from a PoC User as specified in subclause 6.1.1.2 “PoC service de-registration” MAY act as a Presence Source. In that case, the PoC Server SHALL perform the publication of Presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The PoC Server: 

· SHALL set the value of the “Availability for PoC Session Service” presence information element to unavailable (as defined in subclause C.1.1 “Availability for PoC Session Service” and Table 2)

· SHALL set the “Availability for PoC Alert Service” presence information element to unavailable (as defined in subclause C.1.2 “Availability for PoC Alert Service” and Table 2);

· SHALL set the <entity> element of Presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User that has de-registered from the PoC service (e.g. to the value of the P-Asserted-Identity header field of the REGISTER request) ); and,

· MAY set the “PoC Session participation” presence information element to closed (as defined in subclause C.1.5 “PoC Session Participation” and Table 2)

NOTE 2: 
Other Presence information elements might be published with the appropriate values at the same time.

NOTE 3:
It is beyond the scope of the present specification to determine how the PoC Server becomes aware of registration/ de-registration state.

C.2.1.2 Incoming Session Barring (ISB)

Upon accepting a request from a PoC User to activate Incoming Session Barring (ISB) as specified in subclause 6.1.2 “PoC Service Settings procedure” the PoC Server MAY act as a Presence Source. In that case, the PoC Server SHALL perform the publication of presence information as specified in [OMA-Pres-Spec] “Publication of presence information”. The PoC Server:

· SHALL set the value of “Availability for PoC Session Service” presence information element to unavailable (as specified in C.1.1 “Availability for PoC Session Service” and Table 2);

· SHALL set the <entity> element of the presence information document as specified in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User publishing the ISB (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request);

Upon accepting a request from a PoC User to de-activate Incoming Session Barring (ISB) as specified in subclause 6.1.2 “PoC service registration and re-registration” MAY act as a Presence Source. In that case, the PoC Server SHALL perform the publication of presence information as specified in [OMA-Pres-Spec] “Publication of presence information”. The PoC Server:

· SHALL set the value of  “Availability for PoC Session Service” presence information element to available (as specified in C.1.1 “Availability for PoC Session Service” and Table 2);

· SHALL set the <entity> element of the presence information document as specified in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User publishing the ISB  (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request);

C.2.1.3 Incoming Instant Personal Alert Barring (IAB)

Upon accepting a request from a PoC User to activate Incoming Instant Personal Alert Barring (IAB) the PoC Server MAY act as a Presence Source. In that case, the PoC Server SHALL perform the publication of presence information as defined in [OMA-Pres-Spec] “Publication of presence information”. The PoC Server:

· SHALL set the value of “Availability for PoC Alert Service” presence information element to unavailable (as specified in C.1.2 “Availability for PoC Alert Service” and Table 2);

· SHALL set the <entity> element of presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User publishing the IAB (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request);

Upon accepting a request from a PoC User to de-activate Incoming Personal Alerts Barring (IAB) and acting as a Presence Source, the PoC Server SHALL perform the publication of Presence information as defined in [OMA-Pres-Spec] section 5.1.1. The PoC Server:

· SHALL set the value of “Availability for PoC Alert Service” presence information element to available (as specified in C.1.2 “Availability for PoC Alert Service” and Table 2); and,
· SHALL set the <entity> element of presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User publishing the IAB (e.g. to the value of the P-Asserted-Identity header field of the PUBLISH request).
C.2.1.4 Void
C.2.1.5 PoC Service Settings expiration or removal procedure


Upon receiving the PoC Service Settings of a PoC User as specified in the subclause 7.3.1.14 "PoC Service Setting procedure" with the expiration value equal to 0 or when PoC Service Settings expires, the PoC Server MAY act as a Presence Source for the PoC User identified in the Authenticated Originator's PoC Address.

If the PoC Server acts as the Presence Source for the PoC User, the PoC Server:

· SHALL set the value of the "Availability for PoC Session Service" presence information element to unavailable (as defined in subclause C.1.1 "Availability for PoC Session Service" and Table 3)

· SHALL set the "Availability for PoC Alert Service" presence information element to unavailable (as defined in subclause C.1.2 "Availability for PoC Alert Service" and Table 3);

· SHALL set the <entity> element of Presence information document as defined in [OMA-Pres-Spec] to the value of the authenticated identity of the PoC User (e.g. to the value of the P-Asserted-Identity header field of the SIP PUBLISH request) ); and,

· MAY set the "PoC Session participation" presence information element to closed (as defined in subclause C.1.5 "PoC Session Participation" and Table 3)

· NOTE:
Other Presence information elements might be published with the appropriate values at the same time.
C.2.2 Acting as watcher

The PoC Server MAY act as a watcher as specified in [PoC-AD] and [OMA-Pres-Spec].

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use the procedures of “AS acting as originating User Agent” specified in [TS24.229] / [3GPP2 X.S0013.4] section 5.7.3.

The exact procedures determining the behaviour of the PoC Server acting as watcher is beyond the scope of the present specification.

C.3 PoC Client

The PoC Client SHOULD collaborate with the Presence Source and watcher entities when residing in the same UE. 

The Presence Source residing in the same UE with the PoC Client, MAY publish the presence information for the elements specified in subclauses C.1.3 "Willingness for PoC Session Service" and C.1.4 "Willingness for PoC Alert Service", and additionally any other presence information element described in [OMA-Pres-Spec].

When the PoC Server is not enabled to publish presence information on behalf of the PoC User, then the Presence Source residing in the same UE as the PoC Client SHOULD publish the presence information elements  in the provisioning parameter 'PRES-SRV-CAP'.

The exact procedures determining the collaboration between the PoC Client, the watcher and the Presence Source in the UE are beyond the scope of the present specification.

C.4 PoC specific presence values

The OMNA SHALL register the following new values for the <service-description> presence information element defined in [OMA-Pres-Spec] related to PoC:

<service-id>: org.openmobilealliance:PoC-session, org.openmobilealliance:PoC-alert

<version>: 1.0
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