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1 Reason for Change

a) Justification:
Regarding Incoming/Outgoing Condition Based PoC Session Barring, their definitions and abbreviations need to be included. 
b) Clauses affected:

3.2 and 3.3
c) Summary of change:

Regarding Incoming/Outgoing Condition Based PoC Session Barring, their definitions and abbreviations are included. 
d) Consequence if not approved:
AD would not be complete.
e) Reason for revision:

N/A.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and to agree the changes.

6 Detailed Change Proposal
3.2  Definitions

For the purposes of the PoC specifications, the following terms and definitions apply.

	1-1 PoC Session
	A feature enabling a PoC User to establish a PoC Session with another PoC User.

	1-many PoC Session
	A PoC Group Session that is not a 1-many-1 PoC Session.

	1-many-1 PoC Session
	A PoC Group Session for a Pre-arranged PoC Group in which one Participant is a Distinguished Participant and each other Participant is an Ordinary Participant.

	Access Control
	User specified rules that restrict the set of other users that may establish PoC Sessions to the user.

	Ad-hoc PoC Group
	An Ad-hoc PoC Group Session is a PoC Session for multiple PoC Users that does not involve the use or definition of a Pre-arranged or Chat Group.

	Answer Mode
	The current Answer Mode setting preference of the PoC User.

	Answer Mode Indication
	The Answer Mode Indication is the current Answer Mode PoC Service Setting of the PoC Client.

	Application Server
	An Application Server in 3GPP IMS or 3GPP2 MMD is a functional entity that implements the service logic for SIP sessions. When the SIP/IP Core used for the PoC service is according to 3GPP IMS or 3GPP2 MMD specifications, the PoC Server implements the Application Server functionality

	Automatic Answer Mode
	Automatic Answer Mode is a PoC Client mode of operation in which the PoC Client accepts a PoC Session establishment request without manual intervention from the user; Media is immediately played when received.

	Chat PoC Group
	A Chat PoC Group is a persistent Group in which each member individually joins the PoC Session, i.e., the establishment of a PoC Session to a Chat PoC group does not result in other members of the Chat PoC Group being invited. 

	Chat PoC Group Session
	A Chat PoC Group Session is a PoC Session established to a Chat PoC Group.

	Confirmed Indication
	A Confirmed Indication is a signalling message returned by the PoC Server to confirm that the PoC Server, all other network elements intermediary to the PoC Server and a terminating PoC Client are able and willing to receive Media.

	Contact List
	A Contact List is a list available to the PoC User that contains the addresses of PoC Users or PoC Groups.

	Control Plane
	The Control Plane is the specification of the signalling between the PoC Client and PoC Server, and between PoC Servers for the Push to talk over Cellular (PoC) service.

	Controlling PoC Function
	The Controlling PoC Function is implemented in a PoC Server and provides centralized PoC Session handling, which includes RTP Media distribution, Talk Burst Control, policy enforcement for participation in Group Sessions, and the Participant information.

	Conversation
	A Conversation is a series of Talk Bursts within a PoC Session in which the inter-arrival spacing of the Talk Bursts is less than a defined time interval; typically, the Talk Bursts are associated to a logical exchange between two or more users.     

	Distinguished Participant
	The Distinguished Participant is a Participant in a 1-many-1 PoC Session that sends RTP Media to all Ordinary Participants, and that receives RTP Media from any Ordinary Participant.

	Group
	A Group is a predefined set of PoC users that is identified by a SIP URI. A PoC Client uses the Group to establish PoC Sessions and to define PoC Session access policy.

	Group Advertisement
	A Group Advertisement is a feature that provides the capability to inform other PoC Users of the existence of a PoC Group.

	Group List
	A list of members in a Pre-arranged or restricted Chat PoC Group. Each member is identified by a SIP URI or a TEL URI.

	Home PoC Network
	The Home PoC Network is a network comprising a SIP/IP Core and PoC Server, both operated by the user's PoC service provider.  The Home PoC Network is the same as the Home Network defined in IMS and MMD specifications.

	Home PoC Server
	The Home PoC Server is the PoC Server owned by service provider that provides PoC service to the user.

	Incoming Condition Based PoC Session Barring
	A PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC Service to block a particular incoming PoC Session request based on conditions defined for Incoming PoC Sessions.

	Incoming Instant Personal Alert Barring
	Incoming Instant Personal Alert Barring is a PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.

	Incoming PoC Session Barring
	Incoming PoC Session Barring is a PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming PoC Session requests. 

	Instant Personal Alert
	Instant Personal Alert is a feature in which a PoC User sends a SIP based instant message to a PoC User requesting a 1-1 PoC Session.

	Inviting PoC Client
	An Inviting PoC Client is a PoC Client that invites other PoC User(s) to a PoC Session.

	Manual Answer Mode
	Manual Answer Mode is a mode of operation in which the PoC Client requires the PoC User to manually accept the PoC Session invitation before the PoC Session is established.  

	Media Parameters
	Media Parameters are SIP/SDP based information exchanged between the PoC Server and the PoC Client that specify the characteristics of the media for a PoC Session being established or that already exists. 

	Nick Name
	A user-friendly display name that might be associated to a PoC User or a PoC Group. The Nick Name can either be provided as a "display-name" in a SIP header or in the <display-name> child element of the <entry> element for the PoC User or for the PoC Group as specified in [PoC XDM]

	On-demand Session
	An On-Demand Session is a PoC Session set-up mechanism in which all Media Parameters are negotiated at PoC Session establishment.

	Ordinary Participant
	An Ordinary Participant is a Participant in a 1-many-1 PoC Session that is only able to send media to the Distinguished Participant, and that likewise is only able to receive media from the Distinguished Participant.

	Outgoing Condition Based PoC Session Barring
	A PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC Service to block a particular outgoing PoC Session request based on conditions defined for Outgoing PoC Sessions.

	Participant
	A Participant is a PoC User in a PoC Session.

	Participating PoC Function
	The Participating PoC Function is implemented in a PoC Server, and provides PoC Session handling, which includes policy enforcement for incoming PoC Sessions and relays Talk Burst Control messages between the PoC Client and the PoC Server performing the Controlling PoC Function. The Participating PoC Function may also relay RTP Media between the PoC Client and the PoC Server performing the Controlling PoC Function.

	PoC Address
	A PoC Address identifies a PoC User. The PoC Address can be used by one PoC User to request communication with other PoC Users. 

	PoC Client
	A PoC Client is a PoC functional entity that resides on the PoC User Equipment that supports the PoC service. 

	PoC Group
	A PoC Group is a predefined set of PoC Users together with its attributes. A PoC Group is identified by a SIP URI.

	…
	


3.3   Abbreviations

For the purposes of the PoC specifications, the following abbreviations apply:

	AMR
	Adaptive Multi Rate

	EVRC
	Enhanced Variable Rate Codec

	CCF
	Charging Collection Function

	CDR
	Charging Data Record

	CS
	Circuit-switched

	DM
	Device Management

	DMS
	Device Management Server

	EBCF
	Event Based Charging Function

	GPRS
	General Packet Radio Service

	IAB
	Incoming Instant Personal Alert Barring

	ICSB
	Incoming Condition Based PoC Session Barring

	IMS
	IP Multimedia Subsystem

	IMSI
	International Mobile Subscriber Identifier

	ISC
	IMS Service Control Interface

	ISIM
	IP Multimedia Services Identity Module

	MAO
	Manual Answer Override

	MSISDN
	Mobile Subscriber International Integrated Services Digital Network Number

	OMA
	Open Mobile Alliance

	OCSB
	Outgoing Condition Based PoC Session Barring

	PDN
	Packet Data Network

	PDP
	Packet Data Protocol

	PoC
	Push to talk over Cellular

	QoS
	Quality of Service

	RTCP
	RTP Control Protocol

	RTP
	Real-time Transport Protocol

	R-UIM
	Removable User Identity Module

	SIP
	Session Initiation Protocol

	UE
	User Equipment

	UIM
	User Identity Module

	…
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