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1 Reason for Change

a) Justification: 

This contribution assumes that 169R02 is agreed.  This is addition to the 169R02 covering the backward compatibility between servers.  (169R02 covers backward compatibility between PoC Server and PoC Client.)
b) Clauses affected:

Subclause 5.2, 7.4, 7.5, 7.6 and 7.8.  

c) Summary of change:

Backward compatibility between PoC 1 and PoC 2 network elements are specified.   

d) Consequence if not approved:

Backward compatibility requirements are not covered.
e) Reason for revision:

N/A.
2 Impact on Backward Compatibility

This is backward compatibility. 

3 Impact on Other Specifications

Impacts will be covered by separate contributions.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To make the corrections according to the “Detailed Change Proposal”.
6 Detailed Change Proposal

5.2 Backward Compatibility

This subclause covers the general signaling principles to achieve backward compatibility.  The feature specific backward compatibility, e.g. how PoC Box functionality works with PoC 1 network elements, is covered in the corresponding subclauses.
PoC Server SHALL support the backward compatibility with earlier versions of PoC Clients.  

PoC Client SHALL support the backward compatibility with earlier versions of PoC Servers.  
PoC Server SHALL support the backward compatibility with earlier versions of PoC Servers.

PoC Server SHALL support the backward compatibility with earlier versions of XDM Servers.

PoC Server SHALL support the backward compatibility with earlier versions of Presence Servers in case presence is supported.

Home PoC Server SHALL know the version of PoC Clients by using the PoC Service Setting information.

PoC Client  SHALL know the version of Home PoC Server by configuration data by using DM-1 reference point.

If PoC Server receives a response message indicating support only for the earlier version of the PoC specifications, then PoC Server SHALL use the previous version of the specification, when repeating the request.    

…
7.4 Reference point POC-4: PoC Server – PoC Server

The POC-4 reference point supports the User Plane communication between the PoC Servers. The protocols for the POC-4 reference point are RTP/RTCP [RFC3550]. RTP protocol will be used for media transport, RTCP APP messages shall be supported for the transport of the Talk Burst Control procedures. Other protocols for the Talk Burst Control procedure may be negotiated.
PoC Server SHALL use POC-4 reference point for PoC 1.0 Servers as specified in PoC 1.0 specifications.
The POC-4 reference point SHALL support the following:

· media transport 

· Talk Burst Control procedures
· Media Burst Control procedures
· feedback of the quality of received media.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-4 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002], [3GPP2 X.S0013.2].

7.5 Reference point POC-5: PoC Server – Shared XDMS

The POC-5 reference point supports communication between the Shared XDMS and the PoC Server.  The protocol for the POC-5 reference point is XCAP.
PoC Server SHALL use POC-5 reference point for Shared XDMS 1.0 as specified in XDM 1.0 specifications.
The POC-5 reference point provides the following functions:

· Retrieval of URI Lists from the Shared XDMS.

7.6 Reference point POC-6: SIP/IP Core – PoC XDMS

The POC-6 reference point supports communication between the PoC XDM Server and the SIP/IP Core.  The protocol for the POC-6 reference point is SIP.
PoC XDMS SHALL use POC-6 reference point for PoC 1.0 Server as specified in PoC 1.0 specifications.
The POC-6 reference point provides the following functions:

· Subscription to the modification of PoC-specific XML documents.

· Notification of the modification of PoC-specific XML documents.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-6 reference point SHALL conform to the ISC reference point [3GPP TS 23.002, 3GPP2 X.S0013.0].

…

7.8 Reference point POC-8: PoC Server – PoC XDMS

The POC-8 reference point supports communication between the PoC Server and the PoC XDM Server. The protocol for the POC-8 reference point is XCAP. 
PoC Server SHALL use POC-8 reference point for PoC 1.0 XDMS as specified in XDM 1.0 specifications.
The POC-8 reference point supports the following:

· Retrieval of PoC-specific XML documents from the PoC XDM Server.
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