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1 Reason for Contribution

Support of New Media for PoC2.0

2 Summary of Contribution

This contribution proposes sample PoC Client SDP text for an INVITE to request New Media on a PoC Session.  Two distinct cases are considered below: (a) speech only, and (b) non-speech media or multiple media. 
3 Detailed Proposal

6.1.3.3 Establishment of an On-demand PoC Session 

6.1.3.3.1 PoC Client initiates an Ad-hoc PoC Group Session and 1-1 PoC Session
Upon receiving a request from a PoC User to establish an Ad-hoc PoC Group Session or a 1-1 PoC Session the PoC Client:

· 1. SHALL generate an initial SIP INVITE request as specified in subclause 6.1.3.1 "General";

· 2. SHALL set the Request-URI of the SIP INVITE request to the Conference-factory-URI for the PoC service in the Home PoC Network of the PoC User;

· 3. SHALL insert in the SIP INVITE request a Content-Type header with multipart/mixed as specified in [RFC2046];

· 4. SHALL include in the SIP INVITE request a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264], [RFC3388], and [RFC2327] as follows:

If only one speech media flow is to be offered: 
a) set the IP address and port number for the RTP Session;

b) include the codec(s) and Media Parameters being offered by the PoC Client for the PoC service;

c) if other than the default IP address or port number specified by the [RFC3550] is to be used, set the IP address and port number to be used for RTCP at the PoC Client according to rules and procedures of  [RFC3605]; and,

d) include the offered Talk Burst Control Protocol(s), Talk Burst parameter(s) and the port number(s) for the Talk Burst Control Protocol(s).
For multiple media or when only one non-speech media is to be offered: 
· Speech SHALL be bound to an instance of TBCP.  
· Continuous Media SHALL be bound to an instance of MBCP.  

· Discrete Data SHOULD be bound to an instance of MBCP or to an instance of MBCP that is associated with Continuous Media.  Discrete Media is negotiated on a case-by-case basis.  The PoC2 Client SHALL include SDP for plain text; all other Discrete Media SDP MAY be included. 
Note:  The SDP for Discrete Media SHALL comply with the specifications of the IM WG Control Plane. 
 The PoC Client SHALL bind media together in accordance with [RFC3388] as follows: 

a) Determine a grouping scheme per RFC3388.  The following then are grouped together with a given Media ID per RFC3388:
b) set the IP address and port number for the media flow instance;
c) include the codec(s) and Media Parameters being offered by the PoC Client for the media flow instance;

d) if other than the default IP address or port number specified by the [RFC3550] is to be used, set the IP address and port number to be used for RTCP at the PoC Client according to rules and procedures of  [RFC3605] for the media flow instance; and,

e) if TBCP or MBCP is required, include the offered TBCP or MBCP parameter(s) and the port number(s).

· 5. SHALL insert in the SIP INVITE request a MIME resource-lists body with the PoC Address(es) of the Invited PoC User(s) according to rules and procedures of [draft-URI-list]. The PoC Client SHALL check that the number of Invited PoC Users on the URI-list does not exceed the maximum number of Participants allowed in an Ad-hoc PoC Group Session as indicated in “MAX-ADHOC-GROUP-SIZE” parameter provisioned for PoC Client. If exceeded, the PoC Client SHOULD notify the PoC User. Otherwise, continue with the rest of the steps;

·  6.  SHALL, in case the PoC User has requested Manual Answer Override, include in the SIP INVITE request a Priv-Answer-Mode header with the value "Auto" according to rules and procedures of  [draft-answeralert]; 
· 7.  SHALL, in case the PoC User has requested that Manual Answer Mode be required at the Invited PoC Client, include in the SIP INVITE request an Answer-Mode header with the value "Manual;Require" according to rules and procedures of  [draft-answeralert]; 
· 8. SHALL include value "id" in the Privacy header according to rules and procedures of [RFC3325], if anonymity is requested; and,
NOTE 1:
If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP INVITE based on rules specified in the [PoC-XDM Specification] the PoC Session will not be allowed by the PoC Server hosting the PoC Group.

· 9. SHALL send the SIP INVITE request towards the PoC Server according to rules and procedures of the SIP/IP Core.

On receiving a SIP 180 "Ringing" response to the SIP INVITE request the PoC Client:

· 1. SHALL store the list of supported SIP methods if received in the Allow header;
· 2. SHALL store the PoC Session Identity if received in the Contact header; and,
· 3. MAY indicate the progress of the PoC Session establishment to the Inviting PoC User.

On receiving a SIP 200 "OK" response to the SIP INVITE request the PoC Client: 

· 1. SHALL store the list of supported SIP methods if received in the Allow header;
· 2. SHALL store the PoC Session Identity if received in the Contact header; 

· 3. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization"; and,

· 4. MAY notify the answer state to the PoC User (i.e. “unconfirmed” or “confirmed”) if received in the P-Answer-State header in the response.

NOTE 2: 
According to [draft-URI-list] the received 200 “OK” means that the conference was created successfully, that the client that generated the SIP INVITE request is in the conference, and that the server understood the URI-list.  If the client wishes to obtain information about the status of other users in the conference it SHOULD use general conference mechanisms, such as the conference package.

In addition to this, the PoC Client MAY subscribe to the Conference State Event Package as specified in subclause 6.1.10 "PoC Client subscription to the Conference State Event Package".

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt text as a preliminary starting point for the PoC2 CP. 
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