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1 Reason for Change

Justification
Expelling Participants is not supported in PoC 1.0, but should be supported in PoC 2.0. 

Clause affected

Added a subclause 6.1.x.
Summary of change

In SIP REFER BYE the expelled PoC Users are indicated in the refer-to header.
This is identical to the adding case 6.1.7, but with the opposite method "BYE" (not "INVITE").

Consequence if not approved:
Requirement is not covered.
Reasons for revision:
R01:  Meeting comments taken account:  Added 3 editor notes.
R02:  R&A comment taken account.
R03:  Wrong version was uploaded as R02.  This is the correct one.
2 Impact on Backward Compatibility

None identified
3 Impact on Other Specifications

None identified
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to incorporate the proposed changes into OMA PoC2 CP.
6 Detailed Change Proposal
6.1.x PoC Client expels another Participant(s) from a PoC Session 
Upon receiving a request from the PoC User to expel one or more Participants from an ongoing PoC Session, the PoC Client:

· 1. SHALL , if the SIP REFER request will be sent in a new dialog, generate an initial SIP REFER request as specified in subclause 6.1.3.1 "General" and according to rules and procedures of [RFC3515]; otherwise generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2.  SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of an ongoing PoC Session; 

NOTE 1: If the ongoing PoC Session is established using Pre-established Session but it is not controlled by the same PoC Function as the Pre-established Session, the PoC Session Identity of the on-going PoC Session has been received in the TBCP Connect message.
· 3. SHALL, if only one Participant is expelled, either
a) set the Refer-To header of the SIP REFER request to the PoC Address of the expelled Participant according to rules and procedures of [RFC3515], and skip the next step; or

b) continue to the next step.

· 4. a) SHALL, if not all Participants are expelled, include a Refer-To header with a pointer to an URI-list in a body part containing the MIME resource-list body according to rules and procedures of [draft-multiple-refer]; 
b) SHALL include a MIME resource-lists body with the list of the PoC Users to be expelled according to rules and procedures of [draft-multiple-refer]; and,

c) SHALL include 'multiple-refer' option tag to the Require header according to rules and procedures of [draft-multiple-refer]. 

· 6. SHALL, if all Participants are expelled, set the Refer-To header of the SIP REFER request to '*';
Editors note:  The use of '*' shall be clarified

Editors note:  Tel URI should be taken account here and also in the adding case.

Editors Note:  SCR and ETR should be generated only for Dispatching case. 

· 7. SHALL include the 'method' parameter with the value 'BYE' in the Refer-To header;

· 8. SHALL when more than one Participant is expelled, include the following according to rules and procedures of [draft-norefersub]:
· a) the option tag 'norefersub' in the Require header; and,

· b) the value 'false' in the Refer-Sub header.
· 9. MAY when only one Participant is expelled, include the following according to rules and procedures of [draft-norefersub]:
· a) the option tag 'norefersub' in the Require header; and,

b) the value 'false' in the Refer-Sub header.
· 10. SHALL include value 'id' in a Privacy header according to rules and procedures of [RFC3325], if anonymity is requested; 

NOTE 2:

If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP REFER request based on rules specified in the [PoC-XDM Specification] the expelling will be rejected by the PoC Server hosting the PoC Group. 
Editors Note:  Expelling unknown anonymous Participants is FFS. 

· 11. SHALL send the SIP REFER request towards the PoC Server within the existing dialog from which the PoC Session Identity of the ongoing PoC Session was received in the Contact header of the SIP final response if such a dialog exists, otherwise send the SIP REFER request towards the PoC Server using a new SIP dialogue according to rules and procedures of the SIP/IP Core. 

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; and,
· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body.

NOTE 3:
The PoC Server does not send any SIP NOTIFY request if the PoC Client inserted the Refer-Sub header with value 'false' in the SIP REFER request.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
See below the changes compared to 6.1.7 PoC Client adding PoC User(s) to a PoC Session:
6.1.x PoC Client expels another Participant(s) from a PoC Session 
Upon receiving a request from the PoC User to expel one or more Participants from an ongoing PoC Session, the PoC Client:

· 1. SHALL , if the SIP REFER request will be sent in a new dialog, generate an initial SIP REFER request as specified in subclause 6.1.3.1 "General" and according to rules and procedures of [RFC3515]; otherwise generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2.  SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of an ongoing PoC Session; 

NOTE 1: If the ongoing PoC Session is established using Pre-established Session but it is not controlled by the same PoC Function as the Pre-established Session, the PoC Session Identity of the on-going PoC Session has been received in the TBCP Connect message.
· 3. SHALL, if only one Participant is expelled, either
a) set the Refer-To header of the SIP REFER request to the PoC Address of the expelled Participant according to rules and procedures of [RFC3515], and skip the next step; or

b) continue to the next step.

· 4. a) SHALL, if not all Participants are expelled, include a Refer-To header with a pointer to an URI-list in a body part containing the MIME resource-list body according to rules and procedures of [draft-multiple-refer]; 
b) SHALL include a MIME resource-lists body with the list of the PoC Users to be expelled according to rules and procedures of [draft-multiple-refer]; and,

c) SHALL include 'multiple-refer' option tag to the Require header according to rules and procedures of [draft-multiple-refer]. 

· 6. SHALL, if all Participants are expelled, set the Refer-To header of the SIP REFER request to '*';
· Editors note:  The use of '*' shall be clarified
· Editors note:  Tel URI should be taken account here and also in the adding case.
· Editors Note:  SCR and ETR should be generated only for Dispatching case. 
· 7. SHALL include the 'method' parameter with the value 'BYE' in the Refer-To header;
· 
· 8. SHALL when more than one Participant is expelled, include the following according to rules and procedures of [draft-norefersub]:
· a) the option tag 'norefersub' in the Require header; and,

· b) the value 'false' in the Refer-Sub header.
· 7. MAY when only one Participant is expelled, include the following according to rules and procedures of [draft-norefersub]:
· a) the option tag 'norefersub' in the Require header; and,

b) the value 'false' in the Refer-Sub header.
· 8. SHALL include value 'id' in a Privacy header according to rules and procedures of [RFC3325], if anonymity is requested; 

NOTE 2:

If anonymity is not allowed for the PoC Group indicated with the Request-URI of the SIP REFER request based on rules specified in the [PoC-XDM Specification] the expelling will be rejected by the PoC Server hosting the PoC Group. 
Editors Note:  Expelling unknown anonymous Participants is FFS.  

· 
· 
· 11. SHALL send the SIP REFER request towards the PoC Server within the existing dialog from which the PoC Session Identity of the ongoing PoC Session was received in the Contact header of the SIP final response if such a dialog exists, otherwise send the SIP REFER request towards the PoC Server using a new SIP dialogue according to rules and procedures of the SIP/IP Core. 

Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; and,
· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body.

NOTE 3:
The PoC Server does not send any SIP NOTIFY request if the PoC Client inserted the Refer-Sub header with value 'false' in the SIP REFER request.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
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