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1 Reason for Change

a) Justification:
It was agreed in SD stage, a PoC user MAY request permission to send Media Burst/Talk Burst for other PoC Users that have not requested permission.

Just as the description in 4.44.2 ‘Media Burst/Talk Burst Control functions’ in SD,
‘“An authorised PoC Client MAY send a request for permission to send Media Burst/Talk Burst for another PoC Client who has not yet requested permission to send a Media Burst/Talk Burst and MAY indicate a priority in the request if the PoC Server that performs the Controlling PoC Function supports priority queuing and pre-emption.’
This point should be included in PoC 2 UP such as the message “TBCP Talk Burst Request for other PoC User message”.
This contribution aims to add these related texts in PoC2 UP.
b) Clauses affected:
Subclause 6.5.X ‘TBCP Talk Burst Request for other PoC User message’ is added in UP.
c) Summary of change:
The Talk Burst Request message “TBCP Talk Burst Request for other PoC User message” is added in section 6.5.X.

d) Consequence if not approved:

The functionality that PoC User request permission to send Media Bursts/Talk Bursts for other PoC Users that have not requested permission will not be covered in UP.
e) Reason for revision:

N/A
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed addition to the UP is discussed and agreed.
6 Detailed Change Proposal

6.5.2 TBCP Talk Burst Request message

The TBCP Talk Burst Request message is a request from a PoC Client to get permission to send a talk-burst.

Table 1 “TBCP Talk Burst Request message” shows the content of the message.

Table 1: TBCP Talk Burst Request message.

0                   1                   2                   3

0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P|0 0 0 0 0|   PT=APP=204  |          length               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

| SSRC of PoC Client requesting permission to send a talk burst |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name=PoC1                            |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|TB-priority          | TB-priority   | TB-priority value                 |

|  -level = 102 |  -length = 2  |                               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|Time-stamp            | Time-stamp    |                                     |

| = 103         |  -length = 8  |                               :

:                       Time stamp value                        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
The following bit pattern in the subtype field SHALL be used for the TBCP Talk Burst Request message: 00000.

The SSRC field SHALL carry the SSRC of the PoC Client that is requesting permission to send a Talk Burst.

· Followingoptional fields MAY be included in the TBCP Talk Burst Request message. 

The following subclauses define the specified TBCP Talk Burst Request message optional fields.

6.5.2.1 Talk Burst request priority level

The Talk Burst request priority level MAY be included if the PoC Client and the PoC Server have agreed to support queuing of Talk Burst requests.

The PoC Client SHALL include the TB-priority-level field if the PoC User has indicated that the Talk Burst request is desired at a level other than normal priority, or if the PoC Client wishes to change the TB-priority-level of a queued Talk Burst request.

The TB-priority-level field SHALL have the value 102 (decimal).

The TB-priority-length field SHALL have the value 2 indicating the length of this item.

The TB-priority value field SHALL consist of 16 bit parameter giving a defined Talk Burst request priority level.

The defined Talk Burst request priority levels that can be included in a TBCP Talk Burst Request message are:

1– normal priority

2 – high priority

3 – pre-emptive priority

All other values are reserved and SHALL NOT be used.

6.5.2.2 Talk Burst request timestamp

The Talk Burst request timestamp option SHALL be included if the PoC Client and the PoC Server performing the Controlling PoC Function have agreed to support time stamping of TBCP Talk Burst request messages and if the PoC Client wishes to timestamp a particular TBCP Talk Burst Request message.

The Talk Burst request timestamp option SHALL indicate when the original TBCP Talk Burst Request message was sent, if the PoC Client repeats the TBCP Talk Burst Request message.
If a timestamp is included in a TBCP Talk Burst Request message and the request is queued, the PoC Server SHALL use the value of the timestamp to determine the position of the request in the Talk Burst request queue.

The request SHOULD be queued according to the timestamp value, after all other requests associated with an earlier timestamp at the same level of priority and before all other requests associated with a later timestamp at the same level of priority.

The position of the request relative to other requests at the same priority, which were not time stamped, and relative to requests at different priority levels, SHALL be determined according to the policy of the PoC Server.

The Time-stamp field SHALL have the value 103 (decimal).

The Time-stamp-length field SHALL have the value 8 (decimal) indicating the length of this item.

The Time-stamp-value  field SHALL consist of 8 bytes giving an NTP timestamp as specified in 错误！未找到引用源。.

The timestamp option requires time synchronization between the PoC Clients in the PoC Session. However, the PoC network does not define any entity that performs time synchronization between the PoC Clients. Therefore, if a PoC Client supports the timestamp option, it SHALL be provided the NTP timestamp by a timeserver located outside the PoC network (for definition of a timeserver, see 错误！未找到引用源。). 

NOTE:
The timeserver may be the GPS time provided by the protocols of the underlying access network.
6.5.X TBCP Talk Burst Request for other PoC User message
The TBCP Talk Burst Request for other PoC User message is a request from a PoC Client to get permission to send a talk burst for other PoC users that have not requested permission.
Table X “TBCP Talk Burst Request for other PoC User message” shows the content of the message.

Table X: TBCP Talk Burst Request for other PoC User message.

0                   1                   2                   3

0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P|0 1 1 0 0|   PT=APP=204  |          length               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|SSRC of PoC Client requesting permission to send a talk burst 
for other PoC User |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name=PoC1                            |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|identifier of the designated PoC Client to send a talk burst   |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|TB-priority          | TB-priority   | TB-priority value                 |

|  -level = 102 |  -length = 2  |                               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|Time-stamp            | Time-stamp    |                                     |

| = 103         |  -length = 8  |                               :

:                       Time stamp value                        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
The following bit pattern in the subtype field SHALL be used for the TBCP Talk Burst Request for other PoC User: 01100.
The SSRC field SHALL carry the SSRC of the PoC Client that is requesting permission to send a Talk Burst for other PoC users that have not requested permission.
In the application dependent data, the TBCP Talk Burst Request for other PoC User message SHALL carry the identifier of the designated PoC Client to send a talk burst. 
· Same as the TBCP Talk Burst Request message defined in  6.5.2 TBCP Talk Burst Request message, Following optional fields MAY be included in the TBCP Talk Burst Request for other PoC User message. 
· Talk Burst request priority level, as specified in 6.5.2.1 ‘Talk Burst request priority level’.

· Talk Burst request timestamp, as specified in 6.5.2.2’ Talk Burst request timestamp’.
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