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1 Reason for Change
A normative reference in the target document, draft-ietf-sip-refer-with-norefersub-04.txt, has been published as RFC4488.

This CR suggests that editorial amendments to be made to the target document so that it reflects the change of the reference document.

Change 1 proposes to make amendments to the subclause 2.1, to update the reference information.

Change 2 proposes to replace the reference title [draft-norefersub] with [RFC4488] in the target document.

The affected subclauses are below;

- 6.1.3.2.2

- 6.1.3.2.3

- 6.1.5.2

- 6.1.6.2

- 6.1.7

- 6.1.13

- 7.2.1.8

- 7.2.1.9.2

- 7.2.2.1

- 7.3.1.1

- 7.3.1.5

- 7.3.1.10.2

2 Impact on Backward Compatibility

There is no impact on backward compatibility.
3 Impact on Other Specifications

There is no impact on other specifications.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to perform the proposed amendments to the PoC TS Control Plane V 2.

6 Detailed Change Proposal

2.1
Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process", Version 1.1, Open Mobile Alliance™, OMA-IOP-Process-V1_1, 

URL:http://www.openmobilealliance.org/

	[RFC2046]
	IETF RFC 2046 (November 1996): "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types",

URL:http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC 2119 (March 1997): "Key words for use in RFCs to Indicate Requirement Levels", S. Bradner, March 1997,

URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2234]
	IETF RFC 2234 (November 1997): "Augmented BNF for Syntax Specifications: ABNF", 

URL:http://www.ietf.org/rfc/rfc2234.txt

	[RFC2327]
	IETF RFC 2327 (April 1998): "SDP: Session Description Protocol", 

URL:http://www.ietf.org/rfc/rfc2327.txt

	[RFC3108]
	IETF RFC 3108 (May 2001): "Conventions For the Use of The Session Description Protocol (SDP) for ATM Bearer Connections",

URL:http://www.ietf.org/rfc/rfc3108.txt

	[RFC3261]
	IETF RFC 3261 (June 2002): "SIP: Session Initiation Protocol",

 URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3262]
	IETF RFC 3262 (June 2002): "Reliability of Provisional Responses in the Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3262.txt

	[RFC3264]
	IETF RFC 3264 (June 2002): "An Offer/Answer Model with the Session Description Protocol (SDP)",

URL:http://www.ietf.org/rfc/rfc3264.txt

	[RFC3265]
	IETF RFC 3265 (June 2002): "Session Initiation Protocol (SIP)-Specific Event Notification",

URL:http://www.ietf.org/rfc/rfc3265.txt

	[RFC3311]
	IETF RFC 3311 "The Session Initiation Protocol (SIP) UPDATE Method",

URL:http://www.ietf.org/rfc/rfc3311.txt

	[RFC3312]
	IETF RFC 3312 (October 2002): “Integration of Resource Management and Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3312.txt

	[RFC3320]
	IETF RFC 3320 (January 2003): "Signaling Compression (SigComp)", 

URL:http://www.ietf.org/rfc/rfc3320.txt

	[RFC3321]
	IETF RFC 3321 (January 2003): "Signaling Compression (SigComp) - Extended Operations",

URL:http://www.ietf.org/rfc/rfc3321.txt

	[RFC3325]
	IETF RFC 3325 (November 2002): "Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks",

URL:http://www.ietf.org/rfc/rfc3325.txt

	[RFC3420]
	IETF RFC 3420 (November 2002): "Internet Media Type message/sipfrag",

URL:http://www.ietf.org/rfc/rfc3420.txt

	[RFC3428]
	IETF RFC 3428 (December 2002): "Session Initiation Protocol (SIP) Extension for Instant Messaging",

URL:http://www.ietf.org/rfc/rfc3428.txt

	[RFC3485]
	IETF RFC 3485 (February 2003): "The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)", 

URL:http://www.ietf.org/rfc/rfc3485.txt

	[RFC3486]
	IETF RFC 3486 (February 2003): "Compressing the Session Initiation Protocol (SIP)", 

URL:http://www.ietf.org/rfc/rfc3486.txt

	[RFC3515]
	IETF RFC 3515 (April 2003): "The Session Initiation Protocol (SIP) REFER Method",

URL:http://www.ietf.org/rfc/rfc3515.txt

	[RFC3550]
	IETF RFC 3550 (July 2003): “RTP: A Transport Protocol for Real-Time Applications.

URL:http://www.ietf.org/rfc/rfc3550.txt

	[RFC3605]
	IETF RFC 3605 (October 2003): "Real Time Control Protocol (RTCP) attribute in Session Description Protocol (SDP)",

URL:http://www.ietf.org/rfc/rfc3605.txt

	[RFC3840]
	IETF RFC 3840 (August 2004): "Indicating User Agent Capabilities in the Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3840.txt

	[RFC3841]
	IETF RFC 3841 (August 2004): "Caller Preferences for the Session Initiation Protocol (SIP)",

URL:http://www.ietf.org/rfc/rfc3841.txt

	[RFC3892]
	IETF RFC 3892 (September 2004): "The Session Initiation Protocol (SIP) Referred-By Mechanism",

URL:http://www.ietf.org/rfc/rfc3892.txt

	[RFC3903]
	IETF RFC 3903 (October 2004): "Session Initiation Protocol (SIP) Extension for Event State Publication",

URL:http://www.ietf.org/rfc/rfc3903.txt

	[draft-answermode]
	draft-ietfwillis-sip-answermode-00 (December 2005): "Requesting Answering Modes for the Session Initiation Protocol (SIP)", expires June 2006,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sip-answermode-00.txt
NOTE: The reference IETF draft is a work in progress.

	[RFC4488]
	IETF RFC 4488 (May 2006): "Suppression of Session Initiation Protocol (SIP) REFER Method Implicit Subscription ",
URL: http://www.ietf.org/rfc/rfc4488.txt



	[draft-URI-list]
	draft-ietf-sipping-uri-list-conferencing-05 (February, 2006):  "Conference Establishment Using Request-Contained Lists in the Session Initiation Protocol (SIP)", expires August, 2006,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-conferencing-05.txt
NOTE: The reference IETF draft is a work in progress.

	[draft-conference-state]
	draft-ietf-sipping-conference-package-12 (July 2005): "A Session Initiation Protocol (SIP) Event Package for Conference State" , expires January 2006,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-conference-package-12.txt
NOTE: The reference IETF draft is a work in progress.

	[RFC4028]
	IETF 4028 (April 2005): "Session Timers in the Session Initiation Protocol (SIP)",

http://www.ietf.org/rfc/rfc4028.txt 

	[draft-multiple-refer]
	draft-ietf-sipping-multiple-refer-04 (October 2005): "Refering to Multiple Resources in the Session Initiation Protocol (SIP)", expires April 2006,

URL: http://www.ietf.org/internet-drafts/draft-ietf-sipping-multiple-refer-04.txt
NOTE: The reference IETF draft is a work in progress.

	[RFC4354]
	IETF RFC 4354 (January 2006): "A Session Initiation Protocol (SIP) Event Package and Data Format for Various Settings in Support for the Push-to-talk Over Cellular (PoC) Service,

URL:http://www.ietf.org/rfc/rfc4354.txt

	[draft-poc-p-headers]
	draft-allen-sipping-poc-p-answer-state-header-031 (April 2006): "P-Answer-State  Header Extension to the Session Initiation Protocol (SIP) for the Open Mobile Alliance (OMA) Push to talk over Cellular (PoC)", expires October 2006,

URL:http://www.ietf.org/internet-drafts/draft-allen-sipping-poc-p-answer-state-headers-03.txt.

NOTE: The reference IETF draft is a work in progress.

	[draft-uri-list-message]
	draft-ietf-sipping-uri-list-message-07 (February, 2006): “Multiple-Recipient MESSAGE Requests in the Session Initiation Protocol (SIP)", expires August, 2006,

URL:http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-message-07.txt
NOTE: The reference IETF draft is a work in progress.

	[3GPP2 X.S0013.4]
	3GPP2 X.S0013.4: "All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3",
URL:http://www.3gpp2.com/Public_html/specs/X.S0013-004-0_v1.0_022604.pdf

	[TS24.229]
	3GPP TS 24.229: "IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3" (Release 6),

URL:http://www.3gpp.org/ftp/Specs/latest/Rel-6/24_series/

	[OMA ClientProvisioning]
	OMA Client Provisioning v1.1.

	[OMA-PoC-AC]
	OMA Push to talk over Cellular (PoC) Application Characteristics File 

	[OMA-PoC-UP]
	OMA Push to talk over Cellular (PoC) – User Plane

	[PoC-XDM Specification]
	OMA-PoC_XDM_Specification-V1_0.

	[OMA-DM-v1-1-2]
	OMA Device Management, V1.1.2 (based on SyncML DM)

URL:http://www.openmobilealliance.com/

	[OMA-DM-v1-2]
	OMA Device Management, V1.2 (based on SyncML DM)

URL:http://www.openmobilealliance.com/

	[OMA-SyncML-DMStdObj-V1-1-2]
	"SyncML Device Management Standardized Objects"

	[OMA-SyncML-DMTND-V1-1-2]
	"SyncML Device Management Tree and Description".

	[OMA-Pres-Spec]
	OMA SIP/SIMPLE Presence Specification (OMA-PAG-SIMPLE-Spec-V1_0_0)

	[OMA IM TS]
	"OMA-TS-IM_SIMPLE" 

URL:http://www.openmobilealliance.org/

	[draft-ietf-mmusic-sdp-media-label]
	draft-ietf-mmusic-sdp-media-label-01.txt, "The SDP (Session Description Protocol) Label Attribute", expires July 1, 2004,

URL:http://www.ietf.org/internet-drafts/draft-ietf-mmusic-sdp-media-label-01.txt

NOTE: The reference IETF draft is a work in progress. 

	[draft-ietf-mmusic-sdp-bfcp]
	draft-ietf-mmusic-sdp-bfcp-03.txt, "Session Description Protocol (SDP) Format for Binary Floor Control Protocol (BFCP) Streams", expires June 2, 2006,

URL:http://www.ietf.org/internet-drafts/draft-ietf-mmusic-sdp-bfcp-03.txt

NOTE: The reference IETF draft is a work in progress. 

	[XDM-Shared-Groups]
	OMA-TS-XDM_Shared_Group-V2_0

URL:http://www.openmobilealliance.org/


Contributor’s Note: Replace the reference title [draft-norefersub] with [RFC4488] in the subclauses 6.1.3.2.2, 6.1.3.2.3, 6.1.5.2, 6.1.6.2, 6.1.7, 6.1.13, 7.2.1.8, 7.2.1.9.2, 7.2.2.1, 7.3.1.1, 7.3.1.5 and 7.3.1.10.2.

Bellow is an amendment example performed on the subclauses 6.1.3.2.2.

6.1.3.2.2
PoC Client initiates an Ad-hoc PoC Group Session and 1-1 PoC Session

Upon receiving a request from a PoC User to establish an Ad-hoc PoC Group Session or a 1-1 PoC Session within a Pre-established Session the PoC Client:

· 1. SHALL generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2. SHALL set the Request-URI of the SIP REFER request to the conference URI that identifies the Pre-established Session;

· 3. SHALL in case of a 1-1 PoC Session either set the Refer-To header of the SIP REFER request to the PoC Address of the Invited PoC User according to rules and procedures of [RFC3515]; or continue in the step 4;

· 4. SHALL in case of Ad-hoc PoC Group Session modify the SIP REFER request according to rules and procedures of  [draft-multiple-refer] with the following clarifications:

a) include in the Refer-To header of the SIP REFER request a URL identifying the body part containing the MIME resource-list body with the Invited PoC Users; 

b) include a MIME resource-lists body according to rules and procedures of [draft-multiple-refer] with the list of the Invited PoC Users. The PoC Client SHALL check that the number of Invited PoC Users on the URI-list does not exceed the maximum number of Participants allowed in an Ad-hoc PoC Group Session as derived from  'MAX-ADHOC-GROUP-SIZE' parameter provisioned for PoC Client. If exceeded, the PoC Client SHOULD notify the PoC User;

NOTE 1:  With regards to “MAX-ADHOC-GROUP-SIZE” parameter, the initiator of the PoC Session is also counted as a Participant.
c) include option tag  'multiple-refer' to the Require header. Otherwise, continue with the rest of the steps. 

· 5. SHALL when more than one PoC User is invited, include the following according to rules and procedures of [RFC4488]:

a) the option tag 'norefersub'in the Require header; and,


b) the value  'false'in the Refer-Sub header.

· 6. MAY when only one PoC User is invited, include the following according to rules and procedures of [RFC4488]:
a) the option tag 'norefersub' in the Require header; and,


b) the value 'false' in the Refer-Sub header.
· 7. SHALL include value  'id' in the Privacy header according to rules and procedures of  [RFC3325] , if anonymity is requested;

· 8. SHALL, in case the PoC User has requested Manual Answer Override, include in the Refer-To URI a Priv-Answer-Mode header with the value 'Auto'according to rules and procedures of  [draft-answermode]; 

· 9. SHALL, in case the PoC User has requested that Manual Answer Mode be required at the Invited PoC Client, include in the Refer-To URI an Answer-Mode header with the value 'Manual;Require'according to rules and procedures of  [draft-answermode]; 

· 10. SHALL send the SIP REFER request towards the PoC Server within the SIP dialog of the Pre-established Session according to rules and procedures of the SIP/IP Core. 

Upon receiving a SIP 2xx final response to the SIP REFER request the PoC Client SHALL interact with User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session initialization".  
Upon receiving an incoming SIP NOTIFY request that is part of the same dialog as the previously sent SIP REFER request the PoC Client:

· 1. SHALL handle the request according to rules and procedures of [RFC3515] and [RFC3265]; and,
· 2. MAY display information to the PoC User based on the information in the SIP NOTIFY body.

NOTE 2:
The PoC Server does not send any SIP NOTIFY request in case the value 'false'was included in the Refer-Sub header of the SIP REFER request.

In addition to this, the PoC Client MAY subscribe to the conference state event package as specified in subclause 6.1.10 "PoC Client subscription to the conference state event package".

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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