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1 Reason for Change

a) Justification:
SD description for MBCS needs some restructure for better readability. PoC Server functionality and PoC Client functionality is described in each respective way.  

b) Clauses affected:
SD chap 4.38
c) Summary of change:
No change in the meaning and moved PoC Server functionality into proper paragraph. See the detailed proposal.
d) Consequence if not approved:

Bad readability.
e) Reason for revision:

N/A
2 Impact on Backward Compatibility
No impact.
3 Impact on Other Specifications
There may be other changes in CP, UP but those changes will be taken care of later.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Adopt into SD.
6 Detailed Change Proposal

4.38 Multiple Media Burst Control Schemes
Media Burst Control Scheme is a way of using Media Burst Control and/or Talk Burst Control according to predefined rules and procedures. The PoC Server performing the Controlling PoC Function MAY support multiple Media Burst Control schemes for PoC Session. 
Note: PoC Server can use for 1-1 PoC Session and Ad hoc Group PoC Session a Media Burst Control Schemes according to the Service Provider Policy. Media Burst Control Schemes are out of scope of PoC. 

The PoC Client MAY support Media Burst Control Schemes. If the PoC Client supports Media Burst Control Schemes, the originating PoC Client MAY initiate an Ad hoc PoC Group Session or 1-to-1 PoC Session by providing Media Burst Control Scheme in the PoC Session invitation request.
If the PoC Server performing the Controlling PoC Function supports multiple Media Burst Control Schemes, the followings apply:
· On receiving a Pre-arranged PoC Group Session set-up request, the PoC Server performing the Controlling PoC Function SHALL apply Media Burst Control Scheme defined for the Pre-arranged PoC Group if included in the PoC Group Information. If not included, the PoC Server performing the Controlling PoC Function MAY choose any Media Burst Control Scheme according to the local policy.
· On receiving an Ad hoc PoC Group Session set-up request, the PoC Server performing the Controlling PoC Function SHALL apply the Media Burst Control Scheme if the PoC Server supports the Media Burst Control Scheme contained in the PoC Session set-up request.
· The PoC Server performing the Controlling PoC Function MAY indicate to the PoC Client the determined Media Burst Control Scheme used in the PoC Session.

· The PoC Client MAY indicate to the PoC User which Media Burst Control Scheme is used in the PoC Session when the PoC session is established.
NOTE:
If the PoC Server supports queuing, it MAY apply a specific scheme that a queue can be assigned for associated Media-floor Control Entities.
The PoC Server performing the Controlling PoC Function can send the determined Media Burst Control Scheme using indication contained in either INVITE request or OK response.
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